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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 16922:2024) has been prepared by Technical Committee CEN/TC 256 “Railway 
applications”, the secretariat of which is held by DIN. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 16922:2017+A1:2019. 

This document includes the following significant changes with respect to EN 16922:2017+A1:2019: 

— 5.2.8 is revised to give additional guidance to not over pressurize the system; 

— update of standard references. 
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1 Scope 

This document specifies the interface requirements for controlled emission toilet equipment on railway 
vehicles and the infrastructure, including catering area sink waste retention tanks. Vehicle and 
infrastructure specific requirements are also given. 

The document includes fixed and portable infrastructure equipment used to empty retention tanks, but 
excludes equipment fitted to railway vehicles where no fixed connections are used between vehicle and 
infrastructure. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

EN 1717:2000, Protection against pollution of potable water in water installations and general 
requirements of devices to prevent pollution by backflow 

EN 12663-1:2010+A2:2023, Railway applications - Structural requirements of railway vehicle bodies - Part 
1: Locomotives and passenger rolling stock (and alternative method for freight wagons) 

EN 15877-2:2013, Railway applications - Markings of railway vehicles - Part 2: External markings on 
coaches, motive power units, locomotives and on track machines 

EN 16362:2013, Railway applications - Ground based services - Water restocking equipment 

EN 45545-2:2020+A1:2023, Railway applications - Fire protection on railway vehicles - Part 2: 
Requirements for fire behaviour of materials and components 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp/ 

— IEC Electropedia: available at https://www.electropedia.org/ 

3.1 
railway infrastructure 
all installations required for the running of railway vehicles including operating and support facilities 

EXAMPLE Tracks, crossings, catenaries, signals, maintenance depots. 

3.2 
grey water 
waste water from hand wash and galley sinks, usually contaminated with soap, germicides, residues of 
food, drink and dish water 

3.3 
servicing point 
location where maintenance, refuelling and cleaning is carried out 
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3.4 
controlled emission toilet 
toilet system where the toilet waste is retained on the vehicle and emptied at prescribed locations, 
including on board waste treatment systems which are permitted to discharge some wastes at various 
locations 

4 General 

4.1 Description of vacuum 

Vacuum can be expressed in different manners. Absolute vacuum is 0 bar and atmospheric pressure is 
nominally 1 bar (although this varies). When a vacuum pump evacuates 0,2 bar from a tank the remaining 
pressure within the tank is 0,8 bar (if the atmospheric pressure is 1 bar), but this can be expressed in a 
variety of ways. Therefore, to avoid doubt, because the atmospheric pressure varies, throughout this 
standard vacuum is expressed as a negative number of bars below atmosphere (i.e. in the above example 
this is expressed within this standard as −0,2 bar). 

Positive pressure is expressed as bars above atmosphere, i.e. in this standard an absolute pressure of 
3 bar is shown as +2 bar. 
4.2 Description of controlled emission toilet systems 

There are five generic types of controlled emission toilets fitted to railway vehicles considered in this 
document, shown diagrammatically in Annex A. 

5 Requirements 

5.1 General requirements 

Each vehicle and servicing point shall be clearly marked with the type of system that is fitted, or intended 
to be used for. Adjacent to the connection on the vehicle and infrastructure the background, or if there is 
no background, an area beside the connection with a minimum dimension 60 mm x 60 mm, shall be 
coloured as shown in Table 1 and marked with the wording shown in Table 1 in the native language of 
the servicing point or the home depot of the vehicle and also at least in English. The labels shall be in a 
contrasting colour to the background colour. 
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