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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 18110:2024) has been prepared by Technical Committee CEN/TC 230 “Water 
analysis”, the secretariat of which is held by DIN. 

This document is currently submitted to the CEN Enquiry. 
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Introduction 

Drivers of change 

In recent years, there has been a growing focus on enhancing ecological water quality, with a specific 
emphasis on fish populations. International legal frameworks, such as the Water Framework Directive 
(WFD) [1], the European Eel Regulation [2], and the Benelux Free Fish Migration Decision [3], have played 
a pivotal role in shaping the measures adopted in this regard. Human activities related to water 
management, drinking water supply, irrigation, and electricity production require the installation of 
pumps and turbines that can have significant environmental impacts on fish populations. For the 
environmental sustainability of these sectors, their impact must be studied and, if needed, the best 
available mitigation measures must be applied. It is the reason why significant efforts are being made by 
various stakeholders, including water management authorities, resource agencies, pump and turbine 
manufacturers, ecological consultancy firms, and research institutions, to enhance the chances of survival 
for fish passing through pumping stations and hydropower plants. 

Mechanisms of fish mortality 

Damage to fish in pumping stations or hydropower plants can have different causes [13]. Mechanical 
injury by blade strike is generally regarded as the primary cause of injury and mortality in pumps and 
turbines with low to moderate heads. Grinding of fish along rough walls or entrapment in small gaps and 
clearances can also lead to damage. Other causes are rapid pressure changes that can result in 
barotrauma, and excessive shear forces in a fluid flow with high velocity gradients. The actual pump or 
turbine system is often where the risk is highest, but also other parts of a plant can be the source of 
damage, for instance at trash racks, in nearly closed guide vanes, long pipelines, or siphons, near butterfly 
valves, or oscillating no-return valves. 

Methods to assess fish survival 

Water management entities are increasingly transitioning to the use of pump and turbine systems that 
pose fewer risks to fish. Decisions to that effect are usually based on survival tests done in the field at 
existing plants, or on laboratory experiments done in test facilities for new designs of pumps and turbines 
that are safer for fish. These survival tests can use either live fish or artificial, dummy fish with integrated 
sensors. Another alternative route to estimating fish survival is to use computational models that are 
well-validated with information from prior tests. Each of these methods has its advantages and 
disadvantages. The final choice depends on the stage of development and the desired level of accuracy. 

1. Fish survival tests in the field 

Fish survival tests have the highest confidence when done in the field at the actual plant site, using live 
fish, and under actual environmental and operational conditions. The fish should be representative of the 
population for which the survival is being estimated, and operating conditions should reflect the most 
common modes of operation, or worst-case conditions if such conditions occur on a regular basis. 
Survival tests like these come closest to reality, where resident fish are entrained naturally into the intake 
structure of a plant, are subjected to all stressors during passage, and can display their natural behaviour. 
The use of artificial dummy fish with integrated sensors [17], can give additional information but they 
cannot replace tests with live fish. While the recorded values of acceleration, rotation, and pressure 
changes may give valuable information about stressors along a trajectory, these readings alone are (as of 
yet) difficult to correlate with actual damage to fish. Current studies are expected to improve their 
predictive powers. 

Some previous studies of fish survival in existing plants use naturally-entrained fish that are collected in 
nets after passage through the pump or turbine. The obvious advantage is that these are fish types and 
sizes resident at the site. Further, these fish display natural behaviour as they approach and enter the 
intake. Still, it is recommended for most survival tests to use introduced fish because it offers greater 
experimental control in terms of sample sizes, species, size classes, and the duration of the tests. The 
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condition of introduced fish is also known prior to release which allows for an accurate assessment of 
passage-related damage, especially if the tests are paired with the release of a control group of fish that 
are biologically identical and undergo the exact same handling, release, collection, and holding 
procedures as the test fish, with the exception of passage through the pump or turbine. 

Netting, balloon tagging, and telemetry are widely used methods to collect or monitor fish after passage. 
Of these methods, collection nets are used most because they are versatile and although not cheap, once 
in place, allow for a cost-effective assessment of multiple species, size classes, and operating conditions. 
If constructed as a so-called full-flow net, covering the entire flow through one or more units, and sealed 
properly, it can result in total recovery of released fish. Uncertainty related to fish that are not recovered 
is then eliminated. Partial-flow nets lack all these advantages and must be avoided if possible. They 
exhibit low recapture rates of released fish and potential intrusion of downstream resident fish. 
Consequently, uncertainty levels of mortality rates are high. 

Balloon tag and radio telemetry are alternative methods to assess passage-related fish mortality. Both 
have a low initial cost but high unit cost if large numbers of fish are required. For this reason, such studies 
often have limited numbers of operating conditions, species and size classes, and small sample sizes. 
Tagging fragile species or small fish may come with high handling-induced losses. Further, tagged fish 
can be impacted in their swimming ability causing a bias in the results. 

In balloon tag studies fish are tagged with a self-inflating tag and released. Contact with water inflates the 
tag after a while, buoys the fish to the surface and allows recovery by a boat crew. Radio telemetry is 
different in that fish are not recovered after release. Instead, their movement after passage is monitored. 
Often radio-tagged dead fish are released as well to distinguish between the movements of live and dead 
fish. Injury and delayed mortality rates cannot be assessed using radio telemetry and the uncertainty in 
classifying live and dead fish leads to errors. 

2. Fish survival tests in the laboratory 

Survival tests in a laboratory or a factory share some of the characteristics of tests in an existing plant. 
The pump or turbine that is being assessed will have the exact same geometry except it is usually a model 
at a smaller scale, operating at a different flow rate and shaft speed. Tests may be done with fish of a 
different size class which requires scaling of the results with obvious uncertainties. The risk of 
barotrauma in a scale model is different from a full-scale installation. In addition, scale-model test rigs 
often do not entail all the components a real plant has, like a forebay with intake structure, a penstock, or 
auxiliaries like a trash rack or a gate valve. As a result, survival tests at model-scale are not easily 
translated to conditions at the actual plant. Laboratory tests at model scale are typically done during the 
development of a new type of pump or turbine design and results need eventual validation at full-scale. 

3. Model-based prediction of fish survival 

A model-based prediction of fish survival can provide a fair estimate of what is to be expected in reality. 
Such predictions are useful in the early stages of a new pump or turbine design before the laboratory 
survival tests take place. Water authorities can make use of these models to estimate survival rates of 
machines not yet commissioned in situ, or operating at conditions, or with fish types and sizes, not yet 
tested. A first quantification of the impact can thus be obtained without the use of live fish. It complies 
with the European Directive 2010/63/EU [4] and the aim to replace all animal research with non-animal 
methods. The decision to conduct subsequent tests with live fish can be made contingent on the results 
of a computational model. 

Several models exist that estimate mortality due to blade strike, being the primary cause of damage to 
fish passing through pumps and turbines. These models are usually based on a blade encounter model to 
predict the likelihood of a collision between a fish and a blade, followed by an empirical model to predict 
the probability of that collision being fatal. The blade encounter model can be replaced by a 
Computational Fluid Dynamics (CFD) calculation of the flow through a pump or turbine. The trajectories 
of fish, modelled as passive objects moving through the machine, can be calculated and the likelihood of 
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a blade collision be estimated. These CFD calculations offer the additional possibility to calculate pressure 
changes and values of velocity shear along fish trajectories. Yet, no matter how advanced the CFD method 
is, the resulting survival rates will still be estimations: trajectories rely on the points of entry, on fish 
flexibility and swimming behaviour, and the eventual damage and mortality relies on correlations with 
stressors like strike velocity, pressure, and shear rate. 

Guiding principles for survival tests 

Any experiment involving animals must adhere to principles of animal welfare ([4]) and be preceded by 
thoughtful consideration of: 

— the utility of the planned experiment in relation to the existing knowledge from prior studies; 

— the appropriateness of the selected methods and the likelihood of obtaining meaningful results; 

— the absence of viable alternative methods serving the same purpose; 

— the alignment between the animal models chosen and the scientific objectives pursued; 

— the weighing of harm to animals against the benefits of anticipated results; 

— the biological and cognitive characteristics, as well as the sensitivity and fragility, of the species 
concerned; 

— ensuring that the selection of species, particularly non-domestic species, does not pose a threat to 
biodiversity; 

— restricting the number of animals used to the minimum necessary; 

— decisions related to living conditions, accommodation, animal care during the study, and 
dispositioning of fish after the experiment, so as to prioritize their physiological and behavioural 
needs as much as possible. 

Small installations 

In general, when determining the need for fish survival tests, one should inquire whether a pump or 
turbine installation constitutes a bottleneck for local or migrating fish species. How many fish are likely 
to pass through the installation and are these species considered endangered? In addition, for small 
installations, the question arises as to whether it is meaningful to conduct fish survival tests for relatively 
large fish in small pump or turbine installations if these fish are effectively excluded from entrance by 
screens and trash racks with small mesh sizes. A survival test in which fish are introduced before the 
intake but downstream of a screen is likely to provide an unrealistic image of actual mortality. 

Purpose of the standard 

To avoid controversies, usually associated to field methodology and data analysis, there is a need for 
standardized procedures to assess the impact of existing and newly developed machines on fish survival. 
The current standard aims at providing a basis for planning, conducting and reporting fish survival 
studies in pumps and turbines. It will lead to more consistency in results among study sites and machines. 

Model-based prediction of fish survival and other alternative methods using sensors to measure fish 
survival in pumps and turbines may be developed in the near future and could finally replace (or 
significantly reduce) direct tests on animals. Meanwhile, experiments requiring animal use are needed 
but must be carefully planned and carried out. The rules and guidelines in this standard are aimed at 
minimizing the use of test animals as much as possible and maximizing their well-being. 
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1 Scope 

This document is concerned with the assessment of fish survival in pumping stations and hydropower 
plants, defined as the fraction of fish that passes an installation without significant injury. It does not 
concern indirect consequences of such installations, usually included in the notions ‘fish safety’ or ‘fish-
friendliness’, like avoidance of fish affecting migration, behavioural changes, injury during attempted 
upstream passage, temporary stunning of fish resulting in potential predation, or depleted oxygen levels. 

This document applies to pumps and turbines in pumping stations and hydropower plants that operate 
in or between bodies of surface water, in rivers, in streams or estuaries containing resident and/or 
migratory fish stocks. Installations include centrifugal pumps (radial type, mixed-flow type, axial type), 
Archimedes screws, and water turbines (Francis type, Kaplan type, Bulb type, Straflo type, etc.). 

The following methods to assess fish survival are described: 

— Survival tests involving the paired release of live fish, introduced in batches of test and control fish 
upstream and downstream of an installation, and the subsequent recapture in full-flow collection 
nets. The method is applicable to survival tests in the field and in a laboratory environment. 
(Clause 6); 

— A validated model-based computational method consisting of a blade encounter model and 
correlations that quantify the biological response to blade strike (Clause 7). 

The computational method can be used to scale results from laboratory fish survival tests to full-scale 
installations operating under different conditions (Clause 8). 

The survival tests and computational method can also be applied to open-water turbines, with the caveats 
mentioned in Annex C. 

The results of a survival test or a computed estimation can be compared with a presumed maximum 
sustainable mortality rate for a given fish population at the site of a pumping station or hydropower plant. 
However, this document does not define these maximum rates allowing to label a machine as “fish-
friendly”, nor does it describe a method for determining such a maximum. 

This document offers an integrated method to assess fish survival in pumping stations and hydropower 
plants by fish survival tests and model-based calculations. It allows (non-)government environmental 
agencies to evaluate the impact on resident and migratory fish stocks in a uniform manner. Thus the 
document will help to support the preservation of fish populations and reverse the trend of declining 
migratory fish stocks. Pump and turbine manufacturers will benefit from the document as it sets uniform 
and clear criteria for fish survival assessment. Further, the physical model that underlies the 
computational method in the document, may serve as a tool for new product development. To academia 
and research institutions, this document represents the baseline of shared understanding. It will serve as 
an incentive for further research in an effort to fill the omissions and to improve on existing assessment 
methods. 

2 Normative references 

There are no normative references in this document. 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp/ 
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— IEC Electropedia: available at https://www.electropedia.org/ 

3.1 
acclimatization 
process of allowing fish to adapt to changed conditions in the living environment 

3.2 
amphidromous fish species 
fish species that migrates between fresh and saltwater systems without a reproduction purpose 

3.3 
anadromous fish species 
fish species that migrate from saltwater systems in order to reproduce in fresh water systems 

Note 1 to entry: Examples of anadromous fish species are Atlantic salmon, North Sea houting, twaite shad, allis 
shad, smelt, sturgeon, sea trout, river lamprey, sea lamprey and three-spined stickleback. 

3.4 
archimedes screw 
open or closed screw that can be used as a pump or turbine, able to transport water between different 
water levels at ambient conditions 

3.5 
barotrauma 
injury that occurs in fish because of pressure changes 

3.6 
catadromous fish species 
fish species that migrate from freshwater systems in order to reproduce in saltwater systems 

Note 1 to entry: The eel is an example of a catadromous fish species. 

3.7 
centrifugal pump and turbine 
common term for rotodynamic pumps and turbines of the radial, mixed and axial flow-type 

3.8 
closed turbine 
turbine where the runner blades rotate at a short distance from the stationary turbine housing 

Note 1 to entry: All fish that pass through the installation will pass the runner and risk being hit by the blades. 

3.9 
collision probability 
Pco 
probability that a fish will collide with the leading edge of a guide vane or a rotor blade of a pump or 
turbine 

3.10 
computational fluid dynamics (CFD) 
computer simulation of a flow of liquid or gas 
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3.11 
control fish 
fish of the same species and size class as the test fish, that are in a similar health condition and undergo 
identical handling procedures, with the exception of passage through a pump or turbine or a complete 
installation 

3.12 
delayed mortality 
mortality that occurs in a predetermined period after the fish survival test 

3.13 
diadromous fish species 
fish species that migrate between fresh and saltwater systems 

Note 1 to entry: The group of diadromous fish species is subdivided into anadromous, catadromous, and 
amphidromous species. 

3.14 
direct mortality 
instant fish mortality after recapture and collection from a collection net 

3.15 
downstream migrating fish 
fish that swims into an installation in the direction of flow of the water 

3.16 
draft tube 
diffuser (i.e. diverging pipe or channel) located downstream of a turbine rotor, where the average velocity 
reduces, and the static pressure rises 

Note 1 to entry: The outflow diffusor is an integral component of the hydropower plant. 

3.17 
dynamic head losses 
Hdyn 
measure of the pressure losses in a flow of water through a pipeline systems leading to a loss of head 

3.18 
field test 
fish survival test of an actual pumping station or hydropower plant on-site, operating under practical 
conditions 

3.19 
flow rate 
quantity of water flowing through the pump or turbine per unit time 

Note 1 to entry: Also called capacity or volume flow rate. 

3.20 
guide vane 
stationary blade in a pump or turbine to guide the flow of water 

Note 1 to entry: A baffle is an example of a guide vane. 
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3.21 
hydropower plant 
installation where the energy contained in a flow water (either velocity or a level difference) is converted 
to electric energy by means of one or more turbines 

3.22 
injury 
deviation from the natural state of a fish caused by an external force 

3.23 
injury model 
model-based calculation method to estimate injury to fish that pass through a machine 

3.24 
introduced fish 
fish that are released closely upstream of a pump or turbine in a fish survival test, as opposed to naturally-
entrained fish that reside upstream of a pump or turbine 

3.25 
laboratory test 
fish survival test of a pump or turbine in a controlled environment or in a facility set up for test purposes 

3.26 
manometric pump head 
sum of the static head and the dynamic head losses in the piping system 

Note 1 to entry: Manometric pump head is the head difference across the pump. 

3.27 
manometric turbine head 
static head minus the dynamic head losses in the piping system 

Note 1 to entry: Manometric turbine head is the head difference across the turbine. 

3.28 
meridional plane 
cross sectional plane in a pump or water turbine where the rotation axis of the rotor forms part of the 
plane 

3.29 
migration 
movement of fish between various water systems and habitat types to spawn, feed, escape, or rest 

3.30 
mortality 
Pm 
probability a fish suffers lethal injury while undergoing a specific treatment 

3.31 
mutilation ratio 
fMR 
probability that a strike with a blade will lead to serious fish injury 
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3.32 
open turbine 
turbine where the runner blades rotate at some distance from the housing, or where there is no housing 

Note 1 to entry: Also called a free-flow turbine. 

Note 2 to entry: Approaching fish may passively or actively avoid the rotating turbine runner, through the space 
between the turbine runner and the housing. 

3.33 
passage survival 
probability a fish survives passage through a pump or turbine. This is assessed in a survival test 

3.34 
pressure pipe 
piping at the high-pressure side of a machine 

3.35 
pumping station 
installation where surface water is transported, usually to a higher level, by means of one or more pumps 

3.36 
rotor 
rotating part of a pump or turbine 

Note 1 to entry: A rotor is also called an impeller, runner, or propeller. 

3.37 
secchi distance 
depth at which a disk lowered into the water can no longer be seen from the surface 

Note 1 to entry: The Secchi depth is related to water clarity and is a measure of how deep light can penetrate the 
water. It is used as an estimate of the distance over which a fish can detect an object. 

3.38 
serious fish injury 
injury that leads to direct mortality in fish or to (expected) mortality in the longer term 

Note 1 to entry: In this standard serious fish injury is assessed as mortality. 

3.39 
shaft speed 
revolution speed of a rotor, measured as the number of rotations per unit time 

3.40 
shear 
velocity gradient normal to the direction of the flow 

3.41 
silver eel 
mature eel of a silver-grey color that travels from inland water to the sea in order to reproduce 

3.42 
smolt 
young salmon or young trout one or more years of age that migrates from fresh waters to the sea 
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3.43 
static head 
Hst 
difference in water level on both sides of a pump or turbine installation, also called system head 

3.44 
strike velocity 
velocity of a fish relative to the leading edge of a guide vane or blade, at the moment of strike 

3.45 
suction pipe 
piping at the low-pressure side of the machine 

3.46 
survival 
probability a fish survives while undergoing a specific treatment. Also called survival rate or survival 
probability 

Note 1 to entry: The survival is also expressed as (1 – mortality Pm). 

3.47 
survival test 
test to assess passage survival probability in which a group of test fish is introduced upstream of a pump 
or turbine intake and recaptured downstream 

Note 1 to entry: The survival of a control group of fish is used to correct test group survival rates for handling-
induced mortality. Also called a passage survival test. 

3.48 
test fish 
fish of a specific species and size class that undergo introduction and passage through a pump or turbine, 
and subsequent recapture in a collection net 

3.49 
test scenario 
combination of fish species and size class, and operating conditions of a pump or turbine 

3.50 
trash rack 
coarse screen to catch debris floating or suspended in the water, such as plants, duckweed, (cutting) 
waste and wood, that also serves to protect the machinery 

Note 1 to entry: A trash rack also has the function of protecting people and animals. 

3.51 
trash rack cleaner 
machine that automatically or otherwise removes the floating and suspended debris from the trash rack 
and dumps it on dry land 

3.52 
upstream migrating fish 
fish that swims into an installation against the direction of flow of the water 
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4 Drawings of the installations 

This Clause contains schematic drawings of the installations. 

 
Key 

1 discharge 
2 non-return valve 
3 motor 
4 trash rack cleaner 
5 trash rack (wide-spaced grating) 
6 suction side 
7 discharge pipe 
8 guide vane 
9 pump impeller 
10 suction chamber 

Figure 1 — Schematic view of a pumping station 
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Key 

1 discharge 
2 non-return valve 
3 motor 
4 trash rack cleaner 

Figure 2 — Schematic view of an Archimedean screw in pump mode 

 
Key 

1 headwater reach 
2 trash rack (wide-spaced grating) 
3 trash rack cleaner 
4 tail reach 
5 inflow pipe 
6 water turbine 
7 guide vane 
8 turbine rotor 
9 outflow diffusor 

Figure 3 — Schematic view of a hydropower plant 
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5 Equipment and tools 

5.1 Collection net 

A collection net is used to recapture fish after passage through the pump or turbine. The net is designed 
as a full-flow collection net to sample the entire flow from a pump or turbine unit. Construction should 
aim at the full recapture of fish passed through the machine and at preventing intrusion of fish residing 
in the body of water downstream of a turbine or a pump. 

The dimensions of the net and the size and type of the mesh have an influence on the collection efficiency 
and the extent of injury it can cause to fish. It should meet the following requirements: 

— the net is made of knotless material to reduce abrasion of collected fish; 

— the net is big enough (i.e. have sufficient net area) to have low through-flow velocity and thus prevent 
impingement of fish and related injury; 

— the mesh size is tailored to the sizes of collected fish to prevent fish escapement or injury. For 
instance, for smolt size fish a mesh size of 18 mm stretched mesh can be used; 

— it is possible to remove fish easily and without injury from the collection net. 

In addition: 

— the net is big enough for fish to move away from the discharge stream and seek refuge in areas of low 
velocity, 

or 

— a floating collection box, live well, or (Norwegian) keepnet is attached on the end of the collection 
net, large enough to provide adequate shelter from high velocities and turbidity. 

Preferably, the net should be closed from above to prevent predation by birds. 

If, during field tests, a lot of debris enters the net, a larger net area or a larger mesh size may be required. 

If a full-flow collection net cannot be applied on site, balloon-tagging of test and control fish may be 
considered as the next best recapture alternative. 

5.2 Fish introduction device 

A piping system to introduce fish into a pump or turbine installation with minimum risk of damage. The 
introduction device is designed and built to fit the dimensions of the intake structure and the largest size 
class of fish in the survival test. 

All pipe surfaces are finished, edges are rounded, and contractions or expansions in pipe diameter are 
gradual. Pipe connections are flush on the inside. Protruding parts are avoided. 

After insertion at the entrance, fish are flushed through the pipe by a secondary flow of water from a 
pump or auxiliary tank. A large-radius pipe bend redirects and aligns the fish parallel with the flow in the 
intake structure. The flush water capacity should ideally match the local velocity in the intake at the point 
of release, which usually is around 1 m/s. Higher velocities may be selected for good swimmers, like 
salmonids. 

Figure 4 shows an illustration of a safe fish introduction device. Figure 5 shows how fish are being 
introduced. 
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Key 

1 inflow of secondary water 
2 fish insertion 
3 bend (≥90°) 
4 release of water and fish 

Figure 4 — Illustration of a fish introduction device, top and side view 

 

Figure 5 — Example of fish introduction 
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5.3 Transport tank 

Tank used for transporting fish over large distances. 

Recommended fish density: ≤ 20g of fish per L of water. Has continuous oxygen supply and discharge of 
toxic gases. May include a water circulation system to maintain oxygen levels and water temperature, as 
well as a means to monitor and control these conditions. 
5.4 Storage tank 

Tank, closable or coverable, where fish are held before and during the survival test. 

The volume of the tank depends on the number and the size of fish. Recommended fish density: ≤ 20g of 
fish per L of water. Each tank has continuous oxygen supply and discharge of toxic gases. May include a 
water circulation system to maintain oxygen levels and water temperature, as well as a means to monitor 
and control these conditions. 
NOTE Test and control fish can be held in separate tanks but under the same conditions (water quality, fish 
density). 

5.5 Keepnet 

Net used to temporarily hold and store fish, designed to allow water to flow through it, keeping the fish 
alive while they are in the net. Should be placed in slowly flowing section of water. Keepnets should be of 
knotless netting material and closable or coverable with soft netting. 
NOTE 1 The cover is needed to prevent fish loss, injuries, and predation by birds. 

NOTE 2 Due to the risk of predation and the potential difficulties in conducting animal surveys, such as the 
invisibility of fish hindering animal welfare checks, storage tanks are preferred over keepnets. 

5.6 Small transport tank 

Tank, tub or bucket, closable with a cover, used for short distance transport of fish on the test site. Only 
used for short periods of time (less than 10 min). As an example, 25 fish of 150 mm in 40 l. 

All fish that accidentally escaped from transport, storage or small transport tank shall be excluded from 
a survival study. 

5.7 Measuring board 

Plasticized board to measure the length of a fish. Minimum length of the board is equal to the maximum 
size class of used fish + 5 cm. Has a smooth surface and a gutter shape. 
NOTE Due to the smooth surface, fish cannot be damaged. The gutter shape maintains silver eels in a stable 
position in the gutter. 

5.8 Anaesthetics 

Chemicals to sedate or euthanize fish. Examples of anaesthetics that can be used during fish survival tests 
are MS222, benzocaine, and isoeugenol. The dose shall be adapted following species, fish size and 
temperature condition. 

Use a low anaesthetics dose to facilitate inspection for fish injury. Use a lethal dose for euthanizing 
seriously injured fish. 

5.9 Fish welfare journal 

Record of observations and measurements related to the fish welfare survey, including their health, 
behaviour, and holding conditions. 
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NOTE 1 Mention in the journal can be made to which national regulation(s) related to animal welfare, the 
survival tests comply. 

NOTE 2 The measures taken while monitoring the welfare are also recorded. Recording the findings and 
measures is especially useful if clear identification of (groups of) animals has been carried out. 

NOTE 3 An example of sections of a fish welfare journal is given in Annex E. 

NOTE 4 Attention is drawn to the Directive 2010/63/EU [4] on the protection of animals used for scientific 
purposes. Annex F gives some information on this directive and related legislation.  

6 Fish survival test 

6.1 Authorization and safety 

Conducting animal tests is restricted to authorized and qualified individuals exclusively. It is of utmost 
importance to ensure that the test site, both in the field and in the laboratory, is not accessible to 
unauthorized individuals before, during, and after testing. 

For the safety of the research team, the strength of the construction of the test facility as well as its access 
shall be thoroughly assessed. 

6.2 Legislation and directives 

For the procedures of a fish survival test, attention is drawn EU and national legislation, the directives of 
local authorities, environmental agencies, and regulators.  
NOTE In some EU Member States, consultation of an Ethics Committee is required. 
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6.3 Flow charts 

 

Figure 6 — Flow chart part 1: supply of the fish 
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