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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document has been prepared by Technical Committee CEN/TC 249 “Plastics”, the secretariat of 
which is held by SIS. 

This document is currently submitted to the CEN Enquiry. 

This document has been prepared under a standardization request addressed to CEN by the European 
Commission. The Standing Committee of the EFTA States subsequently approves these requests for its 
Member States. 
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Introduction 

In recent years, the use of plastic products in agriculture has become a subject of concern due to its impact 
on the environment. To address this issue, there is a growing need for a European standard that sets 
guidelines in agricultural practices. 

The European standardization for agricultural products aims to promote sustainable practices, reduce 
plastic waste, and protect the environment. It emphasizes the importance of reducing plastic waste, 
improving recycling and reuse methods. Also, it takes into account the entire life cycle of plastic products, 
from production to end of use, and encourages the adoption of practices that contribute to a circular 
economy, primarily recycling. 

One of the key aspects is to encourage farmers and producers to opt for the implementation of collection 
and recycling systems specifically designed for agricultural plastic waste, as well as the use of 
biodegradable or compostable plastic materials. 

The European standardization emphasizes the importance of proper waste management and disposal. It 
encourages the establishment of collection points and recycling facilities for agricultural plastic waste, 
ensuring that it is processed and recycled in an environmentally responsible manner. Additionally, it 
promotes awareness and education among farmers and producers regarding the proper handling and 
disposal of plastic products. 

Furthermore, the European standardization encourages research and innovation in the field of 
sustainable materials. It calls for the development of new technologies and materials that are recyclable, 
reusable, biodegradable in soil or in composting and safe for agricultural use. This includes exploring 
options such as bio-based materials made from renewable resources or utilizing natural materials that 
have minimal impact on the environment. 

By implementing these guidelines, farmers and producers will contribute to a more sustainable 
agricultural industry that balances the need for plastic products with the preservation of our natural 
resources. 

Full document details: 24/30491473 DC
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1 Scope 

This document specifies the integrated management of agricultural plastic products with agronomic 
performance. 

This document gives guidance and requirements for their installation, use, removal, sorting, collection 
and preparation for recycling as well as general guidelines for design for recycling. 
NOTE 1 prEN 1320611, prEN 1320712, prEN 1365513, prEN 1493214 and prEN 17098-115 include a specific 
clause dedicated to design for recycling. 

NOTE 2 Design for recycling for products not covered by a standard is detailed in this document. 

This document first aims professional users and can be used also for domestic purposes. 

This document applies to: 

— covering films that comply with EN 13206:2017+A1:2020 or with specifications laid out by the film 
manufacturer/supplier, used for covering greenhouses, small tunnels or livestock buildings, as well 
as to direct crop covers used for semi-forcing plants and seed; 

— silage films for horizontal silos that comply with EN 13207 or with specifications laid out by the film 
manufacturer/supplier; 

— sheaths for horizontal silos (forage crop and grain storage) that comply with EN 13207 or with 
specifications laid out by the sheath manufacturer/supplier; 

— stretch films for wrapping bales that comply with EN 14932 or with specifications laid out by the film 
manufacturer/supplier; 

— thermoplastic mulching films that comply with EN 13655 or with specifications laid out by the film 
manufacturer/supplier; 

— barrier films for agricultural and horticultural soil disinfection by fumigation comply with 
EN 17098-1; 

— nets and twines for catling and horticulture that comply with the specifications laid out by 
EN ISO 4167 or by the manufacturer/supplier; 

— flexible ducts, semi-rigid and rigid pipes and fittings for irrigation that comply with ISO 8779, 
EN ISO 9261, ISO 13460-1, ISO 16438, EN 14267, EN 12324-2, EN 13635, EN 13997, 
EN 17176-2:2019+A1:2022 or with specifications laid out by the manufacturer/supplier; 

— fabrics and non-woven nets and sheets for catling and horticulture that comply with ISO 9073 series 
or with specifications laid out by the manufacturer/supplier. 

This document does not cover construction, packaging and food-contact products. 
NOTE 3 For products non-suitable for recycling in the context of this document, specific procedures apply. 

                                                             
1 Under preparation. 
2 Under preparation. 
3 Under preparation. 
4 Under preparation. 
5 Under preparation. 
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2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 10244-2, Steel wire and wire products — Non-ferrous metallic coatings on steel wire — Part 2: Zinc or 
zinc alloy coatings 

EN 12324-2, Irrigation techniques — Reel machine systems — Part 2: Specifications of polyethylene tubes 
for reel machines 

EN 13031-1, Greenhouses — Design and construction — Part 1: Commercial production greenhouses 

EN 13206:2017+A1:2020, Plastics — Thermoplastic covering films for use in agriculture and horticulture 

EN 13207, Plastics - Thermoplastic silage films and tubes for use in agriculture 

EN 13432, Packaging — Requirements for packaging recoverable through composting and 
biodegradation — Test scheme and evaluation criteria for the final acceptance of packaging 

EN 13635, Irrigation techniques — Localised irrigation systems — Terminology and data to be supplied by 
the manufacturer 

EN 13655, Plastics — Thermoplastic mulch films recoverable after use, for use in agriculture and 
horticulture 

EN 13997, Irrigation techniques — Connection and control accessories for use in irrigation systems — 
Technical characteristics and testing 

EN 14267, Irrigation techniques — Irrigation hydrants 

EN 14932, Plastics — Thermoplastic stretch films for wrapping silage bales 

EN 15343, Plastics — Recycled Plastics — Plastics recycling traceability and assessment of conformity and 
recycled content 

EN 15344, Plastics — Recycled plastics — Characterization of Polyethylene (PE) recyclates 

EN 15345, Plastics — Recycled Plastics — Characterisation of Polypropylene (PP) recyclates 

EN 15347-1,6 Plastics — Sorted plastics wastes — Part 1: General characterization 

EN 15347-2,7 Plastics — Sorted plastics wastes — Part 2: Quality grades of sorted Polyethylene (PE) wastes 
and specific test methods 

EN 15347-3,8 Plastics — Sorted plastics wastes — Part 3: Quality grades of sorted Polypropylene (PP) 
wastes and specific test methods 

                                                             
6 Under preparation. 
7 Under preparation. 
8 Under preparation. 
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https://doi.org/10.3403/02536547U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02233738U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02156278U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
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EN 17098-1, Plastics — Barrier films for agricultural and horticultural soil disinfection by fumigation — 
Part 1: Specifications for barrier films 

EN 17176-2:2019+A1:2022, Plastics piping systems for water supply and for buried and above ground 
drainage, sewerage and irrigation under pressure — Oriented unplasticized poly(vinyl chloride) (PVC-O) — 
Part 2: Pipes 

EN 17615, Plastics — Environmental Aspects — Vocabulary 

EN ISO 472:2013 Plastics — Vocabulary (ISO 472:2013) 

EN ISO 4167, Polyolefin agricultural twines (ISO 4167) 

EN ISO 1133-1, Plastics — Determination of the melt mass-flow rate (MFR) and melt volume-flow rate 
(MVR) of thermoplastics — Part 1: Standard method (ISO 1133-1) 

EN ISO 9261, Agricultural irrigation equipment — Emitters and emitting pipe — Specification and test 
methods (ISO 9261) 

EN ISO 11357-3, Plastics — Differential scanning calorimetry (DSC) — Part 3: Determination of 
temperature and enthalpy of melting and crystallization (ISO 11357-3) 

ISO 8779, Plastics piping systems — Polyethylene (PE) pipes for irrigation — Specifications 

ISO 9092, Nonwovens — Vocabulary 

ISO 13460-1, Agricultural irrigation equipment — Plastics saddles — Part 1: Polyethylene pressure pipes 

ISO 15270, Plastics — Guidelines for the recovery and recycling of plastics waste 

ISO 16348, Metallic and other inorganic coatings — Definitions and conventions concerning appearance 

3 Terms, definitions and abbreviated terms 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN ISO 472, EN 17615, ISO 9092 
and the following apply. 

ISO and IEC maintain terminological databases for use in standardization at the following addresses: 

— IEC Electropedia: available at https://www.electropedia.org/ 

— ISO Online browsing platform: available at https://www.iso.org/obp 

3.1.1 
conventional useful life 
useful life defined by the contract between the manufacturer/supplier and the customer or, by default, 
the minimum useful life of the product 

Note 1 to entry: It is expressed in months or seasons for greenhouse covering films. 

EXAMPLE  Products include e.g. film, sheath, net, twine, canvas, nonwoven, pipe, etc. 

Full document details: 24/30491473 DC
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3.1.2 
actual useful life 
time interval defined as starting on the fitting date, or installation date, of a product until its removal or 
early failure 

Note 1 to entry: It is expressed in months or seasons for greenhouse covering films. 

EXAMPLE  Products include e.g. film, sheath, net, twine, canvas, nonwoven, pipe, etc. 

3.1.3 
use ratio 
ratio of the actual useful life (3.1.2) of a product to its conventional useful life (3.1.1) 

Note 1 to entry: It is expressed as a percentage, %. 

EXAMPLE  Products include e.g. film, sheath, net, twine, canvas, nonwoven, pipe, etc. 

3.1.4 
remaining use potential 
difference between the conventional useful life (3.1.1) of a product and its actual useful life (3.1.2), 
determined over the lifespan of the product 

Note 1 to entry: It is expressed in months or seasons for greenhouse covering films. 

EXAMPLE  Products include e.g. film, sheath, net, twine, canvas, nonwoven, pipe, etc. 

3.1.5 
soilage 
S 
quantity of foreign material found in a used product 

Note 1 to entry: It is expressed as a percentage, %. 

3.1.6 
soilage rate 
SR 
proportion of foreign material found in a used product calculated relatively to the mass of used product 

Note 1 to entry: The formula can be found in 4.2.3. 

Note 2 to entry: Soilage rate and coefficient can be transposed one into another, using the following mathematical 
formulae. 

3.1.7 
dry soilage rate 
proportion of foreign material found in a used product calculated relatively to the mass of used product, 
excluding water content 

Note 1 to entry: The formula can be found in 4.2.3. 

3.1.8 
practical soilage rate 
proportion of foreign material found in a used product calculated relatively to the mass of used product 

Note 1 to entry: The formula can be found in 4.2.3. 

Full document details: 24/30491473 DC
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3.1.9 
soilage coefficient 
SC 
proportion of foreign material found in a used product calculated relatively to the original product mass, 
obtained by a transposition formula from the soilage rate (3.1.6) 

Note 1 to entry: The formula can be found in 4.2.3. 

3.1.10 
reprocessor 
natural or legal person applying a physical treatment to a collected used plastic modifying its shape or 
physical properties  

EXAMPLE: grinding, shredding-washing etc 

3.1.11 
recycler 
natural or legal person applying a physical treatment to a collected used plastic that transform it in a new 
raw material directly usable in a production process 

3.1.12 
collection operator 
natural or legal person ensuring by himself or via a contractor the systematic collection of used plastic 
that transform it in a new raw material directly usable in a production process 

3.1.13 
recyclability 
ability of a product, including the related accessories, to be sorted and recycled in practice and at scale in 
the current recycling technology and infrastructure, and deliver recyclates of suitable quality to be 
integrated into new products, respecting product standards and regulations in force 

Note 1 to entry: The adjective of “recyclability” is “recyclable”. 

[SOURCE: M/584 COMMISSION IMPLEMENTING DECISION of 1.8.2022 on a standardisation request to 
the European Committee for Standardisation and the European Committee for Electrotechnical 
Standardisation as regards plastics recycling and recycled plastics - modified] 

3.1.14 
design for recycling 
DFR 
design of product, including the related accessories, in order to ensure its recyclability (3.1.13) under the 
current practices of removal, sorting, collection and recycling systems 

Note 1 to entry: The purpose with the design for recycling criteria is to be able to use the recyclates back in the 
same product, independent of producer of material. 

3.1.15 
recycling of plastics 
process of recovering plastics waste into products, materials or substances to be used again but excluding 
energy recovery and materials intended to be used as fuels 

Note 1 to entry: Recycling can be mechanical, chemical, physical or organic. 

Note 2 to entry: Recycling is also defined in Directive 2008/98/EC, Article 3 (15a). 
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[SOURCE: EN 17615:2022, 3.211] 

3.1.16 
mechanical recycling 
processing of plastic waste into secondary raw materials or products without significantly changing the 
chemical structure of the material 

Note 1 to entry: Plastics secondary raw material is a synonym of recyclate. 

[SOURCE: EN ISO 472:2013, 2.1697, modified — Note 1 to entry changed; “plastics waste” changed to 
read “plastic waste”.] 

3.1.17 
chemical recycling 
conversion of polymers into chemical substances by changing the chemical structure of plastic waste 
through processes such as cracking, pyrolysis, gasification or depolymerization excluding energy 
recovery and the production of materials that are to be used as fuels or for backfilling operations 

Note 1 to entry: “Feedstock recycling” is widely used as a synonym for “chemical recycling”. 

[SOURCE: EN 17615:2022, 3.53] 

3.2 Abbreviated terms 

For the purposes of this document, abbreviated terms related to recyclates given in EN ISO 1043-1 and 
the following apply. 

DFR Design for recycling 

EOR End of row 

EPR Extended Producer Responsibility 

HWD Heavy wall driplines 

NCS National collection scheme 

OTR Over the row 

PAR Photosynthetically active radiation 

TWD Thin wall driplines 

4 Plastic products for agriculture: design for recycling, manufacture, use, 
removal, collection and preparation for recycling 

4.1 Main characteristics of plastic products for agricultural and horticultural use 

Plastics products used for agricultural or horticultural purpose take advantage of their various agronomic 
performances obtained by the material properties (light, air, heat, moisture control, etc.). 

They are usually made mono-polymeric resins with organic and/or mineral additives, with a thickness in 
accordance with the intended condition of use in open air. 

Products shall be used according to specifications to ensure full recyclability (as over-used products may 
be not suitable for recycling); for example, a greenhouse film with a 3-season warranty which are used 
for 5 seasons. 
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These characteristics make them usually especially suitable for mechanical recycling whenever the 
soilage and moisture content after use and sun exposure during use do not hinder excessively the 
polymer quality. In a similar way, chemical contamination should be avoided (as it will be released in a 
later phase, during collection, cleaning, extrusion or the useful life in new products). 

Thermoplastic products are recyclable materials that can be re-processed in a material recovery process 
intended to save resources while minimizing harmful emissions into the air, water and soil, as well as 
their impacts on human health. As a consequence: 

— all products shall be sorted after use and collected for recycling; 

— all products shall contribute for the financing of their end-of-life management; 

— products not complying with DFR requirements described in this document shall be submitted to a 
separate handling. Product manufacturers shall provide a certificate proving their compliance with 
the DFR requirements of this document. This compliance is shown by the mention “(DFR compliant)” 
along with the product’s marking; 

— used products not complying with the technical minimum requirements of the collection operators 
are considered to be not recyclable and shall be collected separately. 

The following standards shall be followed: 

— EN 15347-119 , EN 15347-2110  and EN 15347-3111 provide a framework for characterizing plastic 
waste. 

— EN 15343 provides the procedures necessary for ensuring the traceability of recycled plastics. 

— EN 15344 provides data for characterizing polyethylene recyclates. 

— EN 15345 provides data for characterizing polypropylene recyclates. 

— ISO 15270 provides guidelines for terminology and material recovery, in particular through 
mechanical recycling. 

4.2 Consideration of the different impacts of design, manufacture, use and collection on 
the end-of-life recovery of plastics for agricultural and horticultural use 

4.2.1 General 

The purpose of this subclause is to simplify as much as possible the reverse logistics and cleaning 
operations and to preserve the mechanical properties of the collected plastics. 

4.2.2 The cost of reprocessing used products 

4.2.2.1 General 

The reprocessing of used products is split into three main steps:  

a) product cleaning; 

                                                             
9 Under preparation. 
10 Under preparation. 
11 Under preparation. 
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b) reverse logistics to group volumes for reprocessing; 

c) recycling itself with grinding and extrusion, including the primarily steps. 

NOTE An excessive expense in one of those steps can easily make the reprocessing unable to self-sustain 
through the value of regenerated material. 

4.2.2.2 The impact of design and manufacture 

Products design and manufacturing process have an impact on reverse logistics, cleaning and 
reprocessing when avoiding or adding future costs, depending on the case. Sources of such costs can be 
complexity in the removal of the products, lowering the quality of polymeric chains, mixing of polymers, 
trapping of soilage or moisture, chemicals capture or inclusion of a substance acting as reprocessing 
disruptor, among others.  

Designers that want to prevent excessive reprocessing cost shall anticipate the impact of their proposals 
on the above-mentioned factors or any other capable to complicate the end-of-life management. 

Manufacturing has a similar impact and, with in addition consequences on the effective quality of the 
delivered product, depending on the conduction of the production process. 

4.2.2.3 The impact of use, removal and collection 

The use phase of a product has an impact on the mechanical properties and soilage of the product, 
depending on the conditions of use (sun or heat exposure, presence of mud, mechanical fatigue, etc.). 

Removal operations contributes to lower or increase the soilage content, depending on their organization 
(weather conditions, shaking and sweeping before folding, water presence, prevention of contamination 
by foreign objects or material, storage practices, etc.). The removal shall not harm the product, tearing 
shall be minimized as much as possible. 

Collection contributes to lower or increase the soilage content and to preserve the value of plastics, 
depending on their organization (weather conditions, time between extraction and collection grouping 
per homogenous batches, storage practices, prevention of foreign objects, etc.). 

4.2.3 Retaining the value of the product after use 

4.2.3.1 General 

The value of a used plastic is connected to its ability to be reused as feedstock after reprocessing. 
Feedstock quality is evaluated: 

— according to the physical and mechanical properties of the intended product (colour, strength, dart 
resistance, elongation, light and heat filtration, etc.); 

— according to its processability in the intended manufacturing process (blow annular or cast 
extrusion, knitting or felting, perforation, folding or coiling conditioning, etc.). 

4.2.3.2 The impact of design and manufacture 

Design and manufacturing have an impact on the potential condition of the product after use (polymer 
and additive quality, mixing of polymers tendency to soiling, etc.). 

This impact can be improved by an appropriate marking of the product (for example by indication of 
thickness and durability) and training of users. 
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4.2.3.3 The impact of use, removal and collection 

The impact of use, removal and collection is mainly on the quality of the plastic, meaning its physical and 
mechanical properties. As a general principle, the use, removal and collection of agricultural plastic 
products should aim to preserve its value by: 

— limiting its soilage by dirt and organic material, to lower the need for cleaning, avoiding an additional 
loss of mechanical properties; 

— preventing its contamination by adsorbed material that will be released in later phases; 

— conserving as much as possible its mechanical properties, preventing exposure to moisture, direct 
sunlight, excessive heat, rough terrains and stones. 

Collection, by its nature itself, provoke the mixing of polymers coming from different sources, creating 
inhomogeneity in batches (coincidence of different polymer grades, and sometimes even grades such as 
PE-LLD, PE-LD, PE-HD, sometimes in the original product itself). 

4.2.4 Impact of soilage and preparation of used agricultural plastics 

4.2.4.1 General 

Soilage is the main limiting factor of plastics reprocessing as it creates several causes of mechanical 
fatigue: 

— inclusion of soil particles or adsorption of foreign substances in the product acting as cracks initiators 
in the products made of it; 

— need for additional cleaning, weakening the polymeric chains; 

— abrasion of the product during use, shortening the polymeric chains. 

Soilage is calculated counting all material different from the plastic, humidity excluded. 

In addition, soilage has a huge impact on reprocessing efficiency, increasing water consumption for the 
washing step and energy consumption. Specific installation may be required for the treatment of plastics 
soiled over 50 %. 

According to Basel Convention [1] recommendations, the dry soilage rate is calculated using Formula (1): 

−
=

           
      

dry weight at the first border crossing dry weight after recyclingDry soilage rate
dry weight at the first border crossing

 (1) 

NOTE 1 The dry weight at the first border crossing can be considered equal to the one of the last loading point. 

As residual humidity is extremely difficult to remove, it is recommended to include it in the soilage 
measurement, called in this case “practical soilage rate” and calculated using Formula (2): 

−
=

           
       

weight at the gate of the recycling plant weight after recyclingPractical soilage rate
weight at the gate of the recycling plant

 (2) 

NOTE 2 The local authority can fix a limit value for soilage rate. 

NOTE 3 Outside storage and atmospheric conditions can affect measurement of soilage rate; for example wind 
and rain conditions. 

The theoretical soilage coefficient is defined as the ratio calculated using Formula (3): 
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=
        

  
weight at the gate of the recycling plantSoilage coefficient

weight at installation
 (3) 

Practically the soilage coefficient is obtained using a relation to practical soilage rate (see Annex C). 

A sampling method from Adivalor, with accuracy levels, is described in the reference [2] of the 
Bibliography. 
4.2.4.2 Impact of design and manufacture 

Design and manufacture have an impact on the product likelihood to attract and retain soilage. 

4.2.4.3 The impact of use, removal and collection 

The use phase is the main source of soilage that varies according to the type of installation (grounding in 
the soil, exposure to stain, etc.) and operations (sticking of vegetable remains, type of irrigation, etc.). 

For products expose at length to dust, a regular cleaning helps to prevent inclusion of particle in the 
plastic (greenhouse, silage and building coverage films, etc.). 

Removal of products after use is the second source of soilage, especially when dirt and organic material 
accumulated during the use phase. A minimal cleaning is necessary to prevent this materials form 
degrading the plastic quality by inclusion or adsorption effects. In addition, they add a significant weight 
to the original product increasing the logistics and reprocessing costs, in direct proportion of the soilage 
rate. 

Collection operations are the third source of soilage, especially related to the organization of grouping 
centres when existing, the picking of used products and the storage practices before reprocessing. 

4.3 Extended producer responsibility and the role of the user 

4.3.1 General 

Technical constrains linked to the reprocessing of plastics for agriculture, especially the need to massify 
volumes, make individual management of those products once used difficult, to the exception of the clean 
ones. 

In this context, to help users to fulfil their legal responsibility, collection schemes have been created, by 
law or on the initiative of professionals, applying the principles of the extended producer 
responsibility (EPR): cost internalization, nationwide coverage of all marketed products, dedicated 
operator, continuous improvement, with a shared governance between all economic actors (converters, 
distributors and users). 

With a collection scheme for used agricultural plastics, users can focus on the food production and the 
preparation of their used plastics products for reprocessing. This preparation is the first step of the 
reprocessing chain, as is determine the maximal achievable quality of reprocessed material. 

4.3.2 Integrated management of agricultural plastics 

Each step of the plastic value chain having an impact on the next one, reprocessing of agricultural plastics 
depends on the previous links of the value chain: design, manufacture, distribution, use, removal, and 
collection. 

The scheme requires an integrated management in which each link of the value chain considers the steps 
to come in its decision-making process. It requires a proper formation for professionals on the following: 

— design for recycling (DFR), including recyclates incorporation; 

— use, removal and preparation best practice; 
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— characterization of used plastics. 

4.3.3 Social and Environmental Responsibility 

Users, marketers and industrials are responsible of the effect of the products they are using and selling. 

This responsibility requires appropriate waste management systems to collect products after use in 
order to minimize the consequences on human health and the environment (releases from open burning, 
spillage of plastics, storage in field, leakage to the environment, etc.). 

Therefore, considering the extreme difficulty to organize individual management of used agricultural 
plastics, converters shall provide their professional customers with an appropriate end-of-life 
management, tools, methods, training or services, whenever possible in collaboration with the 
distributors, especially final retailers. 

4.3.4 Energy efficiency 

Agricultural plastics also contribute to improve the energy efficiency of food production by allowing 
savings in fuel consumption and fertilizer or other chemicals use. 

The energy efficiency of agricultural plastics shall be taken in account when selecting a product or 
designing a protected crop installation. 

4.3.5 Mitigation of environmental impact 

Agricultural plastics contribute to mitigate the environmental impact of food production through a better 
efficiency of water, fertilizers, protection products and energy, allowing a lower consumption of inputs. 

Mitigation of such impact can be improved taking advantage of the barrier effect of plastics, especially in 
protected crops or air-tight storage, where it allows bugs-free environment, avoiding the need for 
pesticides. 

In absence of a proper end-of-life management, environmental impact of agricultural plastics can be 
important, especially when left in the soil or the riverbeds. Therefore, a convenient end-of-life 
management shall be part of the professional use of any kind of agricultural plastics that require to 
provide professional users with appropriate solutions, either, directly by the product manufacturer or by 
the mean of a collective collection system. Collective or individual collection systems can be mandated by 
the applicable local legislation. 

4.3.6 Improvement of working conditions 

Agricultural plastics contribute to improve working conditions, especially the efficiency of labour force 
allowing elimination of many operations. 

Working conditions shall be considered during the design phase, especially to avoid any painful 
maintenance operations and focussing on easing the installation and removal operations, such as easy 
unfolding and refolding of silage sheets and greenhouse films or anti-stain greenhouse films. 

NOTE 1 Such improvement can be achieved in collaboration with agricultural machinists, developing for 
example bale openers, mulch and drip irrigation cleaning-rolling machines, protective nets rolling machines, etc. 

NOTE 2 Such improvement of working conditions is easier to achieve when they are integrated in the scopes of 
research and development programs.  

NOTE 3  The film thickness is a key factor on the rate of contamination, the thinnest film (e.g. less than 25 μm) 
will be the most contaminated, difficult and expensive to remove, recover and recycle. 
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4.4 The integrated management methodology for plastics for agricultural and 
horticultural use 

4.4.1 General 

Agricultural plastics integrated management consist in the anticipation of all lifecycle steps, with their 
influential factors, mainly soilage and mechanical properties. Each actor of the lifecycle shall take in 
account his own step and the following ones, considering that each link of the value chain affects the 
following ones. 

Consequently, the most critical step is the design for recycling (DFR) which determines the recyclability 
of the product, its easiness in use and removal and its mechanical properties after a use cycle in standard 
conditions. 

Production phase is the second most critical as it determines the effective realization of design 
specifications. 

Use and removal phases comes after, as they determine the effective collection and recyclability of the 
product. 

Collection and recycling phase determine the final destination of the product and the quality of recyclates 
effectively retrieved from its reprocessing. 

The end-of-life management of agricultural plastics is one of the key elements of its integrated 
management. Considering the limited volumes of agricultural plastics and their dissemination on large 
territories their recycling requires a massification of used product and therefore specific collection 
systems, operating at national level. 

Considering the impact of use and removal phase on the effective recyclability of used agricultural plastic 
it is recommended to associate all economic actors to the design and management of collection schemes, 
according to their own place in the value chain. 

NOTE Current input capacity of a plastic recycling unit in Europe in 2022 is 25 000 Tonnes per year. Volumes 
of used agricultural plastics in Europe are estimated to 1 200 000 tonnes in 2022. 

Specific collection systems for agricultural plastics can be organized according to the following methods: 

— Individual service by the product manufacturer: it happens when a manufacturer or importer solve 
or covers the collection costs of its own products, once used, for all its final professional customers. 

— Voluntary collective initiative: it happens when actors of the economic value chain of agricultural 
plastics create and finance a dedicated body to cover the collection costs of members’ products, once 
used. Members can be manufacturers and importers, distributors, final professional users or a 
combination of it. 

— Legally required service: it happens when the applicable local legislation defines the conditions in 
which used agricultural plastics are collected and the way the cost is covered. 

4.4.2 Anticipating the end of life of products during their implementation 

Agricultural plastics implementation needs to consider the specific way they will be collected after use, 
according to minimal technical recommendations of collection operators. The implementation technic 
shall ensure the possibility to follow these minimal technical recommendations.  

4.4.3 General instructions for storage before use, installation, use and removal 

All new products shall be stored before use in proper conditions, avoiding direct sun exposure and 
temperature source and rain before use and accordingly to product standards referred in the scope.  
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NOTE For PE films, humidity can make film layers stick together. 

Installation shall be done whenever possible in dry conditions, with limited wind speed. In case of wind, 
unrolling and installation shall be done facing it. Proper tension shall be applied to obtain a smooth 
unrolling and prevent wind entrapment. Anchoring shall be provided when requested by the product 
notice. The main available technics are the grounding edges in the soil (greenhouse, mulch, small tunnel, 
etc.) the product ballasting (silage) and the use of tensioning devices (clips on tubes, clip-on profiles or 
elastic bands). 

Unusual meteorological conditions can affect warranties on the product. For films, specific values are 
given in Clause 5. 

Removal shall include a preliminary cleaning of mud, organic material and debris that can be done with 
mechanical removal when applicable. Removal shall be done whenever possible in dry conditions, with 
limited wind speed. In case of wind, rolling shall be done in the wind direction. 

Mechanical removal shall apply proper tensioning to the product to prevent material tearing that would 
lead to plastic spillage in the field. 

Only agricultural plastics complying with the minimum technical requirements issued by the local 
collection operator can be recycled. Non-complying products are collected for specific treatment that may 
result in additional fees. 

Additional removal instructions can be given by local collection operator and they shall be followed. 

After removal, products shall be kept sorted following the technical requirement of local collection 
operator. 

Removal instructions and minimum technical requirements are available on the local collection operator 
website. 

Manufacturers can issue additional or specific instructions for some products. In that case, those 
instructions are mandatory and shall be followed. 

In the absence of such recommendations, see 4.4.4 as guidance. 

4.4.4 General preparation, primary packing and storage instructions after removal 

To improve the potential value of reprocessed material, used products shall be sorted and stored by 
homogeneous fractions following the technical requirement of local collection operator, see 4.4.5. 

Collection operators and recyclers are encouraged to define the collected fractions according to the 
volumes available and the existing recycling technologies. Whenever possible, it is recommended to 
massify volumes trough a harmonized fraction definition across various collections schemes or 
operators. 

NOTE Examples of sorting categories are coloured PE mulch films, PE stretch films for silage, flexible irrigation 
pipes, PE-HD netwarp for forage packing. 

Product shall be packed as dry as possible and stored away from sunlight, rain and heat. Dust and other 
soilage factors are to be avoided whenever possible to prevent additional complexity of the reprocessing. 

A closed shelter with hard floor (concrete, wood or pallets) is required for storage, or any equivalent 
storage method e.g. tarpaulin covering all sides on hard floor. 

In case of manual handling, packing in bags of 20 kg maximum is recommended. 

Removed used films, non-woven or canvas shall be rolled or folded for storage and collection. The 
presence of humidity combined with exposure to sunlight can cause the film to deteriorate, e.g. difficulty 
unrolling it. 
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