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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent 
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a) 
patent(s) which may be required to implement this document. However, implementers are cautioned that 
this may not represent the latest information, which may be obtained from the patent database available at 
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 108, Mechanical vibration, shock and condition 
monitoring, Subcommittee SC 4, Human exposure to mechanical vibration and shock.

A list of all parts in the ISO 5349 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The risk estimation for hand-arm vibration injury is based on ISO 5349-1. The scope of the 2001 revision 
of that ISO Standard notes that “the time dependency for human response to repeated shocks is not fully 
known” and the application of ISO 5349-1 to such vibration is to be “made with caution”.

Despite the lack of knowledge in this field, it is desirable to standardise methods for evaluating hand-
transmitted shock (HTS) vibrations from hand-held and hand-guided machinery, and specifically provide a 
metric suitable for evaluating the peak amplitude of acceleration signals. This document gives guidance for 
evaluating HTS in the frequency range covered by ISO 5349-1.

NOTE	 European Regulations relating to machinery safety require (from 2027) manufacturers or suppliers to 
provide values for the “mean of the peak amplitude of the acceleration” from repeated HTS.

The objective for this document is to:

—	 enhance research on health effects from HTS;

—	 provide machine manufactures and user a method for evaluating hand-transmitted shock;

—	 encourage and enable:

—	 machine producers to reduce hand-transmitted shock;

—	 the development of mitigation measures on existing tools;

—	 the reduction of hand-transmitted isolated and repeated shock vibration exposures in the workplace.

The use of this document will contribute to the gathering of consistent HTS data to improve occupational 
safety. There is currently no clear evidence that HTS produces specific health effects beyond those associated 
with hand-transmitted vibration or presents a risk of developing other musculoskeletal injuries to the hand 
and arm such as repetitive strain injury and carpel tunnel syndrome. The systematic measurement and 
reporting of parameters relating to HTS may provide evidence of associations with individual health effects.

This document specifies the general requirements for the measurement and evaluation of human exposure 
to HTS. It builds on the requirements of ISO  5349-1 and measurement guidance in ISO  5349-2. It uses 
instrumentation that conforms to the requirements of ISO 8041-1. The current version ISO 8041-1:2017 does 
not require measurement of the peak value of acceleration for hand-transmitted vibration, however, the 
instrumentation conforming to ISO 8041-1:2017, should provide some confidence in measurements of the 
metrics defined here.

This document is based on measurements in the frequency range covered by ISO 5349-1 (nominally 6,3 Hz 
to 1 250 Hz). An additional Technical Specification is being prepared that enables both hand-transmitted 
vibration (HTV) and HTS evaluations to include vibration frequencies much higher than the 1 250 Hz limit 
of ISO 5349-1.
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DRAFT International Standard ISO/DIS 5349-3:2024(en)

Mechanical vibration — Measurement and evaluation of 
human exposure to hand-transmitted vibration —

Part 3: 
Isolated and repeated shocks using the frequency range of 
ISO 5349-1

1	 Scope

This document gives information and guidance on the evaluation and assessment of hand-transmitted 
shock. For the purposes of this document, hand-transmitted shock is any impactive or impulsive vibration 
that the machine or tool produces as a sequence of single events (isolated shocks) linked by periods of no, or 
lower vibration.

This document defines parameters for the evaluation of machinery emissions of hand-transmitted shocks in 
the frequency range covered by ISO 5349-1 (nominally 6,3 Hz to 1 250 Hz).

NOTE	 It is recognised that shock vibration often includes substantial levels of high-frequency vibration 
energy. The measured peak values of hand-transmitted shock are likely to be higher if the upper frequency limit is 
increased. High-frequency shocks, composed of vibrations at frequencies greater than 1  250  Hz, are dealt with in 
ISO/PWI TS 5349-4.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies.

ISO 2041, Mechanical vibration, shock and condition monitoring — Vocabulary

ISO 5349-1:2001, Mechanical vibration — Measurement and evaluation of human exposure to hand-transmitted 
vibration — Part 1: General requirements

ISO  5349-2, Mechanical vibration — Measurement and evaluation of human exposure to hand-transmitted 
vibration — Part 2: Practical guidance for measurement at the workplace

ISO  8041-1:2017, Human response to vibration — Measuring instrumentation — Part 1: General purpose 
vibration meters

ISO/IEC  Guide  98-3, Uncertainty of measurement — Part 3: Guide to the expression of uncertainty in 
measurement (GUM:1995)

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 5349-1, ISO 5349-2, ISO 8141-1, 
ISO 2041 and the following apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​
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