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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 2002-002:2024) has been prepared by ASD-STAN. 

After enquiries and votes carried out in accordance with the rules of this Association, this document has 
received the approval of the National Associations and the Official Services of the member countries of 
ASD-STAN, prior to its presentation to CEN. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 2002-002:2005. 

The main changes with respect to the previous edition are as follows: 

— EN 2002-002 (P4), 11/2005 — General editorial improvements and XXX. 
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Introduction 

This document is part of the series of EN metallic material standards for aerospace applications. 
The general organization of this series is described in EN 4258. 
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1 Scope 

This document specifies the requirements for the tensile testing of metallic materials at elevated 
temperature for aerospace applications. 

It is applied when referred to in the EN technical specification or material standard unless otherwise 
specified on the drawing, order or inspection schedule. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 4259, Aerospace series — Metallic materials — Definition of general terms 

EN 60584-2, Thermocouples — Part 2: Tolerances 

EN ISO 7500-1, Metallic materials — Calibration and verification of static uniaxial testing machines — 
Part 1: Tension/compression testing machines — Calibration and verification of the force-measuring 
system (ISO 7500-1) 

EN ISO 9513, Metallic materials — Calibration of extensometer systems used in uniaxial testing 
(ISO 9513:2012, Corrected version 2015-06) 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 4259 and the following apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp/ 

— IEC Electropedia: available at https://www.electropedia.org/ 

3.1 
test piece 
portion of the test sample on which the tensile test is carried out 

3.2 
proportional test piece 
test piece with an original gauge length (L0) having a specified relationship to the square root of the 
cross-sectional area (S0) 

Note 1 to entry: The proportionality coefficient, K, has the internationally recognized value of 5,65 for test pieces 
of circular cross-section. The gauge length of a proportional test piece is therefore equal to 5,65√(S_0). Certain 
material standards use proportional test pieces with other than the 5,65 proportionality coefficient. In this case, 
see Ax for the percentage elongation symbol used. 

3.3 
non-proportional test piece 
test piece where the original gauge length is independent of the cross-sectional area 
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3.4 
extension 
increase of the extensometer gauge length (Le) at any moment during the test 

Note 1 to entry: The unit is mm. 

3.5 
limit of proportionality 
stress at which the stress-strain (or force-extension) relationship deviates from a straight line 

Note 1 to entry: The unit is MPa. 

3.6 
percentage elongation 
A 
<proportional test piece> elongation after fracture expressed as a percentage of the original gauge 
length (L0) for a proportional test piece with an original gauge length of L0 = 5,65 0S  

Note 1 to entry: For non-standard proportional test piece, see Ax. 

Note 2 to entry: A = 
− 0

0

uL L

L
 × 100. 

Note 3 to entry: The unit is %. 

3.7 
percentage elongation 
AL0 
<non-proportional test piece> elongation after fracture expressed as a percentage of the original gauge 
length (L0) for a non-proportional test piece with an original gauge length of L0 

Note 1 to entry: For a non-proportional test piece, the original gauge length is given in millimetres, e.g. A50mm. 

Note 2 to entry: AL0 = 
− 0

0

uL L

L
 × 100. 

Note 3 to entry: The unit is %. 

3.8 
percentage elongation 
Ax 
<non-standard proportional test piece> elongation after fracture expressed as a percentage of the 
original gauge length (L0) for a non-standard proportional test piece with an original gauge length of 
L0 = x 

EXAMPLE L0 = A4D 

Note 1 to entry: A non-standard proportional test piece is one in which the proportionality coefficient has a value 
other than 5,65. In the example above the gauge length is four times the diameter, equivalent to a proportionality 
coefficient of 4,51. 
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Note 2 to entry: The unit is %. 

3.9 
test piece thickness 
a 
thickness of a test piece of rectangular cross-section or wall thickness of a tube 

Note 1 to entry: The unit is mm. 

3.10 
test piece width 
b 
width of test pieces of rectangular cross-section, average width of the longitudinal strip taken from a 
tube or width of a flat wire 

Note 1 to entry: The unit is mm. 

3.11 
tube external diameter 
D 
external diameter of a tube 

Note 1 to entry: The unit is mm. 

3.12 
test piece diameter 
d 
diameter of the parallel length of a circular test piece or diameter of round wire or internal diameter of 
a tube 

Note 1 to entry: The unit is mm. 

3.13 
Young's modulus of elasticity 
E 
value of the increment in stress divided by the corresponding increment in strain for the straight 
portion of the stress-strain (or force-extension) diagram 

Note 1 to entry: The unit is GPa. 

3.14 
maximum force 
Fm 
greatest force which the test piece withstands during the test 

Note 1 to entry: The unit is N. 

3.15 
gauge length 
L 
length of the cylindrical or prismatic portion of the test piece on which elongation is measured 

Note 1 to entry: The unit is mm. 
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