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as a British Standard.
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Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.
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an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
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31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.

Full document details: 24/30498331DC

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/24-30498331-dc
http://www.avadocuments.com/doc/24-30498331-dc

38/798/CD

COMMITTEE DRAFT (CD)

PROJECT NUMBER:
IEC 61869-15 ED2

DATE OF CIRCULATION: CLOSING DATE FOR COMMENTS:
2024-08-02 2024-10-25

SUPERSEDES DOCUMENTS:

38/796/RR
IEC TC 38 : INSTRUMENT TRANSFORMERS
SECRETARIAT: SECRETARY:
Italy Mr Filippo Frugoni
OF INTEREST TO THE FOLLOWING COMMITTEES: HORIZONTAL FUNCTION(S):

TC 33,TC 57,SC 77A,TC 85,TC 95,TC 115

ASPECTS CONCERNED:

Electricity transmission and distribution,Electromagnetic Compatibility

This document is still under study and subject to change. It should not be used for reference purposes.

Recipients of this document are invited to submit, with their comments, notification of any relevant patent rights of which they are
aware and to provide supporting documentation.

Recipients of this document are invited to submit, with their comments, notification of any local regulations or technical re asons
that may exist and should be considered should this proposal proceed, recognizing that failure to address such requirements
could result in the need for new or existing “In Some Countries” clauses. (SEE AC/22/2007 OR NEW GUIDANCE DOC).

TITLE:

Instrument transformers - Part 15: Additional requirements for voltage transformers for DC applications

NOTE FROM TC/SC OFFICERS:

Copyright © 2024 International Electrotechnical Commission, IEC. All rights reserved. It is permitted to download this
electronic file, to make a copy and to print out the content for the sole purpose of preparing National Committee positions. You
may not copy or "mirror" the file or printed version of the document, or any part of it, for any other purpose without permis sion
in writing from IEC.

Documents

Document Sharing Hub

Full document details: 24/30498331DC


https://documents.iec.ch/ords/f?p=700:610:::::P610_DOCUMENT_FILE_ID:887989
https://www.iec.ch/tc-tools/grt
http://www.avadocuments.com/doc/24-30498331-dc
http://www.avadocuments.com/doc/24-30498331-dc

38/798/CD -2 - IEC 61869-15 CD1 © IEC 2024

CONTENTS

L@ T T 1 I 6
1N I O 1 1 L O N [ ] 9
1 S oo o 1= Y 12
2 NOMAtIVE FEIBIENCES .. e 12
3 Terms, definitions, symbols and abbreviated terms ... 12
3.1 Terms and definifioNS ... 12
3.2 Symbols and abbreviated terms ... ... 13
4 Normal and special environmental conditions ... 13
RTINS - et 13
5.1 LY o= - | 13
5.2 VO FA NG S ot e 14
5.2.1 Highest voltage for equipment (Um).......ccooooiiiiiiiiiii e 14
5.2.2 Power system earthing ... 14
5.2.3 Standard values for rated primary voltage (Upr)......ccoocoviiiiiiiiiiiiiieieeee 14
5.2.4 Standard values for rated secondary voltage (USr) ........ccovviiiiiiiiiiiiiieeen, 14
5.2.5 Rated auxiliary power supply voltage (Uar).......cc.ccoveiiiiiiiiiiiiiiieeeeeen 14
5.3 CUITENT FAtINGS oot ettt e e eanee 15
5.4 DieleCtriC ratiNgs . e 15
5.4.1 LT 1= = | P 15
5.4.2 Rated primary terminal insulation level ... 15
5.4.3 Other requirements for primary terminals insulation ..................o, 15
5.4.4 Between-section insulation requirements ... 16

5.4.5 Insulation requirements for secondary terminals and low-voltage
FoTo] 1 9] oo ] T=T o) €=U PP 16
5.5 Rated frEQUENCY ..o 16
5.6 OUEP UL FATINGS e e 17
5.6.1 Rated output for inductive instrument transformers and CVTs........................ 17
5.6.2 Rated burden for LPITS ..o eas 17
5.6.3 Standard values for the rated delay time for EITs (tdr) ........coooiiiii. 17
5.7 Rated aCCUraCY Class ...uiuii i 17
5.7.1 LT V=T = | P 17
5.7.2 Rated aCCuracy ClasSes ......iuiiiiii e 17
5.7.3 Accuracy class extension for harmoniCs ..........cccoviiiiiiiiiiii e, 18
5.7.4 Accuracy requirements for harmoniCs ..........oooiiiiiii i 18
5.7.5 Harmonic requirements for LPIT protection accuracy classes ...........c............ 19
5.7.6 Anti-aliasing filter for EIT using digital data processing .........cccccoevviiiiiinnnnnn. 19
5.7.1501 Rated step response time ... 19
6 Design and CONSTIUCTION ....c..iuii e 19
6.1 Requirements for liquids used in equipment ..o 19
6.2 Requirements for gases used in equipmeNnt............ooviiii i 19
6.3 Requirements for solid materials used in equipment ... 19
6.4 Requirements for temperature rise of parts and components..............ccocceeeeeeiennnn. 19
6.5 Requirements for earthing of equipment............ 19
6.6 Requirements for the external insulation ..o e 20

Document Sharing Hub

Full document details: 24/30498331DC


http://www.avadocuments.com/doc/24-30498331-dc
http://www.avadocuments.com/doc/24-30498331-dc

IEC 61869-15 CD1 © IEC 2024 -3- 38/798/CD

6.6.1 POlULION L. e 20
6.6.2 AU oo 20
6.7 Mechanical reqQUIrEmMENtS ... ... e 20
6.8 Multiple chopped impulse on primary terminals ............coociiiiiiii e 21
6.9 Internal arc fault protection requirements ... 21
6.10 Degrees of protection by €nClOSUIreS ........coouiiiiiiiiiiii e 21
6.11  Electromagnetic compatibility (EMC).......coiiiiiii e 21
6.11.4 Requirement for transmitted overvoltage (TOV) .....ocooeiiiiiiiiiiiiiieeee 21
6.11.5 Requirement for radio interference voltage (RIV) ..o 21
0t 17 O oY o 1= Lo o 21
B.13  MaAKiNg S .ot 22
6.13.1 LY =T = | 22
6.13.2 Terminal Markings .....oiiiii e 22
6.13.3 Rating plate markings ......ociiiiiiiii i 22
6.13.1501 Rating plate markings for cables ... 24
6.14 Requirements for LPIT secondary terminal connection.................cc.cooiviiiininenn. 24
6.15 EIT secondary Signal NOISE .....couiiiiiiiii e 24
B.16  FiIre hazard ......ouiii e 24
6.17 Pressure withstand of gas-filled enclosures .............coooiiiiiiic e, 24
6.18  Failure detection Of ElT ... e 24
B.19  OPErability .oviiii i 25
6.20 Reliability and dependability of electronic part of EIT ..........coiiiiiiiiin, 25
6.21  Vibration reqUIrEmMENTS . ... 25
6.22 Storage climatic conditions withstand capability ...........c..coiiiii 25
N I = =3 P 25
7.1 LY o= - T 25
7.1.1 Classification of teStS . ... 25
7.1.2 LISt OF 1SS 1ottt e 25
7.1.3 SeqUENCE Of 1ESS .. v 26
7.1.4 Testing CoNdItiONS ... 28
7.2 TP S i e 28
7.2.1 LT 1= = | P 28
7.2.2 Temperature rise test ... 28
7.2.3 Impulse voltage withstand test on primary terminals ................coo. 28
7.2.4 Wet test for outdoor type transformers ... 29
7.2.5 Electromagnetic compatibility (EMC) tests ........ccooooviiiiiiiiiieee, 29
7.2.6 TeSt fOr @CCUNACY .. e e 30
7.2.7 Verification of the degree of protection by enclosures ...............cooiiiiiinnnn. 31
7.2.8 Enclosure tightness test at ambient temperature................... 31
7.2.9 Proof test for the gas-filled enclosure ..o, 31
7.2.10 MeChaniCal teStS ... i 31
7.2.11 Voltage withstand test of low-voltage components and secondary
BEIMINAlS e e 31
7.2.12 Storage climate environmental tests .........coooiiiiiiiii 33
7.2.13 Vibration test .. . 33
7.2.14 Durability of Markings ......ccuiiiiiiiiie e 33
7.2.15 Tests for accuracy for harmonics .......cooviiiiiiii e 33
7.2.16 Test for anti-aliasSing ......ccuvviniiii 33
7.2.1501 Polarity reversal test with partial discharge measurement......... - Docu.ments

Document Sharing Hub

Full document details: 24/30498331DC


http://www.avadocuments.com/doc/24-30498331-dc
http://www.avadocuments.com/doc/24-30498331-dc

38/798/CD -4 - IEC 61869-15 CD1 © IEC 2024

7.2.1502 Measurement of the step response time .............cooooiiiiiii 35
7.2.1503 Test for impact of electric field at rated frequency............cooiiiiiiiiiine. 36
7.3 ROUING 1SS .t 38
7.3.1 Power-frequency voltage withstand tests on primary terminals ...................... 38
7.3.2 Partial discharge measurement.........c..ooiiiiiiiiii 39
7.3.3 Power-frequency voltage withstand tests between sections ........................... 39
7.3.4 Power-frequency voltage withstand tests on secondary terminals .................. 39
7.3.5 Power-frequency voltage withstand test for low-voltage components ............. 39
7.3.6 BT G o = ot o1 U =T oY AP 39
7.3.7 Verification of Markings ..o 40
7.3.8 Enclosure tightness test at ambient temperature................c..ocoin 40
7.3.9 Pressure test for the gas-filled enclosure ..........cooooiiiiii e, 40
7.3.10 Measurement of capacitance and dielectric dissipation factor ........................ 40
7.3.1501 DC applied voltage withstand test..............c.ocoiiiiiii 40
7.3.1502 ResistanCce MeasUremMeENt .........oiuiiiiiiiii e e e 41
7.4 SPECIAI 1ESES et 41
7.41 Multiple chopped impulse test on primary terminals ..........cc.ccooiiiiiiiinennn. 41
7.4.2 Transmitted overvoltage test.........coo i 41
7.4.3 Internal arc fault teSt. ... 41
7.4.4 Enclosure tightness test at low and high temperatures..............c..ccoon. 41
7.4.5 Insulation resistance measurement on secondary terminals........................... 41
7.4.6 (O 075 o 1= o I (=T (5 41
7.4.7 Fire hazard test ... 42
7.4.8 Thermo-mechanical endurance test ... 42
7.4.9 Vibration and shock tests. ... 42
7.4.10 Tests for accuracy versus harmoniCs ........coooiiiiiiiiiii e 42
7.4.11 Seismic qualification ... ... 42
7.4.1501 PoOlUtION 1ESTS .. it 42
7.4.1502 Ageing test for R and C components........ccoooiiiiiiiiiiiinii e 43
7.5 ComMMISSIONING 1ESTS .. et e 43
7.6 SaAMPIE 1SS e it 43
8 Rules for transport, storage, erection, operation and maintenance.................ccocceeeeennee. 43
9 ST 1= 57/ 43
10 Influence of products on the natural environment..............o 43
Annex A (normative) ldentification of test specimen ... 44
Annex B (informative) Recommendation for contents of failure report ...............ccooiiiiins 45
Annex C (informative) Fire hazard ..o 46
Annex D (informative) Sample test.. ... 47
Annex E (informative) Technique used in temperature rise test of transformers to
determine the thermal time constant by an experimental estimation............................... 48
Annex F (informative) Guidance for the extension of validity of type test or special
tests of instrument tranSfOrMErs .. ... 49
Annex G (informative) Guidance for the calculation of equivalent diameter in case of
irregular shape of insulating part ... 50
Annex H (informative) Test CIrCUItS ... 51
Annex | (normative) Seismic qualification of instrument transformers ..................coooeiinl. 52
Annex 15A (normative) Composite AC/DC VOItages ......ccoeviiviiiiiiiiiie e 53
Documents

Document Sharing Hub

Full document details: 24/30498331DC


http://www.avadocuments.com/doc/24-30498331-dc
http://www.avadocuments.com/doc/24-30498331-dc

IEC 61869-15 CD1 © IEC 2024 -5- 38/798/CD

15A.1 Composite AC/DC voltage desCriptions .......cc.coiiiiiiiiiiiiic e 53
15A.2 Example 1 — without SPWM ... e 54
15A.3 Example 2 — with BPWIM ... e 55
15A.4 1070 3 Lo 1113 To o [ 56
AN X A B e 58
BiD I OGraP Y ..t 59
Figure 1501 — Example of LCC SChEME ......cuiiiiiiiiii e 9
Figure 1502 — Typical scheme for VSC — symmetrical monopole.............ccocoveiiiiiiiiiiiiiineennns 10
Figure 1503 — Typical scheme for VSC — asymmetrical monopole or bipole .......................... 11
Figure 1504 — Accuracy limits of @ DOV T ..o 18
Figure 1505 — RC divider with low-voltage part outside the main housing ............................. 32
Figure 1506 — Connection for voltage withstand test of the external low voltage part of

= T D LAY TP 33
Figure 1507 — Polarity reversal test profile ..o, 34
Figure 1508— Measurement of the step response time ............ccocoiiiiiiii e 36
Figure 1509— Test setup for LPVT used in air-insulated substations ...................cocoeinni 37
Figure 15A.1 — Example of an unsymmetrically VSC converter ............occoviiiiiiiiiiiiiecenn, 54
Figure 15A.2 — Maximum peak voltage without 3PWM ..., 55
Figure 15A.3 — Both individual voltage curves with 3PWM ... 56
Figure 15A.4 — Superimposed voltage curve with 3PWM, based on Figure 15A.3.................. 56
Figure 15B.1 — Voltage overview and definitions ..., 58
Table 1501 — Voltage on DCVT’s for LCC application ..o 10
Table 1502 — Voltage on DCVT’s for VSC application ..........ocooiiiiiiiiee, 11
Table 4 — Partial discharge test voltages and permissible levels ..., 16
Table 1503 — Limits of ratio error for DCVT (classes from 0,110 3) .....cooeeiiiiiiiiiiiiinienn, 18
Table 7 — Static withstand test l0ads ... ... 21
Table 1507 — Markings of terminals . ... 22
Table 1508 — Rating plate marking for common rating plate .........c...cooiiiiiiic 23
Table 1509 — Rating plate marking for each secondary converter ............cccooiviiiiieieineinn. 24
Table 1510 — Rating plate marking for auxiliary power supply ........ccooiiiiiiiiiie, 24
Table 20 — List Of 108t S . et e 25
Table 22 — Required routing teStS ... ..o 27
Table 1511 — Test setup diStanCesS ... 37
Table 15B.1 — Voltage definitions for DC application............ocoiiiiii i 58

Documents

Document Sharing Hub

Full document details: 24/30498331DC


http://www.avadocuments.com/doc/24-30498331-dc
http://www.avadocuments.com/doc/24-30498331-dc

38/798/CD -6- IEC 61869-15 CD1 © IEC 2024

1 INTERNATIONAL ELECTROTECHNICAL COMMISSION

2

3

4 INSTRUMENT TRANSFORMERS -

5

6 Part 15: Additional requirements for voltage

7 transformers for DC applications

8

o FOREWORD

10 1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
11 all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
12 co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
13 in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
14 Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
15 preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
16 may participate in this preparatory work. International, governmental and non-governmental organizations liaising
17 with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
18 Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.
19 2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
20 consensus of opinion on the relevant subjects since each technical committee has representation from all
21 interested IEC National Committees.
22 3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
23 Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
24 Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
25 misinterpretation by any end user.
26 4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
27 transparently to the maximum extent possible in their national and regional publications. Any divergence between
28 any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.
29 5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
30 assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
31 services carried out by independent certification bodies.

32 6) All users should ensure that they have the latest edition of this publication.
33 7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and

34 members of its technical committees and IEC National Committees for any personal injury, property damage or
35 other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
36 expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
37 Publications.

38 8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
39 indispensable for the correct application of this publication.

40 9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
41 rights. IEC shall not be held responsible for identifying any or all such patent rights.

42 International Standard IEC 61869-14 has been prepared by IEC technical committee 38:
43 Instrument transformers.

44  The text of this standard is based on the following documents:

FDIS Report on voting
38/XX/FDIS 38/XX/RVD

45
46 Full information on the voting for the approval of this International Standard can be found in the
47 report on voting indicated in the above table.

48 This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

49 A list of all parts in the IEC 61869 series, published under the general title Instrument
50 transformers, can be found on the IEC website.
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51 This Part 15 is to be used in conjunction with, and is based on, IEC 61869-1:2023, General
52 requirements, — however the reader is encouraged to use the most recent editions.

53  This Part 15 follows the structure of IEC 61869-1:2023 and supplements or modifies the
54 corresponding clauses.

55 When a subclause of Part 1 is not mentioned in this Part 15, that subclause applies. When this
56 standard states “addition”, “modification” or “replacement”, the relevant text in Part 1 is to be
57  adapted accordingly.

58  For additional clauses, subclauses, figures, tables, annexes or notes, the following numbering
59  system is used:

60 e clauses, subclauses, tables, figures and notes that are numbered starting from 1401 are
61 additional to those in Part 1;

62 e additional annexes are lettered 15A, 15B, etc.

63  An overview of the planned set of standards at the date of publication of this document is given

64 below. The updated list of standards issued by IEC TC 38 is available at the website:
65 www.iec.ch

PRODUCT FAMILY STANDARDS PRODUCT PRODUCTS
STANDARD
61869-1 61869-2 ADDITIONAL REQUIREMENTS FOR
GENERAL CURRENT TRANSFORMERS
REQUIREMENTS 61869-3 ADDITIONAL REQUIREMENTS FOR

INDUCTIVE VOLTAGE TRANSFORMERS

61869-4 ADDITIONAL REQUIREMENTS FOR
COMBINED TRANSFORMERS

61869-5 ADDITIONAL REQUIREMENTS FOR
CAPACITIVE VOLTAGE TRANSFORMERS

61869-7 ADDITIONAL REQUIREMENTS FOR
ELECTRONIC VOLTAGE TRANSFORMERS

61869-8 ADDITIONAL REQUIREMENTS FOR
ELECTRONIC CURRENT
TRANSFORMERS

61869-9 DIGITAL INTERFACE FOR INSTRUMENT
TRANSFORMERS

61869-10 ADDITIONAL REQUIREMENTS FOR LOW-
POWER PASSIVE CURRENT
TRANSFORMERS

61869-11 ADDITIONAL REQUIREMENTS FOR LOW-
POWER PASSIVE VOLTAGE
TRANSFORMERS

61869-12 ADDITIONAL REQUIREMENTS FOR
COMBINED ELECTRONIC INSTRUMENT
TRANSFORMER OR COMBINED LOW-
POWER PASSIVE TRANSFORMERS

61869-13 STAND ALONE MERGING UNIT

61869-14 ADDITIONAL REQUIREMENTS FOR
CURRENT TRANSFORMERS FOR DC
APPLICATIONS

61869-15 ADDITIONAL REQUIREMENTS FOR
VOLTAGE TRANSFORMERS FOR DC
APPLICATIONS

66

67 The committee has decided that the contents of this document will remain unchanged until the
68  stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
69 the specific document. At this date, the document will be
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70 e reconfirmed,

71 e withdrawn,

72 e replaced by a revised edition, or

73 e amended.

74
IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates that it
contains colours which are considered to be useful for the correct understanding of its
contents. Users should therefore print this document using a colour printer.

75

76
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INTRODUCTION

General

This document applies to voltage transformers (VT) intended to be used in DC applications with
at least one of the following functions:

e measure DC voltage (with significant harmonics);

o withstand DC voltage.

Depending on the position of the current transformer on the DC system, different kinds of
application exist, which are briefly described below, together with the approximate voltage wave
shape.

The actual technology used for DCVT’s are resistive voltage dividers (with or without additional
capacitance). However, other technologies could be used in the future (for example, optical
voltage sensors).

This document includes some specific requirements applicable to resistive respectively mixed
resistive-capacitive voltage dividers, but can be applied to any technology, like optical
measurements.

Line-commutated converters (LCC)

Line-commutated converters (LCC) are based on thyristor converters. They are characterized
by a single direction of current flow, and a voltage polarity reversal possibility. Significant
voltage and current harmonics exist up to frequencies of about 3 kHz to 4 kHz.

The position of the DCVTs on the DC system is illustrated in Figure 1501.

i

0

|

|

| i

|

io

|

L

- HHI-

—_—_— 1 Neutral
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section 1
L

=
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Pole -

Figure 1501 — Example of LCC scheme

Table 1501 gives an overview of and voltage waveshape as well as the main characteristics of
the VT.
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Table 1501 — Voltage on DCVT's for LCC application

Voltage Characteristics

U Pure DC application

High-accuracy measurement

Harmonics measurement

Metering, control and protection purpose

IEC

Voltage-source converters (VSC)

Voltage-source converters (VSC) are based on transistor converters. They are characterized
by a bi-directional current flow and a single voltage polarity. Voltage and current harmonics
exist up to frequencies of about 20 kHz.

Two variants of VSC schemes exist: symmetrical monopoles (using one single converter) and
asymmetrical monopole or bipole (with one converter for each polarity).

Both schemes are shown in Figure 1502 and Figure 1503.

| VT

Figure 1502 — Typical scheme for VSC — symmetrical monopole

[——————————————
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VT2

VT1

VT2

|
| |
| |
| |
| |
: vT1 : Pole +
| |
| |
| |
| |
| i

Neutral

|| Same as |
section 1
Lt

Pole -

Documents

Document Sharing Hub

Full document details: 24/30498331DC


http://www.avadocuments.com/doc/24-30498331-dc
http://www.avadocuments.com/doc/24-30498331-dc

112

113
114

115

116

117

IEC 61869-15 CD1 © IEC 2024

- 11 -

38/798/CD

Figure 1503 — Typical scheme for VSC — asymmetrical monopole or bipole

Table 1502 gives an overview of the voltage waveshapes as well as the main characteristics of
the different applications of the VT.

Table 1502 — Voltage on DCVT's for VSC application

Voltage Characteristics
VT1a Ut AC voltage with DC offset
/\ High-accuracy measurement
Short step response time
0 N~
IEC
VT1b
t
See comment
VT2 1% Pure DC application
High accuracy measurement
Harmonics measurement
Metering, control and protection purposes
Short step response time
0
I.’EC

Full document details: 24/30498331DC

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/24-30498331-dc
http://www.avadocuments.com/doc/24-30498331-dc

38/798/CD -12 - IEC 61869-15 CD1 © IEC 2024

118 INSTRUMENT TRANSFORMERS -

119

120 Part 15: Additional requirements for voltage
121 transformers for DC applications

122

123

124

1250 1 Scope

126 This part of IEC 61869 provides all requirements specific to voltage transformers to be used in
127 DC applications (DCVTs), whatever the technology used. The output signal can be analogue or
128 digital.

129 It is applicable to newly manufactured voltage transformers used for measuring, protection
130 and/or control applications in power systems with a rated voltage above 1,5 kV DC.

131 The general configuration of a single-pole low-power instrument transformer is described in
132 Figure 1 of IEC 61869-1:2023.

133 2 Normative references

134  The following documents are referred to in the text in such a way that some or all of their content
135 constitutes requirements of this document. For dated references, only the edition cited applies.
136 For undated references, the latest edition of the referenced document (including any
137 amendments) applies.

138 Clause 2 of IEC 61869-1:2023 applies, with the following additions and modifications:

139 IEC 60071-11:2022 Insulation coordination - Part 11: Definitions, principles and rules for HVDC
140 systems

141 IEC TS 60815-4:2016, Selection and dimensioning of high-voltage insulators intended for use
142 in polluted conditions — Part 4: Insulators for DC systems

143 IEC TS 61245:2015, Artificial pollution tests on high-voltage ceramic and glass insulators to be
144 used on DC systems

145 IEC 61869-9:2016, Instrument transformers — Part 9: Digital interface for instrument
146 transformers

147 3 Terms, definitions, symbols and abbreviated terms

148 3.1 Terms and definitions

149 ISO and IEC maintain terminological databases for use in standardization at the following
150  addresses:

151 o |EC Electropedia: available at http://www.electropedia.org/;
152 e |SO Online browsing platform: available at http://www.iso.org/obp.
153

154 For the purposes of this document, the terms and definitions of IEC 61869-99 apply with the
155  following addition.
? Documents
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3.1.1501

Absolute error

EA

error (expressed in V) that a voltage transformer introduces into the measurement, and which

arises from the fact that the actual transformation ratio is not equal to the rated transformation
ratio

Note 1 to entry: The absolute error is defined by the following formula:
ep=K - U - U,
where

K is the rated transformation ratio;

r

Up is the DC value of the actual primary voltage in steady state;

U,

s is the DC value of the output voltage.

3.2 Symbols and abbreviated terms

The table in 3.2 of IEC 61869-1:2023 is replaced by the following one:

DCVT voltage transformer for DC application
F mechanical load

Ly max maximum supply current

I, rated supply current

IT instrument transformer

K actual transformation ratio

K, rated transformation ratio

R rated burden

Iy delay time

rated delay time

T, settling time

Ty, step response time

T, dead time

Uy, auxiliary power supply voltage
U, highest voltage for equipment
Upcmax highest DC voltage for a system
Upr rated primary voltage

U, rated secondary voltage

& ratio error

&y absolute error

4 Normal and special environmental conditions
Clause 4 of IEC 61869-1:2023 applies.
5 Ratings

5.1 General

Subclause 5.1 of IEC 61869-1:2023 is replaced by the following one: Documents
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175 e highest voltage for equipment (U,,);
176 o rated primary voltage (Up,);

177 e rated delay time (z4,);

178 e rated secondary voltage (Ug,);

179 e insulation level;

180 e rated burden (Ry,);

181 e rated accuracy class;

182 e rated step response time (7).

183 NOTE The ratings are specified by the purchaser depending on the characteristics of the whole DC system
184 application.

185 5.2 Voltage ratings
186  5.2.1 Highest voltage for equipment (Um)

187  Subclause 5.2.1 of IEC 61869-1:2023 is replaced by the following one:
188  There are no standard values for highest voltage for equipment.
189 However, IEC 60071-11:2022 lists typical DC voltages and possible insulation levels.

190 5.2.2 Power system earthing

191 Subclause 5.2.2 of IEC 61869-1:2023 is replaced by the following one:

192 The considered power system earthing can be:

193  a) isolated neutral system

194  a) solidly earthed neutral system
195  5.2.3 Standard values for rated primary voltage (Upr)

196  Subclause 5.2.3 of IEC 61869-1:2023 is replaced by the following one:
197  There are no standard values for highest voltage for equipment.
198 However, IEC 60071-11:2022 lists typical DC voltages and possible insulation levels.

199 5.2.4 Standard values for rated secondary voltage (Usr)

200  Subclause 5.2.4 of IEC 61869-1:2023 is replaced by the following one:
201 The standard values of rated secondary DC voltage are:

202 5V-10V-50V-100V

203 Note Generally, DC voltage transformers are multipurpose VTs.
204 5.2.5 Rated auxiliary power supply voltage (Uar)

205 Subclause 5.2.5 of IEC 61869-1:2023 applies.
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206 5.3 Current ratings

207  Subclause 5.3 of IEC 61869-1:2023 is not applicable.

208 5.4 Dielectric ratings
209 5.4.1 General

210 Subclause 5.4.1 of IEC 61869-1:2023 is replaced by the following one:
211 The standard values of insulation level of JEC 60071-1] are not applicable to DC systems.

212 Methods of calculation for applied dielectric test voltages are given in the relevant clauses of
213 this document.

214 Additionally, indications for impulse withstand voltage values are given in IEC 60071-11.

215 5.4.2 Rated primary terminal insulation level

216 Subclause 5.4.2 of IEC 61869-1:2023 is replaced by the following one:

217 The value of rated voltage of an equipment connected between one line and earth is the value
218 of the maximum DC-system voltage Upcmax

219 The rated primary terminal insulation level of a DC instrument transformer shall be based on its
220 highest voltage for equipment U, in accordance with IEC 60071-11:2022

221 For DC application with significant AC voltage (VT1 in Figure 1503), these must be included in
222 the rated voltage according to following equation:

223 Up =05 - Upemax + V2 Upmax + V2 - Z U?

h,h#hmax

224 /Y U? : RMS voltage of AC voltage components

225 U,, represents a single harmonic phase to ground voltage with its frequency according to the

226 harmonic order % based on the corresponding AC network frequency. The peak value of the AC
227  component can be reduced by harmonic modulation, for reference consider Annex 15A & Annex
228  15B.

229  hmax is the harmonic order for the harmonic voltage component with the largest amplitude of
230  all harmonics on the equipment. The value of 4 can also be 1, i.e., the fundamental frequency.

231 Note For VT2 (see Figure 1503) the harmonic content on the DC voltage is usually negligible for insulation design
232 purposes

233 For instrument transformers mounted on GIS, the rated insulation levels shall be in accordance
234 with IEC 62271-203:2022, Table 2 and Table 3, phase-to-earth insulation.

235 5.4.3 Other requirements for primary terminals insulation
236 5.4.3.1 Partial discharges

237  Subclause 5.4.3.1 of IEC 61869-1:2023 is replaced by the following one:
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The partial discharge level measured during the power-frequency voltage withstand test, shall
not exceed the limits specified in Table 4.

Table 4 — Partial discharge test voltages and permissible levels

Maximum permissible PD level

e e pC
kV Type of insulation
immersed in liquid or gas solid
1,5 Um/\/2 10 50
1,2 Upy/N2 5 20

5.4.3.2 Chopped lightning impulse
Subclause 5.4.3.2 of IEC 61869-1:2023 is replaced by the following one:

Instrument transformers with U, > 20 kV, other than GIS devices, shall be capable to withstand

a chopped lightning impulse voltage of negative polarity applied to its primary terminals with a
peak value of 115 % of the rated lightning impulse withstand voltage.

5.4.3.3 Capacitance and dielectric dissipation factor (tanJ)

Subclause 5.4.3.3 of IEC 61869-1:2023 is replaced by the following one:

This requirement applies only to the following instrument transformers with U,, > 20 kV:

— with liquid immersed primary insulation;
— with solid insulation;

— free-standing gas-insulated with capacitance grading insulation system.
NOTE The main purpose of this measurement is to check the water content and the purity of the insulating material.

For DCVTs, capacitance C, shall be measured with AC voltage at 10 % and 100 % of Upr/N2

before and after the dielectric test to reveal the change in capacitance due to the puncture of
one or more elements. Measurements shall be performed at power frequency, e.g., 50 Hz or 60
Hz.

The capacitance C, shall be measured using a method that excludes errors due to harmonics
and to accessories.

No values for dielectric dissipation factor (tand) are specified due to the parallel resistance
being dominant.

5.4.4 Between-section insulation requirements

Subclause 5.4.4 of IEC 61869-1:2023 applies.

5.4.5 Insulation requirements for secondary terminals and low-voltage components

Subclause 5.4.5.1 of IEC 61869-1:2023 is not applicable. Subclauses 5.4.5.2 and 5.4.5.3 of
IEC 61869-1:2023 are applicable.

5.5 Rated frequency
Subclause 5.5 of IEC 61869-1:2023 is replaced by the following one: Documents
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The rated frequency is equal to 0 (which means DC).

5.6 Output ratings
5.6.1 Rated output for inductive instrument transformers and CVTs

Subclause 5.6.1 of IEC 61869-1:2023 is not applicable.

5.6.2 Rated burden for LPITs

Subclause 5.6.2 of IEC 61869-1:2023 applies.

5.6.3 Standard values for the rated delay time for EITs (tdr)

Subclause 5.6.3 of IEC 61869-1:2023 is replaced by the following one:

The standard values for rated delay time are:

5 us — 25 uys — 100 ps
NOTE Pure passive DCVT have no delay time.
5.7 Rated accuracy class
5.7.1 General

Subclause 5.7.1 of IEC 61869-1:2023 is replaced by the following one:

For LPVTs with large AC component (VT1 of Figure 1503) for measuring accuracy classes, the
limits of error shall be granted from 99 % to 101 % of the rated frequency of the AC power
system. For protection accuracy classes, the limits of error shall be granted from 96 % to 102 %
of the rated frequency of the AC power system. For the majority of the instrument transformer,
no additional test is needed.

5.7.2 Rated accuracy classes
The rated accuracy classes are:
0,1-02-05-1-3

5.7.2.1501 Limits of ratio error

The ratio error for the DC component, measured at the secondary terminals, shall not exceed
the values given in Table 1503, expressed as a percentage of the measured voltage. A graphical
representation of error limits is shown in Figure 1504.

The accuracy shall be guaranteed, for both polarities, for the whole range of temperature, both
for the outdoor and the indoor part of the voltage transformer.

The accuracy limits must be measured and reported with one less significant digit.

Example: the accuracy limit of 1% is measured and reported as 1.0%.
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