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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 307, Blockchain and distributed ledger
technologies, Working Group 8 “Tokenization of Assets”..

A list of all parts in the ISO 20435 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document outlines a framework for representing physical assets by means of tokens. The standard is
neutral on the choice of digital ledger technology (DLT). It introduces the Universal Serial Number (USN)
- a standardized identifier derived algorithmically from existing asset identifiers. The document also
outlines methods for securely encoding physical asset data using decentralized identifiers (DIDs), creating a
standardized and verifiable framework that enables seamless transfers across different systems.

The framework enables comprehensive tracking of physical assets throughout their lifecycle, offering
significant environmental advantages. Additionally, this framework enables tokenization in initiatives such
as Digital Product Passports.

The framework includes the following key components:

A DID generation method: How to transform the existing identifiers of any physical asset that has a
serial number into a standard reproducible decentralized identifier (DID) format we call a “universal
serial number (USN)”.

Physical asset data model: How to combine data objects about a physical asset into a standard provable
structure, using a hash tree format.

DID method scheme with standardized API endpoints: To allow the digital representation to be
transportable across independent DID registries.

Business document classification: The minimum viable semantics that allow disparate systems to
recognize the purpose (and legal requirements) of data objects.

Physical layer verification: How to use trust anchors to verify and tie information about the real world
object to its digital representation as per ISO/TR 23644 “Trust Anchors”.
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DRAFT International Standard ISO/DIS 20435:2025(en)

A frameworKk for representing physical assets using tokens

1 Scope

This document establishes a DLT agnostic, decentralized identifier (DID) framework for representing
physical assets using tokens, which includes:

— A DID generation method: An algorithmic data method for generating decentralized identifiers from
assets with immutable unique identifiers, such as serial numbers.

— A cryptographic method to tie asset data objects to the DID: An algorithmic hash tree data method for
transferring a set of Asset Data Objects that are cryptographically tied together, agnostic to any specific
DLT or Blockchain system.

— A DID method scheme: A DID method scheme to enable DID Registry interoperability, so the Digital
Representation can be stored, resolved, or transferred to any compliant DID Registry.

— Real world trust anchor processes: Processes for utilizing off-chain trust anchors to establish proof of
real-world human and machine generated events and information, that tie a real-world asset to its Digital
Representation.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

1SO 22739:2024, Blockchain and distributed ledger technologies — VocabularyV

[SO/WD 24876, Blockchain and distributed ledger technologies — Privacy protection when involving trust
anchors in DLT-based identity management (https://www.iso.org/standard/88314.html)

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 22739 and the following apply.
[SO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1 Terminology specific to this document:

3.1.1

asset data set

collection of data objects (3.1.2) that comprehensively represent the information pertinent to a physical or
digital asset, including, but not limited to, historical, operational, and identification data

1) (https://www.iso.org/standard/82208.html)

Documents

© IS0 2025 - All rights reserved Document Sharing Hub
1
Full document details: 25/30473046 DC


https://www.iso.org/standard/88314.html
https://www.iso.org/obp
https://www.electropedia.org/
https://www.iso.org/standard/82208.html
http://www.avadocuments.com/doc/25-30473046-dc
http://www.avadocuments.com/doc/25-30473046-dc

ISO/DIS 20435:2025(en)

3.1.2
data object
individual unit of data related to a physical asset or its digital representation

Note 1 to entry: This data can be structured or unstructured, and can include, but is not limited to, documents, images,
structured data, or other digital content.

3.1.3

asset data object

data object (3.1.2) containing specific information about a physical asset, including documents, structured
data, verified credentials, or other information representing attributes, events, or states of the asset within
a distributed ledger system

3.14

digital representation

digital format encapsulating all essential data and attributes of a physical asset, enabling it to be uniquely
identified, managed, and tracked within a digital ecosystem

3.1.5

lookup registry

decentralized system or service that stores and manages the resolution of digital identifiers across multiple
registries, ensuring the correct linking and retrieval of asset data and digital representations

3.1.6

physical asset identifier (PAI)

unique identifier for a physical asset, derived algorithmically, using identifiers affixed to the asset such as
serial numbers, model, or manufacturer data

3.1.7

physical NFT (pNFT)

physical asset token (3.2.3) implemented as an NFT, representing a unique physical asset within a blockchain
or distributed ledger system

Note 1 to entry: The pNFT purports to bind the digital representation of the asset to its physical counterpart, ensuring
traceability and authenticity.

3.1.8
snapshot
unique historical version of an asset data set (3.1.1), minted into a pNFT at a point in time

Note 1 to entry: A Snapshot serves as a single source of truth for the state of the asset at a point in time. Due to the
gas and storage costs of re-minting an NFT, off-chain systems will typically make intermediate data changes to an off-
chain copy of the Snapshot, only re-minting the pNFT as necessary for communication with external systems.

3.1.9

universal serial number (USN)

shortened, universally unique identifier generated from the physical asset identifier (3.1.5) using
cryptographic hashing

Note 1 to entry: The USN intended to simplify identification while maintaining uniqueness across systems.

3.2 General terminology applicable to this document:

3.2.1
asset
anything that has value to a stakeholder

[SOURCE: ISO 22739:2024(en), 3]
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3.2.2

blockchain gateway

point of access where blockchain systems interface with external systems, facilitating data exchange and
communication between blockchain and traditional IT environments

[SOURCE: ISO TC 22739 “Blockchain and distributed ledger technologies — Vocabulary”]

3.2.3
digital asset
asset (3.2.1) that exists only in digital form or that is the digital representation of another asset

[SOURCE: ISO 22739:2024(en), 3.21]

3.24

decentralized identifier (DID)

identifier that is managed in a decentralized manner, allowing the controller of the DID to prove control over
it without the need for a centralized authority

[SOURCE: W3C DID Standard (https://www.w3.org/TR/did-core/)]

3.24.1

DID registry

decentralized system that provides the storage, resolution, and management of decentralized identifiers
(DIDs) (3.2.4), ensuring that DIDs are accessible and verifiable across different systems and platforms

[SOURCE: W3C DID Standard (https://www.w3.org/TR/did-core/)]

3.2.5

digital product passport (DPP):

digital document containing the lifecycle data of a product from manufacturing to end of life, to support
transparency, compliance, and sustainability practices

3.2.6

DLT oracle

service or entity in a distributed ledger technology system that provides external data to smart contracts,
allowing them to execute based on real-world events and conditions.

[SOURCE: ISO 22739 “Blockchain and distributed ledger technologies — Vocabulary”]

3.2.7

hash tree

Generally, a hash tree is similar to a Merkle tree in that it is a tree in which every leaf node is labeled with the
hash of a data block and every non-leaf node is labeled with the cryptographic hash of the labels of its child
nodes. However, unlike the strictly binary Merkle tree, a hash tree may be n-ary, meaning each non-leaf node
can have more than two child nodes

3.2.71
minting / re-minting
Creating and updating an NFT

3.2.8

non-fungible token (NFT)

A type of digital token that represents ownership or proof of authenticity of a unique item or asset on a
blockchain, not interchangeable on a one-to-one basis with other tokens

[SOURCE: ISO 22739 “Blockchain and distributed ledger technologies — Vocabulary”]
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3.29

physical asset token (PAT)

A digital token that represents a physical asset within a blockchain or distributed ledger system, establishing
a verifiable link between the digital representation and its physical counterpart. It is designed to track
ownership, authenticity, and provenance of the physical asset throughout its lifecycle. Depending on the
implementation, it is often realized as a non-fungible token (NFT) but can also be fungible or semi-fungible
based on the asset's characteristics and requirements.

3.2.10

root hash

The root hash in a hash tree (3.2.8) or Merkle tree is the single hash value at the top of the tree that results
from consecutively hashing pairs of child node hashes until a single hash remains. This hash represents the
entirety of the data stored in the tree. Any change in the data blocks at the leaves of the tree causes a change
in the root hash, thus providing a quick way to verify whether any data has been altered.

3.2.11

semantic layer interoperability

The ability of systems to use shared schema and ontologies to ensure that the content of exchanged data is
consistently understood and processed across different platforms in a verifiable manner.

[SOURCE: ISO interoperability documentation]

3.2.12

transport layer interoperability

The capacity of systems to exchange data seamlessly and verifiably across a network, without interpreting
or modifying the content, regardless of differing underlying technologies or protocols.

[SOURCE: ISO TC 23516 Interoperability]

3.2.13

trust anchor

reliable, verified source of information or a set of cryptographic keys used in digital communications to
ensure the security and integrity of the transmitted data

[SOURCE: ISO 23644 “Blockchain and distributed ledger technologies (DLTs) — Overview of trust anchors
for DLT-based identity management”]

3.2.14
verified credential (VC)
digital document issued by a trusted authority that contains claims about an individual, organization, or object

Note 1 to entry: These credentials are cryptographically secure, tamper-evident, and can be verified electronically.
VCs enable the holder to prove information to a verifier without revealing unnecessary personal details, using a
mechanism that ensures the integrity and authenticity of the claims presented.

[SOURCE: W3C Verifiable Credentials (https://www.w3.org/TR/vc-data-model/)]

4 Overview

4.1 Background

This standard aims to enable traceability throughout an asset’s lifecycle. For example, in an initial use case
focused on the electronics recycling sector, the framework facilitates tracking of asset authenticity, the
status of data erasure, and the recoverable materials value at the recycler.

Early attempts to develop decentralized approaches to asset lifecycle tracking were hampered by basic
interoperability issues due to a lack of standards for modeling physical asset data into a standard tokenizable
structure.
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4.2 Problems to address

Absence of a standard universal identifier: Current systems lack standardized methods for assigning
universally recognized identifiers to physical assets, complicating their integration and traceability across
different platforms.

Lack of a standard asset data method: No common framework exists for transforming physical asset
data into a secure digital form that can be tokenized, while maintaining verifiable links to the physical
counterparts.

Lack of methods to bind digital representations to real-world assets: There is a need to establish
methods to cryptographically tie real-world documents and events to their digital representations.

4.3 Objective of the standard

The standard aims to resolve these issues by defining methods for generating unique identifiers and
structuring asset data for transportability across disparate systems, whether DLT or otherwise, ensuring
the data remains verifiable and linked to real-world events. The primary focus is on serialized assets, with
provisions for extending the framework to other asset classes through future modifications. This standard
provides methods for user-defined NFTs to interact with supply chain systems that control physical assets.
These methods enable tokenization of the physical asset data, facilitating its transfer across different
technological platforms.

While the standard is agnostic regarding the form of governance for implementation, it provides the
necessary structures for implementing governance, as per ISO TS 23635 'Governance'. These decisions
about how to create and manage a specific system are governance issues, and are outside the scope of this
standard. As one example, the standard says the name of the manufacturer should be included in generating
the Universal Serial Number. Some systems may decide to use the company’s tax ID number, instead.
A system for tracking livestock might conceivably use some number string generated by using a facial
recognition algorithm.

4.4 Use case - digital product passport (DPP)

A Digital Product Passport (DPP) is a structured digital record that provides comprehensive data about a
product's composition, origin, sustainability, compliance, and lifecycle events, including ownership transfers,
maintenance records, and end-of-life disposal instructions to support circular economy initiatives. DPPs
contain essential details such as raw material sources, manufacturing certifications and environmental
data. DPPs aim to improve transparency, sustainability, and accountability by enabling better resource
tracking, repairability, recycling, and compliance with environmental standards.

Figure 1 illustrates a series of use cases for tracking an electronics product across its lifecycle using a Digital
Product Passport (DPP). The DPP is essentially a digitalized set of information that accompanies physical
products throughout their lifecycle, enhancing transparency for consumers and facilitating compliance with
regulatory requirements.

This use case diagram implements the DPP using an NFT, connecting to a DID Registry as an oracle service,
to interact with the systems managing the physical asset. The technical details are explained in the following
sections.
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Figure 1 — Use case diagram: digital product passport (DPP) for tracking asset lifecycle

The use cases shown are divided into three primary lifecycle phases— Manufacturing Supply Chain, Repair
& Reuse, and Materials Recovery — each integrating with the DPP for event recording and validation.

Manufacturing supply chain: The asset's journey through creation, transfer, reception, and
employment is immutably recorded by the associated NFT, immutably capturing provenance and other
relevant details. This process outlined in the diagram aligns with a NIST publication "Supply Chain
Traceability: Manufacturing Meta-Framework?)” for consistency with emerging industry standards for

traceability.

Repair and reuse: The asset's authenticity is checked, and maintenance, service, repairs, and the
exchange of components are recorded for verification, and the status of data included on the asset is
recorded. Proving sensitive data was destroyed with a “Data Wipe Certificate" is critical for privacy and
to prevent data breaches. All these items are crucial for secondary market transactions.

Materials recovery: At the end-of-life stage, assets are responsibly decommissioned, components are
removed for reuse and recovery, and the reclamation of commodity materials such as gold, copper,
and rare-earth elements is documented The recycling process is authenticated using W3C Verified
Credentials, by industry Trust Anchors such as SERI3), a standards body responsible for the methods

used by electronics recycling facilities.

The use case diagram underscores the transparency and accountability facilitated by decentralized ledgers.
It enables real-time DPP updates through a DID registry, with NFT re-minting safeguarding record integrity,

visible to authorized actors throughout the lifecycle of an asset.

2) NIST IR 8536 “Supply Chain Traceability:Manufacturing Meta-Framework” (https://csrc.nist.gov/pubs/ir/8536/

ipd)
3) [SERI Electronic Recycling Standards] (https://sustainableelectronics.org/)
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While this model technically enables governance frameworks, with accommodations for authorities and
regulatory bodies for compliance and verification, it does not prescribe any specific governance structure.

5 DID registry framework / reference architecture

5.1 Overview

Figure 2 illustrates a reference architecture for supply chain systems that implement this standard. The
data model outlined in sections 5 and 6 is prerequisite to ensure transport layer interoperability of the data.

The standard's underlying framework is designed to accommodate any asset class, emphasizing its broad
applicability across various industries. Currently, the focus is on serialized physical assets with unique
immutable identifiers, such as electronic devices with serial numbers. Future developments could expand
this applicability by introducing methods to generate unique identifiers for asset classes that currently
lack visible identifiers. This expansion could be realized through follow-on projects, amendments, or other
standards that define the PAI generation methods for these other asset classes.

5.2 DID registry framework

At the center is the Independent DID Registry, which stores verifiable digital information about physical
assets. This registry is essential for linking the physical asset to its digital counterpart, and serves as a DLT
oracle service to allow the Physical Asset Token (PAT) to connect to the real world.

DID Registry Framework

Universal “Lookup”
Resolver/Registry
Connects independent DID

— —_—

" .
Enables inventory registries. Acts as an oracle service
\ systems t_o access for connecting an NFT to a
. data directly - . i physical asset.
— T . . - ’\_
A :' g :
\ - Independent -
: DID Registry* -
Warehouse Backend ] _ . DLT Gateway | External DLT, Dataspace,
—AP————
System | [?l / Web Gateway Other System
[ — |

H ! Stores digital

Physical ] representations of
Asset .. physical assets

Figure 2 — DID registry reference framework for supply chain implementations

— To the left, an inventory system in a warehouse is connected to the DID Registry via a Backend API. These
systems have direct connections to the physical assets and already contain data about the asset which
can be algorithmically restructured (per sections 6 and 7) to tokenize it.

— On the right, the DID Registry is connected to an external DLT Gateway/Web Gateway, so that external
systems, like other blockchains, dataspaces, or supply chain management systems, can access the
DID Registry data directly. The standardized data model ensures transport layer interoperability
across various existing supply chain systems. This DID method approach uses DLT technology for data
verification and interoperability, without the need for a third party, but it does not truly tokenize the
digital representation of the physical asset.
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— At the bottom of the diagram, the DID Registry acts as a DLT oracle service so the digital representation
can be tokenized by “wrapping” the DID address in an NFT. Thus, the DID Registry address becomes a
primitive building block for physical NFTs (pNFTs), and consequently, pNFTs can become a database
primitive for tokenizing physical assets inside of supply chain systems.

5.2.1 Data storage locations

[t is important to note that this document does not specify where the data is stored. Due to the high current
costs of storing data on chain, it is assumed that most implementations will choose to leave data “in place” or use
IPFS or some form of distributed storage. The DID registry framework in Figure 2 above assumes that the DID
Registry only stores a link to the data, a hash to prove the data, and minimal metadata as needed for industry,
legal, or other compliance needed to verify the data. Further information is provided in sections 6 and 8.

5.3 Resolving the DID across multiple independent DID registries

Different industries and ecosystems will want to establish their own independent DID registry systems.
A standardized DID method scheme, outlined in Section 10, allows for the portability of physical asset
data across any compliant registries. As shown in Figure 3, a common universal "Lookup Registry" can
be employed to retrieve the specific asset data from the correct independent DID registry. Alternatively,
independent DID registries can be interconnected using a universal DID resolver or through a master
decentralized "Lookup Registry"” that identifies and tracks the asset's location across multiple independent
registries once an emerging standard becomes widely established.

Workwear Tires Electronics
DID Registry DID Registry DID Registry

|
|
-

Figure 3 — DID Resolver / decentralized lookup

5.3.1 Lookup registry

The master Lookup Registry is not only necessary to resolve specific assets across multiple independent
registries, but also to store the “Universal Serial Number” (USN), the shortened version of the PAI, so it can
be checked against for collisions. See section 6.

Documents

© IS0 2025 - All rights reserved Document Sharing Hub
8

Full document details: 25/30473046 DC


http://www.avadocuments.com/doc/25-30473046-dc
http://www.avadocuments.com/doc/25-30473046-dc

