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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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THIS DOCUMENT IS A DRAFT CIRCULATED
FOR COMMENTS AND APPROVAL. IT

IS THEREFORE SUBJECT TO CHANGE

AND MAY NOT BE REFERRED TO AS AN
INTERNATIONAL STANDARD UNTIL

This document is circulated as received from the committee secretariat. PUBLISHED AS SUCH.

IN ADDITION TO THEIR EVALUATION AS
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NOTIFICATION OF ANY RELEVANT PATENT
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 35, Paints and varnishes, Subcommittee
SC 9, General test methods for paints and varnishes, in collaboration with the European Committee for
Standardization (CEN) Technical Committee CEN/TC 139, Paints and varnishes, in accordance with the
Agreement on technical cooperation between ISO and CEN (Vienna Agreement).

This fourth edition cancels and replaces the third edition ([SO 11997-1:2017), which has been technically
revised.

The main changes are as follows:

— the general warning and warnings for each chemical material have been added;
— the dry air supply for cycle C has been revised

— the normative references have been updated

Alist of all parts in the series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Coatings of paints, varnishes and similar materials are exposed to one of four cycles of wet and dry
conditions specified in this document (see Annex A to Annex D), using specified salt solutions in a cabinet in
order to simulate, in the laboratory, processes occurring in aggressive outdoor conditions, such as marine
environments. Generally, correlation between such outdoor weathering and laboratory testing cannot
be expected because of the large number of factors influencing the breakdown process. Correlation can
only be expected if the effect on the coating of important parameters (e.g. the nature of the pollutant, the
spectral distribution of the incident irradiance in the relevant photochemical region, the temperature of the
specimen, the type and cycle of wetting and relative humidity) is known. In contrast to outdoor weathering,
laboratory testing in a cabinet is performed with a reduced number of variables which can be controlled,
and therefore the effects are more reproducible. The method described may also give a means of checking
that the quality of a paint or paint system is being maintained.

The method has been found to be useful in comparing the cyclic salt spray resistance of different coatings. It
is most useful in providing relevant ratings for a series of coated panels exhibiting significant differences in
cyclic salt spray resistance.

The test cycles included in this document have been used successfully, with documented evidence, in the
industry for the assessment of performance. The cycles can be summarized as follows.

— Cycle A (see Annex A): This cycle is specified in Japanese Automobile Standards JASO M 609-91 and
JASO M610-92.

— Cycle B (see Annex B): This is based on the VDA 621-415 cycle and is widely used in Europe. It has
also been shown to give good correlation with natural weathering for thermosetting paints in vehicle
corrosion.

— Cycle C (see Annex C): This cycle was developed in the UK for use with water-soluble and latex paint
systems and has been shown to give good correlation with natural weathering.

— Cycle D (see Annex D): This cycle is specified in Japanese Standard JIS K 5621-2003.

It is intended that other cycles will be added at later revisions of this document, as they are developed for
evaluating other paint types.

[SO 11997-2 describes a method for determining the cyclic corrosion resistance of paints which includes
UV exposure as part of the cycle. It has been found to give good correlation with natural weathering for
industrial maintenance coatings.
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