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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent
rights identified during the development of the document will be in the Introduction and/or on the ISO list of
patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 32,
Electrical and electronic components and general system aspects.

Alist of all parts in the ISO 21111 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The ISO 21111 series includes in-vehicle Ethernet requirements and test plans that are disseminated in
other international standards and complements them with additional test methods and requirements. The
resulting requirement and test plans are structured in different documents following the Open Systems
Interconnection (OSI) reference model and grouping the documents that depend on the physical media and
bit rate used.

In general, the Ethernet requirements are specified in ISO/IEC/IEEE 8802-3. The ISO 21111 series provides
supplemental specifications (e.g. wake-up, I/0 functionality), which are required for in-vehicle Ethernet
applications. In road vehicles, Ethernet networks are used for different purposes requiring different bit-
rates. Currently, the ISO 21111 series specifies the 1-Gbit/s optical and 100-Mbit/s electrical physical layer.

The ISO 21111 series contains requirement specifications and test methods related to the in-vehicle
Ethernet. This includes requirement specifications for physical layer entity (e.g. connectors, physical layer
implementations) providers, device (e.g. electronic control units, gateway units) suppliers, and system (e.g.
network systems) designers. Additionally, there are test methods specified for conformance testing and for
interoperability testing.

Safety (electrical safety, protection, fire, etc.) and electromagnetic compatibility (EMC) requirements are
out of the scope of the ISO 21111 series.

The structure of the specifications given in the ISO 21111 series conforms with the Open Systems
Interconnection (0SI) reference model specified in ISO/IEC 7498-1111 and ISO/IEC 10731[2],

ISO 21111-1 defines the terms which are used in this series of standards and provides an overview of the
standards for in-vehicle Ethernet including the complementary relations to ISO/IEC/IEEE 8802 and the
amendments, the document structure, type of physical entities, in-vehicle Ethernet specific functionalities,
and so on.

1SO 21111-2L3] specifies the interface between reconciliation sublayer and physical entity including reduced
gigabit media independent interface (RGMII), and the common physical entity wake-up and synchronized
link sleep functionalities, independent from physical media and bit rate.

ISO 21111-314] specifies supplemental requirements to a physical layer capable of transmitting 1-Gbit/s
over plastic optical fibre compliant with ISO/IEC/IEEE 8802-3, with specific application to communications
inside road vehicles, and a test plan for physical entity conformance testing.

ISO 21111-4[5] specifies the optical components requirements and test methods for 1-Gbit/s optical in-
vehicle Ethernet.

ISO 21111-58l specifies, for 1-Gbit/s optical in-vehicle Ethernet, requirements on the physical layer at
system level, requirements on the interoperability test set-ups, the interoperability test plan that checks
the requirements for the physical layer at system level, requirements on the device-level physical layer
conformance test set-ups, and device-level physical layer conformance test plan that checks a set of
requirements for the OSI physical layer that are relevant for device vendors.

ISO 21111-6!7] specifies advanced features of an ISO/IEC/IEEE 8802-3 in-vehicle Ethernet physical layer
(often also called transceiver), e.g. for diagnostic purposes for in-vehicle Ethernet physical layers. It specifies
advanced physical layer features, wake-up and sleep features, physical layer test suite, physical layer control
requirements and conformance test plan, physical sublayers test suite and physical sublayer requirements
and conformance test plan.

ISO 21111-7 8] specifies the implementation for ISO/IEC/IEEE 8802-3, which defines the interface
implementation for automotive applications together with requirements on components used to realize this
Bus Interface Network (BIN). ISO 21111-7 also defines further testing and system requirements for systems
implemented according to the system specification. In addition, ISO 21111-7 defines the channels for tests of
transceivers with a test wiring harness that simulates various electrical communication channels.

This document specifies the transmission media, the channel performance and the tests for an
ISO/IEC/IEEE 8802-3 in-vehicle Ethernet.
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[SO 21111-9 specifies the data link layer requirements and conformance test plan. It specifies the
requirements and test plan for devices and systems with bridge functionality.

ISO 21111-102! specifies the application to network layer requirements and test plan. It specifies the
requirements and test plan for devices and systems that include functionality related with OSI layers from 3 to 7.

Figure 1 shows the parts of the ISO 21111 series and the document structure.
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1SO 21111-1 General information and definitions

IS0 21111-10 Transport layer and network layer conformance test plans

SO 21111-9 Data link layer requirements and conformance test plan

ISO/IEC/IEEE 8802-2

[SO 21111-2 Common physical entity requirements

ISO/IEC/IEEE 8802-3

1SO 21111-5 Optical
1-Gbit/s physical
layer system
requirements and
test plan

1SO 21111-3 Optical
1-Gbit/s physical
entity requirements
and conformance test
plan

ISO/IEC/IEEE
8802-3

IS0 21111-6 IS0 21111-7
Electrical 100-Mbit/s | [Electrical 100-Mbit/s
physical entity physical layer system
requirements and | fequirements and test
conformance test plan plan
ISO/IEC/IEEE ISO/IEC/IEEE

1SO 21111-4 Optical 1-Gbit/s General
requirements and test methods of optical

gigabit components

1SO 21111-8 Electrical 100-Mbit/s Ethernet
transmission media, components, and tests

Figure 1 — In-vehicle Ethernet document reference according to the OSI model
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DRAFT International Standard ISO/DIS 21111-8:2025(en)

Road vehicles — In-vehicle Ethernet —

Part 8:
Electrical 100-Mbit/s Ethernet transmission media,
components and tests

1 Scope

This document defines various parameters to be tested for the communication channel between two
Ethernet devices (e.g. ECUs for automotive application) and also for the transmission media including cables
and connectors as a single component of which the communication channel consists. This document also
specifies the general RF requirements for a physical layer communication channel for ISO/IEC/IEEE 8802-3
clause 96. These requirements are related to signal integrity of the communication channel.

Test methods for electrical performances of the communication channel/link and cables and connectors are
also specified in this document.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 8092-2:2023, Road vehicles — Connections for on-board electrical wiring harnesses — Part 2: Terminology,
test methods and general performance requirements

ISO/DIS 8092-6, Road vehicles — Connections for on-board electrical wiring harnesses — Part 6: In-vehicle
Ethernet, general performance requirements and interface definitions

[SO 19642-12:2023, Road vehicles — Automotive cables — Part 12: Dimensions and requirements for unscreened
twisted pair RF cables with a specified analogue bandwidth up to 1 GHz

IEC 62153-1-1:2003, Metallic communication cables test methods - Part 1-1: Electrical - Measurement of the
pulse/step return loss in the frequency domain using the Inverse Discrete Fourier Transformation (IDFT)

IEC 60512-25 (all parts), Connectors for electronic equipment - Tests and measurements

[EC 60603-7-7:2010, Connectors for electronic equipment - Part 7-7: Detail specification for 8-way, shielded, free
and fixed connectors for data transmission with frequencies up to 600 MHz

IEC 61935-1 (all parts), Specification for the testing of balanced and coaxial information technology cabling -
Part 1: Installed balanced cabling as specified in ISO/IEC 11801-1 and related standards

ISO 19642-2, Road vehicles — Automotive cables— Part 2: Test methods
ISO 21111-1, Road vehicles - In-vehicle Ethernet — Part 1: General information and definitions

ISO/IEC/IEEE 8802-3, Telecommunications and exchange between information technology systems —
Requirements for local and metropolitan area networks — Part 3: Standard for Ethernet
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