Draft for Public Comment

bsi.

BSI Group Headquarters Date: 17 February 2025
389 Chiswick High Road London W4 4AL Origin: International

Tel: +44 (0)20 8996 9000
Fax: +44 (0)20 8996 7400
www.bsigroup.com

Form 36

DPC: 25/30480678 DC

L atest date for receipt of comments: 12 April 2025 Project No. 2023/02262
Responsible committee: TPR/1 Technical Product Realization

Interested committees:

Title: Draft BS EN 1SO 25178-606 Geometrical product specifications (GPS) — Surface texture: Areal. Part 606: Design and
characteristics of non-contact (focus variation) instruments.

Please notify admin.start@bsigroup.com if you are aware of any keywords that might assist in clarifying or identifying the
standard or of the content of this standard:

i) has any issues related to 3rd party IPR, patent or copyright

ii)  affects other national standard(s)

iii)  requires additional national guidance or information

WARNING: THISISA DRAFT AND MUST NOT BE REGARDED ORUSED ASA BRITISH STANDARD. THISDRAFT
ISNOT CURRENT BEYOND 12 April 2025

This draft is issued to allow comments from interested parties; all comments will be given consideration prior to publication. No
acknowledgement will normally be sent. See overleaf for information on the submission of comments.

No copying is allowed, in any form, without prior written permission from BS| except as permitted under the Copyright, Designs
and Patent Act 1988 or for circulation within a nominating organization for briefing purposes. Electronic circulation is limited to
dissemination by e-mail within such an organization by committee members.

Further copies of this draft may be purchased from BSI Shop http://shop.bsigroup.com or from BS| Customer Services, Tel:
+44(0) 20 8996 9001 or email cservices@bsigroup.com. British, International and foreign standards are also available from BSI
Customer Services.

Information on the co-operating organizations represented on the committees referenced above may be obtained from https://
standardsdevel opment.bsigroup.cony.

Docurmernts

Document Sharing Hub

E-mail: admin.start@bsigroup.com

Full document details: 25/30480678 DC


http://www.avadocuments.com/doc/25-30480678-dc
http://www.avadocuments.com/doc/25-30480678-dc

Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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THIS DOCUMENT IS A DRAFT CIRCULATED
FOR COMMENTS AND APPROVAL. IT

IS THEREFORE SUBJECT TO CHANGE
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INTERNATIONAL STANDARD UNTIL
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 213, Dimensional and geometrical product
specifications and verification.

This second edition cancels and replaces the first edition (ISO 25178:606:2015), which has been technically
revised.

The main changes are as follows:

— adoption of the new structure of the series ISO 25178-60x documents;
— extension to focus variation using fixed pattern illumination.

Alist of all parts in the series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document is a geometrical product specification (GPS) standard and is to be regarded as a general GPS
standard (see ISO 14638). It influences the chain link F of the chain of standards on profile and areal surface
texture.

The ISO GPS matrix model given in ISO 14638 gives an overview of the ISO GPS system of which this
document is a part. The fundamental rules of ISO GPS given in ISO 8015 apply to this document and the
default decision rules given in ISO 14253-1 apply to specifications made in accordance with this document,
unless otherwise indicated.

For more detailed information of the relation of this document to other standards and the GPS matrix model,
see Annex C.

This document includes normative terms and definitions relevant to the focus variation method for the
measurement of areal surface topography. The informative Annex A briefly summarizes focus variation
measurement instruments and methods to clarify the normative definitions and to provide a foundation
for informative Annex B, which describes common sources of errors and their relation to the metrological
characteristics of focus variation.

NOTE Portions of this document, particularly the informative sections, describe patented systems and methods.
This information is provided only to assist users in understanding the operating principles of focus variation. This
document is not intended to establish priority for any intellectual property, nor does it imply a license to proprietary
technologies described herein.
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DRAFT International Standard ISO/DIS 25178-606:2025(en)

Geometrical product specifications (GPS) — Surface
texture: Areal —

Part 606:
Design and characteristics of non-contact (focus variation)
instruments

1 Scope

This document specifies the design and characteristics of focus variation instruments for areal measurement
of surface topography. Because surface profiles can be extracted from areal surface topography data the
methods described in this document can be applied to profiling measurements as well.

This document deals with focus variation without pattern illumination or with fixed pattern illumination.
The methods using varying pattern illumination during the measurement are excluded from this document.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 25178-600:2019, Geometrical product specifications (GPS) — Surface texture: Areal — Part 600:
Metrological characteristics for areal topography measuring methods

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— IS0 Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1

focus variation

FV

measurement method whereby the sharpness of a series of surface images that is acquired during an axial
scan in an optical instrument is used to measure the surface topography

Note 1 to entry: In this document, surface image is an image of a surface obtained by capturing the reflected light from
the surface with or without a fixed pattern illumination.

Note 2 to entry: In this document, sharpness is a quantity of the surface image calculated by the neighbourhood
information indicating best focus. Other names for sharpness are for example contrast.

Note 3 to entry: Focus variation without fixed pattern illumination only works on optically rough surfaces
[ISO 25178-600:2019, 3.4.5]. If fixed pattern illumination is used, optically smooth surfaces [[SO 25178-600:2019,
3.4.4] can also be measured.
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