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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the different types 
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent 
rights identified during the development of the document will be in the Introduction and/or on the ISO list of 
patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the World 
Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following URL: 
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 70, Internal combustion engines.

This third edition cancels and replaces the second edition (ISO 2710-1:2017) which has been technically 
revised.

New terms and definitions have been added and terms and definitions in ISO  2710-1:2017 which are no 
longer used have been deleted.
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DRAFT International Standard ISO/DIS 2710-1:2025(en)

Reciprocating internal combustion engines — Vocabulary —

Part 1: 
Terms for engine design and operation

1	 Scope

This document defines the basic terms relating to the design and operation of reciprocating internal 
combustion (RIC) engines.

Further terms relating to components and systems of RIC engines are defined in ISO 7967 (all parts), and 
performance is defined in ISO 15550, ISO 14396 and in ISO 3046 (all parts).

2	 Normative references

There are no normative references in this document.

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

3.1	 Main definitions

3.1.1
reciprocating internal combustion engine
RIC engine
mechanism delivering shaft power by the conversion of fuel chemical energy into mechanical work during 
combustion in one or more cylinders in which working pistons reciprocate

Note 1 to entry: When such a mechanism does not deliver shaft power, but power in the form of hot gas, the mechanism 
is known as a free piston gas generator.

3.1.2
rotary engine
internal combustion engine with a rotor which makes eccentric circular movements around the engine 
centreline and reciprocates the intake-compression-expansion-exhaust cycle between the housing

Note 1 to entry: This is not a reciprocating internal combustion engine (RIC engine). It is listed for reference.

3.2	 RIC engines classified by ignition method

3.2.1
compression ignition engine
engine in which the ignition is obtained solely from the temperature of the cylinder contents, resulting from 
their compression(self-ignition)

1
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3.2.2
hot bulb engine
engine in which the ignition is obtained by the temperature of the cylinder contents, resulting not solely 
from their compression but also from a local hot surface

3.2.3
spark ignition engine
engine in which the ignition is obtained by means of an electric spark

Note 1 to entry: In some countries this engine is also known as an “Otto-engine”.

3.2.4
convertible engine
engine which is designed and equipped so that, by some small changes to the construction of the engine, it 
can be converted from a compression ignition engine into a spark ignition engine and vice versa

Note 1 to entry: In some cases, the term “convertible engine” means an engine converted from its original purpose to 
another purpose.

3.2.5
pilot injection engine
engine in which a small quantity of liquid fuel is injected into the cylinders to initiate combustion

3.3	 RIC engines classified by fuel type

3.3.1
liquid-fuel engine
engine which operates on a fuel that is liquid at standard ambient conditions

3.3.1.1
diesel engine
compression ignition engine in which air is compressed and liquid fuel (oil) is introduced into each cylinder 
near the end of this compression

Note 1 to entry: In engines with an exhaust gas recirculation system (EGR), air with recirculated gas is compressed in 
the cylinder.

3.3.1.2
spark ignition engine with carburettor
carburettor engine
spark ignition engine in which a suitable mixture of air and fuel is formed outside the cylinder in a device 
called a carburettor

3.3.1.3
spark ignition engine with fuel injection
spark ignition engine in which fuel is injected either into the air intake manifolds or into the cylinders

3.3.1.4
multi-fuel engine
engine designed and equipped so that without modification it can operate on fuels of widely different 
ignition properties

3.3.1.5
dual-fuel engine
engine system that is designed to simultaneously operate with two different types of fuel, both fuels being 
metered separately, where the consumed amount of one of the fuels relative to the other one may vary 
depending on the operation

3.3.1.6
methanol internal combustion engine
RIC engine which operates by methanol

2
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3.3.1.7
ammonia internal combustion engine
RIC engine which operates by ammonia

3.3.2
gas engine
engine which operates on gaseous fuel

Note 1 to entry: Major gas fuels recently used for RIC engines are natural gas, bio gas, LPG and wellhead gas.

3.3.2.1
pilot injection gas engine
compression ignition engine in which a mixture of gaseous fuel and air is compressed and ignited by the 
pilot injection of a small quantity of liquid fuel from the cetane family

3.3.2.2
spark ignition gas engine
gas engine in which the ignition occurs by means of an electric spark

3.3.2.3
hydrogen internal combustion engine
RIC engine which operates by hydrogen

3.3.2.4
dimethyl ether internal combustion engine
RIC engine which operates by dimethyl ether

3.3.2.5
fuel sharing mode
optional feature that allows increased fuel flexibility

Note  1  to entry:  In this mode, the dual fuel engine operates on a variable ratio of liquid and gas fuels, which are 
simultaneously combusted in the cylinders.

Note 2 to entry: Gas fuel is admitted through the gas admission valves as per normal gas operation.

Note 3 to entry: An additional portion of liquid fuel is injected through the main fuel injection system.

3.4	 RIC engines classified by cooling method

3.4.1
liquid-cooled engine
engine in which the cylinders and cylinder heads are directly cooled by liquid

Note 1 to entry: The term “water-cooled engine” is also used when the liquid is predominantly water. The term “oil-
cooled engine” is used when the liquid is lubricating oil only.

3.4.2
air-cooled engine
engine in which the cylinders and cylinder heads are directly cooled by air

3.4.3
heat insulated engine
engine in which heat-loss from the cylinder and piston area is minimized by means of insulation

Note  1  to  entry:  This engine was called “adiabatic engine”, but, because it is impossible to achieve the theoretical 
adiabatic process in practice, recently it is more commonly called “heat insulated engine”.

3
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3.5	 Fuel supply

3.5.1
injection of fuel
introduction, under pressure, of fuel into the combustion air

3.5.1.1
air injection
injection of liquid fuel into the cylinder by means of high pressure air

3.5.1.2
mechanical injection
injection of fuel solely by raising the fuel pressure until a valve opens

Note 1 to entry: For mechanical injection using liquid fuel, the term “solid injection” is also used.

3.5.1.3
direct injection
injection system in which fuel is injected into an open combustion chamber or the main part of a divided 
combustion chamber

3.5.1.4
indirect injection
injection system in which fuel is injected into a divided combustion chamber

3.5.1.5
accumulator injection
injection system in which fuel is injected by means of pressure from an accumulator, created before or 
during the operation of a fuel pump

3.5.1.6
pilot injection
injection in which a small quantity of fuel is injected to start the combustion process and thus obtain 
smoother combustion with lower peak pressures when the main combustion occurs

Note 1 to entry: This is also called “pre-injection”.

3.5.1.7
post injection
injection in which a small quantity of fuel is injected after the combustion process

3.5.2
induction of fuel
supply into the working cylinder of a mixture of fuel and air, formed outside the cylinder

3.5.2.1
single point injection SPI
injection system in which fuel is injected into the intake manifold or upstream of it by one or more fuel 
injectors for all cylinders

3.5.2.2
multi point injection MPI
injection system in which fuel is injected into the intake port by one or more fuel injectors for one cylinder

3.6	 Working cycle

3.6.1
working cycle
complete series of changes in the parameters of the working medium (mass, volume pressure and 
temperature etc.) present in each cylinder of a RIC engine, accomplished before repetition occurs

4
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