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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 147 Water quality, Subcommittee SC 6,
Sampling (general methods).

This third edition cancels and replaces the second edition (ISO 5667-15:2009), which has been technically
revised.

The main changes are as follows:
— ‘suspended matter’ has been added to the title and ‘guidance’ has been deleted from the title;
— ISO/TS 5667-25 has been added as a reference;

— a flow diagram for preservation and storage of samples of sludge, sediment and suspended matter has
been added (in line with ISO 5667-3:2024);

— terms and definitions have been aligned with 1SO 5667-3:2024;
— tables from clause 12 have been moved to Annex A;
— references in the previous Tables 1 to 3 have been added;

— the previous Table 3 has been splitinto Table A.3 ‘Hydrobiological analysis’ and Table A.4 ‘Microbiological
analysis’.

Alist of all parts in the [SO 5667 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document is intended to be used in conjunction with ISO 5667-1,[1] which deals with the design
of sampling programmes and sampling techniques.

Where possible, this document has been aligned with current standards. Where new research or validation
results have provided new insights, the latest knowledge has been used.

Guidance on validation protocols can be found in ISO/TS 5667-25[¢l.

Tables A.1 to A.4 provide the validated preservation times or conditions as well as the descriptions of best
practice. Tables A.1 to A.4 also refer, for each parameter, to references available at the time of publication of
this document (i.e. ISO 5667-15:202x). This is however not an exhaustive list. Other preservation methods
may be used when they have been validated. However, it is strongly recommended that, where a method
validation is not available, the preservation times for the analyte listed in Tables A.1 to A.4 for ISO and CEN
test methods be followed. In case more than one storage time is provided in Tables A.1 to A.4, the order of
preferred use is:

— validated method;
— method provided by reference;
— best practice.

The preservation and storage conditions and maximum storage times per parameter as listed in Tables A.1
to A.4 should be regarded as default conditions to be applied in the absence of any other information.

However, if validation of preservation techniques and holding times has been carried out, relative to specific
circumstances and matrices, by a laboratory, then, provided that it can produce evidence of this validation
where they differ from those set out in Tables A.1 to A.4, these validated preservation and storage conditions
and maximum storage times are deemed acceptable for use by the validating laboratories. A national
standard can contain information on preservation.

NOTE Samples of sludge, sediment and suspended matter that are dried or freeze-dried behave similarly to dried
soils. For guidance on freeze-drying, see ISO 16720[37],

This document and the related analytical references can be used as presented in Figure 1.
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Define:

— the analyte/parameter to be studied;

— the method of analysis or technique;

— the type of sample (sediment, sludge,
suspended matter).

Is the method of analysis
or technique presented
inTables A1 - A 4?

Is information
in the form of
a general method
available?

Does it match
with the type of sample?

Use this general method.

Is only
one reference
available?

Choose the reference in order

of preference:

a) validated method;

b) method provided by reference;
c) best practice.

Define the acceptance criteria
in the sampling plan.
or
Perform the validation study
(see ISO/TS 5667-25).

Do the conditions
still fit within
the sampling plan
(see 1SO 5667-1)?

Use the information
inISO 5667-15.

WARNING — ‘Method provided by reference’ and ‘validated method’ can be based on previous
standards and methods and therefore not be in line with ISO/TS 5667-25.[6] This information can be
interpreted by a qualified and experienced person.

Figure 1 — Flow diagram for the selection of a method for the preservation
and storage of samples of sludge, sediment and suspended matter

Attention is drawn to ISO/TS 5667-25,l8] which contains guidelines and the elaboration of the required

techniques of how to validate new storage times or preservative methods and details of the techniques
described.
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DRAFT International Standard ISO/DIS 5667-15:2025(en)

Water quality — Sampling —

Part 15:
Preservation and handling of samples of sludge, sediment and
suspended matter

WARNING — Persons using this document should be familiar with normal laboratory practice. This
document does not purport to address all of the safety problems, if any, associated with its use. It is
the responsibility of the user to establish appropriate safety and health practices.

IMPORTANT — It is absolutely essential that tests conducted in accordance with this document be
carried out by suitably qualified staff.

1 Scope

This part of [SO 5667 specifies the general requirements on procedures for the preservation, handling and
storage of samples of sewage and waterworks sludge, suspended matter, marine sediments and freshwater
sediments for chemical, physical, radiochemical and/or biological examination in the laboratory.

The procedures in this part of [SO 5667 are only applicable to wet samples of sludge, sediment
and suspended matter.

NOTE The storage conditions given do not necessarily apply for derived samples, for example sediment eluates or
extracts.

This document is not applicable to samples intended for biotesting with ecotoxicological or biological assays
(which is specified in ISO 5667-16[2]) nor intended for microplastics (which is specified in ISO 5667-27[7]).
2 Normative references

There are no normative references in this document.

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1
best practice
method based upon consensus or general use and that can be referred to in literature

Note 1 to entry: Given the differences in conditions and circumstances as well as the impossibility to validate
all parameters from a validated method (3.10) or technique or process, a best practice method based upon the
corresponding properties of a validated parameter can be used.

[SOURCE: ISO 5667-3:2024,[21 3.1]
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3.2

integrity

property of the parameter(s) of interest, information or content of a sample stored in a container that has
not been altered or lost in an unauthorized manner or that has been subject to loss of representativeness

[SOURCE: ISO 5667-3:2024,[2] 3.2]

3.3
method provided by reference
procedure or technique for the preservation of samples taken from the reference to which it refers

Note 1 to entry: Itis not in all cases clear whether the preservation procedure provided by the reference was validated
method (3.10), a best practice (3.1) or which procedure was used for its determination or validation. Where available,
the information about the matrices is taken over.

[SOURCE: ISO 5667-3:2024,121 3.3]

3.4

sample preservation

procedure used to stabilize a sample in such a way that the properties under examination are maintained
stable from the collection step until preparation for analysis

Note 1 to entry: Different analytes can require several samples from the same source that are stabilized by different
procedures. More subsamples from one location can be needed as some parameters require a different preservation
procedure.

[SOURCE: ISO 11074:2025,[191 3.401, modified — Note 1 to entry has been added.]

3.5

sample storage

process and the result of keeping a sample available under predefined conditions, usually for a specified
time interval between collection and further treatment of a sample

Note 1 to entry: The specified time is the maximum time interval.

[SOURCE: ISO 11074:2025,[19] 3.407, modified — Note 1 to entry has been added; “soil sample” has been
changed to “sample”.]

3.6
sediment
matter which settles to the bottom of a liquid, often transported in water before settlement occurs

Note 1 to entry: Sediment samples in this document are a part of water quality analysis. The liquid in this case
is therefore water.

[SOURCE: ISO 6107:2021,18] 3.505, modified — Note 1 to entry has been added.]

3.7
sludge
mixture of water and solids originating from various types of water during natural and artificial treatment

[SOURCE: ISO 19698:2020,[43] 3.23, modified — The word “wastewater” has been replaced by “water”.]

3.8

storage time

period of time between filling of the sample container and further treatment of the sample in the laboratory,
if stored under predefined conditions

Note 1 to entry: Sampling finishes as soon as the sample container has been filled with the sample. Storage time ends
when the sample is taken by the analyst to start sample preparation prior to analysis.

Note 2 to entry: Further treatment is, for most analytes, a solvent extraction or acid destruction. The initial steps
of sample preparation can be steps complementary to the storage conditions for the maintenance of analyte
concentrations.
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[SOURCE: ISO 5667-3:2024,[2] 3.6]

3.9
suspended matter
solids remaining in suspension in water which can be removed by sedimentation, filtration or centrifugation

[SOURCE: ISO 6107:2021,[8] 3.554]

3.10

validated method

method for which the validity of correctness has been checked by verification or qualification against
a number of predefined requirements

Note 1 to entry: A validated method indicates that a preservation method is capable of delivering the intended results
with an acceptable degree of uncertainty for the parameter or group of parameters and sample type.

[SOURCE: ISO 5667-3:2024,[2] 3.7]

4 Abbreviated terms for plastics

FEP perfluoro(ethylene/propylene)
PE polyethylene

PE-HD high density polyethylene

PET polyethylene terephthalate
PFA perfluoroalkoxy (polymer)

PP polypropylene

PTFE polytetrafluoroethylene

PVC poly(vinyl chloride)

5 Sampling and chain of custody

If there is a need to take samples, this is done according to a sampling programme. The first step is to design
a sampling programme. Guidance on this topic is given in ISO 5667-1[11.

Depending on the sample type and matrix, instructions are given in the relevant part(s) of the [SO 5667 series.

The process of preservation and handling of samples consists of several steps. During this process, the
responsibility for the samples can change. To ensure the integrity of the samples, all steps involving the
sample shall be documented.

6 Reagents

WARNING — Sampling personnel should be warned of potential dangers and appropriate safety
procedures should be available. Beware of formaldehyde vapours. Do not store large numbers of
samples in small working areas.

All reagents and waters used shall be of at least analytical grade.

6.1 Deionized water.
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6.2 Sodium sulfate Na,SO0,.

Heat the sodium sulfate before use for at least 3 h at 500 °C. Store in an desiccator after heating.

6.3 Zinc acetate solution (CH;C00),Zn-2H,0 (100 g/1).

Dissolve 10,0 g of zinc acetate dihydrate in approximately 90 ml of water. Dilute to 100 ml with water.
6.4 Methanol CH;0H.
6.5 Ethanol C,H;OH (volume fraction of 96 %).

6.6 Formaldehyde solution (formalin), CH,0, ¢(CH,0) = 37 % (freshly prepared).

WARNING — Beware of formaldehyde vapours. Do not store large numbers of samples in small
working areas.

6.7 Sodium tetraborate (Na,B,0,-10H,0).
6.8 Hexamethylenetetramine [(CH,);N,]

6.9 Neutralized formaldehyde solution formaldehyde solution (6.6) neutralized with sodium
tetraborate (6.7) or hexamethylenetetramine (6.8).

Formalin solution at 100 g/1 gives a final solution of ¢(CH,0) = 3,7 %.

WARNING — Beware of formaldehyde vapours. Do not store large numbers of samples in small
working areas.

7 Sample handling and preservation

7.1 General

Sample handling is specific for each determination to be conducted. Manipulation of samples is often
required to yield consistent material for analysis. Homogenization, by mixing or sieving, dilution to obtain
a suitable concentration and addition of chemical preservatives all complicate interpretations of in situ
comparisons.

Any large individuals of macrofauna should be removed from the samples immediately after collecting
samples taken for the chemical, physical, radiochemical and/or biological examinations.

The purpose of preservation is to retain the integrity of the collected material as it was on site in relation
to the parameters to be analyzed. Analytes might be subject to biotransformation, volatilization and
chemical transformation (e.g. oxidation, reduction, hydrolysis, photolysis) during storage. Therefore, careful
consideration should be given to these processes and the storage conditions needed to avoid such alterations.

The need to preserve sludge, sediment and suspended matter begins immediately after a sample has been
taken. The most critical changes to the sample can occur in the first few hours after sampling. Therefore,
where possible, preservation steps should be taken immediately upon sample collection.

The choice of preservation technique depends mainly on the objective of the sample collection and the
analysis being determined. It is important to understand the effects that preservation and storage can have
on the sample quality and the analysis results.

No other general recommendations can be given for a preservation or storage method. A preservation
method suitable for one group of parameters can interfere with the analysis of other groups of parameters.
To overcome this problem, a number of sub-samples should be collected; each sub-sample should be
preserved using a suitable method such that the specific demands of each analytical parameter are met.
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