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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent
rights identified during the development of the document will be in the Introduction and/or on the ISO list of
patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the World
Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following URL:
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee [SO/TC 138, Plastics pipes, fittings and valves for the
transport of fluids, Subcommittee SC 8, Rehabilitation of pipeline systems.

For piping systems made from unplasticized poly (vinyl chloride) (PVC-U) material, this document replaces
the related content, including requirements, of the system standards: ISO 11296-1, -3.

[SO 11300-1 similarly replaces for piping systems using PE material, the content of the standards:
ISO 11296-1, -3 and -7, 1SO 11297-1, -2, -3, 1SO 11298-1, -2, -3 and [[SO 21225-1 -2.

[SO 11300-2 similarly replaces for piping systems using Thermoset composite materials, the content of the
standards: I1SO 11296-1, -4, 1SO 11297-1, -4 and ISO 11298-1, -4.

[SO 11300-4 similarly replaces for piping systems using Thermoplastic composite materials, the content of
the standards: ISO 11296-1, -7, -9 (and ISO 11298-1, -11).

Alist of all parts in the ISO 11300 series, can be found on the ISO website.

Once all three parts of ISO 11300 have been published, the above mentioned replaced standards will be
withdrawn.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document is a part of a System Standard for piping systems of various materials used for the
rehabilitation of existing pipelines in a specified application area. System Standards for rehabilitation deal
with the following applications:

— IS0 11300: Piping systems for rehabilitation of underground drains, sewers, and water supply networks;
(this standard)

— IS0 11301: Piping systems for rehabilitation of underground gas supply networks.

The System Standards ISO 11300 and ISO 11301 are subdivided into parts covering a specific material per
pipe system.

ISO 11300 is subdivided in four parts:

— Part 1: Polyethylene (PE) material;

— Part 2: Thermoset composite materials;

— Part 3: PVC-U material (this document);

— Part 4: Thermoplastic composite materials.

These System Standards cover various techniques for renovation and trenchless replacement. Furthermore,
they are distinguished from those for conventionally installed plastics piping systems by the requirement
to verify certain characteristics in the “as-installed” condition, after site processing. This is in addition to
specifying requirements for piping system components “as manufactured”.

A consistent structure of clause headings has been adopted for all parts of ISO 11300 and ISO 11301, in order
to facilitate direct comparisons across renovation technique families.

Figure 1 shows the clause structure and the relationship between ISO 11300 and ISO 11301.
For complementary information, see SO 11295[11,
For assessment of conformity to the requirements of this document, see ISO/TS 23818-3[2,

System Standard ISO 11300 covers the relevant content of and replaces the following previous System
Standards for the rehabilitation of existing drains and sewers:

— The[SO 11296 series: Plastics piping systems for renovation of underground non-pressure drainage and
sewerage networks;

— The [SO 11297 series: Plastics piping systems for renovation of underground drainage and sewerage
networks under pressure;

— The[SO 11298 series: Plastics piping systems for renovation of underground water supply networks;

— The [SO 21225 series: Plastics piping systems for the trenchless replacement of underground pipeline
networks.
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Piping systems for the Rehabilitation of existing networks

Underground Drains, Sewers Underground Gas
and Water supply networks supply networks

|

ISO 11300-1 : PE material
ISO 11300-2 : Thermoset composite materials ISO 11301-1 : PE material

ISO 11300-3 : PVC-U material ISO 11301-5 : PA-U material
ISO 11300-4 : Thermoplastic composite materials

Clause 1: Scope

Clause 2: Normative references

Clause 3: Terms and definitions

Clause 4: Symbols and abbreviated terms
Clause 5: Pipes

Clause 6: Fittings

Clause 7: Ancillary components

Clause 8: Fitness for purpose

Clause 9: Installation practice

Figure 1 — Format of the rehabilitation system standards

Documents
© IS0 2025 - All rights reserved Document Sharing Hub
vii
Full document details: 25/30486202 DC


http://www.avadocuments.com/doc/25-30486202-dc
http://www.avadocuments.com/doc/25-30486202-dc

