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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent 
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a) 
patent(s) which may be required to implement this document. However, implementers are cautioned that 
this may not represent the latest information, which may be obtained from the patent database available at 
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 39, Machine tools, Subcommittee SC 4, 
Woodworking machines, in collaboration with the European Committee for Standardization (CEN) Technical 
Committee CEN/TC 142, Woodworking machines - Safety, in accordance with the Agreement on technical 
cooperation between ISO and CEN (Vienna Agreement).

This document is intended to be used in conjunction with the other parts of the ISO 19085 series.

This third edition cancels and replaces the second edition (ISO 19085-1:2021), which has been technically 
revised. The main changes are as follows:

—	 the way of reference from the specific parts of the ISO 19085 series to this document has been simplified, 
as well as its explanation in Introduction, and aligned to ISO drafting rules;

—	 the verification methods at the end of each subclause have been deleted, since self-evident;

—	 4.2, 4.6, 4.7.3, 5.10 have been subdivided, for clearer reference from parts with further subclauses or to 
include more and differentiated requirements that can be cited in some other parts;

—	 in 4.2.2, requirements for hand-held control set have been added (taken from some specific parts);

—	 in 4.10, monitoring has been deleted, as well as the repetition on operational stop already in 4.4.3;

—	 in new 4.14, requirements for protection against corruption have been added;

—	 5.1 just refers to ISO 12100, requirement for test has been deleted (moved to the four parts using it);

—	 in 6.3, the 1st § has been corrected and reworded, and note 3 deleted since addressed to CADES;

—	 in 6.4, the required protection degree for electrical components or their enclosures has been changed to 
IP 52; connection plug requirement has been changed to wired in clockwise rotating field;

—	 in 6.6, the requirements for lighting have been clarified;

—	 7.2 and 7.3 have been rearranged: method and language separated in 7.x.1, content merged in 7.x.2;

v
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—	 Stability test (formerly in Annex C) has been deleted, and moved to the only four specific parts using it; 
hence, next annexes shifted down -1.

A list of all parts in the ISO 19085 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The ISO  19085 series provides technical safety requirements for the design and construction of 
woodworking machinery, as well as for the content of the relevant instruction handbook. It concerns 
designers, manufacturers, suppliers and importers of the machines specified in the Scope of its parts.

This document is a type-C standard as stated in ISO 12100.

This document is of relevance, in particular, for the following stakeholder groups representing the market 
players with regard to machinery safety:

—	 machine manufacturers (small, medium and large enterprises);

—	 health and safety bodies (regulators, accident prevention organizations, market surveillance etc.).

Others can be affected by the level of machinery safety achieved with the means of the document by the 
above-mentioned stakeholder groups:

—	 machine users/employers (small, medium and large enterprises);

—	 machine users/employees (e.g. trade unions, organizations for people with special needs);

—	 service providers, e. g. for maintenance (small, medium and large enterprises);

—	 consumers (in case of machinery intended for use by consumers).

The above-mentioned stakeholder groups have been given the possibility to participate in the drafting 
process of this document.

The machinery concerned and the extent to which hazards, hazardous situations or hazardous events are 
covered are indicated in the Scope of this document.

When requirements of this type-C standard are different from those which are stated in type-A or type-B 
standards (as defined in ISO  12100), the requirements of this type-C standard take precedence over the 
requirements of the other standards for machines that have been designed and built according to the 
requirements of this type-C standard.

The full set of requirements for a particular type of woodworking machine are those given in the part of 
the ISO 19085 series applicable to that type, together with those requirements from this document that are 
cited in the applicable part of the ISO 19085 series. This document was developed, at its first edition, taking 
the requirements common to the sector from pre-existing specific EN standards.

For any woodworking machine not covered by a specific applicable part, this document can be used as a 
guide. Then, the designer needs to do a full risk assessment according to ISO 12100 and design the means for 
reducing the risks arising from relevant hazards. The ISO 19085 series reflects the State-of-the-Art of safety 
of the woodworking machinery sector: therefore, any subclause of any of its parts can also be helpful for 
solutions to similar risks.

In the specific parts of the ISO 19085 series, a subclause can refer to the same subclause of this document or 
give specific requirements or both. The specific text can be subdivided into further subclauses.

The ISO 19085 series is structured so that this document specifies the basic safety elements (like control 
devices, safeguards, guards’ materials, most common workpiece supports and guides, etc.) and the 
requirements on their design that are suitable to woodworking machines, while all other parts specify 
whether they are required for the relevant machine type and the requirements for their implementation on 
the machine. For the clearest possible reference among parts, all parts of the ISO 19085 series have exactly 
the same frame as of subclauses numbering and headings, and each part shows all subclauses headings, even 
those that are not relevant to it (stating so), in all cases where this avoids shifting the following subclauses 
down and losing their numbering correspondence with this document, which could be confusing.
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DRAFT International Standard ISO/DIS 19085-1:2025(en)

Woodworking machines — Safety —

Part 1: 
Common requirements

1	 Scope

This document gives safety requirements and measures common to most of the woodworking machines, 
capable of continuous production use, designed to process solid wood and materials with similar physical 
characteristics to wood, with hand feed or integrated feed, hereinafter referred to as “machines”.

This document deals with significant hazards, hazardous situations or hazardous events, listed in Annex A, 
relevant to the machines, when used as intended and under conditions of misuse which are reasonably 
foreseeable by the manufacturer; reasonably foreseeable misuse has been considered too. Transport, 
assembly, adjustment, maintenance, disabling, dismantling and scrapping phases have also been taken into 
account.

This document is not applicable to machines intended for use in potential explosive atmospheres or to 
machines manufactured prior to the date of its publication.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies.

ISO 3744:2010, Acoustics — Determination of sound power levels and sound energy levels of noise sources using 
sound pressure — Engineering methods for an essentially free field over a reflecting plane

ISO 3746:2010, Acoustics — Determination of sound power levels and sound energy levels of noise sources using 
sound pressure — Survey method using an enveloping measurement surface over a reflecting plane

ISO 4413:2010, Hydraulic fluid power — General rules and safety requirements for systems and their components

ISO  4414:2010, Pneumatic fluid power — General rules and safety requirements for systems and their 
components

ISO 4871:1996, Acoustics — Declaration and verification of noise emission values of machinery and equipment

ISO 11201:2010, Acoustics — Noise emitted by machinery and equipment — Determination of emission sound 
pressure levels at a work station and at other specified positions in an essentially free field over a reflecting 
plane with negligible environmental corrections

ISO  11202:2010, Acoustics — Noise emitted by machinery and equipment — Determination of emission 
sound pressure levels at a work station and at other specified positions applying approximate environmental 
corrections

ISO 11204:2010, Acoustics — Noise emitted by machinery and equipment — Determination of emission sound 
pressure levels at a work station and at other specified positions applying accurate environmental corrections

ISO 12100:2025, Safety of machinery — General principles for design — Risk assessment and risk reduction

ISO 13849-1:2023, Safety of machinery — Safety-related parts of control systems — Part 1: General principles 
for design

1
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ISO 13850:2015, Safety of machinery — Emergency stop function — Principles for design

ISO 13851:2019, Safety of machinery — Two-hand control devices — Principles for design and selection

ISO 13856-1:2013, Safety of machinery — Pressure-sensitive protective devices — Part 1: General principles for 
design and testing of pressure-sensitive mats and pressure-sensitive floors

ISO 13856-2:2013, Safety of machinery — Pressure-sensitive protective devices — Part 2: General principles for 
design and testing of pressure-sensitive edges and pressure-sensitive bars

ISO 13856-3:2013, Safety of machinery — Pressure-sensitive protective devices — Part 3: General principles for 
design and testing of pressure-sensitive bumpers, plates, wires and similar devices

ISO 14118:2017, Safety of machinery — Prevention of unexpected start-up

ISO 14119:2024, Safety of machinery — Interlocking devices associated with guards — Principles for design and 
selection

ISO 14120:2015, Safety of machinery — Guards — General requirements for the design and construction of fixed 
and movable guards

ISO/TR 11688-1:1995, Acoustics — Recommended practice for the design of low-noise machinery and equipment 
— Part 1: Planning

IEC  60204-1:2016+A1:2021, Safety of machinery  — Electrical equipment of machines  — Part  1: General 
requirements

IEC 60529:1989+AMD1:1999, Degrees of protection provided by enclosures (IP Code)

IEC 60825-1:2014, Safety of laser products — Part 1: Equipment classification and requirements

IEC 61310-1:2007, Safety of machinery — Indication, marking and actuation — Part 1: Requirements for visual, 
acoustic and tactile signals

IEC 61439-1:2020, Low-voltage switchgear and controlgear assemblies — Part 1: General rules

IEC 61496-1:2020, Safety of machinery — Electro-sensitive protective equipment — Part 1: General requirements 
and tests

IEC  61496-2:2020, Safety of machinery  — Electro-sensitive protective equipment  — Part  2: Particular 
requirements for equipment using active opto-electronic protective devices (AOPDs)

IEC  61496-3:2025, Safety of machinery  — Electro-sensitive protective equipment  — Part  3: Particular 
requirements for active opto-electronic protective devices responsive to diffuse reflection (AOPDDR)

IEC  61800-5-2:2016, Adjustable speed electrical power drive systems  — Part  5-2: Safety requirements  — 
Functional

EN 847-1:2017, Tools for woodworking — Safety requirements — Part 1: Milling tools, circular saw blades

EN 847-2:2017, Tools for woodworking — Safety requirements — Part 2: Requirements for the shank of shank 
mounted milling tools/circular saw blades

EN 847-3:2013, Tools for woodworking — Safety requirements — Part 3: Clamping devices

EN 894-2:1997+A1:2008, Safety of machinery — Ergonomics requirements for the design of displays and control 
actuators — Part 2: Displays

EN 1837:2020, Safety of machinery — Integral lighting of machines

EN 50370-1:2005, Electromagnetic compatibility (EMC) — Product family standard for machine tools — Part 1: 
Emission
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EN 50370-2:2003, Electromagnetic compatibility (EMC) — Product family standard for machine tools — Part 2: 
Immunity

EN  50525-2-21:2011, Electric cables  — Low voltage energy cables of rated voltages up to and including 
450/750 V (U0/U) — Part 2-21: Cables for general applications — Flexible cables with crosslinked elastomeric 
insulation

prEN 50742:2025, Safety of machinery — Protection against corruption

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 12100:2025, ISO 13849-1:2023 
and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

3.1
woodworking machine
machine designed to process wood and material with similar physical characteristics to wood (3.2)

3.2
material with similar physical characteristics to wood
wood-based material such as chipboard, fibreboard and plywood, including when composed with plastic 
or light alloy laminates or edges or profiles, and solid wood composed with plastic or light alloy profiles or 
laminates or edges, as well as cork, bone, rigid rubber or plastics

Note 1  to entry: Examples for plastics are thermoplastic materials and thermoplastic resins, thermosetting resins, 
expanded plastic materials, polyurethane, phenol and polyvinylchloride (PVC).

3.3
easily machinable material
material, which, upon unexpected contact with a running tool, does not mechanically generate sparks and 
does not result in a damage of the tool

EXAMPLE	 Material with similar physical characteristics to wood, or light alloy.

3.4
control power-on
control that does not directly start any movement, but, after activation, enables providing power to machine 
actuators (3.5)

3.5
drive
machine actuator
power mechanism used to effect motion on the machine

3.6
operational stop
stop for operational reasons without cutting off the energy supply to the actuators, where the stop condition 
is monitored and maintained

3.7
run-up time
time elapsed from the actuation of the start control device until the spindle or machine part reaches the 
intended speed

3

﻿
© ISO 2025 – All rights reserved

Full document details: 25/30487488 DC

https://www.iso.org/obp
https://www.electropedia.org/
https://doi.org/10.3403/02740316?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30188784?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/25-30487488-dc
http://www.avadocuments.com/doc/25-30487488-dc


ISO/DIS 19085-1:2025(en)

3.8
run-down time
time elapsed from the actuation of the stop control device up to spindle or machine part standstill

3.9
normal processing mode
MODE 1
condition with all safeguards in place and functional, typically used for normal processing but not limited to it

3.10
feed
relative movement between workpiece and tools during machining

3.11
hand feed
manual feed
manual holding and/or guiding of the workpiece or machine element with incorporated tool during 
machining

Note 1 to entry: Hand feed includes the use of a hand-operated support on which the workpiece is placed manually or 
clamped and the use of a demountable power feed unit (3.13).

3.12
integrated feed
mechanical feed
powered feed (3.10) mechanism for the workpiece or tool which is integrated with the machine and where 
the workpiece or machine element with incorporated tool is held and guided mechanically during the 
machining operation

3.13
demountable power feed unit
adjustable powered feed (3.10) mechanism, which can be mounted onto the machine by the user

3.14
climb cutting
cutting where the projection of the movement of the cutting knife in direction of the feed (3.10) movement 
shows in the same direction as the relative movement of the workpiece against the tool

Note 1 to entry: See Figure 1 a).

3.15
cutting against the feed
cutting where the projection of the movement of the cutting knife in direction of the feed (3.10) movement 
shows in the opposite direction as the relative movement of the workpiece against the tool

Note 1 to entry: See Figure 1 b).

a) Climb cutting

4
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b) Cutting against the feed
Key
1	 tool, fixed axis
2	 tool, moving axis
3	 feed direction (work-piece)
4	 work-piece (moving)
5	 feed direction (tool)
6	 work-piece (fixed)

Figure 1 — Climb cutting and cutting against the feed

3.16
boring tool
tool whose feed (3.10) movement during machining is only in direction of its axis of rotation

3.17
ejection
uncontrolled movement of the workpiece or parts of it or part of the tool from the machine during processing

3.18
kickback
particular form of ejection (3.17) describing the unexpected movement of the workpiece or parts of it 
opposite to the direction of the feed (3.10) during processing

3.19
anti-kickback device
device which either reduces the possibility of a kickback (3.18) or stops the movement of the workpiece or 
parts of it during the kickback

3.20
electro-sensitive protective equipment
ESPE
assembly of devices and/or components working together for protective tripping or presence-sensing 
purposes, and comprising at a minimum:

—	 a sensing device,

—	 controlling/monitoring devices,

—	 output signal switching devices

Note 1 to entry: Safety-related control systems associated with the ESPE or the ESPE itself can include a secondary 
switching device, muting functions, stopping performance monitor, start interlock, etc.

EXAMPLE	 Light beam (AOPD), laser scanner (AOPDDR), capacitive, active infrared, ultra-sonic and image 
monitoring equipment.

[SOURCE: ISO  13855:2024, 3.1.4, modified — The abbreviated term, examples and Note  1 to entry have 
been added.]
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3.21
pressure-sensitive protective equipment
PSPE
assembly of devices and components triggered using the “mechanical activated trip” method to provide 
protection under hazardous situations

EXAMPLE	 Pressure-sensitive mats, bumpers, pressure-sensitive edges.

Note 1 to entry: PSPE generate a stopping signal by the use of different techniques, e.g. mechanical contacts, fibre-
optic sensors, pneumatic sensors.

[SOURCE: ISO 13482:2014, 3.30, modified — In the example, "and bars" and "and floors" have been removed.]

3.22
teleservice
machine diagnosis (including trouble-shooting), software update and telecontrol (3.23) from a remote 
service site

3.23
telecontrol
control of the machine movements from a remote service site

4	 Safety requirements and measures for controls

4.1	 Safety and reliability of control systems

Any safety function, either realized in electric, pneumatic, hydraulic or mechanic technology, shall be 
designed and implemented in accordance with ISO 13849-1:2023.

Parts of machine control systems that are assigned to provide safety functions (ISO 12100:2025, 3.30) are 
called Safety-Related Parts of Control Systems (SRP/CS).

The ability of SRP/CS to perform a safety function under foreseeable conditions is allocated to one of five 
levels, called Performance Levels (PL).

NOTE	 The concept of PL belongs to SRP/CS: each safety function has its own PL, which can differ from other’s. So, 
no single PL exists for a machine, typically having more safety functions, and expressions like “machine PL” make no 
sense indeed.

The required Performance Level (PLr) for each safety function is required in the relevant subclauses of 
Clause 4 and Clause 5.

Annex B summarizes the performance levels required for all safety functions.

Specific parts of the ISO 19085 series can introduce further safety functions not considered in this document 
or a PLr different from that given in this document for the same safety function, depending on the risk 
assessment done for the relevant machine in accordance with ISO 12100:2025.

For machines for which no specific part of the ISO 19085 series exists, if the risk assessment results in a PLr 
higher than that of this document for any safety function, the higher PLr shall apply.

The Safety-Related Embedded Software (SRESW) of the SRP/CS shall be in accordance with  
ISO 13849-1:2023, 7.1 and 7.3.

The Safety-Related Application Software (SRASW) of the SRP/CS shall be in accordance with  
ISO 13849-1:2023, 7.1 and 7.4.

Verification that PL of each safety function and safeguard achieves PLr shall be done in accordance with 
ISO 13849-1:2023, 8.

SRP/CS shall be validated in accordance with ISO 13849-1:2023, 10.
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4.2	 Control devices

4.2.1	 General

All hand-operated control devices shall be positioned between 600 mm and 1 800 mm above floor level. For 
electric control devices, see also IEC 60204-1:2016+A1:2021, 10.1.2.

It shall be possible to actuate the normal stop or emergency stop control device from the same operator 
position as the start control device.

4.2.2	 Hand-held control set

Additional control devices for cycle start not including reset function, for operational stop and for normal 
stop may be provided on hand-held control sets with or without cable connection, taking account of the 
requirements of 4.4.4 for emergency stop.

Reset function control devices, control power-on control devices and mode selector shall not be fitted on 
hand-held control sets.

When a wireless control set loses its connection to the machine, an emergency stop shall be automatically 
activated.

The SRP/CS for the emergency stop activation in case of wireless control disconnection shall achieve PLr = c.

4.2.3	 Reset device

Reset devices shall be situated outside the hazard zone in a position with a good view to the hazard zone. It 
shall not be possible to actuate the reset control device from inside the hazard zone.

4.3	 Start

4.3.1	 Direct start

Before start of the machine, all relevant safeguards shall be in place and operational. This is achieved by the 
arrangements described in 4.6 and 5.6.

Start shall only be possible by actuation of the start control device provided for that purpose. Unintended 
actuation shall be impeded, e.g. by a control device with shroud.

Start of powered feed (integrated or demountable) shall only be possible when the tool involved in machining 
are running.

The SRP/CS for prevention of unexpected start shall achieve PLr = c.

The SRP/CS for interlocking of start with safeguards shall achieve PLr = c.

The SRP/CS for interlocking of power feed with tool rotation shall achieve PLr = c.

For electrically operated machines, IEC 60204-1:2016+A1:2021, 7.5 and 9.2.3.2, shall apply.

4.3.2	 Start via control power-on

Control power-on activation shall only be possible if all relevant safeguards are in place and operational. 
This is achieved by the interlocking arrangement, including PL required, described in 4.6 and 5.6.

The control power-on device shall be protected against unintended actuation, e.g. by shroud.

Cycle start shall only be possible after actuation of a control device provided for that purpose, and after 
control power-on activation.
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The SRP/CS for prevention of unexpected control power-on shall achieve PLr = c.

NOTE 1	 The SRP/CS for unexpected control power-on include the input (e.g. push-button), the logic and the output 
(e.g. contactors).

The SRP/CS for interlocking of control power-on with safeguards shall achieve PLr = c.

NOTE 2	 The SRP/CS for interlocking of control power-on with safeguards include the input (safeguards signals), the 
logic and the output (e.g. contactors).

No PL is required for cycle start function.

Closure of interlocking movable guards or moving away from a triggered ESPE or PSPE shall not lead to an 
automatic start of dangerous movements. For each start, a deliberate action of the operator is required, i.e. 
safeguard reset.

NOTE 3	 Dangerous movement means movement affecting the safety of the operator or other persons, not the 
integrity of the machine.

4.4	 Safe stops

4.4.1	 General

The stop function shall be realized in accordance with IEC 60204-1:2016+A1:2021, 9.2.2:

a)	 in stop category 0 for machine actuators with spring-actuated mechanical brakes or without brakes;

b)	 in stop category 1 – or, for operational stop, in stop category 2 – for machine actuators with any other 
type of brakes, e.g. electrical brakes.

NOTE	 Electrical braking also includes deceleration by a frequency inverter.

For machine actuators stopped in stop category 0 or category 1, power shall be cut to these actuators except 
workpiece clamping (if fitted) unless respectively STO or SS1 according to IEC 61800-5-2:2016 is used.

At the end of the stopping sequence, clamping may be de-energized if this does not cause any hazard.

4.4.2	 Normal stop

The machine shall be fitted with a stop control which, when activated, brings all dangerous movements 
safely to a stop.

If no emergency stop control is necessary, all normal stop control devices shall be push-buttons protruding 
from the control panel surface and having no shroud, and shall not be turn switches.

For normal stop of PDS(SR) (power drive system, safety‑related), IEC 61800-5-2:2016, 4.2.3.2 [safe torque 
off (STO)], and IEC 61800-5-2:2016, 4.2.3.3 [safe stop 1 (SS1)], shall apply.

The SRP/CS for normal stop (braking function excluded) shall achieve PLr = c.

4.4.3	 Operational stop

For operational stops, the stopping sequence shall be as follows.

a)	 Stop the machine actuators in stop category 2 according to IEC 60204-1:2016+A1:2021, 9.2.2, and keep 
workpiece clamping effective (if fitted).

b)	 Keep the standstill condition monitored and maintained after stopping.

For operational stop of PDS(SR) (power drive system, safety‑related), IEC 61800-5-2:2016, 4.2.3.4 [safe stop 
2 (SS2)], and IEC 61800-5-2:2016, 4.2.4.2 [safe operating stop (SOS)], shall apply.

The SRP/CS for monitoring of the standstill condition shall achieve PLr = c.
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