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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent 
rights identified during the development of the document will be in the Introduction and/or on the ISO list of 
patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 138, Plastics pipes, fittings and valves for the 
transport of fluids, Subcommittee SC 5, General properties of pipes, fittings and valves of plastic materials 
and their accessories – Test methods and basic specifications.

ISO 2507:1995 consists of the following parts, under the general title Thermoplastics pipes and fittings – Vicat 
softening temperature:

—	 Part 1: General test method

—	 Part 2: Test conditions for unplasticized poly(vinyl chloride) (PVC-U) or chlorinated poly(vinyl chloride) 
(PVC-C) pipes and fittings and for high impact resistant poly(vinyl chloride) (PVC-HI) pipes.

—	 Part 3: Test conditions for acrylonitrile/butadiene/styrene (ABS) and acrylonitrile/styrene/ acrylic ester 
(ASA) pipes and fittings.

This third edition cancels and replaces all three parts of the first edition (ISO 2507-1:1995; ISO 2507-2:1995; 
ISO 2507-3:1995), by merging all parts into one document (ISO 2507:2024) and has been technically revised.

The main changes are as follows:

—	 The document was modified following edition 6 of ISO 306:2022

—	 The procedure for test piece preparation from pipes and fittings is described more detailed

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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ISO/DIS 2507:2025(en)

Introduction

This International Standard is based on ISO 306.

For convenience of use, it has been considered preferable to draw up a complete document for use in 
determining the Vicat softening temperature of thermoplastics pipes and fittings. For further details, 
reference to ISO 306 is recommended.

Please note, however, that ISO 306 is applicable to materials in the form of sheets, whereas this International 
Standard is applicable to products in the form of pipes and fittings.

ISO 2507 gives the general conditions under which the Vicat softening temperature of pipes and fittings is 
determined and provides the particular requirements for conducting tests on pipes and fittings of various 
materials.

The basic specifications for various materials are given in the informative annexes.
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