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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that are
members of ISO or IEC participate in the development of International Standards through technical
committees established by the respective organization to deal with particular fields of technical activity.
ISO and IEC technical committees collaborate in fields of mutual interest. Other international organizations,
governmental and non-governmental, in liaison with ISO and IEC, also take part in the work.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the different types
of documents should be noted. This document was drafted in accordance with the editorial rules of the ISO/
[EC Directives, Part 2 (see www.iso.org/directives or www.iec.ch/members experts/refdocs).

[SO and IEC draw attention to the possibility that the implementation of this document may involve the
use of (a) patent(s). ISO and IEC take no position concerning the evidence, validity or applicability of any
claimed patent rights in respect thereof. As of the date of publication of this document, ISO and IEC had not
received notice of (a) patent(s) which may be required to implement this document. However, implementers
are cautioned that this may not represent the latest information, which may be obtained from the patent
database available at www.iso.org/patents and https://patents.iec.ch. ISO and IEC shall not be held
responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso.org/iso/foreword.html.
In the IEC, see www.iec.ch/understanding-standards.

This document was prepared by Joint Technical Committee ISO/IEC JTC 1, Information technology.

Any feedback or questions on this document should be directed to the user’s national standards
body. A complete listing of these bodies can be found at www.iso.org/members.html and
www.iec.ch/national-committees.
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Introduction

This document was developed in response to the needs of quality management of 3D printing and scanning
technology by taking full advantage of information and communication technology (ICT).

3D scanning is the process of scanning a real-world object or environment to collect data on its shape and
possibly its style attributes. The main purpose of 3D scanning is for generating high-precision digital 3D
models by non-destructive, 3D scanning of internal and external geometries.

A 3D scanner can be based on many different technologies, each with its own purposes and targets,
limitations, and advantages. There could be many limitations in each type of target object that will be
digitized. For example, optical technology may encounter many difficulties with dark, shiny, reflective,
or transparent objects. Another example, as using computed tomography scanning, structured-light 3D
scanners, and LiDAR technology, there is a need to use non-destructive internal scanning technology for
generating digital 3D models.

Despite the rapid growth of 3D scanning applications, the accuracy, precision, and reproducibility of
generated 3D models from 3D scanned data have not been thoroughly investigated. Especially if 3D scanned
data are used for 3D printing its accuracy and precision are critical. Inaccuracies are due to errors that occur
during the imaging, segmentation, postprocessing, and 3D printing steps. The total accuracy, precision, and
reproducibility of 3D printed models are affected by the sum of errors introduced in each step involved in
the creation of the 3D models.

For the spreading of 3D printing applications, it is necessary to review and evaluate the various factors in
each step of the 3D model printing process that contribute to 3D model inaccuracy, including the intrinsic
limitations of each printing technology.

— In this context evaluation of the overall process of data processing will be critical.

— For minimization of cumulative errors of 3D printing life cycles using 3D scanned data the initial error
should be assessed and corrected.

— The assessment methods of 3D scanned data for 3D printing are essential.

Establishing a reliable and practical evaluation method for 3D modeling software is crucial for ensuring
the quality and dependability of 3D models used in 3D printing. Standard CT performance evaluation
phantoms and existing phantoms make evaluating the performance of 3D printing modeling challenging. A
dependable and practical approach to evaluating the performance of 3D modeling software for 3D printing
is essential and would benefit a wide range of stakeholders, including developers of 3D modeling software,
manufacturers, and researchers. A phantom-based evaluation method can provide a reliable and practical
way to evaluate the performance of 3D modeling software in the context of 3D printing. This would serve
as a valuable tool for assessing the quality and dependability of 3D modeling software, which is crucial for
ensuring the precision and safety of 3D printing applications.

Here we are going to propose the evaluation methods for 3D modeling software using CT phantom for 3D
printing on how to assess quality-enhancing and error minimizing of 3D printing model.
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DRAFT International Standard ISO/IEC DIS 24956:2025(en)

Information technology — 3D printing and scanning —
Phantom-based evaluation methods for 3D printing modeling
software

1 Scope

This document defines an evaluation procedure and evaluation methods for assessing the accuracy and
precision of 3D modeling software for designing 3D printing models using well-designed phantoms.

This document is not intended to evaluate the 3D-printed product itself.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO/ASTM 52920, Additive manufacturing — Qualification principles — Requirements for industrial additive
manufacturing processes and production sites

3 Terms, definitions and abbreviated terms
For the purposes of this document, the following terms and definitions apply.

[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1 Terms and definitions

3.1.1
assessment
action of comprehensively evaluating the target entity based on documented criteria for a specific purpose

Note 1 to entry: Such purposes can include determining acceptance or release of the target entity.
[SOURCE: ISO/IEC 25040:2024, 3.1]

3.1.2
area
physical quantities representing the size of a two-dimensional space area

3.1.3
degree
amount to indicate the size of the angle

3.1.4
Euclidean distance
length of a line segment between the two points in Euclidean space
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3.1.5
evaluation
systematic determination of the extent to which an entity meets its specified criteria

Note 1 to entry: The entity can be an item or activity.
[SOURCE: ISO/IEC 25001:2014, 4.1]

3.1.6
inner diameter
a diameter measured from the inside

3.1.7
length
spatial distance from one end to the other

3.1.8
measure, noun
value described using a numeric amount with a scale or using a scalar reference system

Note 1 to entry: When used as a noun, measure is a synonym for physical quantity.
[SOURCE: I1SO 19136:2007, 4.1.41]

3.1.9
outer diameter
a diameter measured from the outside

3.1.10
phantom
reference object that is scanned to assess the accuracy and precision of the scanning device

Note 1 to entry: A phantom can be used for the definition of a quantity and made of artificial material, e.g. ICRU tissue,
or for the calibration and then be made of physically existing material, see ISO 29661:2012, 6.6.2, for details.

Note 2 to entry: A phantom can be used for the scattering and absorption properties of the human body for a given
ionizing radiation, see ISO 12749-2:2022, 3.4.71, for details.

3.1.11
phantom attribute
measurable attribute that expresses a value of measurement unit

3.1.12
phantom element
part or all of a phantom that including the set of phantom attributes

3.1.13

Pi

a line segment that passes through the center of a circle or sphere and connects two points on its perimeter
in a straight line

3.1.14
process
set of interrelated or interacting activities that use inputs to deliver an intended result

[SOURCE: I1SO 9000:2015, 3.4.1, modified — The original Notes to entry have been deleted.]

3.1.15
segmentation
process of separating the objects of interest from their surroundings

Note 1 to entry: segmentation can be applicable to 2D, 3D, raster or vector data.
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