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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent 
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a) 
patent(s) which may be required to implement this document. However, implementers are cautioned that 
this may not represent the latest information, which may be obtained from the patent database available at 
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 107/JWG 4 “Joint ISO/TC 107 – ISO/TC 35/SC 9 
WG: Thickness measurement methods for coatings, paints and varnishes”.

A list of all parts in the ISO 23131 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The ellipsometry measuring method is a phase-sensitive reflection technique using polarized light in the 
optical far-field. Over a long time, ellipsometry has been established as a non-invasive measuring method 
in the field of semiconductor technology — especially in the field of integrated production — originally as a 
single-wavelength, then as a multiple-wavelength and later as a spectroscopic measuring method.

By means of ellipsometry, optical or dielectric constants of any material as well as the layer thicknesses of 
at least semi-transparent layers or layer systems can be determined. Ellipsometry is an indirect measuring 
method, the analysis of which is based on model optimization. The measurands, which differ according 
to the procedural principle, are converted into the ellipsometric transfer quantities Ψ (Psi, amplitude 
information) and Δ (Delta, phase information), based on which the physical target quantities of interest 
(optical or dielectric constants, layer thicknesses) will then be determined by means of a parameterized fit.

Ellipsometry shows a high precision regarding the ellipsometric transfer quantities Ψ and Δ, which can 
be equivalent to a layer thickness sensitivity of 0,1 nm for ideal layer substrate systems. As a result, the 
measuring method can detect even the slightest discrepancies in the surface characteristics. This is closely 
linked to the homogeneity and the isotropy of the material surface. In order to achieve high precision, 
carrying out measurements at the exact same measuring point is a prerequisite for inhomogeneous 
materials. The same applies to the orientation of the incident plane relative to the material surface for 
anisotropic materials.

For the bulk material model, a fitting procedure is optional since exactly two independent parameters can 
be determined per measurement (per wavelength and at one angle of incidence) using the formula system 
consisting of formulae for p- and s-polarization; this, moreover, is the only case where a determination of 
target figures (optical or dielectric constants) can be carried out analytically.
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