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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee [SO/TC 92, Fire safety, Subcommittee SC 4, Fire safety
engineering.

This second edition cancels and replaces ISO 24678-6:2016, which has been technically revised.
The main changes are as follows:
— the main body has been simplified by making reference to ISO 24678-1;

— distinction between formulae for heavy construction and for variable constructions were made in
Annex A;

— comparisons with experimental data have been updated in Annex A;
Alist of all parts in the ISO 24678 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The ISO 24678 series is intended to be used by fire safety practitioners involved with fire safety engineering
calculation methods. It is expected that the users of this document are appropriately qualified and competent
in the field of fire safety engineering. It is particularly important that users understand the parameters
within which particular methodologies may be used.

Algebraic formulae conforming to the requirements of this document are used with other engineering
calculation methods during a fire safety design. Such a design is preceded by the establishment of a context,
including the fire safety goals and objectives to be met, as well as performance criteria when a trial fire
safety design is subject to specified design fire scenarios. Engineering calculation methods are used to
determine if these performance criteria are met by a particular design and if not, how the design needs to be
modified.

The subjects of engineering calculations include the fire-safe design of entirely new built environments, such
as buildings, ships or vehicles, as well as the assessment of the fire safety of existing built environments.

The algebraic formulae discussed in this document can be useful for estimating the consequences of design
fire scenarios. Such formulae are valuable for allowing the practitioner to quickly determine how a proposed
fire safety design needs to be modified to meet performance criteria and to compare among multiple
trial designs. Detailed numerical calculations can be carried out up until the final design documentation.
Examples of areas where algebraic formulae have been applicable include determination of convective
and radiative heat transfer from fire plumes, prediction of ceiling jet flow properties governing detector
response times, calculation of smoke transport through vent openings, and analysis of compartment fire
hazards such as smoke filling and flashover. However, the simple models often have stringent limitations
and are less likely to include the effects of multiple phenomena occurring in the design scenarios.

The general principles of fire safety engineering are described in ISO 23932-1, which provides a performance-
based methodology for engineers to assess the level of fire safety for new or existing built environments.
Fire safety is evaluated through an engineered approach based on the quantification of the behaviour of fire
and based on knowledge of the consequences of such behaviour on life safety, property and the environment.
[SO 23932-1 provides the process (i.e. necessary steps) and essential elements for conducting a robust
performance-based fire safety design.

[SO 23932-1 is supported by a set of fire safety engineering documents on the methods and data needed for
all the steps in a fire safety engineering design as summarized in Figure 1 (taken from ISO 23932-1:2018,
Clause 4). This set of documents is referred to as the Global fire safety engineering analysis and information
system. This global approach and system of standards provides an awareness of the interrelationships
between fire evaluations when using the set of fire safety engineering documents. The set of documents
includes ISO/TS 13447, 1SO 16730-1, ISO 16732-1, ISO 16733-1, ISO/TS 16733-2, ISO/TR 16738, ISO 24678-1,
ISO 24679-1,1SO/TS 29761 and other supporting Technical Reports that provide examples of and information
on the application of these documents.

Each document supporting the global fire safety engineering analysis and information system includes
language in the introduction to tie that document to the steps in the fire safety engineering design process
outlined in ISO 23932-1. ISO 23932-1 requires that engineering methods be selected properly to predict the
fire consequences of specific scenarios and scenario elements (ISO 23932-1:2018, Clause 12). Pursuant to
the requirements of ISO 23932-1, this document provides the requirements governing algebraic formulae
for fire safety engineering. This step in the fire safety engineering process is shown as a highlighted box in
Figure 1 and described in ISO 23932-1.
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Set FSE project scope
(ISO 23932-1:2018, Clause 5)

!}

Identify fire safety objectives
(ISO 23932-1:2018, Clause 6)*

1

Identify functional requirements
(ISO 23932-1:2018, Clause 7)*

1

Select risk analysis approach
(IS0 23932-1:2018, Clause 8)°

Boundaries of analysis

i

Identify performance criteria
(IS0 23932-1:2018, Clause 9)*

7 N T NI N

Does

life-cycle

Create fire safety design plan
(ISO 23932-1:2018, Clause 10)

analysis show
changes?
1S0O 23932-1:2018,

:

Clause 16.3)

Determine design scenarios
(ISO 23932-1:2018, Clause 11)°

No

'

Execute fire safety management
(IS0 23932-1:2018, Clause 16)

Select engineering methods
(IS0 23932-1:2018, Clause 12)*

]

T

l

Implement fire safety design plan
(IS0 23932-1:2018, Clause 15)

Evaluate design (scenario-based)
(ISO 23932-1:2018, Clause 13)*

Y ) /—\/L(rﬁ

) r

Are
performance
criteria satisfied?

(ISO 23932-1:2018,
Clause 13.4)

a2 Seealso ISO/TR 16576 (Examples).

Document in final report
(IS0 23932-1:2018, Clause 14)

Are other
FSOs affected?
(IS0 23932-1:2018,
Clause 13.5)

b SeealsoISO 16732-1,1S0 16733-1,1SO/TS 16733-2, 1SO/TS 29761.
¢ See also ISO 16732-1,1S0 16733-1, ISO/TS 16733-2,1SO/TS 29761.
d  Seealso ISO/TS 13447, 1S0 16730-1, ISO/TR 16730-2 to ISO/TR 16730-5 (Examples), ISO/TR 16738, 1SO 24678-1

to ISO 24678-7 and 1SO 24678-9.

¢ SeealsoISO/TR 16738,1S0 16733-1,1SO/TS 16733-2.

NOTE

Yes

Documents linked to large parts of the fire safety engineering design process: 1SO 16732-1, [SO 16733-1,

ISO 24678-1, 1SO 24679-1, ISO/TS 29761, ISO/TR 16732-2 and ISO/TR 16732-3 (Examples), ISO/TR 24679-2 to

ISO/TR 24679-6, 1SO/TR 24679-8 (Examples).

Figure 1 — Flow chart illustrating the fire safety engineering design process (from
IS0 23932-1:2018)
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