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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 153, Valves, in collaboration with the European
Committee for Standardization (CEN) Technical Committee CEN/TC 69, Industrial valves, in accordance with
the Agreement on technical cooperation between ISO and CEN (Vienna Agreement).

This third edition cancels and replaces the second edition (ISO 5211:2023), which has been technically
revised.

The main changes are as follows:

— dimensions and tolerances for keys and keyways were added in a new Annex B;
— areference to the new Annex B was added in 7.2;

— editorial changes were made.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The purpose of this document is to establish certain basic requirements for the attachment of part-turn
actuators, in order to define the interface between actuator and valve.

This document is, in general, considered in conjunction with the specific requirements which may be agreed
between the parties concerned.

NOTE1 In this document, the term “valve” can also be understood to include “valve with an intermediate support”
[see Figure 1 b)].

NOTE2  When a combination of a multi-turn actuator and separate part-turn gearbox is coupled to form a part-turn
actuator, the multi-turn attachment to the gearbox is in accordance with ISO/DIS 5210:2025%), Figures 1 ¢) and 1 d). A
combination of a multi-turn actuator with integral part-turn gearbox supplied as a part-turn actuator is in accordance
with Figures 1a) and 1b).
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\2 2/ 4 —| /
|

\
a) Direct interface b) Intermediate sup- c) Direct interface d) Intermediate support
port interface (when combination of interface (when combina-
a multi-turn actuator tion of a multi-turn actua-
and a gearbox) tor and a gearbox)
Key
1  part-turn actuator 5 gearbox
2 interface (see this document) 6 interface (see ISO 5210)
3 valve 7  multi-turn actuator
4  intermediate support

Figure 1 — Interface between part-turn actuator and valve

1) Under preparation.
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DRAFT International Standard ISO/DIS 5211:2025(en)

Industrial valves — Part-turn actuator attachments

1 Scope

This document specifies requirements for the attachment of part-turn actuators, with or without gearboxes,
to industrial valves.

The attachment of part-turn actuators to control valves in accordance with the requirements of this
document is subject to an agreement between the supplier and the purchaser.

This document specifies:

— flange dimensions necessary for the attachment of part-turn actuators to industrial valves [see
Figures 1 a) and 1 c]] or to intermediate supports [see Figures 1 b) and 1 d)];

— driving componentdimensions of part-turn actuators necessary to attach them to the driven components;

— reference values for torques for interfaces and for couplings having the dimensions specified in this
document.

The attachment of the intermediate support to the valve is out of the scope of this document.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO 273, Fasteners — Clearance holes for bolts and screws

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31

actuator

any device designed for attachment to a general-purpose industrial valve in order to provide for the
operation of the valve

Note 1 to entry: The device is designed to operate using motive energy which may be electrical, pneumatic, hydraulic,
manual, etc., or a combination of these. Movement is limited by travel, torque (3.5) and/or thrust.

3.2

multi-turn actuator

actuator (3.1) which transmits torque (3.5) to the valve for at least one revolution and may be capable of
withstanding thrust

Note 1 to entry: An actuator may be a combination of a multi-turn actuator and multi-turn gearbox (3.4).

Documents

© IS0 2025 - All rights reserved Document Sharing Hub
1
Full document details: 25/30495520 DC


https://www.iso.org/obp/ui
https://www.electropedia.org/
http://www.avadocuments.com/doc/25-30495520-dc
http://www.avadocuments.com/doc/25-30495520-dc

ISO/DIS 5211:2025(en)

3.3
part-turn actuator

actuator (3.1) which transmits torque (3.5) to the valve for a rotation of one revolution or less and does not

have to withstand axial thrust

Note 1 to entry: A part-turn actuator may be a combination of a multi-turn actuator (3.2) and part-turn gearbox (3.4).

3.4
gearbox

any mechanism designed to reduce the torque (3.5) required to operate a valve

3.5
torque

turning moment transmitted through the mounting flanges and connection components

Note 1 to entry: Torque is expressed in newton-metres.

4 Maximum flange torques

The flange torque shall comply with the values listed in Table 1 which represent the maximum torques
which can be transmitted through the mounting flange.

Table 1 — Maximum flange torque values

Flange type Maximum[lf\llf:ll]lge torque
F03 32
F04 63
FO5 125
FO7 250
F10 500
F12 1000
F14 2000
F16 4000
F25 8000
F30 16 000
F35 32000
F40 63 000
F48 125000
F60 250000
F80 500000
F100 1000000

The values specified in Table 1 have been defined on the basis of bolts in tension only at a stress of 290 MPa
and a coefficient of friction of 0,2 between the mounting interface. All variations in these defined parameters
lead to variations of the transmittable torque values. See Annex A for more details on the calculation method.

The selection of flange types for a particular application should take into account the additional torques that

may be generated because of inertia or other factors.

5 Flange dimensions

Flanges for part-turn actuator attachments shall comply with the dimensions shown in Figure 2 and given in

Table 2. The method of attachment shall be by means of studs, screws or through bolting.

© IS0 2025 - All rights reserved
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Holes for the studs, screws or bolts shall be equi-spaced and positioned off-centre (see Figure 3 and Table 3)
and shall conform to the requirements of ISO 273.

The flange on the valve shall have a recess corresponding to the diameter d,. A spigot on the part-turn
actuator is optional.

The minimum values for dimension h, shown in Table 2 apply to flanges having material of proof stress
R, 2 200 MPa. The minimum values for dimension h, applied to flanges having materials of proof stress
R, < 200 MPa shall be agreed between manufacturer and purchaser. The minimum values for dimension h;
shall be atleast 1 x d,.

Dimension d; has been based on providing sufficient landing for the nuts and bolt heads where applicable.
Such landing is defined as a radius from the bolt hole centre with the dimension (d; - d3) / 2, and is a
minimum. The flange shape of both valve and actuator outside these areas of landing is left to the option of
the manufacturer.

The dimensions and bolting material are based on bolts in tension at a maximum stress of 290 MPa. On
agreement, between the manufacturer/supplier and purchaser, bolting material with different tensile
strength can be used, with no dimensional changes but with potential variation of the transmittable torque.

Above flange type F60 alternative dimensions and/or torque ratings may be used on agreement between
manufacturer/supplier and purchaser.

| / | I&\ . 3 | B
o= | || T =f < V T =
; | | |
== s A
| T 1 ) 1
d, d, d, d, d, ds
| d3 d3 | d3 |
I 1 1
d d, d
Figure 2 — Flange dimensions
Table 2 — Flange dimensions
Dimensions in millimetres
Flange Dimensions Number of
type d-l dZ a d3 d4 d5 b hl h.z h.3 h4 c h5 d Screwlf;:::ds or
min. max. | min. | min. min. | min.
n
F03 P46 @25 P36 M5 ?5,5 3 8 5 6 5 4
F04 P54 ?30 P42 M5 @5,5 3 8 5 6 5 4
FO5 @65 @35 @50 M6 06,6 3 9 6 6 6 4
FO7 990 @55 @70 M8 @9 3 12 8 8 8 4
F10 9125 @70 $102 M10 911 3 15 10 10 10 4
F12 $150 @85 ¢125 M12 | ©¢13,5 3 18 12 14 12 4
a  d, shall be manufactured within the diameter tolerance f8.
b d. clearance holes for bolts and screws according to ISO 273.
¢ hybased onISO 4033 - Hexagon high nuts (style 2).
d  hebased on 1,0 x d,.
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