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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 1090-5:2025) has been prepared by Technical Committee CEN/TC 135 “Execution 
of steel structures and aluminium structures”, the secretariat of which is held by SN. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 1090-5:2017. 

This document is part of the EN 1090 series, which comprises the following parts: 

— EN 1090-1, Execution of steel structures and aluminium structures — Part 1: Assessment and 
verification of constancy of performance for structural components 

— EN 1090-2, Execution of steel structures and aluminium structures — Part 2: Technical 
requirements for steel structures 

— EN 1090-3, Execution of steel structures and aluminium structures — Part 3: Technical 
requirements for aluminium structures 

— EN 1090-4, Execution of steel structures and aluminium structures — Part 4: Technical 
requirements for cold-formed structural steel elements and cold-formed structures for roof, ceiling, 
floor and wall applications 

— EN 1090-5, Execution of steel structures and aluminium structures — Part 5: Technical 
requirements for cold-formed structural aluminium elements and cold-formed structures for roof, 
ceiling, floor and wall applications 

Full document details: 25/30497190 DC
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1 Scope 

This document specifies requirements for the execution i.e. the manufacture and the installation of cold-
formed structural aluminium profiled sheeting, and for the installation of structural members made of 
aluminium for roof, ceiling, floor, wall and cladding applications. 

This document applies to structures designed according to the EN 1999 series. 

This document applies to profiled sheeting to be designed according to EN 1999-1-4. 

This document also specifies requirements for the execution i.e. the manufacture and the installation of 
structures made from cold-formed profiled sheeting for roof, ceiling, floor and wall applications under 
predominately static loading or seismic loading conditions and their documentation. 

This document covers products of Structural Class I and II and structural profiled sheeting in Structural 
Class III according to EN 1999-1-4 used in structures. 
NOTE 1 In National Annexes of EN 1999-1-4 specifications can be given regarding the use of the Structural 
Classes. 

Structural profiled sheeting is understood here to be profiled sheet, such as trapezoidal or sinusoidal 
(Figure 1). 

Perforated and micro profiled sheeting are also covered by this part. 

This document also covers spacer constructions between the outer and inner or upper and lower skins 
as well as supporting members for roofs, walls and ceilings made from cold-formed profiled sheeting and 
the connections and attachments of the afore mentioned elements as long as they are involved in load 
transfer, it also covers connections and attachments of these elements (Figure 2). 

A combination of steel and aluminium structural profiled sheeting are permitted, e.g. liner trays made of 
steel, stiffened by profiles made of aluminium. In this case, EN 1090-4 and this document apply. 

This document also covers the deconstruction of structures made from cold-formed profiled sheeting and 
structural members for roof, ceiling, floor and wall applications. 

This document does not cover the manufacturing of structural members of all structural classes 
according to EN 1999-1-4. These products are covered by EN 1090-3. 

Welded sections are excluded from this part and are covered by EN 1090-3 except seal welding in low-
stress areas. 

Composite structural profiled sheeting where the interaction between dissimilar materials are an integral 
part of the structural behaviour such as sandwich panels and composite floors are not covered by this 
standard. 
NOTE 2 The structures covered in this standard can be for example 

— single- or multi-skin roofs, whereby the load-bearing structure (lower skin) as well as the actual roof covering 
(upper skin) or both consist of structural profiled sheeting; 

— single- or multi-skin walls whereby the load-bearing structure (inner skin) as well as the actual cladding (outer 
skin) or both consist of structural profiled sheeting; or 

— suspended ceilings for interior fitting. 
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Figure 1 — Examples of profiled sheeting 

 
a) roll formed, press braked, folded sections 

 
b) extruded sections 

Figure 2 — Examples of members 
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2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

CEN/TS 1187:2012, Test methods for external fire exposure to roofs  

EN 508-2:2019, Roofing and cladding products from metal sheet - Specification for self-supporting products 
of steel, aluminium or stainless steel sheet - Part 2: Aluminium 

EN 755-7:2016, Aluminium and aluminium alloys - Extruded rod/bar, tube and profiles - Part 7: Seamless 
tubes, tolerances on dimensions and form 

EN 755-8:2016, Aluminium and aluminium alloys - Extruded rod/bar, tube and profiles - Part 8: Porthole 
tubes, tolerances on dimensions and form 

EN 755-9:2016, Aluminium and aluminium alloys - Extruded rod/bar, tube and profiles - Part 9: Profiles, 
tolerances on dimensions and form 

EN 1090-1:2009+A1:2011, Execution of steel structures and aluminium structures — Part 1: Requirements 
for conformity assessment of structural elements 

EN 1090-3:2019, Execution of steel structures and aluminium structures - Part 3: Technical requirements 
for aluminium structures 

EN 1994-1-1:20041, Eurocode 4 — Design of composite steel and concrete structures — Part 1-1: General 
rules and rules for buildings 

EN 1995-1-1:20042, Eurocode 5 — Design of timber structures — Part 1-1: General — Common rules and 
rules for buildings 

EN 1995-1-2:20043, Eurocode 5 — Design of timber structures — Part 1-1: General — Common rules and 
rules for buildings 

EN 1999-1-1:2023, Eurocode 9 - Design of aluminium structures — Part 1-1: General rules 

EN 1999-1-4:2023, Eurocode 9 — Design of aluminium structures — Part 1-4: Cold-formed structural 
sheeting 

EN 10204:2004, Metallic products - Types of inspection documents 

EN 13501-5:2016, Fire classification of construction products and building elements - Part 5: Classification 
using data from external fire exposure to roofs tests 

EN 62305-3:2011, Protection against lightning - Part 3: Physical damage to structures and life hazard (IEC 
62305-3:2010) 

EN ISO 376:2011, Metallic materials - Calibration of force-proving instruments used for the verification of 
uniaxial testing machines (ISO 376:2011) 

                                                             
1 As impacted by EN 1994-1-1:2004/AC:2009. 
2 As impacted by EN 1995-1-1:2004/AC:2006, EN 1995-1-1:2004/A1:2008, EN 1995-1-1:2004/A2:2014. 
3 As impacted by EN 1995-1-2:2004/AC:2009. 
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EN ISO 717-1:2020, Acoustics — Rating of sound insulation in buildings and of building elements — Part 1: 
Airborne sound insulation (ISO 717-1) 

EN ISO 6507 (all parts), Metallic materials - Vickers hardness test (ISO 6507 (all parts)) 

EN ISO 10140 (all parts), Acoustics — Laboratory measurement of sound insulation of building elements 
(ISO 10140 (all parts)) 

EN ISO 11654:1997, Acoustics - Sound absorbers for use in buildings - Rating of sound absorption (ISO 
11654:1997) 

EN IEC 62561-1, Lightning protection system components (LPSC) — Part 1: Requirements for connection 
components (IEC 62561-1) 

ISO 7976-1, Tolerances for building — Methods of measurement of buildings and building products - Part 
1: Methods and instruments 

ISO 7976-2, Tolerances for building — Methods of measurement of buildings and building products - Part 
2: Position of measuring points 

ISO 17123 (all parts), Optics and optical instruments — Field procedures for testing geodetic and surveying 
instruments 

3 Terms, definitions, symbols and abbreviations 

3.1 Terms, definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp/ 

— IEC Electropedia: available at https://www.electropedia.org/ 

3.1.1 
cassette profile 
roll formed, press-braked or folded structural profiled sheeting with or without stiffeners used as 
substructures for walls and roofs with a bigger variety in cross sections than liner trays 

3.1.2 
component I 
component (usually the profiled sheeting) that is facing the head of the fastener (the swage head in the 
case of blind rivets) 

3.1.3 
component II 
second component of a connection (usually the supporting member) 

3.1.4 
decking 
load bearing profiled sheeting to support 

EXAMPLE insulation and outer skin. 
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3.1.5 
edge stiffener 
supporting plate or profile at the longitudinal edge of a laying area to replace the missing neighboured 
profiled sheeting and stiffen the free edge 

3.1.6 
fastening 
fastener and the process of fastening and the final connected components 

3.1.7 
flashing 
non-load-bearing element, for example accessories and coverings in the areas of the skirting, eaves, gable 
end, ridge and corners 

3.1.8 
layout drawing 
drawing showing the position of structural components and installation details 

3.1.9 
liner 
inner profiled sheeting of a double skin system 

3.1.10 
member 
linear profiled cross sections (structural element with cross-sectional dimensions much smaller than its 
length) 

Note 1 to entry: This is a narrower definition of the term member than the one given in EN 1990. 

3.1.11 
penetration 
opening in the decking made on-site 

3.1.12 
restraint 
restriction of the lateral or rotational movement, or the torsional or warping deformation, of a member 
or element, that increases its buckling resistance to the same extent as a rigid support 

3.1.13 
saddle washer 
oversized gasket that is adapted to the respective profile shape, which is made of aluminium, steel or 
stainless steel with a seal bonded to it and an adapted corrosion protection to that of the profiled sheeting 
which can be used when profiled sheeting are connected via its top flange 

Note 1 to entry: The corrosion protection is adapted to that of the profiled sheeting. 

Note 2 to entry: Saddle washer can be used when attaching profiled sheeting via its top flange. 

Note 3 to entry: As an example, a figure of a saddle washer is given in EN 1993-1-3:2024, Table 10.3. 

3.1.14 
structural aluminium component 
load-bearing element made from aluminium sheet by cold rolling or press braking 
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3.1.15 
structural cold-formed profiled sheeting 
part of a structure such as trapezoidal, sinusoidal, standing seam or cassette profile I 

3.1.16 
tolerance 
difference between the upper limit of size and the lower limit of size 

Note 1 to entry: Tolerance is an absolute value without sign. 

[SOURCE: ISO 6707-1:2020, 3.1.1, Note 2 and 3 are deleted.] 

3.1.16.1 
essential tolerance 
basic limit for a geometrical tolerance necessary to satisfy the design assumptions for structures in terms 
of mechanical resistance and stability 

3.1.16.2 
functional tolerance 
geometrical tolerance, which might be required to meet a function other than mechanical resistance and 
stability, e.g. appearance or fit up 

3.1.16.3 
manufacturing tolerance 
permitted range in the size of a dimension of a component resulting from component manufacture 

3.1.17 
trimmer 
beam around an opening in a floor or roof or wall 

3.2 Symbols and abbreviations 

For the purposes of this document, the following symbols and abbreviations apply. 

C corrosivity category 

D edge waviness of the side lap 

E modulus of elasticity 

F force, 

  shear force of the fastener 

I second moment of area 

L span, distance 

M bending moment 

R end support reaction, 

  airborne sound insulation 

T shear flow 

V shear force of the structural component 

a distance between a fastener and a web of a profiled sheet 

b width, 
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  width of spacing strip 

d hole diameter, 

  nominal diameter of the fastener 

e distance of hole from edge, 

  distance between fastener and centre line of flange of profiled sheet 

  distance between fasteners 

f strength, yield stress 

h depth of profile 

l length of double layer 

p distances between holes 

r radius 

t thickness of bare metal of the sheet, 
hole pitch 

α sound absorption 

Δ deviation, 
tolerance 

δ deviation from straightness 

φ inclination of the web of a profile 

Indices 

A end support 

  centre-to-centre distance of the penetration from the end support or from the point of zero 
moment 

B internal, intermediate support 

I component 1, profiled sheeting 

II component 2, supporting member / profiled sheeting 

L longitudinal edge, left side 

N nominal sheet thickness BD + Δ 

R rib edge, right side 

S tensile force from constraints due to shear reinforcement 

  shear stiffness 

cl clear span 

f width of flange – theoretical requirement used for static calculations 

i ideal distance between supports, 

  equal spacing of points of zero moment 

k cantilever 

lim limit 
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n nominal hole diameter 

obs observed (e.g. result) required 

r rib 

s stiffener at the web 

t tensile force 

u bottom flange 

w web, 

  weighted value 

4 Specifications and documentation 

4.1 Execution Specification 

4.1.1 General 

The necessary information and technical requirements for execution of each part of the works 
(manufacturing and installation) shall be agreed and complete before commencement of execution of 
that part of the works. 

There shall be procedures for making alterations to previously agreed execution specification. 

4.1.2 Execution specification of the manufacturer 

The execution specification shall consider such of the following items as are relevant: 

a) additional information, as listed in Annex F; 

b) execution classes, see 4.1.4; 

c) structural classes, see 4.1.5; 

d) tolerance classes, see 4.1.7; 

4.1.3 Installation specification of the installer 

An installation specification consists of layout drawings and details, based on structural design and shall 
consider such of the following items as are relevant: 

a) additional information, as listed in Annex F; 

b) execution classes, see 4.1.4; 

c) structural classes, see 4.1.5; 

d) technical requirements regarding the safety of the works, see 4.5 and 9.7; 

e) tolerance classes, see 4.1.7. 

An installation specification that has not been prepared by the installer shall be checked by the installer 
for completeness and feasibility. Incomplete layout drawings or details that cannot be installed, shall be 
rejected or corrected by mutual agreement. 
NOTE The responsibilities between the parties involved can be regulated by member states. 
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4.1.4 Execution classes 

Four execution classes 1 to 4, denoted EXC1 to EXC4, are given, for which requirement strictness 
increases from EXC1 to EXC4. 

The execution specification and the installation specification shall specify the relevant execution class or 
classes. 
NOTE The requirements for the selection of execution classes are given in EN 1999-1-1. 

The list of requirements related to execution classes is given in EN 1090-3:2019. 

Profiled sheeting complying with this standard may be used for EXC 1 to 3. In this European Standard 
there is no differentiation in requirements between execution classes. 

4.1.5 Structural Classes 

Structural classes shall be specified in the layout drawings, the design brief, and in the operations and 
maintenance manual. 
NOTE 1 In the design of structures a distinction is made between various “structural classes”, based on the level 
of contribution of aluminium members and profiled sheeting to the strength and stability of the overall structure or 
that of individual structural components. These structural classes are associated with different requirements in the 
applicable product standard for aluminium members and profiled sheeting and are defined in EN 1999-1-4:2023. 

NOTE 2 The intended use determines the structural class. The same aluminium member or profiled sheeting can 
be used for different structural classes. 

NOTE 3 The type of loading (uniformly distributed loads, access loads, concentrated loads e.g. from PV 
installation) can change the structural class of the product. 

4.1.6 Layout drawings 

Layout drawings shall be part of the prepared installation specification and are based on structural 
design. 

Layout drawings and assembly instructions shall include the following details and shall be prepared for 
the installation: 

— type and position of the structural members and profiled sheeting; 

— structural class of members and profiled sheeting; 

— connection with the supporting member and arrangement of the fasteners; 

— structural members and profiled sheeting with profile designation and manufacturer’s name, 
material, nominal sheet thickness and manufactured length; 

— direction of lay of profiled sheeting and special installation sequences; 

— statically effective overlapping (moment-resisting connections), if relevant; 

— installation tolerances; 

— fasteners with type designation, name of manufacturer of the fasteners (not valid for bolts), type of 
washer (saddle washer, washer and other fixing accessories, arrangement and separation distances, 
special assembly instructions depending on the type of connection, e.g. hole diameters, axial spacings 
and edge distances; 
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— type and details of the supporting member for the structural members and profiled sheeting, such as 
material, centre to centre distances and dimensions, the inclination; 

— details of the side and end overlapping and edges of the installed area; 

— openings in the installed areas, including the necessary framing, e.g. for skylights, smoke and heat 
extractors and roof drainage, if relevant; 

— superstructures or suspensions, e.g. for piping, bunched cables or suspended ceilings, if relevant; 

— a label, stating that all structural members and profiled sheeting shall be fixed immediately after 
laying; 

— details about any special installation measures, if relevant; 

— special devices for installation, if relevant; 

— any specific hazards related to construction should be identified; 

— details about corrosion protection, e.g. contact surfaces between different metals or between metals 
and timber, concrete, masonry or plaster, if relevant; 

— details about the condition and location of sealant strips, fillers for profiled sheeting and special 
elements, if relevant; 

— details about setting-down places for bundles of structural members and profiled sheeting on roof 
areas and floors according to the static calculation; 

— details about walkability, if relevant; 

— details about weather integrity, if relevant; 

— details about fire protection, if relevant; 

— details about thermal insulation, if relevant; 

— details about acoustics, if relevant; 

— details about air tightness, if relevant. 

Laying areas and parts of laying areas that are intended to act as a diaphragm for the stabilization shall 
be specially marked in the layout drawings as “diaphragm”. 

4.1.7 Geometrical tolerances 

Two types of geometrical tolerances are defined in 11: 

a) essential tolerances; 

b) functional tolerances, with two classes for which requirement strictness increases from class 1 to 
class 2 (see 11.4). 
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4.2 Installation Quality Documentation 

4.2.1 General 

It shall be specified if a quality documentation for installation is required. If required, the quality 
documentation shall be prepared prior to the start of the work. 
NOTE 1  The quality documentation is generally prepared in cooperation with the designer. 

NOTE 2 The quality documentation is a quality-assuring documentation. 

4.2.2 Content of the installation quality documentation 

The following points shall be documented: 

a) organization chart and managerial staff responsible for each aspect of the installation; 

b) the procedures, methods and work instructions to be applied; 

c) an inspection plan specific to the works; 

d) a procedure for handling changes and modifications; 

e) a procedure for handling of nonconformities, requests for concessions and quality disputes; 

f) specified hold-points or requirement to witness inspections or tests, and any consequent access 
requirements. 

4.3 Installation documentation 

An installation documentation shall be recorded to demonstrate that the works have been carried out 
according to the installation specification (4.1.3). 

NOTE The installation documentation is an evidence-securing documentation. 

Installation records shall document the state and progress of the construction works as well as all 
noteworthy incidents during construction. 

Annex C contains a list of recommended items for the installation records. 

At completion, a statement of completion demonstrating that the works have been executed in 
accordance with the installation specifications and the provisions of this standard shall be signed by the 
company responsible for the installation. 

4.4 Detailed traceability documentation 

Cold-formed aluminium structural profiled sheeting (materials for manufacturing and manufactured 
products) shall be traceable at all stages, from purchasing the material prior to production of profiled 
sheeting to installation of the manufactured products. 

This traceability may be based on documentary records for batches of product allocated to a common 
production process. 
4.5 Safety of the installation works 

Method statements giving detailed work instructions shall be given and shall comply with the technical 
requirements relating to the safety of the installation works as given in 9.7. 
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5 Products 

5.1 General 

This section gives requirements with respect to the constituent products and the accompanying 
documents. 

Materials to be used for the execution of cold-formed aluminium structures shall be according to 5.3. 

If materials that are not covered by the standards listed in Clause 5.3 are to be used, their properties shall 
be specified. 

5.2 Identification, inspection documents and traceability 

The properties of supplied products shall be documented in a way that enables them to be compared to 
the specified properties. 

For aluminium products made of materials given in 5.3, the inspection document shall be 3.1 according 
to EN 10204. 

Products shall be delivered and identified as follows: 

a) They shall be delivered in an appropriate packaging and labelled such that the content is readily 
identifiable; 

b) Labelling or accompanying documentation shall be in accordance with the requirements of the 
product standard and should contain the following information in a legible and durable form, 
attached to every packaged unit: 

— manufacturer’s name and works; 

— batch designation or documentation number for traceability; 

— weight; 

— length, if relevant for lifting; 

— number of products inside the package; 

— thickness; 

— material properties or specific product reference; 

— corrosion protection system (if relevant). 

It is recommended that labels are retained. See also Annex C. 

5.3 Materials 

5.3.1 Materials for profiled sheeting 

Structural profiled sheeting shall have properties that conform to the required suitability for the cold-
forming process. This concerns especially the bending radii. Suitable for cold-formed profiled sheeting, 
designed according to the provisions of EN 1999-1-4, materials and tempers shall be used as listed in 
EN 1999-1-4 if national rules do not specify other material. The minimum 0,2 % proof strength (Rp0,2) 
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for material to be processed to cold-formed structural profiled sheeting and which is designed according 
to EN 1999-1-4 shall be 135 MPa. 

Coating system shall be specified by the coating type and brand name, if relevant. For coil coating, see 
EN 1396. For powder coating, see EN 12206-1:2021. 
NOTE EN 485-2 includes information about minimum bending values for many materials/tempers. 

5.3.2 Materials for cold formed structural members 

Materials for cold-formed structural members shall have properties that conform to the required 
suitability for the cold-forming process. This concerns especially the bending radii. Cold-formed 
structural members shall be designed according to the provisions of EN 1999-1-1:2023. Materials and 
tempers shall be used as listed in EN 1999-1-1. 
NOTE Attention is drawn to national regulations that can specify other material. 

For welded sections the provisions in EN 1090-3 apply. 
NOTE The EN 485 series includes information about minimum bending value for many materials/tempers. 

5.3.3 Materials for extruded structural members 

Materials for extruded structural members shall be designed according to the provisions of EN 1999-1-1. 
Materials and tempers shall be used as listed in EN 1999-1-1  
NOTE Attention is drawn to national regulations that can specify other material. 

For welded sections the provisions in EN 1090-3 apply. 
5.3.4 Provisions for base materials 

The finished product manufacturer shall only buy base materials with characteristics declared by the 
base material supplier and with an inspection certificate 3.1 according to EN 10204:2004. Therefore, the 
finished product manufacturer's system requires only a document check to ensure that the 
characteristics meet the product manufacturer's specifications, provided that the production process for 
the finished product does not change in an unfavourable way these characteristics. 

The inspection certificate 3.1 shall contain the following data: 

— name or mark of the manufacturer’s works; 

— identification number; 

— type and grade of material, if relevant; 

— nominal dimensions of the product ordered and nominal sheet thickness (t) (in mm respectively) 
and tolerance class according to EN 508-2:2019; 

— coating system; full designation, if relevant; 

— thickness of the metallic coating on the visible side/rear side in μm, if relevant; 

— adhesion of metallic coating, if relevant. 

— bend radius to thickness ratio; 

— thickness of the organic coating on the visible side/rear side in μm, if relevant; 
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— determined values of the mechanical material properties: 

— 0,2 %-proof strength (Rp0,2) in MPa; 

— tensile strength (Rm) in MPa; 

— elongation after fracture A50 mm in %; 

In case of not having a 3.1 inspection document or the 3.1 document is incomplete, the received base 
material shall be treated as non-conforming until it can be demonstrated that it meets the requirements 
of the specification. 

5.4 Thickness tolerances 

The execution and installation specification shall specify the tolerance limit value or type for the thickness 
for one or more projects. This shall be in accordance with the product standard for the aluminium sheet 
or strip concerned. 

The class of thickness tolerance shall be specified in accordance with EN 508-2. 

The thickness of the manufactured components shall be measured in those areas which are not influenced 
by the cold forming process. 

5.5 Minimum nominal sheet thicknesses 

5.5.1 Profiled sheeting 

The thicknesses shall be in accordance with the execution and installation specification. 

The minimum nominal sheet thicknesses shall not be less than shown below, if not otherwise specified: 

— Decking t ≥ 0,70 mm 

— Roof coverings t ≥ 0,50 mm 

— Walls and wall claddings t ≥ 0,50 mm 

NOTE 1  Static calculation according to the Eurocodes give a nominal thickness required for design. The values 
above are based on installation experiences on the worksite. 

For aesthetic reasons, especially for wall applications, greater thicknesses can be necessary to prevent 
buckling. In any case, the material thickness should be at least large enough to allow for an aesthetic 
appearance. 
NOTE 3 In some countries lower values than the above listed values can be permitted. 

5.5.2 Structural members 

The thicknesses shall be in accordance with the execution and installation specification. 

The minimum nominal sheet thicknesses for roof and wall structures shall be at least the nominal 
thickness of the attached profiled sheeting, but not less than t = 1,00 mm, except: 

— Edge stiffening profiles t ≥ 0,70 mm 

NOTE 1 Static calculation according to the Eurocodes give a nominal thickness required for design. The values 
above are based on installation experiences on the worksite. 

NOTE 2 In some countries lower values than the above listed values can be permitted. 
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5.6 Geometrical tolerances 

Geometrical tolerances are given in 11 and Annex D. 

5.7 Mechanical fasteners 

5.7.1 General 

This clause specifies the requirements for screws and blind rivets for structural aluminium elements. For 
other types of mechanical fasteners (e.g. bolts and nuts), EN 1090-3 shall apply. 

5.7.2 Type of fasteners and materials 

Fasteners according to European Standards or European Technical Assessments (ETA) shall be used. The 
type of fastener with designation of the relevant European Standard or ETA shall be specified. 

The fastener materials shall be made of austenitic stainless steel or aluminium. This does not apply to 
welded-on drill tips. 

Fastenings are subdivided into: 

a) thread-forming screws, subdivided into: 

— thread-forming self-tapping screws, which produce their female threads in a chipless manner in 
predrilled holes; 

— thread-forming self-tapping screws (pierce tip), which produce their female threads in a chipless 
manner without predrilled holes. 

b) blind rivets that comprise a rivet sleeve and a rivet mandrel with a predetermined breaking point. 

c) Bolts and nuts and washers. 

d) Clinch connections. Details of clinch connections are given by the relevant ETAs. 

e) Spot welds 

EN 1090-3 shall apply for metric screws. 

For a rainproof connection or mounting, washers made of aluminium or austenitic stainless steel with a 
cured-on elastomer seal at least 2,0 mm thick or saddle washers with seal shall be used under the head 
of the fastener. 
NOTE Member states can require more severe requirements for a rainproof connection. 

5.8 Accessories 

Accessories are components that are absolutely necessary for the function of the construction but for 
which no analyses of the ultimate limit state or serviceability limit state shall be carried out, e.g. decking 
side trim, sealant strips, fillers for profiled sheeting or flashings. They shall fulfil the same requirements 
for durability, corrosion protection and reaction to fire as the structural aluminium components, if not 
otherwise specified. 

5.9 Surface protection 

Verification of suitability of a corrosion protection system for a corrosivity category shall be carried out 
with reference to Clause 10 and Annex E of this standard. 
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5.10 External fire performance for roofing elements 

The external fire performance shall be tested in accordance with the relevant method(s) in 
CEN/TS 1187:2012 and in accordance with EN 13501-5:2016. 

The products to be tested shall be installed, in addition to the general provisions given in CEN/TS 1187, 
in a manner representative of their intended use. 

NOTE 1 Products covered by this European Standard are considered “deemed to satisfy without the need for 
testing” in relation to the requirements for external fire performance provided that they meet the definitions given 
in Commission Decision 2000/553/EC, i.e. flat or profiled metal sheets of nominal thickness ≥ 0,4 mm with any 
external coating which is inorganic or has a gross calorific value, PCS ≤ 4,0 MJ/m2 or a mass ≤ 200 g/m2. 

NOTE 2 Individual Member States can have “deemed to satisfy” lists which go beyond the list given in the 
Commission Decision 2000/553/EC. 

5.11 Reaction to fire 

Reaction to fire shall be according to EN 1090-1:2009+A1:2011. 

5.12 Resistance to fire 

Resistance to fire shall be according to EN 1090-1. 

5.13 Release of dangerous substances 

Release of dangerous substances shall be according to EN 1090-1. 

5.14 Lightning protection 

For structural profiled sheeting made of metal that form part of the lightning protection system the 
recommendations given in EN 62305-3 shall apply. 

6 Manufacturing 

6.1 General 

Structural profiled sheeting shall be manufactured by cold forming from aluminium sheet or strip/coil. 
There shall be no cracks at the bent areas visible by the bare eye. 

6.2 Identification 

At all stages of manufacturing each piece or package of similar pieces of structural aluminium 
components shall be identifiable by a suitable system. 

6.3 Cold forming 

Shaping by cold forming, produced either by roll forming or press breaking shall conform to the 
requirements for cold formability given in the relevant product standard and shall be manufactured 
considering the requirements in Clause 10 and within the tolerances specified in Clause 11. 
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