Draft for Public Comment

bsi.

BS| Group Headquarters Date: 17 Apl’” 2025
389 Chiswick High Road London W4 4AL Origin: European

Tel: +44 (0)20 8996 9000
Fax: +44 (0)20 8996 7400
www.bsigroup.com

Form 36

DPC: 25/30500714 DC

Latest date for receipt of comments: 10 June 2025 Project No. 2024/02711
Responsible committee: CPW/172 Optics and Photonics

Interested committees:

Title: BSEN 1SO 13694 Draft Optics and photonics - Lasers and laser-rel ated equipment - Test methods for laser beam irradiancs
(fluence) distribution.

Please notify the secretary if you are aware of any keywords that might assist in classifying or identifying the standard or if the
content of this standard

i) has any issues related to 3rd party IPR, patent or copyright

ii)  affects other national standard(s)

iii)  requires additional national guidance or information

WARNING: THISISA DRAFT AND MUST NOT BE REGARDED ORUSED ASA BRITISH STANDARD. THISDRAFT
ISNOT CURRENT BEYOND 10 June 2025

This draft is issued to allow comments from interested parties; all comments will be given consideration prior to publication. No
acknowledgement will normally be sent. See overleaf for information on the submission of comments.

No copying is allowed, in any form, without prior written permission from BS| except as permitted under the Copyright, Designs
and Patent Act 1988 or for circulation within a nominating organization for briefing purposes. Electronic circulation is limited to
dissemination by e-mail within such an organization by committee members.

Further copies of this draft may be purchased from BSI Shop http://shop.bsigroup.com or from BS| Customer Services, Tel:
+44(0) 20 8996 9001 or email cservices@bsigroup.com. British, International and foreign standards are also available from BSI
Customer Services.

Information on the co-operating organizations represented on the committees referenced above may be obtained from https://
standardsdevel opment.bsigroup.cony.

Responsible Committee Secretary: Mr Delme Stephenson (BSI) ]
Direct tel: 020 8996 7213 Document Sharing Hub
E-mail: delme.stephenson@bsigroup.com

Full document details: 25/30500714 DC


http://www.avadocuments.com/doc/25-30500714-dc
http://www.avadocuments.com/doc/25-30500714-dc

Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent
rights identified during the development of the document will be in the Introduction and/or on the ISO list of
patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso.org/iso/foreword.htm].

This document was prepared by Technical Committee ISO/TC 172, Optics and photonics, Subcommittee SC 9,
Laser and electro-optical systems.

This fourth edition cancels and replaces the third edition (ISO 13694:201§), which has been technically
revised. The main changes compared to the previous edition are as follows:

» o« ” o«

a) Terminologies “power”, “energy”, “power density”, and “energy density” were replaced by “radiant

T » o«

power”, “radiant energy”, “irradiance”, and “fluence”, respectively, in order to be consistent with
[SO 8000-7 and IEC Electropedia (https://www.electropedia.org/).

b) The terminologies “beam width” and “beam diameter” were restricted to be used only for those given
by the second order moment which is defined in ISO 11146-1, and new terminologies “encircled-power

beam width”, “encircled-power beam diameter”, “clip-level beam width”, and “clip-level beam diameter”
were introduced, in order to avoid confusion of plural definitions.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Many applications of lasers involve using the near-field as well as the far-field irradiance (fluence)
distribution of the beam. The irradiance (fluence) distribution of a laser beam is characterized by the spatial
distribution of radiant power density (radiant energy fluence) with lateral displacement in a particular plane
perpendicular to the direction of propagation. In general, the irradiance (fluence) distribution of the beam
changes along the direction of propagation. Depending on the radiant power (energy), size, wavelength,
polarization, and coherence of the beam, different methods of measurement are applicable in different
situations. Five methods are commonly used: camera arrays (1D and 2D), apertures, pinholes, slits, and
knife edges.

According to ISO 11145, it is possible to use two different definitions for describing and measuring the laser
beam diameter. One definition is based on the measurement of the encircled radiant power (energy); the
other is based on determining the spatial moments of the irradiance (fluence) distribution of the laser beam.

The use of spatial moments is necessary for calculating the beam propagation factor, K, and the beam
propagation ratio, M2, from measurements of the beam widths at different distances along the propagation
axis. ISO 11146-1 describes this measurement procedure. For other applications, other definitions for
the beam diameter can be used. For some quantities used in this document the beam width based on the
encircled radiant power (energy) is more appropriate and easier to use.
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