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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent 
rights identified during the development of the document will be in the Introduction and/or on the ISO list of 
patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee 33, Chassis 
systems and components.

This fourth edition cancels and replaces the third edition (ISO 4925:2005), (2020 instead of 2005)which has 
been technically revised.

The main changes compared to the previous edition are as follows:

—	 the note of intended introduction of a wear and noise test currently under development in the SAE and 
ISO TF lubrication is replaced by introduction of these developed tests methods:

—	 lubrication requirement for noise test is added as pass/fail criterion 6.12;

—	 lubrication requirement for wear test is added as pass/fail criterion 6.13;

—	 few editorial changes.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.

v

﻿
© ISO 2025 – All rights reserved

Full document details: 25/30501158 DC

https://www.iso.org/directives-and-policies.html
https://www.iso.org/iso-standards-and-patents.html
https://www.iso.org/foreword-supplementary-information.html
https://www.iso.org/members.html
http://www.avadocuments.com/doc/25-30501158-dc
http://www.avadocuments.com/doc/25-30501158-dc


ISO/DIS 4925:2025(en)

Introduction

The specifications for fluids given in this document incorporate a range of performance standards in use 
throughout the world at the time of publication. To the already existing requirements to further lubrication 
requirements are added for all classes 3, 4, 5-1, 6 and 7 .

The major use of these fluids is in the hydraulic brake and clutch systems of road vehicles, but they can also 
be used in any suitable hydraulic system.

vi
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DRAFT International Standard ISO/DIS 4925:2025(en)

Road vehicles — Specification of non-petroleum-based brake 
fluids for hydraulic systems

1	 Scope

This document provides the specifications, requirements and test methods, for non-petroleum-based fluids 
used in road-vehicle hydraulic brake and clutch systems that are designed for use with such fluids and 
equipped with seals, cups or double-lipped type gland seals made of styrene-butadiene rubber (SBR) and 
ethylene-propylene elastomer (EPDM).

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies. 

 ASTM  D  3185:2006, Standard test methods for rubber—Evaluation of SBR (Styrene-Butadiene Rubber) 
including mixtures with oil

ASTM D 91, Standard test method for precipitation number of lubricating oils

ASTM D 395, Standard test methods for rubber property — Compression set

ASTM D 412, Standard test methods for vulcanized rubber and thermoplastic elastomers — Tension

ASTM D 746, Standard test method for brittleness temperature of plastics and elastomers by impact

ASTM D 865, Standard test method for rubber — Deterioration by heating in air (test tube enclosure)

ASTM D 1120, Standard test method for boiling point of engine coolants

ASTM D 1121, Standard test method for reserve alkalinity of engine coolants and antirusts

ASTM D 1123, Standard test methods for water in engine coolant concentrate by the Karl Fisher reagent method

ASTM D 1415, Standard test method for rubber property — International hardness

ASTM  D  3182, Standard practice for rubber  — Materials, equipment and procedures for mixing standard 
compounds and preparing standard vulcanized sheets

ASTM E 298, Standard test methods for assay of organic peroxides

DIN 51834-5, Testing of lubricants - Tribological test in the translatory oscillation apparatus - Part 5: 
Quantification of the friction-induced noise development of brake fluids in EPDM-metal contacts

ISO 37, Rubber, vulcanized or thermoplastic — Determination of tensile stress-strain properties

ISO 48-2, Rubber, vulcanized or thermoplastic — Determination of hardness (hardness between 10 IRHD and 
100 IRHD)

ISO 812, Rubber, vulcanized or thermoplastic — Determination of low-temperature brittleness

ISO 815 (all parts), Rubber, vulcanized or thermoplastic — Determination of compression set 

ISO 3104, Petroleum products — Transparent and opaque liquids — Determination of kinematic viscosity and 
calculation of dynamic viscosity

1
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ISO 4926, Road vehicle — Hydraulic braking systems — Non petroleum base reference fluids

3	 Terms and definitions

No terms and definitions are listed in this document.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at http://​www​.electropedia​.org/​

4	 Materials

On visual inspection, the fluid shall be clear and free of suspended matter, dirt and sediment. The quality of 
the materials used shall be such that the resulting product conforms to the requirements of this document 
and that uniformity of performance is ensured. Fluids may be dyed, provided no confusion is possible 
between them and other types of fluids.

5	 Specifications

The product shall meet the requirements for the appropriate class in accordance with Table 1, using the test 
methods according to Clause 6.

Table 1 — Brake fluid specifications — Tests and requirements

Test  
method 

(subclause)
Test description Unit

Requirement(s)
Class 

3
Class 

4
Class 
5–1

Class 
6

Class 
7

6.1 Viscosity
at −40 °C mm2/s ≤1 500 ≤900 ≤750 ≤750
at 100 °C mm2/s ≥1,5

6.2 Equilibrium reflux boiling point (ERBP) °C ≥205 ≥230 ≥260 ≥250 ≥260
6.2.6 Wet ERBP °C ≥140 ≥155 ≥180 ≥165 ≥180
6.3 pH — 7 to 11,5
6.4 Fluid stability
6.4.1 High-temperature stability °C ±5 °C
6.4.2 Chemical stability °C ±5 °C
6.5 Corrosion

Metal strip characteristics after testing
Mass change

Tinned iron mg/cm2 −0,2 to 0,2
Steel mg/cm2 −0,2 to 0,2
Aluminium mg/cm2 −0,1 to 0,1
Cast iron mg/cm2 −0,2 to 0,2
Brass mg/cm2 −0,4 to 0,4
Copper mg/cm2 −0,4 to 0,4

Aspect — No pitting or roughness outside 
contact area

Staining/discoloration — Permitted
Liquid characteristics after testing

2
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Test  
method 

(subclause)
Test description Unit

Requirement(s)
Class 

3
Class 

4
Class 
5–1

Class 
6

Class 
7

Aspect — No gel, none adhering crystals
pH — 7 to 11,5
Sediment % vol. ≤0,1

Rubber cup characteristics after testing
Blisters or carbon black separation at 
surface

— None

Hardness decrease IRHD ≤15
Base diameter increase mm ≤1,4
Volume increase % ≤16

6.6 Fluidity and appearance at low temperatures
6.6.1 at −40 °C for 144 h

Aspect — Clear and homogeneous
Bubble flow time s ≤10
Sediments — Absence

6.6.2 at −50 °C for 6 h
Aspect — Clear and homogeneous
Bubble flow time s ≤35
Sediments — Absence

6.7 Water tolerance
6.7.1 at −40 °C for 22 h

Aspect — Clear and homogeneous
Bubble flow time s ≤10
Sediments — Absence

6.7.2 at 60 °C for 22 h
Aspect — Clear and homogeneous
Sediments % vol. ≤0,05

6.8 Compatibility/miscibility with ISO 4926 fluid
6.8.1 at − 40 °C for 22 h

Aspect — Clear and homogeneous
Sediments — Absence

6.8.2 at 60 °C for 22 h
Aspect — Clear and homogeneous
Sediments % vol. ≤0,05

6.9 Resistance to oxidation
Metal strip aspect — No pitting or roughness 

no more than a trace of gum
Staining/discoloration — Permitted
Mass change of aluminium strip mg/cm2 −0,05 to +0,05
Mass change of cast iron strip mg/cm2 −0,3 to +0,3

6.10 Effect on rubber
6.10.1.1 Styrene butadiene rubber (SBR)

at 120 °C
Cup diameter increase mm 0,15 to 1,4

Table 1 (continued)Table 1 (continued)
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Test  
method 

(subclause)
Test description Unit

Requirement(s)
Class 

3
Class 

4
Class 
5–1

Class 
6

Class 
7

Hardness change IRHD −15 to 0
Volume increase % 1 to 16
Blisters or carbon black separation at 
surface — None

6.10.1.2 Ethylene propylene diene monomer (EPDM)
at 120 °C

Hardness change IRHD −15 to 0
Volume change % 0 to 10
Blisters or carbon black separation at 
surface — None

6.11 Reserve alkalinity according to ASTM D 1121 mL to be reported
6.12 FIN

1 .
1

6.13 FIW
.

1
1

6	 Test methods

6.1	 Viscosity

6.1.1	 General

Determine the kinematic viscosity of the fluid in accordance with ISO 3104.

Report the viscosity to the nearest 1 mm2/s at −40 °C and to the nearest 0,01 mm2/s at +100 °C. Duplicate 
runs that agree within 1,2 % relative are acceptable for averaging (95 % confidence level).

6.1.2	 Repeatability (single analyst)

The coefficient of variation of results (each the average of duplicates) obtained by the same analyst on 
different days shall not be greater than 0,4 % at 47 degrees of freedom. Two such values shall be considered 
unacceptable (95 % confidence level) if they differ by more than 1,2 %.

6.1.3	 Reproducibility (multi-laboratory)

The coefficient of variation of results (each the average of duplicates) obtained by analysts in different 
laboratories shall not be greater than 1,0 % at 15 degrees of freedom. Two such values shall be considered 
unacceptable (95 % confidence level) if they differ by more than 3,0 %.

Table 1 (continued)Table 1 (continued)
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