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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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English Version

Aluminium and aluminium alloys - Chemical composition
and form of wrought products - Part 3: Chemical
composition and form of products

Aluminium et alliages d'aluminium - Composition Aluminium und Aluminiumlegierungen - Chemische
chimique et forme des produits corroyés - Partie 3 : Zusammensetzung und Form von Halbzeug - Teil 3:
Composition chimique et forme des produits Chemische Zusammensetzung und Erzeugnisformen

This draft European Standard is submitted to CEN members for enquiry. It has been drawn up by the Technical Committee
CEN/TC 132.

If this draft becomes a European Standard, CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

This draft European Standard was established by CEN in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.

Recipients of this draft are invited to submit, with their comments, notification of any relevant patent rights of which they are
aware and to provide supporting documentation.

Warning : This document is not a European Standard. It is distributed for review and comments. It is subject to change without
notice and shall not be referred to as a European Standard.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2025 CEN  All rights of exploitation in any form and by any means reserved Ref. No. prEN 573-3:2025 E
worldwide for CEN national Members.
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European foreword

This document prEN 573-3:2025 has been prepared by Technical Committee CEN/TC 132 “Aluminium
and aluminium alloys”, the secretariat of which is held by AFNOR.

This document is currently submitted to the CEN Enquiry.
This document will supersede EN 573-3:2019+A2:2023.

prEN 573-3:2025 includes the following significant technical changes with respect to
EN 573-3:2019+A2:2023:

— addition of the alloy EN AW-2007C in Table 2 and A.2;

— addition of the alloy EN AW-2033 in Table 2 and A.2;

— addition of the alloy EN AW-2077 in Table 2 and A.2;

— addition of the alloy EN AW-2079 in Table 2 and A.2;

— addition of the alloy EN AW-6035 in Tables 6 and A.6;

— addition of the alloy EN AW-6084 in Tables 6 and A.6;

— modification of the order of alloys to conform with Aluminium Association System.

EN 573 comprises the following parts under the general title Aluminium and aluminium alloys — Chemical
composition and form of wrought products:

— Part 1: Numerical designation system;

— Part 2: Chemical symbol based designation system;
— Part 3: Chemical composition and form of products;
— Part 4: Forms of products;

— Part 5: Codification of standardized wrought products.
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1 Scope

This document specifies the chemical composition limits of wrought aluminium and wrought aluminium
alloys and form of products.

NOTE The chemical composition limits of aluminium and aluminium alloys specified herein are completely
identical with those registered with the Aluminium Association, 1525, Wilson Boulevard, Suite 600, Arlington,
VA 22209, USA, for the corresponding alloys.

2 Normative references
The following documents are referred to in the text in such a way that some or all of their content

constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 485-2, Aluminium and aluminium alloys — Sheet, strip and plate — Part 2: Mechanical properties
Aluminium and aluminium alloys - Rolled products for cans, closures and lids - Specifications
EN 546-2, Aluminium and aluminium alloys - Foil - Part 2: Mechanical properties

, Aluminium and aluminium alloys - Impact extrusion slugs obtained from wrought products -
Specification

EN 586-2, Aluminium and aluminium alloys - Forgings - Part 2: Mechanical properties and additional
property requirements

N 573-2, Aluminium and aluminium alloys - Chemical composition and form of wrought products - Part 2:
Chemical symbol based designation system

N 603-2, Aluminium and aluminium alloys - Wrought forging stock - Part 2: Mechanical properties
N 683-2, Aluminium and aluminium alloys - Finstock - Part 2: Mechanical properties
N 754-2, Aluminium and aluminium alloys - Cold drawn rod/bar and tube - Part 2: Mechanical properties

EN 755-2, Aluminium and aluminium alloys - Extruded rod/bar, tube and profiles - Part 2: Mechanical
properties

EN 1301-2, Aluminium and aluminium alloys - Drawn wire - Part 2: Mechanical properties
EN 1592-2, Aluminium and aluminium alloys - HF seam welded tubes - Part 2: Mechanical properties

EN 1715-2, Aluminium and aluminium alloys - Drawing stock - Part 2: Specific requirements for electrical
applications

EN 1715-3, Aluminium and aluminium alloys - Drawing stock - Part 3: Specific requirements for mechanical
uses (excluding welding)

EN 1715-4, Aluminium and aluminium alloys - Drawing stock - Part 4: Specific requirements for welding
applications
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3 Terms and definitions

No terms and definitions are listed in this document.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

e ISO Online browsing platform: available at https: //www.iso.org/obp

e |EC Electropedia: available at https://www.electropedia.org/

4 Chemical composition limits

The chemical composition of aluminium and aluminium alloys is specified in percentage by mass in
Tables 1 to 8. Limits of impurities are expressed as a maximum; limits of alloying elements shown as a
range. Aluminium is specified as a minimum for unalloyed aluminium, and as a remainder for aluminium
alloys.

The chemical composition of internationally registered wrought aluminium and wrought aluminium
alloys not listed in this document can be found in Teal sheet [2].

Analysis shall be made for elements which are specified, for example Pb, Sn, Bi, Sb, Zr.
5 Writing rules

5.1 Standard limits for alloying elements and impurities are expressed in percentage by mass to the
following decimal places:

— less than 0,001 % 0,000%;
— 0,001 % butless than 0,01 % 0,00X;
— 0,01 % but less than 0,10 %:
— unalloyed aluminium made by a refining 0,0XX;
process
—  others 0,0X;
— 0,10%to 0,55 % 0,XX;
— over 0,55 % 0,X; X,X; XX,X.

Exception: combined Si + Fe limits for 1xxx designations shall be expressed as 0,XX or 1,XX.

5.2 The aluminium content for unalloyed aluminium made by a refining process is the difference
between 100,00 % and the sum of all other metallic elements present in amounts of 0,001 0 % or more
each, expressed to the third decimal place before determining the sum, which is rounded to the second
decimal place before subtracting.

For unalloyed aluminium not made by a refining process, the aluminium content is the difference

between 100,00 % and the sum of all other metallic elements present in amounts of 0,010 % or more each
expressed to the second decimal place before determining the sum.
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6 Alloy designations

The numerical designation systems used in Teal sheets and European Standards for wrought aluminium
alloys are identical. As specified in [EN 573-1| [4] the prefix EN AW- is added.

The alternative chemical symbol based alloy designation system shall be based on [EN 573-2.

Both the numerical and the chemical symbol based designations are indicated in Tables 1 to 8.

The International numerical system is the preferred one. The chemical symbol based designations are
indicated for reference only.

To introduce new wrought aluminium and wrought aluminium alloys in standards, Annex B shall be
followed.

7 Sequence of elements

Standard limits for alloying elements and impurities are expressed in the following sequence: silicon, iron,
copper, manganese, magnesium, chromium, nickel, zinc, titanium, gallium, vanadium, remarks, other
elements each, other elements total, aluminium.

Limits of additional specified elements are inserted in alphabetical order of their chemical symbols under
“Remarks”.

8 Rounding rules for determination of compliance

In recording chemical analysis test results, the number representing the result for any element specified
in this document shall be expressed to the same number of decimal places as the corresponding number
in this document. For unalloyed aluminium, the aluminium content is derived as described in 5.2.

The following rounding rules shall be used for determination of compliance with this document:
a) when the figure immediately after the last figure to be retained is less than 5, the last figure to be

retained remains unchanged;

b) when the figure immediately after the last figure to be retained is greater than 5, or equal to 5 and
followed by at least one figure other than 0, the last figure to be retained is increased by 1;

c) when the figure immediately after the last figure to be retained is equal to 5 and followed by zeros
only, the last figure to be retained remains unchanged if even and is increased by 1 if odd.
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Table 1 — Aluminium — 1000 series

Alloy designation Others 2 Aluminium
Numerical Chemical Si Fe Cu Mn Mg Cr | Ni Zn Ti Ga \' Remarks Each Total -
symbols b

Ehre ENg‘;Yg'Al 025 | 040 | 005 | 005 | 005 | - | - | 007 | 005 . - - 003 | - 99,50¢
Ell\lofz‘(’)v' ENQ’E'AI 0,25 | 035 0,05 003 | 003 | - | - | 005 003 - 0,05 - 0,03 - 99,60¢
Ehsae ENQ’;'AI 020 | 025 | 003 | 003 | 003 | - | - | 007 | 003 - - - 003 | - 99,70¢
B Eggg"(\;?l 015 | 015 | 003 | 002 | 002 | - | - | 006 | 002 | 003 - e 002 | - 99,80¢
EAAY: E“;Q;VS'AI 010 | 012 | 003 | 002 | 002 | - | - [003]| 002 | 003 | 005 . 001 | - 99,85¢
A E“;Q;V(;Al 007 | 007 | 002 | 001 | 001 | - | - |003]| 001 | 003 | 005 : 001 | - 99,90¢
Ay El\gé"(’a‘gm 0,010 | 0,006 | 0,003 : : - | - |o015]| 0003 . - - 0,003 | - 99,984
EN AW El;lgf,\(\)/&Al 0,95 Si + Fe 06,0250_ 0,05 : -l - o1 | - : - e 005 | 015 | 99,00¢
00 | Teog | woosi+Fe | 005 | 005 : - | - ] o010 | 005 : - e 005 | 0,15 | 99,00¢
B - Eggﬁ)"(\;?l 100Si+Fe | 010 | 030 | 030 |010| - | 010 | - - - - 005 | 0,15 | 99,00
A " (fg’v‘i' 030 | 08 004 | 001 | 025 |001| - | - - - - 0,8’305 Bl 003 | 015 | 9910e
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Alloy designation Others @ Aluminium
) Chemical Si Fe Cu Mn Mg Cr Ni Zn Ti Ga \% Remarks Total )
Numerical Each min.
symbols b
EN AW- EN AW-Al .
- - - - - c
1235 99,35 0,65 Si + Fe 0,05 0,05 0,05 0,10 0,06 0,05 0,03 99,35
EN AW- EN AW-Al 0,05 B;
_ _ _ _ ] ] C
1350 99,5 010 | 040 0,05 0,01 0,01 0,05 0,03 002veTi| 003 | 010 | 9950
EN AW- EN AW-Al 0,03 Cr +
- - - - - - ’ - c
1350A 99,5() | 25| 040 | 002 0,05 0,05 MrsTisy| 003 99,50
EN AW- EN AW-Al 0,10-
- - ’ - - - c
1450 99 5Ti 0,25 0,40 0,05 0,05 0,05 0,07 0.20 e 0,03 99,50
EN AW- EN AW-Al 0,02 B;
_ _ _ ) ) C
EN AW- EN AW-Al
- - - - - - d
EN AW- EN AW-Al 0,006 0,006 0,006 0,002 0,006 - - 0,006 | 0,002 0,005 0,005 - 0,002 - 99 99d
1199 99,99 ’
a4 “Others” includes listed elements for which no specific limit is shown as well as unlisted metallic elements. The producer may analyse samples for trace elements not specified in the registration
or specification. However, such analysis is not required and might not cover all metallic “Other” elements. Should any analysis by the producer or the purchaser establish that an “Others” element
exceeds the limit of “Each” or that the aggregate of several “Others” elements exceeds the limit of “Total”, the material shall be considered non-conforming.
b The sum of those “Others” metallic elements 0,010 % or more each, expressed to the second decimal place before determining the sum.
¢ The aluminium content for unalloyed aluminium not made by a refining process is the difference between 100,00 % and the sum of all other metallic elements present in amounts of 0,010 % or
more each, expressed to the second decimal place before determining the sum.
d  The aluminium content for unalloyed aluminium made by a refining process is the difference between 100,00 % and the sum of all other metallic elements present in amounts of 0,001 0 % or
more each, expressed to the third decimal before determining the sum, which is rounded to the second decimal place before subtracting.
€ 0,000 3 max. Be for welding electrode, welding rod and filler wire only.
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Table 2 — Aluminium alloys — 2000 series — Al Cu

Alloy designation Others2 Aluminium

Chemical Si Fe Cu Mn Mg Cr Ni Zn Ti Ga \% Remarks

Numerical symbols Each Total? min.

EN AW-2001 c}il; ?&Vg-aln 0,20 0,20 56'20‘ 061550_ 0(32405_ 0,10 | 0,05 | 0,10 | 0,20 - - 0,05 7Zr € 0,05 0,15 Remainder

EN AW-2007 CEEP‘?)VI\X;‘V}H 0,8 0,8 3436‘ 0'158‘ 0'143‘ 0,10 | 0,20 | 0,8 0,20 - - d 0,10 0,30 Remainder
EN AW-Al 33- | 020- | 0,40- 0,10 - 1,0 Bi .

EN AW-2007C | 4PbMgMn(C) 0,8 0,8 46 10 18 0,10 | 0,20 | 0,8 0,20 - - 0,05 0,15 Remainder

0,10 Pb

EN AW-2011 Ecligg‘ill;ﬁl 0,40 0,7 56'00‘ - - - - 0,30 - - - e 0,05 0,15 Remainder

EN AW-2011A Ciﬁé‘ggéi) 0,40 0,50 46'50‘ - - - - 0,30 - - - e 0,05 0,15 Remainder

EN AW-2014 Ecli f;vl\;[‘;l 0,50-1,2 0,7 35'90‘ 0'143‘ 0'023‘ 010 | - 025 | 015 - - f 0,05 0,15 Remainder

EN AW-2014A CEIA\}ISI?I\\//IV{D;?A) 0,50-0,9 | 0,50 35'90‘ O'fg‘ 0'023‘ 0,10 | 0,10 | 0,25 | 0,15 - - 0,20 Zr+Ti | 0,05 0,15 Remainder
EN AW-Al 39- | 040- | 0,20- .

EN AW-2214 Cu4SiMg(B) 0,50-1,2 0,30 20 12 08 0,10 - 0,25 0,15 - - f 0,05 0,15 Remainder

: _ _ _ _ Ag 0,30-0,7

EN AW-2016 EN AW-Al 0,30-0,7 0,15 35 0,10 0,30 - - - 0,05 - - 0,05 0,15 Remainder
Cu4SlMgAg 4,5 0,50 0,8 0,15 7r 0’10_0’25

EN AW-2017A C?L@’giﬁ) 0,20-0,8 0,7 3455‘ O'fg‘ 0'148‘ 0,10 - 0,25 - - - 0,25 Zr+Ti 0,05 0,15 Remainder

EN AW-2117 Eﬂ?ﬁﬁ@‘ 0,8 0,7 23:20‘ 0,20 062500_ 0,10 - 0,25 - - - - 0,05 0,15 Remainder

EN AW-2618A Cﬁgl\?gﬁn 00'1255_ 0,9-1,4 12'87_ 0,25 | 1,2-1,8 - 01'84_ 0,15 0,20 - - 0,25 Zr+Ti 0,05 0,15 Remainder
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Alloy designation Others?2 Aluminium
Numerical Chemical Si Fe Cu Mn Mg Cr Ni Zn Ti Ga \% Remarks Each b in
symbols Tota )
5,8- 0,20- 0,02- 0,05- .
EN AW-2219 | EN AW-Al Cu6Mn 0,20 0,30 6.8 0,40 0,02 - - 0,10 0,10 - 0,15 0,10-0,25 Zr 0,05 0,15 Remainder
EN AW-Al 5,8- 0,20- 0,10- 0,05-
~ ) ] ~ _ ) _ ) h :
EN AW-2319 CubMn(A) 0,20 0,30 68 0.40 0,02 0,10 0.20 015 | 0,10-0,25Zh | 0,05 0,15 Remainder
3,8- 0,30- .
EN AW-2024 | EN AW-Al Cu4Mg1l 0,50 0,50 49 09 1,2-1,8 | 0,10 - 0,25 0,15 - - f 0,05 0,15 Remainder
EN AW-Al 3,8- 0,30- .
EN AW-2124 Cu4Mg1(A) 0,20 0,30 49 0,9 1,2-1,8 | 0,10 - 0,25 0,15 - - f 0,05 0,15 Remainder
EN AW-Al 3,3- 0,20- 0,50- 0,20 Bi; 0,8- .
EN AW-2030 Cu4PbMg 0,8 0,7 45 10 13 0,10 - 0,50 0,20 - - 15 Pb 0,10 0,30 Remainder
EN AW-Al 1,8- 0,6- .
EN AW-2031 Cu2,5NiMg 0,50-1,3 | 0,6-1,2 28 0,50 0,6-1,2 - 14 0,20 0,20 - - - 0,05 0,15 Remainder
EN AW-Al 2,2 - 0,40 - 0,20 - . _ .
EN AW-2033 Cu2,5MnSiMgBi 0,10-1,2 0,7 2.7 1,0 0,6 0,15 | 0,15 0,50 0,10 Bi: 0,05 -0,8 0,05 0,15 Remainder
Li: 0,15
i Bi: 0,20-0,9
EN AW-2077 EN AW Al. . 10,40-1,0 0,7 40 06-12|06-12| 0,20 | 0,20 | 0,25 0,15 0,05 0,15 Remainder
Cu4,5MgMnSiBi -5,0 Ag: 0,15
Zr: 0,15
i _ _ _ _ 0,8-1,0Li
EN AW-2079 EN AW Al. 0,12 0,15 3,0 0,10 0,05 - - 08 0,10 - - 0,05 0,15 Remainder
Cu3,5Zn1Lil 38 | 035 | 035 1,2 0,05 - 0,15 Zr
EN AW-Al 1,8- .
EN AW-2091 CuzLizMgL5 0,20 0,30 g 0,10 | 1,1-1,9 | 0,10 | - 0,25 0,10 - - 0,04-0,16 Zr& | 0,05 0,15 Remainder
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Alloy designation Others?2 Aluminium
Numerical Chemical Si Fe Cu Mn Mg Cr Ni Zn Ti Ga A Remarks Each b -
symbols Total )

2 “Others” includes listed elements for which no specific limit is shown as well as unlisted metallic elements. The producer may analyse samples for trace elements not specified in the registration
or specification. However, such analysis is not required and might not cover all metallic “Other” elements. Should any analysis by the producer or the purchaser establish that an “Others” element
exceeds the limit of “Each” or that the aggregate of several “Others” elements exceeds the limit of “Total”, the material shall be considered non-conforming.

b The sum of those “Others” metallic elements 0,010 % or more each, expressed to the second decimal place before determining the sum.

¢ 0,003 max. Pb.

4" 0,20 Bi; 0,8-1,5 Pb; 0,20 Sn.

€ 0,20-0,6 Bi; 0,20-0,6 Pb.

£ Zr + Tilimit of 0,20 maximum may be used for extruded and forged products if mutually agreed by supplier or manufacturer and purchaser.

g 1,7-23Li

h 0,000 3 max. Be for welding electrode, welding rod and filler wire only.
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Table 3 — Aluminium alloys — 3000 series — Al Mn

Alloy designation Others @ Aluminium
Si Fe Cu Mn Mg Cr [Ni| Zn Ti Ga \% Remarks
Numerical | Chemical Symbols Each | TotalP min.
EN AW- EN AW-Al 0,05- 0,05- .
3002 Mn0,2Mg0,1 0,08 0,10 0,15 0,25 0,20 - - 0,05 | 0,03 - 0,05 - 0,03 0,10 Remainder
EN AW- 0,05- .
3102 EN AW-Al Mn0,2 0,40 0,7 0,10 0,40 - - - 1030 | 0,10 - - - 0,05 0,15 Remainder
EN AW- 0,05- .
3003 EN AW-Al Mn1Cu 0,6 0,7 0,20 1,0-1,5 - - - 10,10 - - - - 0,05 0,15 Remainder
EN AW- . .
3103 EN AW-Al Mn1 0,50 0,7 0,10 0,9-1,5 0,30 0,10 | - | 0,20 - - - 0,10 Zr+Ti€ | 0,05 0,15 Remainder
EN AW- . .
3103A EN AW-Al Mn1(A) 0,50 0,7 0,10 0,7-1,4 0,30 0,10 | - | 0,20 | 0,10 - - 0,10 Zr+Ti 0,05 0,15 Remainder
EN AW- .
3004 EN AW-Al Mn1Mgl1 | 0,30 0,7 0,25 1,0-1,5 | 0,8-1,3 - - 10,25 - - - - 0,05 0,15 Remainder
EN AW- EN AW-Al 0,05- .
3104 Mn1Mg1Cu 0,6 0,8 0,25 0,8-1,4 | 0,8-1,3 - - 10251 0,10 | 0,05 | 0,05 - 0,05 0,15 Remainder
EN AW- .
3005 EN AW-Al Mn1Mg0,5| 0,6 0,7 0,30 1,0-1,5 | 0,20-0,6 | 0,10 | - | 0,25 | 0,10 - - - 0,05 0,15 Remainder
EN AW- EN AW-Al .
3005A Mn1Mg0,5(A) 0,7 0,8 0,30 1,0-1,5 | 0,20-0,6 | 0,10 | - | 0,40 | 0,10 - - - 0,05 0,15 Remainder
EN AW- EN AW-Al .
3105 Mn0,5Mg0,5 0,6 0,7 0,30 0,30-0,8 | 0,20-0,8 | 0,20 | - | 0,40 | 0,10 - - - 0,05 0,15 Remainder
EN AW- EN AW-Al .
3105A Mn0,5Mg0,5(A) 0,6 0,7 0,30 0,30-0,8 | 0,20-0,8 | 0,20 | - | 0,25 | 0,10 - - - 0,05 0,15 Remainder
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Alloy designation Others @ Aluminium
Si Fe Cu Mn Mg Cr [Ni| Zn Ti Ga \% Remarks
Numerical | Chemical Symbols Each | TotalP min.
EN AW- EN AW-Al .
3105B Mn0,6Mg0,5 0,7 0,9 0,30 0,30-0,9 | 0,20-0,8 | 0,20 | - | 0,50 | 0,10 - - 0,10 Pb 0,05 0,15 Remainder
EN AW- 0,25- 0,25- .
3017 EN AW-Al Mn1Cu0,3 | 0,25 0,45 0,40 0,8-1,2 0,10 0,15 | - | 0,10 | 0,05 - - - 0,05 0,15 Remainder
EN AW- .
3207 EN AW-Al Mn0,6 0,30 0,45 0,10 0,40-0,8 0,10 - - 10,10 - - - - 0,05 0,10 Remainder
EN AW- .
3207A EN AW-Al Mn0,6(A) | 0,35 0,6 0,25 0,30-0,8 0,40 0,20 | - | 0,25 - - - - 0,05 0,15 Remainder
a4 “Others” includes listed elements for which no specific limit is shown as well as unlisted metallic elements. The producer may analyse samples for trace elements not specified in the registration
or specification. However, such analysis is not required and might not cover all metallic “Other” elements. Should any analysis by the producer or the purchaser establish that an “Others” element
exceeds the limit of “Each” or that the aggregate of several “Others” elements exceeds the limit of “Total”, the material shall be considered non-conforming.
b The sum of those “Others” metallic elements 0,010 % or more each, expressed to the second decimal place before determining the sum.
¢ 0,000 3 max. Be for welding electrode, welding rod and filler wire only.
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Table 4 — Aluminium alloys — 4000 series — Al Si

Alloy designation Others2 Aluminium
Si Fe Cu Mn Mg Cr Ni Zn Ti Ga V | Remarks
Numerical | Chemical symbols Each |Totalb min.
EN AW- EN AW-Al .
4004 Si10Mg1,5 9,0-10,5 0,8 0,25 0,10 | 1,0-2,0 - - 0,20 - - - - 0,05 0,15 Remainder
EN AW- EN AW-Al 0,02- .
4104 Si10MgBi 9,0-10,5 0,8 0,25 0,10 | 1,0-2,0 - - 0,20 - - - 0,20 Bi 0,05 0,15 Remainder
Efo‘?)‘év' EN AW-Al SilFe | 0,8-1,2 0'052' 0,10 | 0,05 | 0,01 0,20 - 0,05 - - - - 0,05 0,15 | Remainder
EN AW- . 0,40- 0,8- 0,05- | 0,15- .
4007 EN AW-Al Si1,5Mn | 1,0-1,7 10 0,20 15 0,20 0,25 0,7 0,10 0,10 - - 0,05 Co 0,05 0,15 Remainder
EN AW- . 0,6- 0,10- .
4015 EN AW-Al Si2Mn 1,4-2,2 0,7 0,20 12 0,50 - - 0,20 - - - - 0,05 0,15 Remainder
EN AW- EN AW-Al 0,10- 0,6- 0,10- .
4115 Si2MnMgCu 1,8-2,2 0,7 0,50 12 0,50 - - 0,20 - - - - 0,05 0,15 Remainder
EN AW- . 0,6- 0,50- .
4016 EN AW-AI Si2MnZn | 1,4-2,2 0,7 0,20 12 0,10 - - 13 - - - - 0,05 0,15 Remainder
EN AW- EN AW-Al 0,10- 0,6- 0,10- .
4017 SiMnMgCu 0,6-1,6 0,7 0,50 12 0,50 - - 0,20 - - - - 0,05 0,15 Remainder
EZOTQI EN AW-AI Si7Mg 6,5-7,5 0,20 0,05 0,10 0’052_ - - 0,10 0,20 - - |c 0,05 0,15 Remainder
EN AW- EN AW- Al 0,30- | 0,6- | 0,10 -
_ ) ) ) _ _ A A _ _ _ .
4025 Si2MnCuMg 1,2-2,2 0,7 0.7 12 0,50 0,20 0,20 0,05 0,15 | Remainder
EN AW- EN AW-Al 11,0- 0,50- 0,50- .
4032 Si12,5MgCuNi 13,5 1,0 13 - 0,8-1,3 0,10 13 0,25 - - - - 0,05 0,15 Remainder
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Alloy designation Others?2 Aluminium
Si Fe Cu Mn Mg Cr Ni Zn Ti Ga V | Remarks
Numerical | Chemical symbols Each |Totalb min.
EN AW- . .
4043A EN AW-Al Si5(A) 4,5-6,0 0,6 0,30 0,15 0,20 - - 0,10 0,15 - - - 0,05 0,15 Remainder
EZﬁ:,;v_ EN AW-AI Si7,5 6,8-8,2 0,8 0,25 0,10 - - - 0,20 - - - - 0,05 0,15 Remainder
EN AW- . .
4045 EN AW-AI Si10 9,0-11,0 0,8 0,30 0,05 0,05 - - 0,10 0,20 - - - 0,05 0,15 Remainder
ENAW=| EN Aw-alSitomMg | 9,0-11,0 | 0,50 | 003 | 040 | 220" - - 0,10 0,15 - - e 0,05 | 0,15 | Remainder
4046 0,50
EN AW- . 11,0- .
4047A EN AW-Al Si12(A) 13,0 0,6 0,30 0,15 0,10 - - 0,20 0,15 - - |c 0,05 0,15 Remainder
a4 “QOthers” includes listed elements for which no specific limit is shown as well as unlisted metallic elements. The producer may analyse samples for trace elements not specified in the registration
or specification. However, such analysis is not required and might not cover all metallic “Other” elements. Should any analysis by the producer or the purchaser establish that an “Others” element
exceeds the limit of “Each” or that the aggregate of several “Others” elements exceeds the limit of “Total”, the material shall be considered non-conforming.
b The sum of those “Others” metallic elements 0,010 % or more each, expressed to the second decimal place before determining the sum.
¢ 0,000 3 max. Be for welding electrode, welding rod and filler wire only.
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Table 5 — Aluminium alloys — 5000 series — Al Mg

Alloy designation Others@ Aluminium
Numerical Chemical Si Fe Cu Mn Mg Cr Ni Zn Ti Ga \% Remarks Each Totalb i
symbols
EEO%‘Q/' El\l\fl gAl"g’];?I 030 | 07 0,20 0,20 ij 2" 0,10 - 0,25 - - - - 0,05 0,15 Remainder
Esl\(l) (?;/Yx_ El\l\j[ ;\1‘?’6?1 0,30 | 0,45 0,05 0,15 0&’ 0,10 - 0,20 - - - - 0,05 0,15 Remainder
EE;(\)‘Q" 55&‘%@1 0,08 | 0,08 - 0,03 01"71‘ - 0,05 | 0,02 - - - 0,02 - Remainder
EES%‘Q" %I\ég‘l\’/‘[’;i‘l 0,06 | 0,04 - 0,03 01'?1‘ - 0,04 | 0,01 - - - 0,01 - Remainder
Eggg‘g" gg?gx/lﬁ 0,01 | 0,008 - - 01'?1' - 0,01 | 0,008 | - - g'eoffi 0,003 - Remainder
EEO%‘QI' 15121?\4‘/\111_0% 0,40 | 0,80 0,10 Oég' 01'?3' 0,10 - 0,25 | 0,10 - - - 0,05 0,15 Remainder
EEOT(’)V' %/[I\Igg‘évl\;[‘f 0,40 | 0,7 0,25 06}3%_ 0'02'2' 0,15 - 0,30 | 0,10 - - - 0,05 0,15 Remainder
E?ﬁ‘g" 9%{\;?1\‘2;315 0,08 | 0,08 - 0,03 0'03:2' - - 0,05 | 0,02 - - - 0,02 - Remainder
Egzq\(/)v- ggﬁ\;ﬁ 0,06 | 0,04 - 0,03 O'O‘ng' - - 0,04 | 0,01 - - - 0,01 - Remainder
Eggz}\(/)v- 9]31,\;21\‘//};315 0,01 | 0,008 - - 0’5 2' - - 0,01 | 0,008 | - - gfffi 0,003 - Remainder
Egoq‘g' 151231?\/1‘/\111_01?411 0,25 | 0,40 0,10 0'02,2' 2?;,66' 0,30 - 0,20 | 0,15 - - (1)\;[2n(1-_(20r’f 0,05 0,15 Remainder
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