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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.

Full document details: 25/30503218 DC

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/25-30503218-dc
http://www.avadocuments.com/doc/25-30503218-dc

DRAFT
International
Standard

ISO/DIS 10704

ISO/TC 147/SC 3

Water quality — Gross alpha and

gross beta activity — Test method Secretariat: AFNOR
using thin source deposit Voting begins on:
2025-08-27

Qu,alité de l'eau — Act{viAtés alpha globale et béta globale — Voting terminates on:
Méthode d'essai par dépot d'une source fine 2025-11-19

ICS: 13.060.60; 13.280

THIS DOCUMENT IS A DRAFT CIRCULATED
FOR COMMENTS AND APPROVAL. IT

IS THEREFORE SUBJECT TO CHANGE

AND MAY NOT BE REFERRED TO AS AN
INTERNATIONAL STANDARD UNTIL

This document is circulated as received from the committee secretariat. PUBLISHED AS SUCH.

IN ADDITION TO THEIR EVALUATION AS
BEING ACCEPTABLE FOR INDUSTRIAL,
TECHNOLOGICAL, COMMERCIAL AND
USER PURPOSES, DRAFT INTERNATIONAL
ISOICEN PARALLEL PROCESS' NG STANDARDS MAY ON OCCASION HAVE TO

BE CONSIDERED IN THE LIGHT OF THEIR
POTENTIAL TO BECOME STANDARDS TO
WHICH REFERENCE MAY BE MADE IN
NATIONAL REGULATIONS.

RECIPIENTS OF THIS DRAFT ARE INVITED

TO SUBMIT, WITH THEIR COMMENTS,
NOTIFICATION OF ANY RELEVANT PATENT
RIGHTS OF WHICH THEY ARE AWARE AND TO
PROVIDE SUPPORTING DOCUMENTATION.

ocuments

Document Sharing Hub

Reference number © 1SO 2025
ISO/DIS 10704:2025(en)

Full document details: 25/30503218 DC


http://www.avadocuments.com/doc/25-30503218-dc
http://www.avadocuments.com/doc/25-30503218-dc

ISO/DIS 10704:2025(en)

COPYRIGHT PROTECTED DOCUMENT

© 1S0 2025

All rights reserved. Unless otherwise specified, or required in the context of its implementation, no part of this publication may
be reproduced or utilized otherwise in any form or by any means, electronic or mechanical, including photocopying, or posting on
the internet or an intranet, without prior written permission. Permission can be requested from either ISO at the address below
or ISO’s member body in the country of the requester.

ISO copyright office

CP 401 o Ch. de Blandonnet 8

CH-1214 Vernier, Geneva

Phone: +41 22 749 01 11

Email: copyright@iso.org

Website: www.iso.org
Published in Switzerland

Documents
© IS0 2025 - All rights reserved Document Sharing Hub
ii
Full document details: 25/30503218 DC


https://www.iso.org
http://www.avadocuments.com/doc/25-30503218-dc
http://www.avadocuments.com/doc/25-30503218-dc

ISO/DIS 10704:2025(en)

Contents Page
Foreword
Introduction
1
2
3
4
5
6 Chemical reagents and equipment
6.1 Reagents..........
6.1.1 General
6.1.2 Standard solutions.................
6.1.3 Wetting or surfactant agents
6.1.4  Volatile OrgamniC SOIVEIES. ...t
6.1.5 Ultrapure water, with a resistivity of more than 18,2 MQ cm at 25 °C and total
organic carbon 1ess than 1 @Il e 4
6.1.6  Specific reagents for alpha-emitting radionuclides co-precipitation..............ccee
6.2 B QUUIPITIEIIT .
6.2.1 Laboratory equipment for direct evaporation...
6.2.2 General equipment
6.2.3 Special equipment for alpha-emitting radionuclide co-precipitation............... 5
6.2.4  Measurement @QUIPITIEIIE ... ..o 5
7 SAMMPLIIIG .. 5
8 PTOCEAUIE.........ooooce e85 5 8 55858
8.1 Preliminary
8.2 SOUTCE PIEPATATION ..o 6
8.2.1  Preparation Of PIAnCRET. ...t 6
8.2.2 Evaporation
8.2.3  CO-PIrECIPITATION .otk
8.3 COUNTINEZ STAZE ..ot
8.4  Background and blank determination ...........c.........
8.5 Preparation of counting standard for calibration
8.6  Preparation of calibration source for self-absorption determination ... 8
801 GEIETAL ..o
8.6.2 Spiking one of two test portions
8.6.3  Self-aDSOTPLION CUIVE ..o
9 Expression of results
9.1 GeNEral. ..o
9.2 Alpha activity concentration
9.3 Beta activity CONCENTIatioN ...
9.4 Standard uncertainty of the alpha activity concentration ... 10
9.5 Standard uncertainty of the beta activity CONCeNtration ..., 11
9.6 Decision threshold
9.6.1 Decision threshold of the alpha activity concentration
9.6.2 Decision threshold of the beta activity concentration
9.7 Limit Of deteCtiON ..o
9.71 Limit of detection of the alpha activity concentration
9.7.2  Limit of detection of the beta activity concentration ...
9.8 Limits of the coOVerage INTEIVALS. ...
9.8.1 Limits of the probabilistically symmetric coverage interval
9.8.2  The shortest coOverage INTEIVaAl. ...
10 CONLTOL OF IMEEITEIEIICES ... 14
Documents
© IS0 2025 - All rights reserved Document Sharing Hub
iii

Full document details: 25/30503218 DC


http://www.avadocuments.com/doc/25-30503218-dc
http://www.avadocuments.com/doc/25-30503218-dc

ISO/DIS 10704:2025(en)

00 S =Y £ =Y = U 0000000000000
10.2  RelAtIVE MUIIAIEY oo
10.3  Geometry of the deposit

O 08 410 113 =1 00O
OSSN €7 05005 s b= =) 0 0 1 L o )
10.6 Low beta energy..

10.7 Chlorides....

10.8 DT GATNIC IMIATEOT oo
B0 RS A 00 1= 0 0 000 =1 0 ) o 10000
10.10 Losses of activity

10.11 Contribution of the natural TadioNUCHIAES ...ttt 17

10.12 Losses of activity
11 Testreport

Annex A (informative) Numerical apPliCatioNs ... 19
BIDLEOGIAPIY ...ttt 21
Documents
© IS0 2025 - All rights reserved Document Sharing Hub
iv

Full document details: 25/30503218 DC


http://www.avadocuments.com/doc/25-30503218-dc
http://www.avadocuments.com/doc/25-30503218-dc

ISO/DIS 10704:2025(en)

Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO [had/had not] received notice of
(a) patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee [or Project Committee] , , [name of committee],
Subcommittee SC .

This edition cancels and replaces the edition (ISO :), which has been technically revised.
The main changes are as follows:
— Additional information on the measurement strategy

— Storage of the planchet before measurement in a desiccator is no longer a requirement but a
recommendation; other storage methods are possible

— Correction of formulae 19 and 21
— Introduction of coverage intervals in accordance with I[SO 11929-1

— Introduction of a curve showing the kinetic of rehydration of the planchet and the impact on the overall
alpha count rate

— Revision of the ‘test report’ chapter
— Correction of the numerical application
Alist of all parts in the ISO series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Radionuclides are present throughout the environment; thus, water bodies (e.g. surface waters, ground
waters, sea waters) contain radionuclides, which can be of either natural or anthropogenic origin:

— naturally occurring radionuclides, including 3H, 14C, 49K and those originating from the thorium and
uranium decay series, in particular 210Pb, 210pg, 222Rp, 226Rg, 228Ra, 227Ac, 232Th, 231Pa, 234U, and 238U
can be found in water bodies due to either natural processes (e.g., desorption from the soil, runoff by rain
water) or released from technological processes involving naturally occurring radioactive materials (e.g.
mining, mineral processing, oil, gas and production, water treatment and the production and the use of
phosphate fertilisers);

— anthropogenic radionuclides such as 55Fe, 59Ni, ©3Ni, 90Sr, 99Tc, transuranic elements (Np, Pu, Am,
and Cm)and some gamma emitting radionuclides such as ¢9Co and 137Cs can also be found in natural
waters. Small quantities of anthropogenic radionuclides can be discharged from nuclear facilities to the
environment as a result of authorized routine releases. The radionuclides present in liquid effluents
are usually controlled before being discharged to the environment!ll and water bodies. Anthropogenic
radionuclides used in medical and industrial applications can be released to the environment after use.
Anthropogenic radionuclides are also found in waters due to the contamination from fallout resulting
above-ground nuclear detonations and accidents such as those that occurred at the Chornobyl and
Fukushima nuclear facilities.

Radionuclide activity concentrations in water bodies can vary according to local geological characteristics
and climatic conditions and can be locally and temporally enhanced by releases from nuclear facilities
during planned, existing, and emergency exposure situations(2/3l, Some drinking water sources can thus
contain radionuclides at activity concentrations that could present a human health risk. The World Health
Organization (WHO) recommends to routinely monitor radioactivity in drinking waters4! and to take
proper actions when needed to minimize the health risk.

National regulations usually specify the activity concentration limits that are authorized in drinking
waters, water bodies, and liquid effluents to be discharged to the environment. These limits can vary for
planned, existing, and emergency exposure situations. As an example, during either a planned or existing
situation, the WHO guidance level in drinking water is 0,5 Bq-1"}for gross alpha activity and 1 Bq-I'}for gross
beta activity[l see NOTES 1 and 2. Compliance with these limits is assessed by measuring radioactivity in
water samples and by comparing the results obtained with their associated uncertainties as specified by
ISO/IEC Guide 98-3 and ISO 5667-20L3l,

NOTE1 If the value is not specified in Annex 6 of Reference [4], the value has been calculated using the formula
provided in Reference [4! and the dose coefficient data from References [¢] and [Z],

NOTE 2 The guidance level calculated in Reference [4l is the activity concentration with an intake of 2 1-d1 of
drinking water for one year, results in an effective dose of 0,1 mSv-a™l to members of the public. This is an effective
dose that represents a very low level of risk to human health and which is not expected to give rise to any detectable
adverse health effects[4l.

This document contains method to support laboratories which need to determine gross alpha activity and
gross beta activity in water samples.

The method described in this document can be used for various types of waters (Clause 1). Minor modifications
such as sample volume and counting time can be made if needed to ensure that the characteristic limit,
decision threshold, detection limit, and uncertainties are below the required limits. This can be done for
several reasons such as emergency situations, lower national guidance limits, and operational requirements.
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Water quality — Gross alpha and gross beta activity — Test
method using thin source deposit

1 Scope

WARNING — Persons using this document should be familiar with normal laboratory practice. This
document does not purport to address all of the safety problems, if any, associated with its use. It is
the responsibility of the user to establish appropriate safety and health practices.

IMPORTANT — It is absolutely essential that tests conducted according to this document be carried
out by suitably trained staff.

This document specifies a method for the determination of gross alpha and gross beta activity concentration
for alpha- and beta-emitting radionuclides. Gross alpha and gross beta activity measurement is not intended
to give an absolute determination of the activity concentration of all alpha and beta emitting radionuclides
in a test sample, but is a screening analysis to ensure particular reference levels of specific alpha and
beta emitters have not been exceeded. This type of determination is also known as gross alpha and gross
beta index. Gross alpha and gross beta analysis is not expected to be as accurate nor as precise as specific
radionuclide analysis after radiochemical separations.

Maximum beta energies of approximately 0,1 MeV or higher are well measured. It is possible that low energy
beta emitters cannot be detected (e.g. 3H, 5°Fe, 241Pu) or can only be partially detected (e.g. 14C, 35S, 63N,
210pp, 228R3).

The method covers non-volatile radionuclides, since some gaseous or volatile radionuclides (e.g. radon and
radioiodine) can be lost during the source preparation.

The method is applicable to test samples of drinking water, rainwater, surface and ground water as well as
cooling water, industrial water, domestic and industrial wastewater after proper sampling, sample handling,
and test sample preparation (filtration when necessary and taking into account the amount of dissolved
material in the water).

The method described in this document is applicable in the event of an emergency situation, because the
results can be obtained in less than 1 h. Detection limits reached for gross alpha and gross beta are less
than 10 Bg:l'! and 20 Bq:1' respectively. The evaporation of 10 ml sample is carried out in 20 min followed
by 10 min counting with window-proportional counters. It is the laboratory’s responsibility to ensure the
suitability of this test method for the water samples tested.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 5667-1, Water quality — Sampling — Part 1: Guidance on the design of sampling programmes and sampling
techniques

ISO 5667-3, Water quality — Sampling — Part 3: Preservation and handling of water samples

, Water quality — Gross alpha activity — Test method using thick source

Water quality — Gross beta activity — Test method using thick source

ISO 11704, Water quality — Gross alpha and gross beta activity — Test method using liquid scintillation counting
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