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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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English Version

Vitrified clay pipe systems for drains and sewers - Part 8:

Requirements for the use of vitrified clay components in

the rehabilitation of drainage systems and conditions for

the application of methods for rehabilitation in existing
drainage systems

Systemes de tuyaux et accessoires en grés vitrifié pour Steinzeugrohrsysteme fiir Abwasserleitungen und -
les collecteurs et branchements d'assainissement - kanale - Teil 8: Anforderungen an die Verwendung von
Partie 8: Exigences relatives a l'utilisation de Steinzeugkomponenten bei der Sanierung von
composants en gres vitrifié dans le cadre de la Entwdésserungssystemen und Bedingungen fiir die
réhabilitation des systemes d'évacuation et aux Anwendung von Sanierungsverfahren in bestehenden
conditions d'application des méthodes de Entwdésserungssystemen

réhabilitation dans les systemes d'évacuation existants

This draft European Standard is submitted to CEN members for enquiry. It has been drawn up by the Technical Committee
CEN/TC 165.

If this draft becomes a European Standard, CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

This draft European Standard was established by CEN in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Ttirkiye and
United Kingdom.

Recipients of this draft are invited to submit, with their comments, notification of any relevant patent rights of which they are
aware and to provide supporting documentation.

review and comments. It is subject to change without

Warning : This document is not a European Standard. Itj
notice and shall not be referred to as a European Standa
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European foreword

This document (prEN 295-8:2025) has been prepared by Technical Committee CEN/TC 165 “Waste
water engineering”, the secretariat of which is held by DIN.

This document is currently submitted to the CEN Enquiry.

EN 295 “Vitrified clay pipe systems for drains and sewers” consists of the following parts:
— Part 1: Requirements for pipes, fittings and joints

— Part 2: Evaluation of conformity and sampling

— Part 3: Test methods

— Part 4: Requirements for adaptors, connectors and flexible couplings

— Part 5: Requirements for perforated pipes and fittings

— Part 6: Requirements for components of manholes and inspection chambers

— Part 7: Requirements for pipes and joints for pipe jacking
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Introduction

The existing and developing standards for renovation and replacement take insufficient account of the
use of vitrified clay pipes and fittings or are directly related to other materials. The necessary work in
existing sewer systems has been known for many years and standards for products are to be geared to
such applications and requirements. The content of EN 295 is therefore to be revised and supplemented
by a Part 8. The vitrified clay components according to EN 295 are manufactured in the factory and are
thus subject to the EN 295 series. They do not change because of installation. The areas of application
have developed further since the first edition of this document. For the guiding use of the components,
the installation conditions are also to be defined or the conditions from the installation technology are
to be specified. In particular, the use of trenchless technologies and the components required for them
have developed further.
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1 Scope

This document specifies areas of application for vitrified clay components used for the rehabilitation of
sewers with the technologies for replacement, renovation and repair in open and closed construction,
including the associated tests.

This document is applicable in:

— sewers and constructions; not accessible and accessible;

— in relation to existing vitrified clay pipe systems; but also, applications in systems made of other
materials;

— reconstruction of sewers in systems;

— non-pressure systems.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 295 (all parts), Vitrified clay pipe systems for drains and sewers
EN 1610, Construction and testing of drains and sewers

EN 15885, Classification and characteristics of techniques for renovation, repair and replacement of
drains and sewers

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 295 series, EN 1610, [EN 15885
and EN 12889 apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— IS0 Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

4 Abbreviations

Abbreviations: see EN 295 series, EN 1610, EN 15885 and EN 12889

5 Methods and requirements for the rehabilitation of sewers and sewage
buildings in open and closed construction methods

5.1 General requirements for vitrified clay
The following clauses describe essential requirements related to the application of vitrified clay
components with process-related requirements, such as bending-resistant of components, flexibility via

joints, prefabrication of the components in the factory and is open for further methods in the
application.
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