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Introduction
This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
Annotated drafts are not acceptable and will beregjected.

Template for comments and secr etariat observations

All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

an alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 3 4 5 (6) 7
MB | Clause No./ Subclause| Paragraph/Figure/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Table/Note comment for change) by theMB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs [JAmend to read '...so that the mains
clarifying. connector to which no connection...'
6.4 Paragraph 2 te The use of the UV photometer as  ||[Delete reference to UV photometer.
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NORME EUROPEENNE prkEN 18166
EUROPAISCHE NORM

February 2025

ICS 03.220.99; 45.020; 55.020

English version

Hyperloop systems - General requirements

Systemes Hyperloop - Exigences générales Hyperloop-Systeme - Allgemeine Anforderungen

This draft European Standard is submitted to CEN members for enquiry. It has been drawn up by the Technical Committee
CEN/CLC/JTC 20.

If this draft becomes a European Standard, CEN and CENELEC members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any
alteration.

This draft European Standard was established by CEN and CENELEC in three official versions (English, French, German). A
version in any other language made by translation under the responsibility of a CEN and CENELEC member into its own language
and notified to the CEN-CENELEC Management Centre has the same status as the official versions.

CEN and CENELEC members are the national standards bodies and national electrotechnical committees of Austria, Belgium,
Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia,
Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and United Kingdom.

Recipients of this draft are invited to submit, with their comments, notification of any relevant patent rights of which they are
aware and to provide supporting documentation.Recipients of this draft are invited to submit, with their comments, notification
of any relevant patent rights of which they are aware and to provide supporting documentation.

Warning : This document is not a European Standard. It is distributed for review and comments. It is subject to change without
notice and shall not be referred to as a European Standard.

CENELEC

CEN-CENELEC Management Centre:
Rue de la Science 23, B-1040 Brussels

© 2025 CEN/CENELEC All rights of exploitation in any form and by any means o 66.2025 E
reserved worldwide for CEN national Members and for Rﬁﬁefﬁﬁé ﬁng
CENELEC Members. Document Sharing Hub
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European foreword

This document (prEN 18166:2025) has been prepared by Technical Committee CEN/CLC/JTC 20 "Hyperloop
Systems”, the secretariat of which is held by NEN.

This document is currently submitted to the CEN Enquiry.

Documents
Document SharingsHub

Full document details: 25/30506318 DC


http://www.avadocuments.com/doc/25-30506318-dc
http://www.avadocuments.com/doc/25-30506318-dc

prEN 18166:2025 (E)

Introduction

The purpose of this document is to describe and define the high-level requirements for the hyperloop concept.

The hyperloop is a new mode of transportation for high speed ground transportation and low pressure closed
environment.

These features imply to have commercial operations with passengers in conditions that never have been
considered before what leads to the need of creating new standards and requirements to influence in all the
stages of the development.
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1 Scope

This document provides a general view of the most relevant requirements to ensure safety, reliability, system
automation, security, comfort, interoperability and operations of the hyperloop system used for the transport
of passengers and goods.

This document will be the basis to set the general common requirements for the hyperloop system as a whole.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references, the
latest edition of the referenced document (including any amendments) applies.

prEN 18154, Hyperloop Systems - Vocabulary and Definitions
3 Terms and definitions

For the purposes of this document, the terms and definitions given in prEN 18154 and the following apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— IS0 Online browsing platform: available at https://www.iso.org/obp/

— IEC Electropedia: available at https://www.electropedia.org/

31
auxiliary systems
complementary systems that support operation, and maintain the safety functions in case of major failure

Note 1 to entry: These systems provide essential roles in backup, safety, maintenance, environmental control, and
operational efficiency, ensuring the Hyperloop operates reliably, safely, and efficiently.

4 Tables of requirements

Table 1 — Architecture and Legend

LVL (L) system cluster (S/S)

0 HYPERLOOP

1 Infrastructure

2 structure inf_strc_sys

2 traffic management inf_tm_sys

2 infrastructure pressure system inf_pressure_sys

2 infrastructure emergency systems |inf_emer_sys

2 infrastructure auxiliary systems inf_aux_sys

2 infrastructure traction system inf_traction_sys

2 facilities

1 Vehicle

2 vehicle control&communication vh_entrl&comm
system
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vehicle auxiliary systems

vh_auxiliary_sys

vehicle emergency systems

vh_emergency_sys

vehicle power system

vh_power_sys

vehicle carbody

vh_carbody_sys

vehicle traction system

vh_traction_sys

NIDNIDN NN

ReqID_name

Funtional Block

CCC Command, Control, Communication and Signalling

EMER Emergency Management

ENER Energy Management

TRC Traction System

ENV Vehicle Internal Environment

MAINT Vehicle Maintenance and Storage

STRC Structure

LPE Low Pressure Environment Control

MNTOPR Infrastructure Maintenance (processes, functions and systems)

6
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Table 2 — Hyperloop Requirements

prEN 18166:2025 (E)

Req_ID

Text

System block

S/S

ReqID_child_Vehicle

ReqID_child_Infrastrc

Route Structure and Enclosure

LO_STR_001

Provide a structural enclosure and integrity/rigidity

Infrastructure

L1_STRUCT_001
L1_STRUCT_002
L1_STRUCT_003
L1_STRUCT_004
L1_STRUCT_005
L1_STRUCT_006
L1_STRUCT_007
L1_STRUCT_008

LO_STR_002

Provide structural support to the tube / track

Infrastructure

L1_STRUCT_009
L1_STRUCT_010
L1 _STRUCT_011

LO_STR_003

Enable the vehicle to change pathways

Infrastructure

L1 _STRUCT_012
L1 _STRUCT_013
L1_STRUCT_014
L1_STRUCT_015
L1_STRUCT_016

LO_STR_004

Enable the movement of the vehicle

Infrastructure

L1 _STRUCT_017
L1_STRUCT_018

LO_STR_005

Withstand loads caused by vehicles

Infrastructure

L1_STRUCT_019
L1_STRUCT_020
L1 _STRUCT_021

LO_STR_006

Withstand loads caused by the infrastructure itself

Infrastructure

L1_STRUCT_022
L1_STRUCT_023

LO_STR_007

Withstand loads due to environmental conditions

Infrastructure

L1_STRUCT_024
L1_STRUCT_025
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Req_ID

Text

System block

S/S

ReqID_child_Vehicle

ReqID_child_Infrastrc

L1_STRUCT_026

LO_STR_008

Safekeeping of humans in or about this structure and
enclosure

Infrastructure

L1_STRUCT_027
L1_STRUCT_028

LO_STR_009

Enable the evacuation of passengers

Infrastructure

L1_STRUCT_029
L1_STRUCT_030
L1 _STRUCT_031
L1 _STRUCT_032
L1_STRUCT_033
L1_STRUCT_034
L1_STRUCT_035
L1_STRUCT_036
L1_STRUCT_037
L1_STRUCT_038
L1_STRUCT_039

LO_STR_010

Enable the access of rescue and emergency personnel

Infrastructure

L1_STRUCT_040
L1 _STRUCT_041
L1_STRUCT_042
L1_STRUCT_043

Low Pressure Environment Control

LO_LP_001

Reduce the pressure in the enclosed environment

Infrastructure

L1_INF_LPE_001
L1_INF_LPE_002
L1_INF_LPE_003

LO_LP_002

Increase the pressure in the enclosed environment

Infrastructure

L1_INF_LPE_004
L1_INF_LPE_005
L1_INF_LPE_006
L1_INF_LPE_007
L1_INF_LPE_008

LO_LP_003

Maintain the reduced pressure within the enclosed
environment

Infrastructure

L1_INF_LPE_009
L1_INF_LPE_010

8
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Req_ID Text System block S/S ReqID_child_Vehicle |ReqlID_child_Infrastrc
L1_INF_LPE_ 012
L1_INF_LPE_013
LO_LP_004 Control the pressure according to set point values Infrastructure L1_INF_LPE_014
L1_INF_LPE_015
L1_INF_LPE_016
Stations and Station-Related Infrastructure
L1_STAT_003
L1_STAT_004
_ _ _ L1_STAT_005
LO_STAT_001 Céfi‘g’leé};e passengers  boarding/disembarking - to/from |, e o e L1_VH_STRC_008 L1_STAT_010
L1_STAT_ 013
L1_STAT 011
L1_STAT_012
. . . L1_STAT_006
LO_STAT_002 Allow the cargo loading/unloading to/from vehicle(s) Infrastructure
L1_STAT_007
) . L1_STAT_008
LO_STAT_003 Provide an access terminal for the cargo and passengers Infrastructure
L1_STAT_009
i i L1_STAT_001
L0_STAT 004 Manage the pressure difference between the a.tmospherlc Infrastructure _ _
pressure in the station and the low-pressure environment L1_STAT 002
Infrastructure Maintenance (processes, functions and
systems)
L1_INF_MNTOPR_001
L1_INF_MNTOPR_002
_ _ _ o L1_INF_MNTOPR_003
LO_MNT_001 Allgw access into the (lenclt.)sure fqr, including b.ut not llmllted, Infrastructure L1 INF_MNTOPR_004
maintenance, reparation, inspection and cleaning operations
L1_INF_MNTOPR_005
L1_INF_MNTOPR_006
L1_INF_MNTOPR.Q07
"Béeuments
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subsystems.

Req_ID Text System block S/S ReqID_child_Vehicle |ReqlID_child_Infrastrc
L1_INF_MNTOPR_008
L1_INF_MNTOPR_009
LO_MNT 002 Allow anq manage 'Fhe malntepance, reparation, inspection Infrastructure
and cleaning operations of the infrastructure
LO_MNT_003 Allow the delivery and storage of new parts and materials | Infrastructure
L1_INF_MNTOPR_010
LO_MNT_004 Allow the disposal of old parts and materials Infrastructure L1_INF_MNTOPR_011
L1_INF_MNTOPR_012
n/a Vehicle Structure
L1_VH_STRC_009
) . . ) L1_VH_STRC_010
LO_VHSTR_001 |Allow the boarding and disembarking of the passengers vehicle
L1_VH_STRC_011
L1_VH_STRC_012
L1_VH_STRC_013
L1_VH_STRC_014
L1_VH_STRC_015
LO_VHSTR_002 |Allow the loading and unloading of the cargo vehicle
L1_VH_STRC_016
L1_VH_STRC_017
L1_VH_STRC_031
LO_VHSTR_003 |Withstand static and dynamic forces vehicle
i i i i L1_VH_STRC_029
LO_VHSTR_004 Wl'Fhstand pressure dlffere.ntlals between environments vehicle _VH_ _
inside and outside of the vehicle LL1_VH_STRC_030
L1_VH_STRC_001
L1_VH_STRC_002
_ _ o L1_VH_STRC_003
LO_VHSTR_005 Allow the assembly and integration of the vehicle's vehicle L1 VH_STRC_004

L1_VH_STRC_005
L1_VH_STRC_006
L1_VH_STRC_007

10
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Req_ID Text System block S/S ReqID_child_Vehicle |ReqlID_child_Infrastrc

L1_VH_STRC_018
L1_VH_STRC_019
L1_VH_STRC_020
L1 _VH_STRC_021

Exhibit aerodynamic drag characteristics compliant with vehicle L1_VH_STRC_022

nominal operations L1_VH_STRC_023
L1_VH_STRC_024
L1_VH_STRC_025
L1_VH_STRC_026
L1_VH_STRC_027

LO_VHSTR_006

Vehicle Internal Environment

LO_VHENV_001 |Provide space for passengers and/or cargo vehicle L1_VH_ENV_025

L1_VH_CCC_024
L1_VH_CCC_025
L1_VH_ENV_016
L1_VH_ENV_017
L1_VH_ENV_018
L1_VH_ENV_019
LO_VHENV_002 |Provide passenger’s comfort vehicle L1_VH_ENV_020
L1_VH_ENV_021
L1_VH_ENV_022
L1_VH_ENV_023
L1_VH_ENV_024
L1_VH_ENV_026
L1_VH_ENV_027

L1_VH_ENV_008
LO_VHENV_003 |Maintain cargo’s integrity vehicle L1_VH_ENV_009
L1_VH_ENV_010

Documents
Documelnf Sharing Hub

Full document details: 25/30506318 DC


http://www.avadocuments.com/doc/25-30506318-dc
http://www.avadocuments.com/doc/25-30506318-dc

prEN 18166:2025 (E)

Req_ID Text System block S/S ReqID_child_Vehicle |ReqlID_child_Infrastrc
L1_VH_ENV_011
L1_VH_ENV_012
L1_VH_ENV_013
L1_VH_ENV_014
L1_VH_ENV_015
L1_VH_ENV_001
L1_VH_ENV_002
_ _ _ _ _ L1_VH_ENV_003
LO_VHENV_004 Prov¥de an 1.n.terna1 env.lronment consistent with the vehicle L1 VH_ENV_004
required condition depending on the payload
L1_VH_ENV_005
L1_VH_ENV_006
L1_VH_ENV_007
n/a Vehicle Maintenance and Storage
Prov.ide access to interpal' and externfil vehicle s.ubsyst(?ms . L1 VH_MAINT 010
LO_VHMNT_001 |for, including but not limited, the maintenance, inspection, | vehicle
reparation and cleaning operations L1 VH_MAINT 011
L1_VH_MAINT_012
L1_VH_MAINT_013
LO_VHMNT_002 |Provide recharging of consumables when applicable vehicle L1_VH_MAINT_014
L1_VH_MAINT_015
L1_VH_MAINT_016
LO_VHMNT_003 |Transfer consumables when applicable vehicle
L1_MAINT_004
L1_MAINT_005
_ _ _ _ _ L1_VH_MAINT_007 L1 MAINT 006
LO_VHMNT 004 Allow the.malntenance, inspection, reparation and cleaning vehicle L1 VH_MAINT 008 _ _
of the vehicle L1_MAINT_007
L1_VH_MAINT_009 - N
L1_MAINT_008
L1_MAINT_009
. L1_MAINT_001
LO_VHMNT_005 |Allow storage of vehicles Infrastructure

L1_MAINT_002

Documents
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Req_ID Text System block S/S ReqID_child_Vehicle |ReqlID_child_Infrastrc
L1_MAINT_003
. . L1_MAINT_010
LO_VHMNT_006 |Allow delivery of new vehicles Infrastructure
L1_MAINT_011
L1_VH_MAINT_001
L1_VH_MAINT_002
. . vehicle L1_VH_MAINT_003
LO_VHMNT_007 |Allow decommissioning of old vehicles L1_MAINT_012
Infrastructure L1_VH_MAINT_ 004

L1_VH_MAINT_005
L1_VH_MAINT_006

Traction System: Apply Longitudinal Forces Between
Vehicle and Infrastructure

vehicle

L1_VH_TRC_001

LO_TRCL_001 Accelerate the vehicle L1_VH_TRC_002 L1_TRC_003
Infrastructure
L1_VH_TRC_003
. vehicle L1_VH_TRC_009
LO_TRCL_002 Decelerate the vehicle L1_TRC_004
Infrastructure L1 _VH_TRC_ 010
L1_VH_TRC_004
o o - . . L1_VH_TRC_005
LO_TRCL_003 Asse.rt ar.1d malptaln the vehicle’s position and velocity on the | vehicle L1 VH_TRC_006 L1 TRC 001
longitudinal axis Infrastructure
L1_VH_TRC_007
L1_VH_TRC_008
Traction System: Apply Transverse Forces Between
Vehicle and Infrastructure
L . vehicle
LO_TRCT_001 Self-support the vehicle’s weight L1_VH_TRC_014 L1_TRC_011
Infrastructure
_ o o - _ L1_VH_TRC_011 L1 TRC DOS
L0_TRCT_002 Assert, guide a.nd m.amtaln the vehicle's position on the |vehicle L1 VH_TRC 012 _I'RC_
lateral and vertical axis Infrastructure L1_TRC_006

L1_VH_TRC_013
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Req_ID Text System block S/S ReqID_child_Vehicle |ReqlID_child_Infrastrc
L1_TRC_007
L1_TRC_008
L1_TRC_009
; . vehicle L1_TRC_010
LO_TRCT_003 Switch lanes between different route pathways L1_VH_TRC_015
Infrastructure L1 _TRC 012
L1_TRC_013
L1_TRC_014
L1_TRC_015
Energy Management
L1_VH_ENER 001
L1_VH_ENER_002
Provide and manage the required energy and power to allow | vehicle L1_VH_ENER_003
LO_ENER_001 . .
all functions of the vehicle Infrastructure L1_VH_ENER_004
L1_VH_ENER_005
L1_VH_ENER_006
L1_INF_ENER_001
L1_INF_ENER_ 002
Provide and manage the required energy and power to allow | vehicle L1_INF_ENER 003
LO_ENER_002 . ;
all functions of the infrastructure Infrastructure L1_INF_ENER 004
L1_INF_ENER_005
L1_INF_ENER_006
LO_ENER_003 Provide .and manage the rgqulred energy and power to allow delete
all functions of the operating system
n/a Command, Control, Communication and Signalling
L1_VH_CCC_018 L1_INF_CCC_011
_ _ _ L1_VH_CCC_019 L1_INF_CCC_012
L0_CCC_003 Tra.ffl.c management: Monltor and control the movement and | vehicle L1 VH_CCC_020 L1 INF_CCC 013
positions of each vehicle Infrastructure
L1_VH_CCC_021 L1_INF_CCC_014
L1_VH_CCC_022 L1_INF_CCC_015
Documents
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Req_ID Text System block S/S ReqID_child_Vehicle |ReqlID_child_Infrastrc
L1_VH_CCC_023 L1_INF_CCC_016
L1_INF_CCC_017
L1_INF_CCC_018
_ ' ' L1_INF_CCC_019
L0_CCC_004 Traffic mar'lagement.. Monitor and control the distances Infrastructure L1 INF_CCC_020
between adjacent vehicles
L1_INF_CCC_021
. _ _ L1_INF_CCC_022
L0_CCC_005 ‘"l;;alill(;management. Monitor and control the routing of each Infrastructure L1 INF_CCC_023
L1_INF_CCC_024
L1_INF_CCC_025
L1_VH_CCC_005 L1_INF_CCC_026
o _ _ ' _ L1_VH_CCC_007 L1_INF_CCC_027
L0_CCC_006 Commun.lcat.lon and mgnalhng . system:  Provide | vehicle L1 VH_CCC_008 L1 INF_CCC_028
communication between vehicles and infrastructure Infrastructure
L1_VH_CCC_010 L1_INF_CCC_029
L1_VH_CCC_011 L1_INF_CCC_030
L1_INF_CCC_031
L1_VH_CCC_006
icati i i : i L1_VH_CCC_015
L0_CCC_007 Commun.lcat.lon and mgnalhng sys‘Fem. Provide vehicle _vH_CCC_
communication between vehicles when applicable LL1_VH_CCC_016
L1_VH_CCC_017
L1_VH_CCC_009 L1_INF_CCC_033
L0 CCC 008 Communication and signalling system: Provide non-essential | vehicle L1_VH_CCC_012 L1_INF_CCC_034
- - communication services to the passengers Infrastructure L1 VH_CCC_013 L1 INF_CCC_035
L1_VH_CCC_014 L1_INF_CCC_036
L0_CCC_009 Comrp}lnlcatlon and 51gr.1allmg system: Detect hazardous |vehicle L1 VH._CCC_001 L1 INF_CCC_032
conditions and emergencies Infrastructure
Communication and signalling system: Monitor and control . L1_VH_CCC_002 L1_INF_CCC_037
LO_CCC_010 ) Lo . vehicle
the state of the vehicle and its internal environment L.1_VH_CCC_003 L1_INF_CCC_038
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Req_ID Text System block S/S ReqID_child_Vehicle |ReqlID_child_Infrastrc
L1_VH_CCC_004 L1_INF_CCC_039
L1_INF_CCC_040
L1_INF_CCC_041
Communication and signalling system: Monitor the state of
L0_CCC_011 the infrastructure and its internal environment including the | Infrastructure
low-pressure environment
L1_INF_CCC_001
L1_VH_CCC_027
L1_INF_CCC_002
L1_VH_CCC_028
L1_INF_CCC_003
, . , vehicle L1_VH_CCC_029
L0_CCC_012 Payload’s management: Coordinate the passengers' flow L1_INF_CCC_004
Infrastructure L1 VH CCC 030
T T L1_INF_CCC_005
L1_VH_CCC_031
L1_INF_CCC_006
L1_VH_CCC_032
L1_INF_EMER_007
L1_VH_CCC_033 L1_INF_CCC_007
Payload’s management: Coordinate the passengers' luggage | vehicle L1_VH_CCC_034 L1_INF_CCC_008
L0_CCC_013 .
when applicable Infrastructure L.1_VH_CCC_035 L1_INF_CCC_009
L1_VH_CCC_036 L1_INF_CCC_010
L1_INF_CCC_042
L1_INF_CCC_043
L1_INF_CCC_044
L1_INF_CCC_045
’ : i ' i L1_INF_CCC_048
L0.CCC_014 Pale:’l:ldS management: Coordinate the cargo's flow and |vehicle L1 VH CCC 026 _INF_CCC_
handling Infrastructure L1_INF_CCC_049
L1_INF_CCC_050
L1_INF_CCC_051
L1_INF_CCC_052
L1_INF_CCC_053
Payload’s management: . Provi.de. information to the vehicle L1_VH_CCC_037 L1 INF_CCC_046
L0_CCC_015 passengers. Includes but is not limited to the travel status L1_VH_CCC_038
. . Infrastructure L1 INF CCC 047
lnformatlon L]._VH_CCC_039 - - -
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