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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 12697-27:2025) has been prepared by Technical Committee CEN/TC 227 “Road 
materials”, the secretariat of which is held by BSI. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 12697-27:2017. 

prEN 12697-27:2025 includes the following significant technical changes with respect to 
EN 12697-27:2017. 

— [European Foreword] deletion of paragraph describing the applicability of this document. 

— [Clause 6.2] added description for packaging of bulk samples containing water. 
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1 Scope 

This document specifies test methods for sampling bituminous mixtures for roads and other paved areas 
to determine their physical properties and composition. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 58, Bitumen and bituminous binders - Sampling bituminous binders 

EN 12697-20, Bituminous mixtures - Test methods - Part 20: Indentation using cube or Marshall specimens 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 58 and the following apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

ISO Online browsing platform: available at https://www.iso.org/obp/ 

IEC Electropedia: available at https://www.electropedia.org/ 

3.1 
increment 
single quantity of material taken from a larger body of the material under examination 

3.2 
bulk sample 
sample obtained when increments from the material being sampled are combined to provide sufficient 
material for all required purposes 

3.3 
representative sample 
sample consisting of a specified number of increments purposely taken to represent a specific quantity 
or area of material 

Note 1 to entry: A representative sample is assumed to have the same composition as the material sampled, 
within the limits of precision associated with the method of sampling. 

3.4 
spot sample 
sample of material taken in a single operation at a single place and time of the material being sampled 

Note 1 to entry: If it can be assumed that the material is homogeneous, a spot sample can be regarded as a 
representative sample. If the material is not homogeneous, a spot sample only can be regarded as representative of 
a limited region around the sampling point. 

3.5 
laboratory sample 
sample despatched to the laboratory 
Note 1 to entry: It can be the whole or part of the bulk or representative sample. A laboratory sample is assumed 
to be of sufficient quantity for all tests required. 
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