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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/Figure/
Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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INFORMATION TECHNOLOGY –  77 

HOME ELECTRONIC SYSTEM (HES) ARCHITECTURE – 78 

 79 

Part 4-303: Application protocol for electric vehicle supply equipment 80 

(EVSE) chargers and controllers 81 

 82 

FOREWORD 83 

1) ISO (the International Organization for Standardization) and IEC (the International Electrotechnical Commission) 84 
form the specialized system for worldwide standardization. National bodies that are members of ISO or IEC 85 
participate in the development of International Standards through technical committees established by the 86 
respective organization to deal with particular fields of technical activity. ISO and IEC technical committees 87 
collaborate in fields of mutual interest. Other international organizations, governmental and non -governmental, 88 
in liaison with ISO and IEC, also take part in the work.  89 

2) The formal decisions or agreements of IEC and ISO on technical matters express, as nearly as possible, an 90 
international consensus of opinion on the relevant subjects since each technical committee has representation 91 
from all interested IEC and ISO National bodies.  92 

3) IEC and ISO documents have the form of recommendations for international use and are accepted by IEC and 93 
ISO National bodies in that sense. While all reasonable efforts are made to ensure that the technical content of 94 
IEC and ISO documents is accurate, IEC and ISO cannot be held responsible for the way in which they are used 95 
or for any misinterpretation by any end user.  96 

4) In order to promote international uniformity, IEC and ISO National bodies  undertake to apply IEC and ISO 97 
documents transparently to the maximum extent possible in their national and regional publications. Any 98 
divergence between any IEC and ISO document and the corresponding national or regional publication shall be 99 
clearly indicated in the latter.  100 

5) IEC and ISO do not provide any attestation of conformity. Independent certification bodies provide conformity 101 
assessment services and, in some areas, access to IEC and ISO marks of conformity. IEC and ISO are not 102 
responsible for any services carried out by independent certification bodies.  103 

6) All users should ensure that they have the latest edition of this document.  104 

7) No liability shall attach to IEC and ISO or their directors, employees, servants or agents including individual 105 
experts and members of its technical committees and IEC and ISO National bodies  for any personal injury, 106 
property damage or other damage of any nature whatsoever, whether direct or indirect, or for costs (including 107 
legal fees) and expenses arising out of the publication, use of, or reliance upon, this ISO/IEC document or any 108 
other IEC and ISO documents. 109 

8) Attention is drawn to the Normative references cited in this document. Use of the referenced publications is 110 
indispensable for the correct application of this document.  111 

9) Attention is drawn to the possibility that some of the elements of this ISO/IEC document may be the subject of 112 
patent rights. IEC and ISO shall not be held responsible for identifying any or all such patent rights.  113 

ISO/IEC 14543-4-303 has been prepared by subcommittee 25: Interconnection of information 114 

technology equipment, of ISO/IEC joint technical committee 1: Information technology. It is an 115 

International Standard. 116 

The list of all currently available parts of the ISO/IEC 14543 series, under the general title 117 

Information technology – Home Electronic System (HES) architecture, can be found on the IEC 118 

website and ISO website. 119 

The text of this International Standard is based on the following documents: 120 

Draft Report on voting 

JTC1/XX/XXXX JTC1/XX/XXX 

 121 

Full information on the voting for its approval can be found in the report on voting indicated in 122 

the above table. 123 

The language used for the development of this International Standard is English [change 124 

language if necessary]. 125 
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This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in  126 

accordance with ISO/IEC Directives, Part 1, available at   127 

www.iec.ch/members_experts/refdocs and www.iso.org/directives. 128 

 129 

IMPORTANT – The "colour inside" logo on the cover page of this document indicates that it 
contains colours which are considered to be useful for the correct understanding of its 
contents. Users should therefore print this document using a colour printer. 

 130 
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INTRODUCTION 132 

The ISO/IEC 14543 series provides networking capability for a wide range of appliances, 133 

equipment, and sensors etc. in the home, including lighting and heating/cooling. This part of 134 

ISO/IEC 14543 specifies the detailed procedures and behaviours of both electric vehicle supply 135 

equipment (EVSE) chargers and controllers at the application level of communications based 136 

on ISO/IEC 14543-4-3. This document specifies the message structure, sequences, and 137 

protocol of the application layer for networked enhanced control devices (NECD) used in the 138 

Home Electronic System (HES). Some services are targeted for communications between 139 

devices. Other services are exclusively reserved for management purposes. Some services can 140 

be used for both management and run-time communications. This document is applicable for 141 

energy management services involving EVSE chargers and related devices. 142 

Figure 1 shows the relationship between IEC 62394, ISO/IEC 14543-4-3, and ISO/IEC 14543-143 

4-303. ISO/IEC 14543-4-3 specifies the message structure, sequences and protocol for 144 

general-purpose communications used in network enhanced control devices of the Home 145 

Electronic System (HES) Class 1. ISO/IEC 14543-4-3 provides the common interfaces for the 146 

use-level process and the services such as energy management, remote maintenance, and 147 

other services for easily building a system consisting of multi -vendor devices and equipment. 148 

IEC 62394 specifies the detailed lists of control commands on NECD objects  (see 149 

ISO/IEC 14543-4-3). Annex A shows terms and NECD protocol frame format on ISO/IEC 14543-150 

4-3 and IEC 62394. 151 

Application layer 

 
Application protocol: 

specified for each device class 

 

ISO/IEC 14543-4-303 

Control commands IEC 62394 

NECD Protocol ISO/IEC 14543-4-3 

Transport layer 

  
Network layer 

MAC layer 

PHY layer 

Figure 1 – Relationship between IEC 62394, ISO/IEC 14543-4-3, and ISO/IEC 14543‑4‑303 152 

ISO/IEC 14543-4-3 is a general-purpose communications specification that applies to a variety 153 

of devices. ISO/IEC 14543-4-3 is the basis for this document, which specifies detailed 154 

procedures and behaviours for pre-packaged system solutions that include EVSE chargers and 155 

related devices. The procedures and behaviours specified in this document can be used for 156 

energy flow inside a home or energy flow between the grid and a home.  157 

In order to enhance interoperability, it is important to specify how to implement ISO/IEC 14543-158 

4-3 for each device and controller at the application level such as command sequences, timeout 159 

requirements, required combinations of acceptable commands, etc. 160 

This document applies to the communication link in yellow between charging station (EVSE 161 

charger) and EMS as shown in Figure 2 of IEC 63380-1. Annex B shows the Figure 2 of IEC 162 

63380-1. 163 

 164 

165 
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INFORMATION TECHNOLOGY –  166 

HOME ELECTRONIC SYSTEM (HES) ARCHITECTURE – 167 

 168 

Part 4-303: Application protocols for electric vehicle supply equipment 169 

(EVSE) chargers and controllers 170 

 171 

 172 

 173 

1 Scope 174 

This part of the ISO/IEC 14543 series specifies an application-layer protocol important for 175 

ensuring interoperability among the products of various manufacturers regarding 176 

communications between electric vehicle supply equipment (EVSE) chargers and controllers. It 177 

uses the network enhanced communications device (NECD) protocol specified in 178 

ISO/IEC 14543-4-3. This protocol is based on UDP using IPv4 or IPv6 (TCP is optional). 179 

2 Normative references 180 

The following documents are referred to in the text in such a way that some or all of their content 181 

constitutes requirements of this document. For dated references, only the edition cited applies. 182 

For undated references, the latest edition of the referenced document (including any 183 

amendments) applies. 184 

ISO/IEC 14543-4-3, Information technology – Home Electronic System (HES) architecture – 185 

Part 4-3: Application layer interface to lower communications layers for network enhanced 186 

control devices of HES Class 1 187 

IEC 62394, Service diagnostic interface for consumer electronics products and networks – 188 

Implementation for ECHONET 189 

3 Terms, definitions, and abbreviated terms 190 

3.1 Terms and definitions 191 

For the purposes of this document the following terms and definitions apply. 192 

3.1.1  193 

controller 194 

NECD node that sends NECD requests (Get and SetC) to another NECD nodes  195 

Note 1 to entry: a controller in this document can be used as a part of CEM specified in IEC 63380-1 196 

Note 2 to entry; a controller in this document can be used with an EMA specified in ISO/IEC 15067 -3 197 

3.1.2  198 

device object 199 

network enhanced control device (NECD) object other than a node profile object   200 

[SOURCE: ISO/IEC 14543-4-302] 201 

Note 1 to entry: In this document, "device object" refers to electric vehicle charger object only. 202 
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3.1.3  203 

electric vehicle 204 

EV 205 

vehicle that is powered by an electric motor that draws electricity from a battery and is capable 206 

of being charged from an external source 207 

Note 1 to entry: In this document, it refers to both of a vehicle that is only powered by an electric motor that draws 208 
electricity from a battery and a vehicle that is powered by an electric motor that draws electricity from a battery and 209 
by an internal combustion engine.  210 

Note 2 to entry: In this document it refers to both of a vehicle that contains a device that converts alternating current 211 
(AC) voltage to direct current (DC) voltage (e.g., inverter) and a vehicle that does not contain a device that converts 212 
AC voltage to DC voltage. 213 

3.1.4  214 

electric vehicle supply equipment 215 

EVSE 216 

device that transfers electricity between EV and home or grid 217 

Note 1 to entry: In this document, it refers to both of a device that contains a device that converts AC voltage to DC 218 
voltage (e.g., inverter) and a device that does not contain a device that converts AC voltage to DC voltage. 219 

Note 2 to entry: In this document it refers to a device that supports primarily single family residential applications. 220 

Note 3 to entry: This document does not specify any requirement about the connector, data, and electricity between 221 
EV and EVSE. Any type of connector, data, electricity can be used between EV and EVSE that is referred in this 222 
document. 223 

3.1.5  224 

electric vehicle supply equipment charger 225 

EVSE charger 226 

EVSE that includes a communications interface of NECD protocol and is capable of managing 227 

the transfer of electricity from home or grid to EV and includes a communications interface to 228 

receive NECD messages  229 

Note 1 to entry: In this document, it refers primarily to an EVSE that is not capable of transferring electricity from an 230 
EV to home or grid using the NECD protocol. 231 

3.1.6  232 

NECD protocol 233 

protocol used in network enhanced control device (NECD) communications 234 

[SOURCE: ISO/IEC 14543-4-302] 235 

3.1.7  236 

node profile 237 

description of objects implemented in each node 238 

[SOURCE: ISO/IEC 14543-4-302] 239 

3.1.8  240 

remote control 241 

control from outside the home 242 

[SOURCE: ISO/IEC 14543-4-302] 243 

3.1.9  244 

response wait time 245 

time between a controller request to and the response from an EVSE charger 246 

3.1.10  247 

super class 248 

properties that are inherited and implemented in all device objects 249 
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