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Introduction

This draft standard is based on national and international discussions. Y our comments on this draft are invited and will assist in
the preparation of the consegquent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published

as a British Standard.

UK Vote

Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Pleaseindicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will beregjected.

- All comments should be submitted online at https.//standar dsdevelopment.bsigroup.com/. You will need to register in

order to comment.

Template for comments and secr etariat observations

Date; xx/xx/20xx

Document: 1SO/DIS xxxx

lan alternative cannot be supported
as serious problems have been
lencountered in its use in the UK.

1 2 ©) 4 5 (6) 7
MB | Clause No./ Subclause Paragraph/ Type of Commend (justification Proposed change by the MB Secretariat observations on
No./Annex (e.g. 3.1) Figure/Table/Note comment for change) by the MB each comment submitted
31 Definition 1 ed Definition is ambiguous and needs |Amend to read '...so that the mains
clarifying. connector to which no connection...’
6.4 Paragraph 2 te The use of the UV photometer as  [Delete reference to UV photometer.
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This draft European Standard is submitted to CEN members for enquiry. It has been drawn up by the Technical Committee
CEN/TC 332.

If this draft becomes a European Standard, CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

This draft European Standard was established by CEN in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.

Recipients of this draft are invited to submit, with their comments, notification of any relevant patent rights of which they are
aware and to provide supporting documentation.

Warning : This document is not a European Standard. It is distributed for review and comments. It is subject to change without
notice and shall not be referred to as a European Standard.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2025 CEN  All rights of exploitation in any form and by any means reserved Ref. No. prEN 16589-2:2025 E
worldwide for CEN national Members.
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European foreword

This document (prEN 16589-2:2025) has been prepared by Technical Committee CEN/TC 332
“Laboratory equipment”, the secretariat of which is held by DIN.

This document is currently submitted to the CEN Enquiry.
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Introduction

Articulated extraction arms (AEA) are local exhaust devices consisting of capture devices that can be
constructed in a variety of geometric shapes (hoods, nozzles, flat screens etc.) which are connected to or
mounted on extraction arms or arms with flexible joints. They are used for a variety of different
applications in the laboratory where contaminants are encountered. The design of articulated extract
arms for laboratories can differ for different applications.

The ability of capture devices to capture contaminants is subject to a number of factors. These factors are,
extract volume flow, capture velocity, capture hood design, manoeuvrability, position in relation to
emission source, user activity, air speed etc. The capture ability is rapidly decreased with increased
distance to the emission source. Higher air velocity in the opening of the device improves the capture
ability but commonly results in increased noise level and pressure drop of the capture device and extract
arm.

Good information to the user on how to use the device as well as information about the limitations of the
device are essential for safety and health in the laboratories.

Articulated extract arms are useful for very small emission sources or when the emission source is too
large to reasonably be enclosed but has distinct emission points where the pollution might occur like e.g.
a high-performance liquid chromatography (HPLC).

Type test protocols detailed in EN 16589-1 cannotbe replicated on site due to the large variances in room
conditions and AEA positioning.

This document therefore provides methods for Commissioning and Testing of AEAs that will provide
practical detail on the function and basic flow characteristics of air at an installed AEA.

The suitability of an AEA to provide effective ventilation at or near a source of contamination is the
responsibility of the customer and will be subject of a risk assessment. Good practice dictates that full
consideration is given to both local regulatory guidance and hygiene practice.
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1 Scope

This document applies to test methods designed to be used at the place of installation of the AEA, usually
a laboratory and for various laboratory applications that require local extraction. They are used for
commissioning after installation, for maintenance and for qualification purposes. For certain customer
requirements additional or modified test methods can be necessary.

This document includes product functional performance referring to product standard detailed in
EN 16589-1. Occupational health and safety assessments methods are not included in this document.

This document does not consider performance requirements for the extract air system associated with
the AEA installation and therefore extract system performance is not part of the scope.

This document does not confirm or establish a capture zone of an AEA capture device only the functional
extract capacity and mechanical functions of the AEA.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 16211, Ventilation for buildings - Measurement of air flow rates on site - Methods

EN 16589-1:2022, Laboratory local exhaust devices - Part 1: General requirements and type test methods
for articulated extractions arms

EN ISO 5167-1, Measurement of fluid flow by means of pressure differential devices inserted in circular
cross-section conduits running full - Part 1: General principles and requirements (1SO 5167-1)

EN ISO 11204, Acoustics - Noise emitted by machinery and equipment - Determination of emission sound
pressure levels at a work station and at other specified positions applying accurate environmental
corrections (1SO 11204)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 16589-1 and the following apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— IS0 Online browsing platform: available at https://www.iso.org/obp/

— IEC Electropedia: available at https://www.electropedia.org/

3.1

capture device

equipment designed to capture or collect air pollutants near their source connected directly to a duct or
mounted on an extraction arm

Note 1 to entry: Examples of capture devices are e.g. hood, flat screen, suction nozzle.
[SOURCE: EN 16589-1:2022, 3.1]

3.2
extraction arm
fixed, flexible or articulated ducting connecting the capture device with the main extract air duct
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