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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 10365:2025) has been prepared by Technical Committee CEN/TC 459/SC 3 
“Structural steels other than reinforcements”, the secretariat of which is held by DIN. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 10365:2017. 

In comparison to the previous edition, following technical modifications have been made: 

— addition of divers new dimensions; 

— addition of Annex A with formulae for static values; 

— editorial update. 
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1 Scope 

This document specifies the nominal dimensions and masses of the hot rolled steel channels, I and H 
sections. 

The following shapes are covered by this document: 

Sections: 

— parallel flange I sections IPE; 

— parallel wide flange beams HE; 

— parallel extra wide flange beams HL and HLZ; 

— parallel wide flange columns HD; 

— parallel wide flange bearing piles HP and UBP; 

— parallel flange universal beams UB; 

— parallel flange universal columns UC; 

— taper flange I sections IPN and J. 

Channels: 

— parallel flange channels UPE and PFC; 

— taper flange channels UPN, U and CH. 

These requirements do not apply to hot rolled steel channels, I- and H- sections from stainless steel. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 10024, Hot rolled taper flange I sections - Tolerances on shape and dimensions 

EN 10025-2, Hot rolled products of structural steels - Part 2: Technical delivery conditions for non-alloy 
structural steels 

EN 10025-3, Hot rolled products of structural steels - Part 3: Technical delivery conditions for 
normalized/normalized rolled weldable fine grain structural steels 

EN 10025-4, Hot rolled products of structural steels - Part 4: Technical delivery conditions for 
thermomechanical rolled weldable fine grain structural steels 

EN 10025-5, Hot rolled products of structural steels - Part 5: Technical delivery conditions for structural 
steels with improved atmospheric corrosion resistance 

EN 10034, Structural steel I and H sections - Tolerances on shape and dimensions 

EN 10079, Definition of steel products 
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EN 10279, Hot rolled steel channels - Tolerances on shape, dimensions and mass 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 10079 apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp/ 

— IEC Electropedia: available at https://www.electropedia.org/ 

4 Designation 

A section shall be designated according to Tables 1 to 15. 

This form of designation shall be used in any enquiry and order. 

5 Dimensions and masses 

Hot rolled steel channels, I and H sections complying with this document shall be manufactured with 
the specified dimensions given in the Table 1 to 15 and according to Figures 1 to 4 below. 

Radii of fillets and toes of shape profiles vary with individual manufacturers and therefore are not 
specified. Radii given by the manufacturer or fixed otherwise, are only for the calculation of the nominal 
sectional properties and cannot be used for any other purpose. 

The masses per unit length specified in Tables 1 to 15 were calculated on the basis of a density of 
7850 kg/m3. 

 

Figure 1 — IPE, HE, HL, HD, HP, UBP, UB and UC parallel flange sections 
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Figure 2 — Taper flange I sections IPN, J and extra wide flange beams HLZ 

 

Figure 3 — Parallel flange channels UPE and PFC 
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Key 
for UPN-channels: 
h ≤ 300 mm taper flange angle α = 8 % and b1 = b/2 
h> 300 mm taper flange angle α = 5 % and b1 = (b-
tw)/2 
for CH- and U-channels: b1 = b/2 

Figure 4 — Taper flange channels UPN, U and CH 

6 Tolerances on dimensions, shape and mass 

Tolerances on dimensions, shape and mass shall be as given in EN 10034 for I (parallel flanges) and H 
sections. 

Tolerances on dimensions, shape and mass shall be as given in EN 10024 for taper flange I sections. 

Tolerances on dimensions, shape and mass shall be as given in EN 10279 for channels. 

Tolerances for shapes not included in the mentioned standards shall be as agreed upon between the 
manufacturer and the purchaser. 

7 Material 

Sections and channels shall preferably be made from steel of a grade as specified in, EN 10025-2, 
EN 10025-3, EN 10025-4 and EN 10025-5. Other steel grades as specified in EN 10225-2, EN 10028-2 
and EN 10273 may also be used for specific applications. 

The desired steel grade shall be specified at the time of ordering. 

  

Full document details: 25/30512122 DC

https://doi.org/10.3403/00318131U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00558830U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02152011U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03152996U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03153025U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03153052U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03153076U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00294404U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02152232U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/25-30512122-dc
http://www.avadocuments.com/doc/25-30512122-dc


prEN 10365:2025 (E) 

8 

Table 1 — Parallel flange I sections IPE 

Designation   Dimensions   
  M h b tw tf A 
  kg/m mm mm mm mm cm2 

IPE AA 80 4,9 78,0 46,0 3,2 4,2 6,3 
IPE A 80 5,0 78,0 46,0 3,3 4,2 6,4 
IPE 80 6,0 80,0 46,0 3,8 5,2 7,6 
IPE AA 100 6,7 97,6 55,0 3,6 4,5 8,6 
IPE A 100 6,9 98,0 55,0 3,6 4,7 8,8 
IPE 100 8,1 100,0 55,0 4,1 5,7 10,3 
IPE AA 120 8,4 117,0 64,0 3,8 4,8 10,7 
IPE A 120 8,7 117,6 64,0 3,8 5,1 11,0 
IPE 120 10,4 120,0 64,0 4,4 6,3 13,2 
IPE AA 140 10,1 136,6 73,0 3,8 5,2 12,8 
IPE A 140 10,5 137,4 73,0 3,8 5,6 13,4 
IPE 140 12,9 140,0 73,0 4,7 6,9 16,4 
IPE AA 160 12,3 156,4 82,0 4,0 5,6 15,7 
IPE A 160 12,7 157,0 82,0 4,0 5,9 16,2 
IPE 160 15,8 160,0 82,0 5,0 7,4 20,1 
IPE AA 180 14,9 176,4 91,0 4,3 6,2 19,0 
IPE A 180 15,4 177,0 91,0 4,3 6,5 19,6 
IPE 180 18,8 180,0 91,0 5,3 8,0 23,9 
IPE O 180 21,3 182,0 92,0 6,0 9,0 27,1 
IPE AA 200 18,0 196,4 100,0 4,5 6,7 22,9 
IPE A 200 18,4 197,0 100,0 4,5 7,0 23,5 
IPE 200 22,4 200,0 100,0 5,6 8,5 28,5 
IPE O 200 25,1 202,0 102,0 6,2 9,5 32,0 
IPE AA 220 21,2 216,4 110,0 4,7 7,4 27,0 
IPE A 220 22,2 217,0 110,0 5,0 7,7 28,3 
IPE 220 26,2 220,0 110,0 5,9 9,2 33,4 
IPE O 220 29,4 222,0 112,0 6,6 10,2 37,4 
IPE AA 240 24,9 236,4 120,0 4,8 8,0 31,7 
IPE A 240 26,2 237,0 120,0 5,2 8,3 33,3 
IPE 240 30,7 240,0 120,0 6,2 9,8 39,1 
IPE O 240 34,3 242,0 122,0 7,0 10,8 43,7 
IPE A 270 30,7 267,0 135,0 5,5 8,7 39,2 
IPE 270 36,1 270,0 135,0 6,6 10,2 45,9 
IPE O 270 42,3 274,0 136,0 7,5 12,2 53,8 
IPE A 300 36,5 297,0 150,0 6,1 9,2 46,5 
IPE 300 42,2 300,0 150,0 7,1 10,7 53,8 
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Designation   Dimensions   
  M h b tw tf A 
  kg/m mm mm mm mm cm2 

IPE O 300 49,3 304,0 152,0 8,0 12,7 62,8 
IPE A 330 43,0 327,0 160,0 6,5 10,0 54,7 
IPE 330 49,1 330,0 160,0 7,5 11,5 62,6 
IPE O 330 57,0 334,0 162,0 8,5 13,5 72,6 
IPE AA 360 47,0 356,4 170,0 6,0 10,9 59,9 
IPE A 360 50,2 357,6 170,0 6,6 11,5 64,0 
IPE 360 57,1 360,0 170,0 8,0 12,7 72,7 
IPE O 360 66,0 364,0 172,0 9,2 14,7 84,1 
IPE AA 400 53,4 395,6 180,0 6,3 11,3 68,0 
IPE A 400 57,4 397,0 180,0 7,0 12,0 73,1 
IPE 400 66,3 400,0 180,0 8,6 13,5 84,5 
IPE O 400 75,7 404,0 182,0 9,7 15,5 96,4 
IPE V 400 84,0 408,0 182,0 10,6 17,5 107,0 
IPE AA 450 62,1 445,4 190,0 6,8 12,3 79,1 
IPE A 450 67,2 447,0 190,0 7,6 13,1 85,6 
IPE 450 77,6 450,0 190,0 9,4 14,6 98,8 
IPE O 450 92,4 456,0 192,0 11,0 17,6 117,7 
IPE V 450 107 460,0 194,0 12,4 19,6 132,0 
IPE AA 500 73,2 495,2 200,0 7,5 13,6 93,3 
IPE A 500 79,4 497,0 200,0 8,4 14,5 101,1 
IPE 500 90,7 500,0 200,0 10,2 16,0 115,5 
IPE O 500 107 506,0 202,0 12,0 19,0 136,7 
IPE V 500 129 514,0 204,0 14,2 23,0 164,1 
IPE AA 550 79,5 541,0 210,0 8,5 12,5 101,3 
IPE A 550 92,1 547,0 210,0 9,0 15,7 117,3 
IPE 550 106 550,0 210,0 11,1 17,2 134,4 
IPE O 550 123 556,0 212,0 12,7 20,2 156,1 
IPE V 550 159 566,0 216,0 17,1 25,2 202,0 
IPE A 600 108 597,0 220,0 9,8 17,5 137,0 
IPE 600 122 600,0 220,0 12,0 19,0 156,0 
IPE O 600 154 610,0 224,0 15,0 24,0 196,8 
IPE V 600 184 618,0 228,0 18,0 28,0 233,8 
IPE 750 × 134 134 750,0 264,0 12,0 15,5 170,6 
IPE 750 × 147 147 753,0 265,0 13,2 17,0 187,5 
IPE 750 × 173 173 762,0 267,0 14,4 21,6 221,3 
IPE 750 × 196 196 770,0 268,0 15,6 25,4 250,8 
IPE 750 × 220 220 779,0 266,0 16,5 30,0 280,7 
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Table 2 — Wide flange beams HE 

Designation   Dimensions   
  M h b tw tf A 
  kg/m mm mm mm mm cm2 

HE 100 AA 12,2 91,0 100,0 4,2 5,5 15,6 
HE 100 A 16,7 96,0 100,0 5,0 8,0 21,2 
HE 100 B 20,4 100,0 100,0 6,0 10,0 26,0 
HE 100 C 30,9 110,0 103,0 9,0 15,0 39,3 
HE 100 M 41,8 120,0 106,0 12,0 20,0 53,2 
HE 120 AA 14,6 109,0 120,0 4,2 5,5 18,6 
HE 120 A 19,9 114,0 120,0 5,0 8,0 25,3 
HE 120 B 26,7 120,0 120,0 6,5 11,0 34,0 
HE 120 C 39,2 130,0 123,0 9,5 16,0 49,9 
HE 120 M 52,1 140,0 126,0 12,5 21,0 66,4 
HE 140 AA 18,1 128,0 140,0 4,3 6,0 23,0 
HE 140 A 24,7 133,0 140,0 5,5 8,5 31,4 
HE 140 B 33,7 140,0 140,0 7,0 12,0 43,0 
HE 140 C 48,2 150,0 143,0 10,0 17,0 61,5 
HE 140 M 63,2 160,0 146,0 13,0 22,0 80,6 
HE 160 AA 23,8 148,0 160,0 4,5 7,0 30,4 
HE 160 A 30,4 152,0 160,0 6,0 9,0 38,8 
HE 160 B 42,6 160,0 160,0 8,0 13,0 54,3 
HE 160 C 59,2 170,0 163,0 11,0 18,0 75,4 
HE 160 M 76,2 180,0 166,0 14,0 23,0 97,1 
HE 180 AA 28,7 167,0 180,0 5,0 7,5 36,5 
HE 180 A 35,5 171,0 180,0 6,0 9,5 45,3 
HE 180 B 51,2 180,0 180,0 8,5 14,0 65,3 
HE 180 C 69,8 190,0 183,0 11,5 19,0 89,0 
HE 180 M 88,9 200,0 186,0 14,5 24,0 113,3 
HE 200 AA 34,6 186,0 200,0 5,5 8,0 44,1 
HE 200 A 42,3 190,0 200,0 6,5 10,0 53,8 
HE 200 B 61,3 200,0 200,0 9,0 15,0 78,1 
HE 200 C 81,9 210,0 203,0 12,0 20,0 104,4 
HE 200 M 103 220,0 206,0 15,0 25,0 131,3 
HE 220 AA 40,4 205,0 220,0 6,0 8,5 51,5 
HE 220 A 50,5 210,0 220,0 7,0 11,0 64,3 
HE 220 B 71,5 220,0 220,0 9,5 16,0 91,0 
HE 220 C 94,1 230,0 223,0 12,5 21,0 119,9 
HE 220 M 117 240,0 226,0 15,5 26,0 149,4 
HE 240 AA 47,4 224,0 240,0 6,5 9,0 60,4 
HE 240 A 60,3 230,0 240,0 7,5 12,0 76,8 
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Designation   Dimensions   
  M h b tw tf A 
  kg/m mm mm mm mm cm2 

HE 240 B 83,2 240,0 240,0 10,0 17,0 106,0 
HE 240 C 119 255,0 244,0 14,0 24,5 152,2 
HE 240 M 157 270,0 248,0 18,0 32,0 199,6 
HE 260 AA 54,1 244,0 260,0 6,5 9,5 69,0 
HE 260 A 68,2 250,0 260,0 7,5 12,5 86,8 
HE 260 B 93,0 260,0 260,0 10,0 17,5 118,4 
HE 260 C 132 275,0 264,0 14,0 25,0 168,4 
HE 260 M 172 290,0 268,0 18,0 32,5 219,6 
HE 280 AA 61,2 264,0 280,0 7,0 10,0 78,0 
HE 280 A 76,4 270,0 280,0 8,0 13,0 97,3 
HE 280 B 103 280,0 280,0 10,5 18,0 131,4 
HE 280 C 145 295,0 284,0 14,5 25,5 185,2 
HE 280 M 189 310,0 288,0 18,5 33,0 240,2 
HE 300 AA 69,8 283,0 300,0 7,5 10,5 88,9 
HE 300 A 88,3 290,0 300,0 8,5 14,0 112,5 
HE 300 B 117 300,0 300,0 11,0 19,0 149,1 
HE 300 C 177 320,0 305,0 16,0 29,0 225,1 
HE 300 M 238 340,0 310,0 21,0 39,0 303,1 
HE 320 AA 74,2 301,0 300,0 8,0 11,0 94,6 
HE 320 A 97,6 310,0 300,0 9,0 15,5 124,4 
HE 320 B 127 320,0 300,0 11,5 20,5 161,3 
HE 320 C 186 340,0 305,0 16,0 30,5 236,9 
HE 320 M 245 359,0 309,0 21,0 40,0 312,0 
HE 340 AA 78,9 320,0 300,0 8,5 11,5 100,5 
HE 340 A 105 330,0 300,0 9,5 16,5 133,5 
HE 340 B 134 340,0 300,0 12,0 21,5 170,9 
HE 340 M 248 377,0 309,0 21,0 40,0 315,8 
HE 360 AA 83,7 339,0 300,0 9,0 12,0 106,6 
HE 360 A 112 350,0 300,0 10,0 17,5 142,8 
HE 360 B 142 360,0 300,0 12,5 22,5 180,6 
HE 360 M 250 395,0 308,0 21,0 40,0 318,8 
HE 400 AA 92,4 378,0 300,0 9,5 13,0 117,7 
HE 400 A 125 390,0 300,0 11,0 19,0 159,0 
HE 400 B 155 400,0 300,0 13,5 24,0 197,8 
HE 400 M 256 432,0 307,0 21,0 40,0 325,8 
HE 450 AA 99,7 425,0 300,0 10,0 13,5 127,1 
HE 450 A 140 440,0 300,0 11,5 21,0 178,0 
HE 450 B 171 450,0 300,0 14,0 26,0 218,0 
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