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Introduction
This draft standard is based on national and international discussions. Your comments on this draft are invited and will assist in
the preparation of the consequent standard.

For international standards, comments will be reviewed by the relevant UK national committee before sending the consensus
UK vote and comments to the international committee, which will then decide appropriate action. If the international standard is
approved, it is usual for the text to be published as a British Standard.

For national standards, comments will be reviewed by the relevant UK national committee and the resulting standards published
as a British Standard.

UK Vote
Please indicate whether you consider the UK should submit a negative (with supporting technical reasons) or positive vote on
this draft. Please indicate if you are aware of any reason why this draft standard should not be published as a British Standard.

Submission of Comments
- Annotated drafts are not acceptable and will be rejected.

- All comments should be submitted online at https://standardsdevelopment.bsigroup.com/. You will need to register in
order to comment.

Template for comments and secretariat observations Date: xx/xx/20xx Document: ISO/DIS xxxx

1 2 (3) 4 5 (6) 7

MB Clause No./ Subclause
No./Annex (e.g. 3.1)

Paragraph/
Figure/Table/Note

Type of
comment

Commend (justification
for change) by the MB

Proposed change by the MB Secretariat observations on
each comment submitted

3.1 Definition 1 ed Definition is ambiguous and needs
clarifying.

Amend to read '...so that the mains
connector to which no connection...'

6.4 Paragraph 2 te The use of the UV photometer as
an alternative cannot be supported
as serious problems have been
encountered in its use in the UK.

Delete reference to UV photometer.
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European foreword 

This document (prEN 14420-7:2025) has been prepared by Technical Committee CEN/TC 218 “Rubber 
and plastics hoses and hose assemblies”, the secretariat of which is held by BSI. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 14420-7:2022/AC:2023. 

prEN 14420-7:2025 includes the following significant technical changes with respect to EN 14420-7: 
2022/AC:2023: 

— for Figure 3, the symbol d6 have been deleted as d6 does not appear in the document; 

— for Figure 6, the missing explanation for entry 1 have been included.  

The EN 14420 series, Hose fittings with clamp units, consists of the following parts: 

— Part 1: Requirements, types of fixing and connection, designation and testing 

— Part 2: Hose side parts of hose tail 

— Part 3: Clamp units, bolted or pinned 

— Part 4: Flange connections 

— Part 5: Threaded connections 

— Part 6: TW tank truck couplings 

— Part 7: Cam locking couplings 

— Part 8: Symmetrical half coupling (Guillemin system) 
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Introduction 

Cam locking couplings are manufactured worldwide according to the American “military specification” 
MIL-C-27487, which fixes the coupling side in a limited way, but not the connection side. Other parts like 
levers, bolts, ring and gaskets are not standardized. 
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1 Scope 

This document specifies the design, materials, dimensions and marking requirements for cam locking 
couplings that serve as the link between hoses and connections to transport liquids, solids and gases, 
except liquid gas and steam. 

For all sizes of aluminium cast material couplings and for all couplings of size DN 100, the pressure range 
is from −0,8 bar to 10 bar in the working temperature range from −20 °C to +65 °C. All other couplings 
according to this document are capable of operating within the pressure range from 0,8 bar1 to 16 bar in 
the working temperature range from −20 °C to +65 °C. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 755-2, Aluminium and aluminium alloys - Extruded rod/bar, tube and profiles - Part 2: Mechanical 
properties 

EN 1706, Aluminium and aluminium alloys - Castings - Chemical composition and mechanical properties 

EN 1982, Copper and copper alloys - Ingots and castings 

EN 10088-1, Stainless steels - Part 1: List of stainless steels 

EN 10213, Steel castings for pressure purposes 

EN 12420, Copper and copper alloys - Forgings 

EN 14420-1:2013, Hose fittings with clamp units - Part 1: Requirements, types of fixing and connection, 
designation and testing 

EN 14420-2, Hose fittings with clamp units - Part 2: Hose side parts of hose tail 

EN 14420-5, Hose fittings with clamp units - Part 5: Threaded connections 

EN 22768-1, General tolerances - Part 1: Tolerances for linear and angular dimensions without individual 
tolerance indications (ISO 2768-1) 

EN 22768-22, General tolerances - Part 2: Geometrical tolerances for features without individual tolerance 
indications (ISO 2768-2) 

EN ISO 8330, Rubber and plastics hoses and hose assemblies - Vocabulary (ISO 8330) 

ISO 272, Fasteners — Hexagon products — Widths across flats 

                                                             

1 1 bar = 0,1 MPa. 

2 EN 22768-2 has been withdrawn and replaced by EN ISO 22081. 

Full document details: 25/30512985 DC

https://doi.org/10.3403/01430573U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01411328U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01542117U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00572743U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30078698U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01600452U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30234626?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30069463U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30069494U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/25-30512985-dc
http://www.avadocuments.com/doc/25-30512985-dc


prEN 14420-7:2025 (E) 

6 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN ISO 8330 and the following 
apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp 

— IEC Electropedia: available at https://www.electropedia.org/ 

3.1 
DN 
nominal size 
alphanumeric designation of size for components of a pipework system, which is used for reference 
purposes, comprised of the letters DN followed by a dimensionless whole number which is indirectly 
related to the physical size, in millimetres, of the bore or outside diameter of the end connections 

Note 1 to entry: The number following the letters DN does not represent a measurable value and is not be used 
for calculation purposes except where specified in the relevant standard. 

Note 2 to entry: In those standards which use the DN designation system, any relationship between DN and 
component dimensions is to be indicated, e.g. DN/OD or DN/ID. 

[SOURCE: EN ISO 6708:1995, 2.1, modified] 

3.2 
PN 
alphanumeric designation used for reference purposes related to a combination of mechanical and 
dimensional characteristics of a component of a hose fitting 

Note 1 to entry: It comprises the letters PN followed by a dimensionless number. 

Note 2 to entry: The number following the letters PN does not represent a measurable value and should not be 
used for calculation purposes except where specified in the relevant standard. 

3.3 
main gasket 
interface gasket between the male and female part of a coupling 

3.4 
thread gasket 
flat faced gasket for threads according to EN ISO 228-1 

4 Requirements 

4.1 Construction 

The curves of the lever and the adapters as well as the dimensions of the main gaskets shall be 
harmonized such that twisting of the hose and vibrating during operation shall not lead to leakage. Cam 
arms shall be manually operable. 

Cam arms shall be suitable to operate without using tools. 

For gauges for cam-locking couplings according to this document see Annex A. 
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NOTE If the requirements of this document are met, compatibility between couplers and adapters from 
different manufacturers is ensured. Apart from gaskets, the interchangeability between spare parts from different 
manufacturers cannot be ensured. 

4.2 Temperatures 

Range of working temperatures of couplings equipped with nitrile butadiene rubber gasket  
(NBR-gasket): −20 °C to +65 °C. 

5 Survey 

Figure 1 and Figure 2 show examples for cam-locking couplings. A parts list is given in Table 1. 

 
NOTE Chain optional. 

Figure 1 — Coupler type DF and adapter type DP (dust plug) 
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NOTE Chain optional. 

Figure 2 — Coupler type DC and adapter type AF 

Table 1 — Parts list 

Item No. Number of pieces Nomination 

1 a 1 body with internal thread for coupler 

1 b 1 with external thread 

1 c 1 with welding connection 

1 d 1 with hose nipple 

1 e 1 cap 

2 2 cam arms   

3 2 pin 

4 2 ring 

5 1 main gasket 

6 1 thread gasket for internal thread (see EN 14420-5) 

7 1 At the discretion of the manufacturer a 

8 a 1 Adapter with internal thread 

8 b 1 with external thread 

8 c 1 with welding neck 

8 d 1 with hose tail 

8 e 1 plug 

9 4 ears 

a The chain is not part of a complete coupling. 
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