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Disclaimers 

 

3-A Sanitary Standards, Inc. (3-A SSI) and collaborating organizations do not assume or undertake to discharge all or any 

responsibilities of manufacturers or any other user of 3-A Sanitary Standards or 3-A Accepted Practices.  3-A SSI is not 

responsible to any individual, organization or entity for the use of 3-A Standards and 3-A Accepted Practices.  It is the 

science-based opinions, professional findings of volunteer experts and consensus that provides the sanitary (hygienic) 

criteria included in 3-A documents. 

 

3-A Standards and 3-A Practices do not include provisions for mechanical and electrical safety.  Mechanical and 

electrical safety criteria are established by government regulations and other standards development organizations 

(SDOs).  Other SDO standards may be referenced. 

 

3-A Sanitary Standards, Inc., its employees and its volunteer committees shall not incur any obligation or liability for 

damages, including consequential damages, arising out of or in connection with the development, use, interpretation of, 

and reliance upon this 3-A Standard. 

 

Drawings and illustrations contained herein are to assist in understanding the criteria in this 3-A Standard.  Drawings and 

illustrations are not intended to show all variations of the equipment or system nor are they (it) to exclude alternate 

methods meeting this standard.  Drawings and illustrations are non-normative. 

 

 

Foreword 

 

This 3-A Standard is to establish minimum sanitary (hygienic) requirements for Blending Equipment.  Standard English 

is the official language of 3-A Sanitary Standards and 3-A Accepted Practices. 

 

This 3-A Standard is for voluntary use by directly and materially affected organizations such as equipment and machinery 

fabricators, processors, regulatory agencies and by 3-A Sanitary Standards, Inc. to assure adequate public health 

protection exist for the devices and covered products.  3-A Sanitary Standards, Inc. use these documents as the source for 

sanitary criteria as part of 3-A Symbol authorization. 

 

This 3-A Standard was developed jointly by 3-A Sanitary Standards, Inc. (3-A SSI), the United States Public Health 

Service (USPHS), the United States Department of Agriculture – Dairy Programs (USDA), and the European Hygienic 

Engineering & Design Group (EHEDG). 

 

It is our purpose to encourage inventive genius and provide a forum to discuss new developments.  Suggestions for 

improvement and new technology are welcome any time for consideration by the 3-A Sanitary Standards Committees.  

Please forward comments to the 3-A SSI, 6888 Elm Street, Suite 2D, McLean, VA  22101-3829 USA.  By fax: 703-761-

6284.  By e-mail to: 3-ainfo@3-a.org. 
 

 

 

Full document details: 3A 35-04 2011

mailto:3%1eainfo@3%1ea.org
http://www.avadocuments.com/doc/3a-35-04-2011
http://www.avadocuments.com/doc/3a-35-04-2011


Copyright© 3-A Sanitary Standards, Inc., McLean, VA 35-04 

 

 1 

A SCOPE 

 

A1 These standards cover the sanitary aspects of 

blending equipment used for combining and/or 

mixing either wet or dry products and includes any 

component equipment which shall conform to their 

respective 3-A Sanitary Standards. 

 

A1.1 The blending equipment begins at the entrance to 

the hopper or infeed pipe connection(s) and ends at 

the exit pipe fitting and includes all equipment in 

between. 

 

A2 In order to conform to these 3-A Sanitary 

Standards, blending equipment shall conform to the 

following design, material and fabrication criteria.
1
 

 

A3 Normative References: 

3-A Sanitary Standards for: 

02- Centrifugal and Positive Rotary Pumps  

18- Multiple-Use Rubber and Rubber-Like 

Materials 

20- Multiple-Use Plastic Materials  

32- Uninsulated Tanks 

33- Polished Metal Tubing  

36- In-Line Rotor-Stator Mixers 

51- Plug-Type Valves 

52- Plastic Plug-Type Valves 

53- Compression-Type Valves 

54- Diaphragm-Type Valves  

55- Boot Seal-Type Valves 

57- Tank Outlet Valves 

58- Vacuum Breakers and Check Valves 

62- Hose Assemblies 

63- Sanitary Fittings 

65- Sight and/or Light Windows and Sight 

Indicators 

73- Shear Mixers, Mixers, and Agitators 

74- Sensors and Sensor Fittings and 

Connections Used on Equipment 

78- Spray Devices to Remain in Place 

81- Auger-Type Feeders 

3-A Accepted Practices for: 

605- Permanently Installed Product and Solution 

Pipelines and Cleaning Systems 

                                                 
1  Use current revisions or editions of all referenced documents cited 

herein. 

B DEFINITIONS 

 

B1 Product:  Shall mean milk, milk products and other 

comestibles. 

 

B2 Solutions:  Shall mean water and/or those 

homogeneous mixtures of cleaning agents and/or 

sanitizers and water used for flushing, cleaning, 

rinsing, and sanitizing. 

 

B3 Surfaces 

 

B3.1 Product Contact Surfaces:  Shall mean all surfaces 

which are exposed to the product and surfaces from 

which liquids and/or solids may drain, drop, diffuse, 

or be drawn into the product. 

 

B3.2 Nonproduct Contact Surfaces:  Shall mean all other 

exposed surfaces. 

 

B3.2.1 Splash Contact Surfaces:  Shall mean nonproduct 

contact surfaces that during normal use are subject 

to accumulation of soil and which require routine 

cleaning. 

 

B4 Cleaning 

 

B4.1 Mechanical Cleaning or Mechanically Cleaned:  

Shall mean soil removal by impingement, 

circulation, or flowing chemical detergent solutions 

and water rinses onto and over the surfaces to be 

cleaned by mechanical means in equipment 

specifically designed for this purpose. 

 

B4.2 Manual (COP) Cleaning:  Shall mean soil removal 

when the equipment is partially or totally 

disassembled.  Soil removal is effected with 

chemical solutions and water rinses with the 

assistance of one or a combination of brushes, 

nonmetallic scouring pads and scrapers, high or low 

pressure hoses and tank(s) which may be fitted with 

recirculating pump(s), and with all cleaning aids 

manipulated by hand. 

 

B5 Surface Modification 

 

B5.1 Surface Treatments:  Shall mean a process whereby 

chemical compositions or mechanical properties of 

the existing surface are altered.  There is no 

appreciable, typically less than 1 m, build-up of 

new material, or removal of existing material. 
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B5.1.1 Surface treatments include: 

1. Mechanical (shot peening
2
, polishing) 

2. Thermal (surface hardening laser, electron 

beam) 

3. Diffusion (carburizing, nitriding) 

4. Chemical (etching, oxidation) 

5. Ion Implantation 

6. Electropolishing 

 

B5.2 Coatings:  Shall mean the results of a process where 

a different material is deposited to create a new 

surface.  There is appreciable, typically more than 1 

m, build-up of new material.  The coating material 

does not alter the physical properties of the 

substrate. 

 

B5.2.1 Coating processes include: 

1. Chemical (conversion coatings) 

2. Engineering Plating,  

(e.g., Electrodeposition
3
) 

3. Thermal spraying (e.g., flame, plasma, arc 

spray) 

4. Physical Vapor Deposition 

5. Chemical Vapor Deposition 

6. Overlays and Encapsulation 

 

B6 Bond:  Shall mean the adhesive or cohesive forces 

holding materials together.  This definition excludes 

press and shrink fits. 

 

B7 Corrosion Resistant:  Shall mean the surface has the 

property to maintain its original surface 

characteristics for its predicted service period when 

exposed to the conditions encountered in the 

environment of intended use, including expected 

contact with product and cleaning, sanitizing, or 

sterilization compounds or solutions. 

 

B8 Dead End:  Shall mean an area or space wherein a 

product, ingredient, cleaning, or sanitizing agent, or 

other extraneous matter may be trapped, retained, or 

not completely displaced during operational or 

cleaning procedures. 

                                                 
2 

AMS-S-13165, Shot Peening of Metal Parts.  Available from Society of 

Automotive Engineers, Inc. (SAE), 400 Commonwealth Drive, 

Warrendale, PA  15096-0001. 

3
 SAE-AMS-QQ-C-320, Chromium Plating (Electrodeposited).  SAE-AMS-

QQ-N-290, Nickel Plating (Electrodeposited).  Society of Automotive 

Engineers, 400 Commonwealth Dr., Warrendale, PA 15096-0001. 

B9 Easily or Readily Accessible:  Shall mean a location 

which can be safely reached by personnel from a 

floor, other permanent work area, or stable platform 

(permanent or moveable). 

 

B10 Easily or Readily Removable:  Shall mean 

separated from the equipment with the use of simple 

hand tools if necessary. 

 

B11 Inspectable:  Shall mean all product contact 

surfaces can be made available for close visual 

observation. 

 

B12 Nontoxic Materials:  Shall mean those substances 

which under the conditions of their use are in 

compliance with applicable requirements of the 

Food and Drug Administration. 

 

B13 Sanitizing or Sanitization:  Shall mean a process 

applied to a cleaned surface which is capable of 

reducing the numbers of the most resistant human 

pathogens by at least 5 log10 reductions (99.999%) 

to 7 log10 reductions (99.99999%) by applying 

accumulated hot water, hot air, or steam, or by 

applying an EPA-registered sanitizer according to 

label directions.  Sanitizing may be effected by 

mechanical or manual methods. 

 

B14 Simple Hand Tools:  Shall mean implements such 

as a screwdriver, wrench, or mallet normally used 

by operating and cleaning personnel. 

 

B15 Soil:  Shall mean the presence of unwanted organic 

residue or inorganic matter. 

 

C MATERIALS 

 

C1 Metals 

 

C1.1 The materials of product contact surfaces of 

components included in the blending equipment for 

which there are 3-A Sanitary Standards or 3-A 

Accepted Practices shall conform to the materials 

criteria of the applicable standards or accepted 

practices.  (See Section A3.) 
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