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Abstract: This document defines fluid delivery performance test methods that cover the full range of use 
conditions of an infusion pump in order to provide clinically relevant data of how the pump will perform 
in use. This document is applicable to syringe pumps, container pumps, and volumetric infusion 
pumps for all indicated delivery modes including enteral, patient controlled analgesia (PCA), or 
epidural and prescribed infusate sources (e.g., volumetric infusion pump drawing from a syringe). 
This document does not establish criteria for the clinical acceptability of infusion pump performance, 
provide guidance for test method validation, or address uncertainty of measurement.  

Keywords: fluid delivery, infusion pumps, performance testing 

Full document details: AAMI TIR101-2021

http://www.avadocuments.com/doc/aami-tir101-2021
http://www.avadocuments.com/doc/aami-tir101-2021


AAMI Technical Information Report 

A technical information report (TIR) is a publication of the Association for the Advancement of Medical Instrumentation 
(AAMI) Standards Board that addresses a particular aspect of medical technology. 

Although the material presented in a TIR may need further evaluation by experts, releasing the information is valuable 
because the industry and the professions have an immediate need for it. 

A TIR differs markedly from a standard or recommended practice, and readers should understand the differences 
between these documents. 

Standards and recommended practices are subject to a formal process of committee approval, public review, and 
resolution of all comments. This process of consensus is supervised by the AAMI Standards Board and, in the case of 
American National Standards, by the American National Standards Institute. 

A TIR is not subject to the same formal approval process as a standard. However, a TIR is approved for distribution by 
a technical committee and the AAMI Standards Board.  

Another difference is that, although both standards and TIRs are periodically reviewed, a standard must be acted on—
reaffirmed, revised, or withdrawn—and the action formally approved usually every five years but at least every 10 years. 
A TIR must be acted on and the action formally approved usually every three years. 

A TIR may be developed because it is more responsive to underlying safety or performance issues than a standard or 
recommended practice, or because achieving consensus is extremely difficult or unlikely. Unlike a standard, a TIR 
permits the inclusion of differing viewpoints on technical issues. 

CAUTION NOTICE: This AAMI TIR may be revised or withdrawn at any time. Because it addresses a rapidly evolving 
field or technology, readers are cautioned to ensure that they have also considered information that may be more recent 
than this document. 

All standards, recommended practices, technical information reports, and other types of technical documents 
developed by AAMI are voluntary, and their application is solely within the discretion and professional judgment of the 
user of the document. Occasionally, voluntary technical documents are adopted by government regulatory agencies or 
procurement authorities, in which case the adopting agency is responsible for enforcement of its rules and regulations. 

Comments on this technical information report are invited and should be sent to AAMI, Attn: Standards Department, 
901 N. Glebe Road, Suite 300, Arlington, VA 22203. 
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Foreword 

The following verbal forms are used within AAMI documents to distinguish requirements from other types of provisions 
in the document:  

 “shall” and “shall not” are used to express requirements;  

 “should” and “should not” are used to express recommendations; 

 “may” and “may not” are used to express permission; 

 “can” and “cannot” are used as statements of possibility or capability; 

 “might” and “might not” are used to express possibility; 

 “must” is used for external constraints or obligations defined outside the document; “must” is not an alternative 
for “shall.” 

Suggestions for improving this technical information report are invited. Comments and suggested revisions should be 
sent to Standards, AAMI, 901 N. Glebe Road, Suite 300, Arlington, VA 22203 or standards@aami.org.  

NOTE This foreword does not contain provisions of the AAMI TIR101, Fluid delivery performance testing for infusion 
pumps (AAMI TIR101:2021), but it does provide important information about the development and intended use of the 
document. 
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Introduction 

In order to fulfill their mission, the fluid delivery elements of infusion pumps must behave as designed and as anticipated 
by clinicians, clinical and biomedical engineers, and other technical personnel. Since the creation of IEC 60601-2-24 
[3] infusion pumps have markedly increased in complexity and sophistication of clinical usage.  

The present edition of the IEC 60601-2-24 [3] standard was updated in 2012. Some of its methods of performance 
testing and reporting fail to offer ‘clinically relevant and actionable’ information in several aspects. This technical 
information report (TIR) seeks to correct, augment, and strengthen the standard providing designers and users with 
more complete and usable characterization of device behavior under a range of ‘real world’ clinical conditions.  

The motivation behind the TIR has three primary elements: expanded test conditions, translated measurements into 
clinically-relevant metrics, and standardized testing and disclosure. 

Present and prior editions of IEC 60601-2-24 [3] focus primarily on testing under nominal laboratory conditions, with 
small deviations around flow rates and outlet pressures. This TIR broadens the scope of testing to include additional 
test cases spanning the operational range of the device. For example, flow accuracy testing now includes both 
maximum and minimum selectable rates for the device in addition to the intermediate rates. Likewise, variation is 
included for ambient temperature and pressure, as well as fluid viscosity. This expanded test matrix more completely 
characterizes how the device will perform across the full spectrum of clinical use.  

IEC 60601-2-24 [3] also has limitations in ability to relate measured performance to clinically-relevant metrics. So-called 
“Startup” and “Trumpet Curve” plots provide qualitative visual indication of startup time and short-term flow variability 
but fail to translate to quantitative metrics that clinicians can use to select appropriate equipment or adapt clinical 
practice to yield the best outcomes. This TIR introduces a quantitative measure for startup time delay. It also introduces 
a measure of short-term variability that relates back to medication half-lives, enabling clinicians to understand how the 
pump performance can impact patient outcomes based on the pharmacokinetics of the drugs they intend to deliver. 
Refer to Annex C for more details in comparing the Trumpet Curve approach with the pharmacokinetic filtering 
response. 

Lastly, the TIR aims to provide a standardized approach to testing and labeling. A shared approach to test methods, 
conditions and disclosure enables for more straightforward comparison between similar products. This is a benefit to 
regulators, clinicians, and industry as each is looking to compare and contrast performance of different products or 
technologies. Further, this TIR suggests the addition of confidence and reliability indicators on top of typical results so 
that variability of performance can be understood. 

Key elements of this TIR include methods for evaluating flow rate and bolus delivery accuracy under realistic excursions 
of intake and outlet pressure, environmental conditions, flow rates, measurement, and presentation of short-term flow 
variability in the critical flow rate ranges where short half-life medications are delivered and quantifying delay of flow 
stabilization. Testing and analysis apply statistical methodology to enhance the reliability as well as usability of reported 
values. 
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Fluid delivery performance testing for infusion pumps 
1 Scope 
This document defines fluid delivery performance test methods that are intended to accurately and efficiently align with 
the intended use of an infusion pump in order to provide clinically relevant presentation of test results. This document 
is applicable to syringe pumps, container pumps, and volumetric infusion pumps for all indicated delivery modes 
including enteral, patient controlled analgesia (PCA), or epidural and prescribed infusate sources (e.g., volumetric 
infusion pump drawing from a syringe). This document does not establish criteria for the clinical acceptability of infusion 
pump performance, provide guidance for test method validation, or address uncertainty of measurement.  

The tests included in this document are: 

 start-up delay time; 

 short and long-term flow-rate accuracy over the entire period of intended use; 

 environmental and pressure effects on long-term flow-rate accuracy; 

 bolus dose accuracy. 

NOTE 1 This document is not meant to be all inclusive of performance testing, and methods therein, that might be relevant and/or 
necessary to establish the performance data that is specifically relevant to a particular infusion pump’s intended use and 
risk profile. Manufacturers should consider additional testing and/or scientific evidence if the infusion system is intended to 
deliver complex or non-Newtonian fluids. 

NOTE 2 On-body delivery systems are not specifically addressed within this document; however, particular test methods within this 
report might be relevant to on-body delivery systems based on the intended use and risk profile of the system. Elements of 
the ISO 11608-1 [7] suite of standards might also be relevant for these types of delivery systems. 

NOTE 3 Although the performance testing described in this document might be transferrable to implantable infusion pumps, this 
document is not intended to cover the testing necessary for implantable infusion pumps. See ISO 14708-4 [8] for information 
regarding implantable infusion pumps. 

NOTE 4 It is the responsibility of the manufacturer to identify applicable environmental conditions. If there are additional 
environmental conditions that could impact product performance, those should be included in addition to the environmental 
conditions called out in Table 4. Respective standards including IEC 60601-1-11 [1] for the home healthcare environment 
and IEC 60601-1-12 [2] for medical emergency services should be considered as appropriate based on the labeling of the 
product. TIR101 test methods are generally limited in environments with mechanical vibration or shock by the test apparatus 
such as through the required precision of balances. If the environmental stressors are not compatible with the test methods 
defined in TIR101 (e.g., vibration is not compatible with use of balances), the manufacturer should identify alternative or 
additional test methods as appropriate such as including a subset of TIR test methods as pre- or post-tests if dictated by 
the intended use and/or risk management. 

NOTE 5 The test methods of TIR101 characterize the delivery performance of the infusion pump at the time of test. It is the 
responsibility of the manufacturer to ensure appropriate characterization of the expected delivery performance over the use 
life of the infusion pump. This should include degradation of performance such as from wear out of the pumping mechanism. 
If performance degrades with depletion or aging of batteries, this should be considered, and a risk-based strategy should 
be adopted to inform clinicians to replace the battery. For batteries near their end of their manufacturer recommended 
service life, if flow rate accuracy is affected then an end of battery life alarm and/or near end of battery life alarm may be 
appropriate. If a battery with a low state of charge affects fluid delivery performance, then the manufacturer should establish 
the triggering points of their low battery alarms appropriately (e.g., low battery and battery depletion alarms). Manufacturers 
should include the flow rate accuracy testing and risk migration strategy for depleted or batteries near end of use life in their 
safety assurance case and disclose in operator’s manual if the deviation causes the performance to exceed the stated 
accuracy specification (e.g., greater than 5 %). 
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NOTE 6 The manufacturer should define a worst-case condition and perform the corresponding sub-set of testing on administration 
sets and disposables that are sterilized (if applicable) and aged to their indicated shelf-life. Manufacturers should include 
the justification for worst-case conditions in their safety assurance case and disclose in the operator’s manual if the deviation 
causes the performance to exceed the stated accuracy specification (e.g., greater than 5 %). 

2 Normative reference 
There are no normative references for this report.  

3 Terms and definitions 
For the purposes of this document, the terms, and definitions in IEC 60601-2-24 [3] and the following apply. 

NOTE Throughout this document, capital “T” variables denote durations of time and lower case “t” variables denote instances in 
time. 

3.1 
test period 
Ttotal [min] 
total duration of the test 

3.2 
analysis period  
T0  [min] 
evaluation period starting with the activation of the infusion test rate to the start of analysis period TB 

3.3 
analysis period  
TB [min] 
evaluation period following test period T0 

3.4 
analysis period  
TE [min] 
evaluation period at the end of the test period Ttotal  

3.5 
analysis period  
Tx [min] 
evaluation period where x is referencing any of T0, TB, or TE. 

3.6 
balance resolution  
Mresolution [g] 
minimum required balance resolution 

3.7 
bolus 
delivery of a programmed fluid volume or dose, typically within a short time 

Note to entry: The time period can be entered by the user or calculated based on the pump’s default bolus flow rate. If a specific 
bolus flow rate is defined, the delivery duration of the bolus will be calculated. Boluses are typically given at varying intervals 
in response to a patient’s physiological response or condition during an infusion or might be triggered by the patient 
themselves in patient-controlled-analgesia pumps. A bolus can be delivered with a continuous (basal) infusion interrupted 
by the bolus or flowing concurrently with the bolus. 

3.8 
coefficient of variability 
CV% [%] 
measure of the short term flow variability in steady state flow 
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3.9 
container pump 
infusion pump where the fluid reservoir is temporarily or permanently secured to or within the pump body for delivery 

Note to entry: Inlet pressure variation tests do not apply to this type of pump since the position of the fluid reservoir is fixed with 
respect to the pumping mechanism. 

3.10 
D20W 
solution of 20 % concentration of glucose in water by volume 

3.11 
D50W 
solution of 50 % concentration of glucose in water by volume 

3.12 
decay time  
TD  [s] 
time period required for half of the delivered volume to be removed or consumed from the site of delivery 

3.13 
density  
ρ [g/mL] 
density of test fluid at the relevant test temperature (e.g., normal saline is 1.0046 g/mL at 23 °C)  

3.14 
dose 

amount of medication programmed to be delivered to the patient  

Note to entry: The programmed dose value is expressed in relevant clinical units such as g, mg, Units. 

3.15 
flow 
Qmeas [mL/h] 
measured output flow 

3.16 
high test rate  
HTR [mL/h] 
test rate for the comparison of different kinds of pumps, refer to Table 3 

3.17 
intermediate bolus volume  
VBint [mL] 
intermediate bolus volume settable on the pump 

3.18 
loading dose 
bolus delivered by the pump at the beginning of an infusion 

3.19 
low test rate  
LTR [mL/h] 
test rate for the comparison of different kinds of pumps, refer to Table 3 

3.20 
maximum selectable rate  
MaxSR [mL/h] 
highest rate selectable by the operator, refer to Table 3 

3.21 
mean flow rate error 
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Etotal  [%] 
measure for mean flow rate error 
 
3.22 
mid test rate  
MTR [mL/h]  
test rate for the comparison of different kinds of pumps, refer to Table 3  

Note to entry: MTR is introduced to avoid confusion with ITR the intermediate test rate defined in IEC 60601-2-24 [3]. 

3.23 
minimum selectable rate  
MinSR [mL/h] 
lowest rate selectable by the operator, refer to Table 3 

3.24 
minimum settable bolus volume  
VBminset [mL] 
minimum bolus volume settable on the pump 

3.25 
nominal backpressure  
NB [mmHg] 
fluid pressure exerted on the pump, either inlet or outlet, when the patient and fluid supply are at the heights defined 
by the manufacturer 

3.26 
priming volume [mL] 
amount of fluid required to completely fill the administration set with fluid from proximal to distal ends 

3.27 
sample interval  
TSample [s] 
time between successive mass readings, defined as 10 seconds, refer to Annex B  

3.28 
set rate  
rset [mL/h] 
delivery rate selected by the operator 

3.29 
compartment volume  
VS  [mL] 
calculated volume contained by a single-compartment pharmacokinetic model 

3.30 
specialty infusion pump 
infusion pumps that require particular infusion rates per the therapeutic intended use of the pump 

EXAMPLE Drug specific infusion pumps. 

3.31 
standard operating condition 
SOC 
nominal operating conditions as defined by manufacturer 

3.32 
startup delay time  
tstart  [s] 
measure of the lag time observed from the initiation of fluid delivery at a given rate to the effective start of delivery at 
that rate  
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Note to entry: Startup time duration is influenced by factors such as pumping mechanism, compliance of administration sets, 
and backpressure. Additional delays beyond the startup delay time might be observed when the tubing is not primed to the 
manufacturer’s recommendation. 

3.33 
steady state  
steady state refers to a condition where fluctuations of fluid properties at any single point in the delivery system over 
time become negligible. These fluid properties include flow, temperature, viscosity, and pressure. In steady state the 
net accumulation of mass within any component in the system is zero. 

3.34 
supply volume  
Vfs  [mL] 
volume of the fluid supply container or the maximum volume indicated for the administration set 

3.35 
test point  
tBS  [min] 
starting time of the analysis period TB 

3.36 
test point  
tES [min] 
starting time of the end analysis period TE 

4 Performance testing and data gathering 
This TIR defines a suite of tests intended to explore performance across the full operating range of the infusion pump 
system. It is expected that all tests described here will be included in the manufacturer’s test plan. However, a single 
run of each test is not suitable to fully demonstrate the consistent performance of the system. The manufacturer’s test 
plan should define a required confidence and reliability target for performance (e.g., 95/95) for each test and determine 
the number test runs needed to demonstrate the target’s confidence and reliability. Confidence and reliability should 
be established by the manufacturer based on the risk profile of the infusion pump system, its intended use, and system 
characteristics. 

The risk assessment can be used to determine a subset of the tests that will be replicated to achieve the required test 
runs. For example, the risk management file might identify the worst-case conditions, such as including worst-case 
syringes or administration sets, from the full test matrix and running replicates under those conditions. Further, the tests 
defined in this TIR explore sensitivity to relevant conditions in separation and do not consider interaction of these 
conditions. The expectation expressed with the inclusion of MinSR and MaxSR into environmental and inlet pressure 
tests is that each condition is tested under worst case flow rate.  

The manufacturer should consider (through testing or adequate analysis and disclosure in labeling) the interaction of 
relevant challenge conditions, if dictated by the manufacturer’s risk management program, the interactions which could 
significantly impact flow accuracy, and which are not captured via total system function. Emphasis is placed here on 
the clinical safety of the systems’ intended use as documented in the risk management file. Manufacturers may be able 
to reduce the number of tests based on system risk analysis, characterization of the system, or other alternative 
methods. Validated system analytical models are one method that might be used to identify the most critical 
combination of conditions for testing and/or justify the exclusion of remaining combination of factors.   

For example, if two individual factors (such as temperature and backpressure) are both shown to have a substantial 
impact on flow accuracy, the risk assessment should drive the need for a combined test to investigate compound effects 
when both stressors are present. The manufacturer should document the decision to do combinatorial testing of 
conditions that may affect flow rate/dose accuracy or the justification why it is not needed, in their risk management 
file. 
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4.1 General analysis setup 

4.1.1 Determine the total test period 

The duration of this test period should be based on the manufacturer’s indication for use of the infusion system and its 
disposable components. The goal for the selection of the period is to collect information relevant for a single clinical 
use with a patient over the lifetime of disposable components. For many infusion systems the administration set may 
degrade with use and impact the accuracy of fluid delivery. For this reason, the duration of the test should be the full 
recommended use duration or volume that the manufacturer specifies for the administration set under test. The duration 
may be limited by the capacity of the fluid supply if the fluid supply cannot be changed without interrupting the infusion. 

EXAMPLE Fixed-size attached reservoir (container) pumps, and syringe pumps are examples of systems that have fluid 
supplies that cannot be removed from the system without disrupting the ongoing infusion. 

The duration of the total test period Ttotal should be the minimum of the following durations determined by: 

 administration set change interval specified by the manufacturer; 

 the maximum duration recommended for the intended therapy (e.g., enteral fluids are typically limited to 4 or 
8 hours due to risk of bacterial growth); 

 the maximum volume indicated for the administration set divided by the test rate as in Equation 1; 

 the volume of the fluid supply if it cannot be removed from the system without disrupting the ongoing infusion 
divided by the test rate as in Equation 1. 

𝑇𝑇total = 𝑉𝑉fs
𝑟𝑟set

∙ 60 [min] (1) 

where 

Vfs is the volume of the fluid supply container, or the maximum volume indicated for the set in mL; 

rset is the set rate in mL/h. 

Set up the medical electrical (ME) equipment to run for the duration of the test period, Ttotal. 

4.1.2 Determine the analysis periods Tx and their duration 

This TIR defines the analysis periods T0, TB, and TE. Figure 1 gives a generalized representation of the relationships 
between the periods and time points used in this analysis. Refer to Annex D for further information on the analysis 
periods. 

The first analysis period, T0, begins at time t0. The duration of this period should be selected such that mean flow 
reaches steady state or at least is within the range of 90 % to 110 % of the target flow rate. Table 1 recommends 
durations for T0. 

The analysis period durations of TB and TE should be 120 minutes, unless:   

 The analysis period Tx is not sufficient to include a minimum of two mechanism cycles (see NOTE 5). In this 
case extend Tx to include a minimum of two mechanism cycles and disclose the duration of the analysis period 
and mechanism cycle period Tcycle. 

 The volume delivered during TB or TE exceeds 200 mL (i.e., the set rate exceeds 100 mL/h). In this case the 
duration may be shortened according to Equation 2. 

NOTE 1 The intent of limiting the infused volume to 200 mL is to reduce the requirements on the balance used for the measurement. 
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𝑇𝑇B = 𝑇𝑇E = 200 𝑚𝑚𝑚𝑚
𝑟𝑟set

∙ 60 [min] (2) 

where 

rset is the set rate in mL/h, where rset > 100 mL/h in this equation. 

 
Figure 1Illustration of test and analysis periods 

Table 1Total test and analysis periods 

Ttotal [h] T0 [min] TB [min] TE [min] 1 Note 

Ttotal ≥ 5h 60 min 120 min 120 min  

5h > Ttotal ≥ 3h 60 min 120 min 120 min TB and TE overlap 

3h > Ttotal ≥ 2h 60 min TB = Ttotal  [min] – 60 min N/A  

2h > Ttotal ≥ 1h 60 min 60 min 2 N/A T0 and TB overlap 

1h > Ttotal T0 = Ttotal [min] TB = T0 = Ttotal [min] N/A T0 and TB overlap 
NOTE 1 TE is not applicable for Ttotal < 3 hours. 

NOTE 2 last hour of Ttotal. 

NOTE 2 The available test periods will determine which evaluations will be possible. Insufficient T0 will impact startup delay 
calculation. 

NOTE 3 Table 1 shows the general values of T0, TB and TE as constrained by Ttotal. This table does not include the other constraints 
on TB and TE defined earlier in this section that could increase or decrease the analysis periods based on mechanism cycles 
or delivery volumes. Other considerations such as long-term clinical use for long decay time drugs with a specialty pump 
may warrant extending analysis periods. 

NOTE 4 Shortening measurement periods or use of accelerated rates during non-collection periods may be acceptable if it can be 
shown not to result in more favorable analysis outcomes. An example could be that the manufacturer can demonstrate that 
a higher delivery rate applied during the non-delivery interval between TB and TE does not result in a better delivery accuracy 
outcome for the analysis period TE.  

NOTE 5 A mechanism cycle is defined as a mechanical movement (e.g., rotation or translation) for which the mechanical part in 
movement returns to its initial position. For a syringe pump, a mechanism cycle is a turn of a lead screw. 

𝑡𝑡BS = 𝑇𝑇0 (3) 

Determine the start time, tES, of the end analysis period TE from Equation 4. 

𝑡𝑡ES = 𝑇𝑇total[min] −  𝑇𝑇E (4) 
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