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Abstract: This technical information report provides additional guidance for characterizing the irradiation
process and for establishing requisite process controls to ensure the irradiation system remains
in a validated state. This document is intended to complement qualification and routine control
activities as defined in ANSI/AAMI/ISO 11137 for gamma, X-ray, and electron beam sterilization.
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AAMI Technical Information Report

A technical information report (TIR) is a publication of the Association for the Advancement of Medical
Instrumentation (AAMI) Standards Board that addresses a particular aspect of medical technology.

Although the material presented in a TIR may need further evaluation by experts, releasing the information is
valuable because the industry and the professions have an immediate need for it.

A TIR differs markedly from a standard or recommended practice, and readers should understand the differences
between these documents.

Standards and recommended practices are subject to a formal process of committee approval, public review, and
resolution of all comments. This process of consensus is supervised by the AAMI Standards Board and, in the case
of American National Standards, by the American National Standards Institute.

A TIR is not subject to the same formal approval process as a standard. However, a TIR is approved for distribution
by a technical committee and the AAMI Standards Board.

Another difference is that, although both standards and TIRs are periodically reviewed, a standard must be acted
on—reaffirmed, revised, or withdrawn—and the action formally approved usually every five years but at least every
10 years. For a TIR, AAMI consults with a technical committee about five years after the publication date (and
periodically thereafter) for guidance on whether the document is still useful—that is, to check that the information is
relevant or of historical value. If the information is not useful, the TIR is removed from circulation.

A TIR may be developed because it is more responsive to underlying safety or performance issues than a standard
or recommended practice, or because achieving consensus is extremely difficult or unlikely. Unlike a standard, a TIR
permits the inclusion of differing viewpoints on technical issues.

CAUTION NOTICE: This AAMI TIR may be revised or withdrawn at any time. Because it addresses a rapidly
evolving field or technology, readers are cautioned to ensure that they have also considered information that may be
more recent than this document.

All standards, recommended practices, technical information reports, and other types of technical documents
developed by AAMI are voluntary, and their application is solely within the discretion and professional judgment of
the user of the document. Occasionally, voluntary technical documents are adopted by government regulatory
agencies or procurement authorities, in which case the adopting agency is responsible for enforcement of its rules
and regulations.

Comments on this technical information report are invited and should be sent to AAMI, Attn: Standards
Department, 4301 N. Fairfax Drive, Suite 301, Arlington, VA 22203-1633.
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Glossary of equivalent standards

International Standards adopted in the United States may include normative references to other International
Standards. AAMI maintains a current list of each International Standard that has been adopted by AAMI (and ANSI).
Available on the AAMI website at the address below, this list gives the corresponding U.S. designation and level of
equivalency to the International Standard.

www.aami.org/standards/glossary.pdf
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Foreword

This document is the second edition of AAMI TIR29. It is now more closely aligned with the general format/section
headings of ISO 11137-1 and eliminates redundancies of ISO 11137-3. This second edition is expanded to
encompass process characterization and process control, address X-ray sterilization, and provide more guidance
regarding additional dose mapping studies, mapping, and processing families. It also incorporates information
regarding process equivalency in cobalt-60 radiation sterilization facilities.

This TIR addresses process characterization and relevant controls in gamma, electron beam, and X-ray irradiators to
ensure the radiation sterilization process for medical devices is maintained in a validated state. A critical element in
the radiation sterilization process is the dose delivered to product. How the dose is delivered to the product first
requires a clear understanding of the conditions under which the irradiator will be routinely operated and what
studies are necessary to characterize the capabilities of the irradiator relative to the conditions of use. Once the
characterization is completed and the process is validated, controls pertaining to the product and process (including
equipment and instrumentation) should be established to ensure that the radiation dose is delivered in a reliable,
accurate, and reproducible manner.

The reliability and consistency of the dose delivery process are ensured by controlling and monitoring critical product
and process parameters. Critical product parameters will always include product density, orientation, case
dimensions, loading configurations, and if applicable, orientation. Critical process parameters may be different from
one radiation modality to another. For gamma sterilization, critical process parameters include, but are not limited to,
the radionuclide source activity and decay rate, conveyor timer settings, source-to-product positioning, irradiator
pathway, and changes in intervening products between the source and irradiation containers. For electron beam
sterilization, critical process parameters include, but are not limited to, the beam characteristics (e.g., beam energy,
average beam current and, if applicable, scan width and scan uniformity, pulse rate), conveyor speed, and
presentation of product to the beam (e.g., single-sided, double-sided, multiple sides). For X-ray sterilization, critical
process parameters are the same as those for electron beam, with the addition of the X-ray converter target
characteristics (due to angular divergence of X-ray beam, converter-to-product distance may be important).

Once these parameters are established, products processed using the specified parameters will receive the
specified doses. Data for determining required processing parameters for gamma, electron beam, and X-ray
sterilization are obtained from tests performed during validation.

Once validated, both product and process parameters must be controlled and routinely monitored to ensure
consistency and continued effectiveness of the sterilization process. Data from routine dosimetry may be analyzed
using standard statistical process control techniques, and the results may be used to monitor and maintain control of
the process. A properly administered program for process control helps ensure that dose is consistently and
accurately delivered to products, which allows for dosimetric release and offers the possibility for parametric release
of product.

As used within the context of this document, “should” indicates that among several possibilities, one is
recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is
preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action should be
avoided but is not prohibited. “May” is used to indicate that a course of action is permissible within the limits of the
recommended practice. “Can” is used as a statement of possibility and capability. Finally, “must” is used only to
describe “unavoidable” situations, including those mandated by government regulation.

Suggestions for improving this TIR are invited. Comments and suggested revisions should be sent to Technical
Programs, AAMI, 4301 N. Fairfax Drive, Suite 301, Arlington, VA 22203-1633.

NOTE—This foreword does not contain provisions of AAMI TIR29:2012, Guide for process characterization and control
in radiation sterilization, but it does provide important information about the development and intended use of the
document.
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AAMI Technical Information Report AAMI TIR29:2012/(R)2017

Guide for process characterization and control in
radiation sterilization of medical devices

1 Scope

This technical information report (TIR) provides additional guidance for establishing and meeting the irradiator
Operational Qualification (OQ), Performance Qualification (PQ), and routine control requirements for radiation
sterilization as defined in ANSI/AAMI/ISO 11137-1 for gamma, electron beam, and X-ray sterilization.

NOTE—This TIR is intended to be used in conjunction with ANSI/AAMI/ISO 11137-1, Sterilization of health care products—
Radiation — Part 1: Requirements for development, validation, and routine control of a sterilization process for medical devices.
Because a TIR is considered “informative” and is not subject to the same formal approval process as a standard, the process steps

are described in the TIR as “should” rather than “shall.” Readers are reminded that many of this TIR’s “shoulds” are “shalls” in
ANSI/AAMI/ISO 11137-1.

2 Normative reference

The following normative document contains provisions that, through reference in this text, constitute provisions of
this TIR. Subsequent amendments to or revisions of this publication do not apply. However, parties to agreements
based on this TIR are encouraged to investigate the possibility of applying the most recent edition. The Association
for the Advancement of Medical Instrumentation maintains a register of currently valid International Standards.

ANSI/AAMI/ISO 11137-1:2006 Sterilization of healthcare products — Radiation — Part 1: Requirements for
development, validation, and routine control of a sterilization process for medical devices

ANSI/AAMI/ISO 11137-2:2006 Sterilization of healthcare products — Radiation — Part 2: Establishing the sterilization
dose

ANSI/AAMI/ISO 11137-3:2006 Sterilization of healthcare products — Radiation — Part 3: Guidance on dosimetric
aspects

3 Terms and definitions

For the purposes of this TIR, the following terms and definitions apply.

3.1 base cycle time: cycle time selected for processing groups of products.

3.2 dose uniformity: measure of the variation of dose within the process load

3.3 dose zone: volume within an irradiation container that receives doses with statistically equivalent values.

3.4 dosimeter placement grid: defined system for identifying the locations of dosimeters within irradiation
containers or process loads.

NOTE—While reference may be generally made to this term throughout this document, for Installation Qualification and
Operational Qualification, this is the qualification dosimeter placement grid, and for Performance Qualification, this is the product
dosimeter placement grid.

3.5 effective density: bulk density multiplied by the ratio of product width to the designed maximum width where
width is the dimension perpendicular to the source of radiation.

3.6 homogeneous dose map study: measurement of dose distribution performed during irradiator Operational
Qualification (OQ) or requalification where only materials of the same density and configuration are irradiated.
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3.7 irradiation container: holder in which product is transported through the irradiator.

NOTE—The holder can be a carrier, cart, tray, product carton, pallet, or other container.

[ANSI/AAMI/ISO 11137-1:2006]

3.8 loading pattern: geometric configuration of the product in the irradiation container.

3.9 mathematical modeling: use of mathematical methods to predict dose distribution.

3.10 process load: volume of material with a specified loading pattern irradiated as a single entity
NOTE—The process load consists of one or more irradiation containers.

3.11 product path: path that the product transverses during the irradiation process.

3.12 reference location: a position of convenience for placing (and retrieving) dosimeters for the purpose of
monitoring the dose delivered to the product.

NOTE: Qualification activities require the establishment of a mathematical relationship between the dose at the
reference location and the dose at the minimum and/or maximum dose locations.

3.13 scaling of dose: the action of intentionally increasing or decreasing the dose based upon changing process
parameters that have a direct relationship to dose. For example, beam current and conveyor speed in electron
beam, and source activity and cycle time in gamma.

3.14 simulated product—material with radiation attenuation and scattering properties similar to those of the
product to be irradiated.

NOTE—Simulated product might be used during operational qualification, performance qualification, or routine processing as a
substitute for the actual product to be irradiated. When used in routine production runs in order to compensate for the absence of
product, simulated product is sometimes referred to as compensating dummy. When used for dose mapping, simulated product is
sometimes referred to as phantom material.

3.15 statistically equivalent: doses with magnitudes that differ by less than the statistical uncertainty in the
measurement process.

3.16 statistical process control (SPC): a systematic approach for monitoring and analyzing the inherent variability
of a process to improve the process capability. SPC includes the use of quality control charts, optimization, reliability,
and experimental design.

NOTE—When applying SPC to the radiation process, it is intended to improve the ability to deliver the radiation within the specified
dose range based on maintaining critical process parameters (e.g., product composition and density, product load configuration,
irradiation geometry, product path, source configuration, beam characteristics, conveyor speed, timer settings, etc.).

3.17 sterilizer operator: firm that is in charge of scheduling and running the irradiation facility for routine
processing of products.

3.18 transit dose: amount of radiation the product may receive when the sterilization process is interrupted
intentionally or unintentionally.

4 Installation qualification

Installation qualification (1Q) for production irradiators is completed per ANSI/AAMI/ISO 11137-1 when the irradiator
is installed. Specific IQ activities may be repeated when there are changes to the system. For gamma systems,
changes to the source loading replenishment, changes or adjustments in the height of the source rack, or changes
in the source pass conveyance geometry may require requalification. For electron beam or X-ray systems, changes
in components that impact the energy, current, scan width or uniformity, or conveyance past the beam may require
requalification. For X-ray systems, a change in target geometry may require requalification. Installation qualification
requirements should be defined in written procedures or specifications, the results of which are recorded, reviewed,
and approved by qualified individuals.

Equipment drawings and construction should be verified for accuracy, and system controls and monitoring devices
should be assembled properly and function according to the design specifications. Ensure installation meets the
criteria defined in design requirements. For the various modes of radiation sterilization, any or all of the following

may apply:
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a)electrical installation meets the criteria defined in approved drawings;
b) mechanical installation meets the criteria defined in approved drawings;
c) equipment assembly is complete and accurate;

d) utilities and ozone exhaust systems are functioning properly;

e) safety systems are installed and functioning properly; and

f) monitoring and control systems are calibrated and verified to be functioning accurately.

4,1 Gamma irradiators

4.1.1 Isotope loading plans define the location of individual sources within a plaque (rack) or array. Prior to
installation of the sources, the following should occur:

a) The provider of the sources and/or the sterilizer operator should review and confirm the requirements for
desired dose distribution, dose uniformity, throughput based on the types of products to be processed,
and dose specifications.

b) Isotope loading plans should be reviewed to ensure the source placement will achieve the requirements
in 4.1.1.1. Mathematical modeling may be an additional resource to optimize and enhance the projected
performance to achieve requirements. For additional guidance on mathematical modeling, refer to ASTM
E2232.

4.1.2 For guidance on performing gamma facility characterization using dosimeters, refer to ISO 51702.
4.2  Electron beam irradiators
4.2.1 The following beam outputs should be characterized (as applicable for the irradiator):

a beam spot;

(=2

pulse rate;

)

d scan width, scan length, and scan uniformity;

)
)
) scan rate;
)
e)

beam power;
f) beam current; and

9) conveyor speed to dose linearity.

4.2.2 For guidance on performing beam characterization using dosimeters, refer to ISO 51649 or ISO 51818.
4.3  X-ray irradiators
4.3.1 Characterization of the electron beam to be used to generate X-rays is performed as defined in section 4.2.
4.3.2 Additional X-ray characterization includes:
a) e-beam to X-ray conversion and

b) X-ray angular divergence

4.3.3 For guidance on performing beam characterization using dosimeters, refer to ISO 51608.
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5 Operational Qualification
5.1 General

5.1.1 Operational qualification (OQ) ensures equipment operates within predetermined limits when used in
accordance with its operational procedures (refer to ANSI/AAMI/ISO 11137-1).

5.1.2 The sterilizer operator must understand the conditions under which the equipment is to be used. The
irradiator OQ strategy should define the relevant dose mapping studies required to characterize the magnitude,
distribution, and reproducibility of dose delivery. Sections 5.2, 5.3 and 5.4 provide guidance on these studies for
each of the corresponding modalities (gamma, electron beam and X-ray, respectively).

5.1.3 Regardless of the modality, the dose mapping studies defined in the OQ require the use of an appropriate
dosimetry system. For guidance on dosimetry system selection, refer to ASTM E2628.

5.2 Gamma Irradiators
5.2.1 General

The design of the irradiation facility, including the gamma source, the irradiation containers, and conveyor path(s),
are intended to provide a uniform and consistent dose distribution within each irradiation container. Large-scale
irradiation facilities for processing medical devices typically have the following features:

5.2.1.1 The irradiation source routinely consists of individual isotope sources, sometimes referred to as “pencils,”
arranged in either a rectangular (plaque-style) or cylindrical array. The rectangular design may consist of multiple
source plaques that can be raised independently or in some combination of the plaques.

5.2.1.2 Irradiation containers having fixed dimensions are routinely utilized for transporting medical devices to be
sterilized. These irradiation containers generally reside for a defined period of time in each of several positions within
the sterilizer to achieve the required dose.

5.2.1.3 Irradiation containers are generally transported past the gamma source at one or more levels, one or more
passes, and on one or more sides.

5.2.1.4 Irradiators generally operate in one of two modes—batch or continuous. Batch-type irradiators routinely
process a fixed number of containers concurrently—containers are loaded with the product to be irradiated,
transported into the irradiator, and each container is processed through the defined path to achieve its required dose
before being removed and the product unloaded. Continuous-type irradiators routinely process containers in a
continuous stream through the defined irradiation path. Both batch and continuous irradiators are further
characterized according to how irradiation containers traverse the irradiator. Many follow a “shuffle-dwell” design in
which irradiation containers shuffle from one position to the next position within the irradiator and dwell at each
position for a period of time based upon the dose specifications.

5.2.2 Determination of qualification dosimeter placement grid

5.2.2.1 A qualification (3-dimensional) dosimeter placement grid system should be defined to identify specific
locations within the irradiation container volume. This 3-dimensional grid system provides a consistent and
reproducible scheme for dosimeter placement during the OQ dose mapping studies. Figure 1 is an example of a grid
system, illustrating selected dosimeter placements.

5.2.2.2 The number of dosimeters should be sufficient to determine the dose distribution within the irradiation
container. The primary intent is to make sure that there are enough dosimeters to adequately identify the minimum
and maximum dose locations that should be monitored during PQ testing. The number of dosimeters might depend
on the size of the irradiation container or the configuration of the process load. A larger number of locations should
be used during the initial OQ dose mapping exercises performed for a sterilizer. As knowledge about the irradiator
design is obtained, fewer dosimeters may be used during subsequent OQ dose mapping exercises (i.e.,
requalification).
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Figure 1 — Example of dosimeter placement grid system with selected locations identified
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Note -- In this example, an alphanumeric system is used to identify dosimeter locations.

5.2.3 Selection of materials

5.2.3.1 Materials selected for OQ dose mapping studies should be homogeneous in nature. Some materials
commonly used for this testing include homogeneous density materials that span the range of product densities and
may include the following:

a) foam sheets (approximately 0.01 g/cm3 -0.03 g/cm3),

b) corrugated sheets (0.13 g/cm3 -0.19 g/cm3), and

c) plastic foam (0.18 g/cm3 -0.20 g/cm3).
5.2.3.2 The materials selected for OQ dose mapping studies should fill the irradiation container to the upper limit of
its design specification, and should allow for easy placement of dosimeters. For example, foam, corrugate sheets,
ceiling tiles, and soft plywood that are used in the dose mapping studies may consist of layers of material that allow
placement of dosimeters throughout the dose mapped volume. Consideration should be given to the following when
determining how much material to secure:

a) the size of the irradiation container,
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