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ERRATA for Guide for the Development of Bicycle Facilities,  
4th Edition (GBF-4) 

 
 
 
February 2013 
 
 
Dear Customer: 
 
Recently, we were made aware of some technical revisions that need to be applied to the Guide for the 
Development of Bicycle Facilities, 4th Edition (GBF-4). 
 
Please replace the existing text with the corrected text to ensure that your edition is both accurate and 
current.  
 
You may also download a copy of the errata at http://downloads.transportation.org/GBF-4-Errata.pdf 
 
 
AASHTO staff sincerely apologizes for any inconvenience.  
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Page Existing Text Corrected Text 

Chapter 3   

3-4 Table 3-2 in Row 1, Typical Upright Adult 
Cyclists, Feature column reads: 
 

Feature 

Value 
U.S. 

Customary Metric 
 

Deceleration 
rate (dry level 
pavement) 

 

0.16 ft/s2   4.8 m/s2 

Deceleration 
rate for wet 
conditions  
(50–80% 
reduction in 
efficiency 

 

8.0–10.0 ft/s2   2.4–3.0 m/s2 

 

Revise to read:   
 
 

Feature 

Value 
U.S. 

Customary Metric 
 

Deceleration 
rate (dry level 
pavement) 

 

8–10 ft/s2   2.4–3 m/s2 

Deceleration 
rate for wet 
conditions  
(50–80% 
reduction in 
efficiency 

 

2–5 ft/s2   0.6–1.5 m/s2 

 
Add new sixth row to read:  
 

Feature 

Value 
U.S. 

Customary Metric 
 

Coefficient of friction 
for braking, wet level 
pavement 

 

0.16 0.16 
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Page Existing Text Corrected Text 

Chapter 5   

5-7 Figure 5-3 top illustration, the drop dimension 
reads:  
 
Drop is 6 ft 1(.8 m) 

Revise to read:  
 
Drop is 6 ft (1.8 m) 

5-20 Table 5-5 top formulas for U.S. Customary and 
Metric read:  
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The bottom formulas for U.S. Customary and 
Metric read: 

( )
2

2
1 2

2
100 2 2

ASS L L S
h h

< = −
+

 

Revise to read: 
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Revise to read:  
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5-21, 5-22 Figure 5-8, the notes at the bottom of the U.S. 
Customary and Metric tables read: 
 
Shaded area represents S = L 
  
The Metric cell for A = 5 and  S = 55  
(i.e., value = 54) reads: 
 

54 
 

Revise to read:  
 
Shaded area represents S > L 
 
 
Revise to read:  
 

54 [without shading] 
 

5-23 Table 5-6, the bottom formulas for U.S. 
Customary and Metric read: 
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Revise to read:  
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5-36 Table 5-8, the definition for term “ai” for U.S. 
Customary and Metric reads:   
 
U.S. Customary 
ai  =  motorist deceleration rate (ft/s2) in 

intersection approach when braking to a  
stop is not initiated (assume -5.0 ft/s2) 

 
Metric 
ai  =   motorist deceleration rate (m/s2) in 

intersection approach when braking to a 
stop is not initiated (assume -1.5 m/s2) 

 

Revise to read:  
 
 
U.S. Customary 
ai  =  motorist deceleration rate (ft/s2) on 

intersection approach when braking to a  
stop is not initiated (assume –5.0 ft/s2) 

 
Metric 
ai  =   motorist deceleration rate (m/s2) on 

intersection approach when braking to a 
stop is not initiated (assume –1.5 m/s2) 
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