Standard Specification e
for

Asphailt for Un(iersealing Portland Cement Concrete Pavements

AASHTO DESIGNATION: M 238-84 (1994)

AASHTO M 238-84 (1994) is identical to ASTM D 3141-92 except for the following provisions:

1. All references to the ASTM standards contained in ASTM D 3141-92, listed in the following table, shall be replaced
with the corresponding AASHTO standard.

Referenced Standards

ASTM AASHTO
DS T49
D6 T4
D 36 T53
D 92 T48
D 113 T 51
D 140 T 40
D 2042 T 44

2. Change the minimum requirement for the Flash Point, °C (°F) in Table 1 of ASTM D 3141-92 from *246 (475)" 1o *225(437)."
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QHW Designation: D 3141 - 92 | T

Standard Specification for

Asphalt for Undersealing Portland-Cement Concrete
Pavements’

This standard is issued under the fixed designation D 3141: the number immediately following the designation indicates the year of

original adoption or, in the case of revision. the vear of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers asphalt suitabie for under-
sealing portland cement concrete and overlaid concrete
pavements by pumping hot asphalt under the slabs.

2. Refereaced Documents

2.1 ASTM Standards:

D 5 Test Method for Penetration of Bituminous Materials*

D 6 Test Method for Loss on Heating of O1l and Asphaltic
Compounds®

D 36 Test Method for Softening Point of Bitumen (Ring-
and-Ball Apparatus)’

D92 Test Method for Flash and Fire Points by Cleveland
Open Cup®

D 113 Test Method for Ductility of Bituminous Materials®

D 140 Practice for Sampling Bituminous Materials

D 312 Specification for Asphait Used in Roofing’

D 2042 Test Method for Solubility of Asphalt Materials in
Trichloroethylene®

3. Material

3.1 An asphalt of suitable consistency for pumping when
heated 10 a temperature from 400 to 450°F (204 to 232TC)

' This specification is under the jurisdiction of ASTM Committee D-4 on Road
and Paving Matenais and is the direct responsibility of Subcommiutee D04.40 on
Asphalt Specificauons.

Current edition approved Feb. !5, 1992. Published May 1992. Originally
published as D 3141 - 72. Last previous edition D 3141 - 80 (1986).

2 innual Book of ASTM Standards. Vol 04.03,

3 dnnual Book of ASTM Standards. Vol 04.04.

4 dnnual Book of ASTM Standards, Voi 05.01.

and for resistance to displacement in the pavement when
cooled; for sealing the underside of the slabs and joints, to fill
cavities, and to correct vertical alignment by raising the slab.

4. Properties

4.1 The asphalt shall be homogeneous and free of water
and shall conform to the requirements in Table !.

5. Methods of Sampling and Testing

5.1 The asphalt shail be sampled and the properties enu-
merated in this specification shall be determined in accord-
ance with the following ASTM methods:

1.1 Sampling—Practice D 140.

.1.2 Softening Poini—Test Method D 36.

.1.3 Flash Point—Test Method D 92.

.1.4 Penetration—Test Method D §.

1.5 Ductility—Test Method D 113.

.1.6 Loss on Heating—Test Method D 6.

1.7 Bitumen Soluble in Trichloroethvlene—Test
Method D 2042.

W L Lh L L

TABLE 1 Requirements for Asphait for Undersealing Portiand
Cement Concrete Pavements
NoTe—These requirements are the same as for Type ill asphait in Specification

D312 N

min max

Softening point, °C (°F) 85 (185) 96 (205)
Flash point, °C (°F}) 246 (475) .
Panetration, units: A

at 0°C (32°F) 6 e

at 25°C (77°F) 15 35

at 46°C (115°F) o 90
Ductility at 25°C (77°F), cm 25 .
Solubility in trichiosoethyiene, % 99

The American Society for Testing and Materials takes no position respacting the validity of ariy patent rights assertad in connection
with any item mentioned in this standard. Users of this standard are axpressly advised that determination of the validity of any such
patant rights, and the.risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsitie technical committes and must be reviewed every five years and
if not revised, aither reapprovad of withdrawn. Your comments are invited either for revision of this standard or for additional stangards
and should be adoressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee. which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Stanaards, 1916 Race St., Philadeiphia. PA 19103,
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