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Technical Subcommittee: 3a, Cement, Lime, and Concrete Materials 

1. SCOPE 

1.1. This method covers the procedure for sampling hydrated lime from various conveyors, points of 
shipment, and while in various states of storage. 

1.2. The values stated in SI units are to be regarded as the standard. 

1.3. Refer to 29 CFR 1910.1200 for regulatory information for chemicals. 

1.4. The quality of the results produced by this standard are dependent on the competence of the 
personnel performing the procedure and the capability, calibration, and maintenance of the 
equipment used. Agencies that meet the criteria of R 18 are generally considered capable of 
competent and objective testing/sampling/inspection/etc. Users of this standard are cautioned that 
compliance with R 18 alone does not completely assure reliable results. Reliable results depend 
on many factors; following the suggestions of R 18 or some similar acceptable guideline provides 
a means of evaluating and controlling some of those factors. 

2. REFERENCED DOCUMENTS 

2.1. AASHTO Standard: 
 R 18, Establishing and Implementing a Quality Management System for Construction 

Materials Testing Laboratories 

2.2. Federal Standard: 
 Fed. Std. No. 29, CFR 1910.1200 OSHA Hazard Communication Standard; see also 

Permissible Exposure Limits—Annotated Tables, available at 
https://www.osha.gov/dsg/annotated-pels/ 

3. APPARATUS 

3.1. Apparatus shall consist of a 50-mm (2-in.) wide paint brush, 4-L (1-gal) buckets (or other 
container of approximately that capacity) with double seal friction lids (or other sealing method), 
and suitable lengths of sampling tubes, such as 25 mm (1 in.) in diameter and 2.5 m (8 ft) in 
length, and 19 mm (3/4 in.) in diameter and 1 m (3 ft) in length, with suitable diagonal cut on one 
end. 
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