
Copyright © 2006 American Association of Textile Chemists and Colorists

256 TM 146-2006 AATCC Technical Manual/2007

Developed in 1975 by AATCC Commit-
tee RA87; reaffirmed 1976, 1977, 1989,
2006; revised 1979, 1996; editorially
revised 1980, 1983, 1985, 1987, 1995,
2001, 2004; editorially revised and re-
affirmed 1984, 1994. Partly equivalent
to ISO 105-Z04.

1. Purpose and Scope

1.1 This test determines the dispersibil-
ity as evaluated by filtering time and fil-
ter residue of disperse dyes under stan-
dard conditions in aqueous media.
Variables which affect accuracy and re-
peatability of the test are specified in Sec-
tion 10.

1.2 This test method is to be used for
determining the degree of dispersion at
the specified conditions in aqueous media
only.

2. Principle

2.1 A quantity of disperse dye is predi-
luted, heated and passed through filter
papers of specified micron size. The time
of passage and retention of dye is then
evaluated.

2.2 Three tests are outlined according
to intended dye application (see 10.6 and
Table I).

3. Terminology

3.1 disperse dye, n.—an essentially
water insoluble dye having affinity, when
properly dispersed, for polyester, polya-
mide and some other manufactured poly-
meric fibers.

3.2 dispersibility, n.—the degree to
which particles can be broken down to
some minimum size such that they will
pass through the interstices of a standard
filter paper.

4. Safety Precautions

NOTE: These safety precautions are
for information purposes only. The pre-
cautions are ancillary to the testing proce-
dures and are not intended to be all inclu-
sive. It is the user’s responsibility to use
safe and proper techniques in handling
materials in this test method. Manufac-
turers MUST be consulted for specific
details such as material safety data sheets
and other manufacturer’s recommenda-
tions. All OSHA standards and rules
must also be consulted and followed.

4.1 Good laboratory practices should
be followed. Wear safety glasses in all
laboratory areas and a single use dust res-

pirator while handling powder dyes.
4.2 All chemicals should be handled

with care. The compounds used in this
test method at the concentrations speci-
fied are considered to present no signifi-
cant hazard when used in accordance
with good laboratory practices.

4.3 If concentrated acetic acid is di-
luted to prepare the 10% acetic acid, use
chemical goggles or face shield, impervi-
ous gloves and an impervious apron dur-
ing preparation. Concentrated acids
should be handled only in an adequately
ventilated laboratory hood. CAUTION:
Always add acid to water.

4.4 An eyewash/safety shower should
be located nearby and an organic vapor
respirator with full facepiece should be
readily available for emergency use.

4.5 Exposure to chemicals used in this
procedure must be controlled at or below
levels set by governmental authorities
(e.g., Occupational Safety and Health
Administrator’s [OSHA] permissible ex-
posure limits [PEL] as found in 29 CFR
1910.1000 of January 1, 1989). In addi-
tion, the American Conference of Gov-
ernmental Industrial Hygienists (ACGIH)
Threshold Limit Values (TLVs) com-
prised of time weighted averages (TLV-
TWA), short term exposure limits (TLV-
STEL) and ceiling limits (TLV-C) are
recommended as a general guide for air
contaminant exposure which should be
met (see 10.17).

5. Apparatus and Materials

5.1 Buchner funnel: Coors glazed one-
piece porcelain, 110 mm diameter (see
10.2).

5.2 Filter papers: Whatman #2, 110
mm diameter: Whatman #4, 110 mm di-
ameter or exact equivalent filter paper
from other sources (see 10.5).

5.3 Stainless steel ring with approxi-
mate dimensions 103 mm (4.05 in.) ID,
111 mm (4.33 in.) OD and 8 mm (0.32
in.) height to hold filter paper in place
(see 10.8 and 10.14).

5.4 Filtering flask with side tube, ca-
pacity 1000 mL.

5.5 Manometer to measure vacuum
(pressure drop).

5.6 Vacuum pump or water aspirator to
obtain vacuum of 560 ± 100 mm (22 ± 4
in.).

5.7 Vacuum control valve.
5.8 Rubber tubing, vacuum.
5.9 Stopwatch.
5.10 Beakers, 400 mL or larger.
5.11 Balance, analytical.
5.12 Tetrasodium salt of ethylene-

diaminetetraacetic acid (EDTA) as 25%
solution, such as Cheelox BF-12 or
equivalent.

5.13 Tetrasodium pyrophoshate, anhy-
drous (TSPP) (Na4P2O7), 10% solution.

5.14 Acetic acid (CH3COOH), 10% so-
lution.

5.15 Filter Residue Scale (see Fig. 1
and 10.14).

5.16 Distilled or deionized water,
which does not change significantly in
pH on heating. This water is modified
with 0.25 g/L of chelating agent (EDTA)
as specified in 5.12.

5.17 Dye samples (see 6.2).
5.18 Stirrer, laboratory, magnetic.
5.19 Graduated cylinder, 250-mL.
5.20 pH meter.
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Fig. 1—Filter residue scale.

Table I. Selection of Applicable Test

Test
Whatman Filter

Paper Combination Application of Dyes pH of Dispersion

III #2 over #4 Package dyeing of polyester 4.5-5.0
III #4 over #4 Beck dyeing of polyester 4.5-5.0
III #4 over #4 Dyeing of nylon carpet and apparel 9.0-10.0
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6. Procedure

6.1 Special water (see 5.16) is further
stabilized as follows:

Test I and II (For polyester dyes): dis-
tilled or deionized water: 0.25 g/L EDTA
(see 5.12); final pH adjustment (see 6.3).

Test III (for nylon dyes): distilled or
deionized water; 0.25 g/L EDTA (see
5.12); final pH adjustment (see 6.3) for
further explanation see 10.6 and Table 1.

6.2 Weigh out 2.0 ± 0.1 g of dye pow-
der or 4.0 ± 0.2 g of 50% liquid of the dye
sample to be tested. Also weigh out an
equal quantity of the standard dye (see
10.4, 10.5).

6.3 Add the dye weighed in 6.2 com-
pletely and slowly to 200 mL of the vig-
orously agitated specially treated water
(see 5.16) at 43-49°C (110-120°F) in a
400 mL beaker. Use a magnetic stirrer.
Adjust pH (see 10.16) as follows: Tests I
and II: pH 4.5-5.0 with acetic acid (see
5.14); Test III: pH 9-10 with TSPP (see
5.13, 10.10, 10.11).

6.4 Heat between 5-10 min to 71°C
(160°F). Stir by means of a magnetic stir-
rer to prevent localized heating (see 10.1,
10.12).

6.5 Pour 200-300 mL of 71°C (160°F)
water through a 110 mm funnel without
filter paper (see 10.9). Wait 25 ± 10 s.
Turn vacuum on until the water has
passed through the funnel.

6.6 Cut vacuum off and immediately
place filter papers in Buchner funnel (see
10.5, 10.6, 10.8 and Table I):

Test I: Whatman #2 on top
Whatman #4 on bottom

Test II: Whatman #4 on top
Whatman #4 on bottom

Test III: Whatman #4 on top
Whatman #4 on bottom

6.7 Insert stainless steel ring in funnel
over filter papers and turn on vacuum.
Allow vacuum to reach 560 ± 100 mm
(22 ± 4 in.) (see 10.7).

6.8 With vacuum on, immediately pour
dye dispersion which has been heated to
71°C (160°F) (see 6.4) into funnel and
begin timing. Record time up to 120 s to
the nearest s. The end point is reached
when the appearance of the filter paper
changes from a wet to a dry look.

6.9 Allow filter paper to dry and evalu-
ate as outlined in Section 7 (see 10.15).

7. Evaluation

7.1 Record time for filtration and rate
as follows:

Class A—0-24 s
Class B—25-49 s
Class C—50-74 s
Class D—75-120 s
Class E—> 120 s

7.2 Examine residue on filter paper

versus the Filter Residue Scale (standard
photographic replicas) (see 10.13, 10.14).
Also examine the paper for any visible
coarse or granular particles (see 10.13). If
present the test is automatically rated as
Class 1. If none is present, rate as follows:

Class 5—Excellent
Class 4
Class 3—Intermediate values are inter-

polated
Class 2
Class 1—Poor

8. Report

8.1 Classify and report the following:
(a) Test Number (see 10.6 and Table I).
(b) Class according to filtration rate

(see 7.1).
(c) Class according to amount of resi-

due (see 7.2).
Example: I-A-3, where I is the Test

Number (Whatman #2 over Whatman
#4); A indicates the time of filtration (0-
24 s); and 3 represents amount of residue
on filter paper as compared with a stan-
dard photographic chart.

9. Precision and Bias

9.1 Precision. Precision for this test
method has not been established. Until a
precision statement is generated for this
test method, use standard statistical tech-
niques in making any comparisons of test
results for either within-laboratory or
between-laboratory averages.

9.2 Bias. The dispersibility of disperse
dyes can be defined only in terms of a test
method. There is no independent method
for determining the true value. As a
means of estimating this property, the
method has no known bias.

10. Notes

10.1 The results of this test method can
vary widely unless all details are run under the
conditions outlined. Any variation in the con-
ditions can cause the test to be invalid. Results
have been shown to be repeatable in several
laboratories when the specified conditions
were met.

10.2 Variations in results can be caused by
differences in the diameter of the filter funnel
due to differences in surface area.

10.3 The dye standard is always included so
that the influence of any operator induced
variable on the results is minimized.

10.4 When evaluating two different dyes of
approximately equal shade but of different
tinctorial value, one dye is always selected as
standard. Then the other product is run on an
equal strength (grams/200 mL) basis using as
a guide the Standard Depths dyeings (18 hues)
as available from AATCC. When evaluating
two samples of the same dye, the standard is
the one furnished as standard material by the
respective dye manufacturer. When evaluating
the same dye from two different manufactur-
ers, one should determine if the two products

are of equal strength before running the test. If
a strength difference is determined, the two
products should be evaluated as outlined in the
first two sentences of this paragraph.

10.5 Whatman paper is specified because it
was used by all participants in developing this
test method. Any other filter paper which
gives equivalent results may be used. Two fil-
ter papers are used to provide a more uniform
vacuum across the filtering surface. The filter
paper is used as received in the box with the
slick side up to avoid variations due to texture
differences on the rough side. The coarser pa-
per should always be on the bottom. Other pa-
pers may be used if quality and microretention
are exactly the same as the Whatman paper.

Whatman #2—Filters particles above 8 µm.
Whatman #4—Filters particles above 25 µm.
10.6 Tests I, II and III are defined as

follows:
Test I—Whatman #2 filter paper over

Whatman #4 filter paper. This test is designed
to evaluate the most critical dispersion re-
quirements such as for package dyeing of
polyester.

Test II—Whatman #4 filter paper over
Whatman #4 filter paper. This test is designed
to evaluate dispersion requirements for dyeing
at longer liquor ratios (such as beck dyeing).

Tests I and II are carried out at an acid pH
of 4.5-5.0 to reflect common dyeing practices
for disperse dyes on polyester fiber.

Test III—Whatman #4 filter paper over
Whatman #4 filter paper. This test is designed
to evaluate the dispersion requirements of dis-
perse dyes for application on nylon (carpet
and apparel dyeing). The pH of 9-10 specified
for this test reflects common industrial prac-
tice.

10.7 The vacuum should be 560 ± 100 mm
(22 ± 4 in). This range is obtained by using
either a standard vacuum pump or a house
vacuum. However, a water aspirator may not
give this vacuum until a liquid is introduced
into the system. In this event the test should
proceed after pouring the dye into the funnel
and waiting 10-13 s for full vacuum.

10.8 Since the Whatman filter paper is cel-
lulosic in nature, it can swell quite readily
when wet out. Therefore, if the paper is
prewet, the time of filtration will go up as a re-
sult of the wet out temperature and/or time
lag. Thus it is imperative that the paper not be
wet prior to the test, since the micron retention
of the paper is reduced. This is the reason for
the stainless steel ring, which holds the filter
paper in place without prewetting. On dyes
which have a very small particle size, the
speed of filtration will not be changed to a siz-
able degree by a vacuum alteration. However,
a reduced vacuum can result in faster filtration
times on dyes of larger particle size, since the
suction is not as great. On dyes of larger parti-
cle size, an increased vacuum will block the
paper faster, slowing up the filtration rate, and
thus swelling the paper more. This results in
higher filtration times and more residual dye
on the paper.

10.9 The funnel should always be preheated
with 200-300 mL of water heated to 71°C
(160°F) and then wiped dry so that the disper-
sion will not be reduced in temperature by a
cold funnel. The preheating cycle should al-
ways come just prior to running the tests with-
out the paper in place.

10.10 A concentration of 2 g/200 mL was
chosen as representing the upper limit of nor-
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