AVA A
Assaciation of Textile, Apparel & Materials Professionals

AATCC takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this test method. Users of this test method are expressly advised
that determination of the validity of any such patent rights, and the risk of infringement of
such rights, are entirely their own responsibility.

This test method is subject to revision at any time by the responsible technical committee
and must be reviewed every five years and if not revised, either reaffirmed or withdrawn.
Your comments are invited either for revision of this test method or for additional
procedures and should be addressed to the AATCC Technical Center. Your comments will
receive careful consideration at a meeting of the responsible technical committee, which
you may attend. If you feel that your comments have not received a fair hearing, you
should make your views known to Diana A. Wyman, Technical Director, at the address
shown below.

This test method is copyrighted by AATCC, PO Box 12215, Research Triangle Park, NC
27709 USA. Individual reprints (single or multiple copies) of this method may be obtained by
contacting AATCC at the above address or tel: 919-549-3526; fax: 919-549-8933, or e-mail:
orders@aatcc.org.

AATCC License Agreement: This test method is copyrighted by the American Association
of Textile Chemists and Colorists (AATCC), PO Box 12215, 1 Davis Drive, Research
Triangle Park, NC USA. All rights reserved.

AATCC grants you a license as follows: The right to download one electronic file of this
AATCC test method for temporary storage on one computer for purposes of viewing, and/or
printing one copy of the AATCC test method for individual use. Neither the electronic file nor
the hard copy print may be reproduced in any way. In addition, the electronic file may not be
distributed elsewhere over computer networks or otherwise. The hard copy print may only be
distributed to other employees for their internal use within your organization.

This test method is not for resale.

Documents

Document Sharing Hub

Copyright The American Association of Textile Chemists and Colorists
Provided by IHS under license with AATCC Licensee= IranPaper.ir
No reproduction or networking permitted without license from IHS Not for Resale, 05/08/2015 15:45:23 MDT

Full document details: AATCC 15 2013


http://www.avadocuments.com/doc/aatcc-15-2013
http://www.avadocuments.com/doc/aatcc-15-2013

AATCC Test Method 15-2013

Colorfastness to Perspiration

Developed in 1949 by AATCC Commit-
tee BR52; jurisdiction transferred to
AATCC Committee RA23 in 2006; re-
vised 1952, 1957, 1960, 1962, 1972,
1973, 1975, 1976, 1997, 2009; 2013,
reaffirmed 1967, 1979, 1985, 1989,
2007; editorially revised 1961, 1967,
1974, 1981, 1983, 1986, 1995, 2004,
2005, 2008, 2010, 2014; editorially re-
vised and reaffirmed 1994, 2002. Re-
lated to ISO 105-E04.

1. Purpose and Scope

1.1 This test method is used to deter-
mine the fastness of colored textiles to
the effects of acid perspiration. It is appli-
cable to dyed, printed or otherwise col-
ored textile fibers, yarns and fabrics of all
kinds and to the testing of dyestuffs as
applied to textiles.

1.2 Work by Committee RA52 showed
this test will correlate with limited field
studies. Prior to this there were acid and
alkaline tests; however, as a result of
these studies the alkaline test was elimi-
nated (see 13.1).

2. Pfinciple

2.1 A specimen of colored textile in
contact with other fiber materials (for
color transfer) is wet out in simulated
acid perspiration solution, subjected to a
fixed mechanical pressure and allowed to
dry slowly at a slightly elevated tempera-
ture. After conditioning, the specimen is
evaluated for color change and the other
fiber materials are evaluated for color
transfer.

3. Terminology

3.1 colorfastness, n.—the resistance of
a material to change in any of its color
characteristics, to transfer of its colo-
rant(s) to adjacent materials or both, as a
result of the exposure of the material to
any environment that might be encoun-
tered during the processing, testing, stor-
age or use of the material.

3.2 perspiration, n.—a saline fluid se-
creted by the sweat glands.

4. Safety Precautions

NOTE: These safety precautions are
for information purposes only. The pre-
cautions are ancillary to the testing proce-
dures and are not intended to be all inclu-
sive. It is the user’s responsibility to use
safe and proper techniques in handling

materials in this test method. Manufac-
turers MUST be consulted for specific
details such as material safety data sheets
and other manufacturer’s recommenda-
tions. All OSHA standards and rules
must also be consulted and followed.

4.1 Follow good laboratory practices.
Wear safety glasses in all laboratory
areas.

4.2 All chemicals should be handled
with care.

4.3 Observe padder safety. Normal
safe guards on pad should not be re-
moved. Ensure adequate guard at the nip
point. A foot operated kick off is recom-
mended for a motorized padder.

5. Apparatus, Materials and Reagents
(see 13.2)

5.1 Perspiration tester (plastic or glass
plates are available with the equipment)
(see Figs. 1 and 2).

5.2 Drying oven—convection.

5.3 Balance with a weighing accuracy
of £0.001 g.

5.4 Multifiber test fabric (8 mm [0.33
in.] bands) containing acetate, cotton, ny-
lon, silk, viscose rayon and wool shall be
used for specimens containing silk. Mul-
tifiber test fabric (8 mm [0.33 in.] bands)
containing acetate, cotton, nylon, polyes-
ter, acrylic and wool shall be used with
specimens with no silk present (see 13.3).

5.5 pH meter accurate to + 0.01.

5.6 AATCC 9-Step Chromatic Trans-
ference Scale (AATCC Evaluation Proce-
dure 8) or Gray Scale for Staining

Fig. 1—Horizontal perspiration tester.

(AATCC Evaluation Procedure 2) (see
13.4).

5.7 Gray Scale for Color Change
(AATCC Evaluation Procedure 1) (see
13.4).

5.8 Wringer.

5.9 White AATCC Textile Blotting
Paper (see 13.4).

5.10 Acid perspiration solution.

6. Preparation of Reagent

6.1 Prepare the acid perspiration solu-
tion by filling a 1 L volumetric flask half
full of distilled water. Add the following
chemicals and mix to be sure that all
chemicals are thoroughly dissolved:

10 £ 0.01 g sodium chloride (NaCl)

1£0.01 g lactic acid, USP 85%

1+ 0.01 g sodium phosphate, dibasic,
anhydrous (Na,HPO,)

0.25 £ 0.001 g ¢-histidine monohydro-
chloride (C,HoN;0,-HCI-H,0)

Fill the volumetric flask with distilled
water to the 1 L mark.

6.2 Test the pH of the solution with a
pH meter. If it is not 4.3 + 0.2 discard it
and prepare a new one, making sure all
ingredients are weighed accurately. The
use of pH test paper is not recommended
for this purpose because of its lack of
accuracy.

6.3 Do not use perspiration solution
that is more than three days old (see
13.5).

7. Verification

7.1 Verification checks on the opera-
tion of the test and apparatus should be
made routinely and the results kept in a
log. The following observations and cor-
rective actions are extremely important to
avoid incorrect test results.

7.2 Use an in-house perspiration fabric
with a mid-range visual grade on the
most heavily stained stripe of the multifi-
ber cloth as a calibration specimen and
conduct a perspiration test using three
specimens. Verification checks should be
performed periodically as well as each
time a new lot of multifiber or undyed ad-
jacent fabric is used.

7.2.1 Non-uniform color transfer may
be due to improper wet-out procedures or
may be a result of uneven pressure on the
specimens due to warped plates in the
tester. Check the wet-out procedures to
be sure that the balance is accurate and
that the procedure is being carefully fol-
lowed. Check all plates to be sure they
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