AATCC Test Method 164-2006

Colorfastness to Oxides of Nitrogen in the Atmosphere

Developed in 1985 by AATCC Committee
RA33; editorially revised and reaffirmed
1986, 1997; reaffirmed 1987, 1992,
2001, 2006; editorially revised 1989,
1995, 2004. Technically equivalent to
IS0 105-G04.

1. Purpose and Scope

1.1 This test method is used to deter-
mine the resistance of the color of textiles
to the action of oxides of nitrogen in the
atmosphere at elevated temperatures with
relative humidities above 85%.

1.2 On certain fibers, dyes do not
readily fade at humidities below 85%.
Testing at higher humidities is required to
produce color changes that predict ser-
vice fading under warm, humid condi-
tions (see 11.1).

2. Principle

2.1 A test specimen and a swatch of
control ribbon are simultaneously ex-
posed to oxides of nitrogen in an atmo-
sphere which is maintained at 87.5 +
2.5% RH and a temperature of 40 + 1°C
(104 + 2°F) until the control ribbon
shows a color change corresponding to
that of a standard of fading. The cycles
are repeated until the specimen shows a
definite color change or for a prescribed
number of cycles.

3. Terminology

3.1 colorfastness, n.—the resistance of
a material to change in any of its color
characteristics, to transfer of its color-
ant(s) to adjacent materials or both, as a
result of the exposure of the material to
any environment that might be encoun-
tered during the processing, testing, stor-
age or use of the material.

4. Safety Precautions

NOTE: These safety precautions are
for information purposes only. They are
ancillary to the testing procedures and are
not intended to be all inclusive. It is the
user’s responsibility to use safe and
proper techniques in handling materials
in this test method. Manufacturers MUST
be consulted for specific details such as
material safety data sheets and other
manufacturer’s recommendations. All
OSHA standards and rules must also be
consulted and followed.

4.1 Oxides of nitrogen in high concen-

under High Humidities

trations are injurious to health and must
be exhausted to the atmosphere or
trapped in water and neutralized with a
10% solution of sodium hydroxide or so-
dium bicarbonate. The maximum con-
centration in a work area must not exceed
500 pphm.

4.2 Chain or clamp the gas cylinder to
a wall or other suitable support so that it
cannot fall or be knocked down.

4.3 Exposure to chemicals used in this
procedure must be controlled at or below
levels set by governmental authorities
(e.g., Occupational Safety and Health
Administration’s [OSHA] permissible
exposure limits [PEL] as found in 29
CFR 1910.1000 of January 1, 1989). In
addition, the American Conference of
Governmental  Industrial ~ Hygienists
(ACGIH) Threshold Limit Values (TLVs)
comprised of time weighted averages
(TLV-TWA), short term exposure limits
(TLV-STEL) and ceiling limits (TLV-C)
are recommended as a general guide for
air contaminant exposure which should
be met (see 11.2).

5. Apparatus and Materials

5.1 Exposure chamber suitable for con-
taining oxides of nitrogen (NO,) and
maintaining a constant elevated tempera-
ture and relative humidity (see 11.3).

5.2 Control Ribbon No. 1 (see 11.4).

5.3 Standard of Fading (Ribbon No. 1)
(see 11.4).

5.4 Gray Scale for Color Change (see
11.5).

5.5 Oxides of nitrogen supply tank (see
11.6).

6. Test Specimens

6.1 Cut each specimen at least 60 x 60
mm. For subsequent color comparison,
the unexposed sample should be kept in
an airtight container away from light to
avoid further shade changes.

6.2 If the test involves laundered or
drycleaned material, launder or dryclean
material for both the control and test
specimens. For the preparation of speci-
mens for testing after laundering or dry-
cleaning, follow the procedures pre-
scribed in  AATCC Methods 61,
Colorfastness to Laundering, Home and
Commercial: Accelerated, and/or 132,
Colorfastness to Drycleaning.

7. Procedure

7.1 Suspend the test specimens and a
swatch of Control Ribbon No. 1 in the
exposure chamber which is maintained at
87.5 +£2.5% RH and a temperature of 40
+ 1°C (104 £ 2°F). NO, concentrations
must range from 400-600 pphm which
should produce a cycle of fade within 5-
15 h of exposure.

7.2 Examine the Control Ribbon No. 1
periodically until its color corresponds to
that of the standard of fading when com-
pared in daylight ranging from average to
slightly bluish north skylight or equiva-
lent artificial light. This constitutes one
cycle.

7.2.1 An alternative method of deter-
mining one cycle of fade is to terminate
the exposure cycle when the Control
Ribbon No. 1 exhibits a color change of
16.5 £ 1.5 CIELAB units for Lot 16 (see
11.7).

7.3 Remove those specimens which
exhibit a noticeable color change at the
end of one cycle. One cycle will gener-
ally produce a measurable color change
in specimens which are sensitive to ox-
ides of nitrogen.

7.4 Suspend an unexposed swatch of
Control Ribbon No. 1 for each additional
cycle of fade until the required number of
cycles have been completed.

7.5 Optional Aftertreatment

7.5.1 Specimens exposed to oxides of
nitrogen might continue to change color
after removal from the test chamber. The
color may be stabilized by plunging the
specimens into a buffered urea solution
(see 11.8) for 5 min. They should then be
squeezed, thoroughly rinsed in clean wa-
ter and dried in air at a temperature not
above 60°C (140°F). CAUTION: Do not
treat any specimen with the urea solution
that must be returned to the test chamber
for additional exposure.

8. Evaluation

8.1 At the end of each cycle, immedi-
ately compare those specimens which are
removed from the exposure chamber with
the preserved originals from which they
are drawn.

8.2 Rate the effect on color of test
specimens after any specified number of
cycles by reference to the Gray Scale for
Color Change, and report the number of
cycles run as follows:

Grade 5—negligiblg or no change as
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shown in Gray Scale Step 5.

Grade 4.5—change in color equivalent
to Gray Scale Step 4-5.

Grade 4——change in color equivalent
to Gray Scale Step 4.

Grade 3.5—change in color equivalent
to Gray Scale Step 3-4.

Grade 3—change in color equivalent
to Gray Scale Step 3.

Grade 2.5—change in color equivalent
to Gray Scale Step 2-3.

Grade 2——change in color equivalent
to Gray Scale Step 2.

Grade 1.5—change in color equivalent
to Gray Scale Step 1-2.

Grade 1—change in color equivalent
to Gray Scale Step 1.

9. Report

9.1 Report the numerical grade for the
change in color of the test specimen, the
number of cycles run, the temperature
and relative humidity at which the test
was performed.

10. Precision and Bias

10.1 Precision. Precision for this test
method has not been established. Until a
precision statement is generated for this
method, use standard statistical tech-
niques in making any comparisons of test
results for either within-laboratory or
between-laboratory averages.

10.2 Bias. Colorfastness to oxides of
nitrogen in the atmosphere under high
humidities can be defined only in terms
of a test method. There is no independent
method for determining the true values.
As a means of estimating these proper-
ties, the method has no known bias.

11. Notes
11.1 Humidity for Testing. The fading of

dyes by oxides of nitrogen on some fibers
such as nylon and acetate is altered greatly by
relatively small variations in relative humidity
at high humidities. Therefore closely control
temperature and relative humidity.

11.2 Available from Publications Office,
ACGIH, Kemper Woods Center, 1330
Kemper Meadow Dr., Cincinnati OH 45240;
tel: 513/742-2020.

11.3 Exposure Chamber. The oxides of
nitrogen chamber for elevated temperatures
and relative humidities above 85% should be
made of stainless steel which has been coated
on the inside with a resistant coating. It must
maintain the conditions of 87.5 + 2.5% RH,
40 +1°C (104 £ 2°F) temperature and contain
an NO, concentration between 400-600 pphm.

11.3.1 Blueprints of a suitable apparatus
are available from AATCC, P.O. Box 12215,
Research Triangle Park NC 27709; tel: 919/
549-8141; fax: 919/549-8933; e-mail: orders@
aatcc.org.

11.3.2 Apparatus for measuring NO, con-
centration is commercially available from sev-
eral manufacturers including the following:
Beckman Instruments Inc., 2500 Harbor
Blvd., Fullerton CA 92634; Mast Develop-
ment, 2212 East 12th St., Davenport IA
52803.

11.4 Test Control and Standard of Fading.

11.4.1 The Test Control Fabric, Control
Ribbon No. 1, is a dyeing of 0.400% C.I. Dis-
perse Blue 3 on secondary acetate satin. Celli-
ton Blue FFRN is used since its fading
characteristics are well known and other C.I.
Disperse Blue 3 dyes tend to exhibit different
fading characteristics and may differ in tincto-
rial strength.

11.4.2 The Standard of Fading for Control
Ribbon No. 1 is dyed on rayon satin with the
following formula: 0.300% C.I. Direct Blue
80 and 0.015% C.I. Direct Violet 47 based on
the weight of the fabric.

11.4.3 Both the control fabric and the stan-
dard of fading must be kept in suitable con-
tainers or enclosures to protect them from
possible exposure and color change to oxides
of nitrogen and other contaminants which
might be present in the atmosphere during
transportation and storage.

11.4.4 The control fabric is also sensitive to
other atmospheric contaminants such as

ozone. Its fading rate will vary considerably at
different humidities and temperatures and its
use in natural or end-use testing as a measure
of exposures to oxides of nitrogen is not rec-
ommended. The color change produced on the
control will reflect the combined effects of the
atmospheric contaminants present and temper-
ature-humidity variations, not just the effects
of exposure to oxides of nitrogen.

11.4.5 A sealed unit of Control Ribbon No.
1 comprising 18 m (20 yd) of ribbon 50 mm
(2 in.) wide with a specific lot number indi-
cated and a specimen of the Standard of
Fading for that lot of control fabric is available
as Control Sample No. 1 from Testfabrics
Inc., P.O. Box 26, 415 Delaware St., W.
Pittston PA 18643; tel: 570/603-0432; fax:
570/603-0433; e-mail: testfabric@aol.com.

11.5 Available from AATCC, P.O. Box
12215, Research Triangle Park NC 27709;
tel: 919/549-8141; fax: 919/549-8933; e-mail:
orders@aatcc.org.

11.6 Use bottled gas which contains ap-
proximately 1% NO, in nitrogen in cylinders
equipped with the proper reducing valves.

11.7 Make colorimetric or spectrophoto-
metric measurements of the Control Ribbon
No. 1 with the specular component included.
Calculate colorimetric data using the CIE
1964 10° observer data for [lluminant Dg,. Ex-
press the color difference in CIELAB units as
per AATCC Evaluation Procedure 6, Instru-
mental Color Measurement.

11.8 Urea Aftertreatment.

11.8.1 The use of this treatment is com-
pletely optional. Experience has shown that
color change after removal of specimens from
the exposure chamber is negligible. The urea
treatment itself will often cause a color change
in specimens. Therefore, if this procedure is
used, it is essential that both the exposed and
unexposed control specimens be treated in an
identical manner.

11.8.2 Urea Solution: 10 g of urea (NH, -
CO - NH,) per liter of water buffered to pH7
by addition of 0.4 g of sodium dihydrogen
orthophosphate (NaH,PO, - 2H,0) and 2.5 g
of disodium hydrogen orthophosphate
(Na,HPO, - 12H,0) and 0.1 g or less of a rapid
wetting surface active agent; for example,
sodium dioctyl sulfosuccinate.
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