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Developed in 1988 by AATCC Commit-
tee RA60; reaffirmed 1989, 1995, 2002;
revised 1990, 1996, 1997, 2003, 2007
(with title change), 2010; editorially re-
vised 1994, 2004, 2005, 2008, 2012.

1. Purpose and Scope

1.1 This test method is designed to
evaluate the colorfastness to powdered
non-chlorine bleach in home laundering
of textiles which are expected to with-
stand frequent laundering. The fabric
color changes resulting from the pow-
dered non-chlorine bleach, detergent so-
lution and abrasive action of five home
launderings are evaluated.

1.2 First establish the level of perfor-
mance with powdered non-chlorine
bleach and if an effect is found, then
retest with detergent alone. It may be
necessary to use a water only wash to
separate the effects of components like
hardness, pH or chlorine content.

1.3 Since the powdered non-chlorine
bleaches currently available contain in-
gredients other than the powdered non-
chlorine bleach; such as fluorescent whit-
ening agents, bluing, etc., it is the total
effect of these chemicals on the color
change that is being evaluated.

2. Principle

2.1 Specimens are laundered under ap-
propriate conditions of temperature, de-
tergent solution, powdered non-chlorine
bleach solution and abrasive action for
five home laundering cycles. The laun-
dered specimens are evaluated for color
change.

3. Terminology

3.1 bleach, n.—in home laundering, a
product that will clean, whiten, brighten
and aid in the removal of soils and stains
from textile materials by oxidation that is
inclusive of chlorine and non-chlorine
products.

3.2 colorfastness, n.—the resistance of
a material to change in any of its color
characteristics, to transfer of its color-
ant(s) to adjacent materials or both, as a
result of the exposure of the material to
any environment that might be encoun-
tered during the processing, testing, stor-
age or use of the materials.

3.3 laundering, n.—of textile materi-
als, a process intended to remove soil
and/or stains by treatment (washing) with

an aqueous detergent solution and nor-
mally including subsequent rinsing, ex-
tracting and drying.

3.4 non-chlorine bleach, n.—a prod-
uct that does not release the hypochlorite
ion in solution; i.e., sodium perborate, so-
dium percarbonate.

3.4.1 liquid non-chlorine bleach, n.—
a product that contains hydrogen perox-
ide as its active ingredient.

3.4.2 powdered non-chlorine bleach,
n.—a product that contains either sodium
perborate or sodium percarbonate as its
active ingredient.

4. Safety Precautions

NOTE: These safety precautions are
for information purposes only. The pre-
cautions are ancillary to the testing proce-
dures and are not intended to be all inclu-
sive. It is the user’s responsibility to use
safe and proper techniques in handling
materials in this test method. Manufac-
turers MUST be consulted for specific
details such as material safety data sheets
and other manufacturer’s recommenda-
tions. All OSHA standards and rules
must also be consulted and followed.

4.1 Good laboratory practices should
be followed. Wear safety glasses in all
laboratory areas.

4.2 The 1993 AATCC Standard Refer-
ence Detergent WOB and the 2003
AATCC Standard Reference Liquid De-
tergent WOB may cause irritation. Care
should be taken to prevent exposure to
skin and eyes.

4.3 Manufacturer’s safety recommen-
dations should be followed when operat-
ing laboratory testing equipment.

4.4 All chemicals should be handled
with care.

4.5 The procedure for determining the
percent active oxygen content outlined in
13.7 should be handled only in an ade-
quately ventilated laboratory hood. In
preparing, dispensing and handling the
reagents, use chemical goggles or face
shield, impervious gloves and an imper-
vious apron.

4.6 An eyewash/safety shower should
be located nearby and an organic vapor
respirator should be available for emer-
gency use.

4.7 Exposure to chemicals used in this
procedure must be controlled at or below
levels set by governmental authorities
(e.g., Occupational Safety and Health
Administration’s [OSHA] permissible ex-
posure limits [PEL] as found in 29 CFR
1910.1000; see web site: www.osha.gov

for latest version). In addition, the Ameri-
can Conference of Governmental Indus-
trial Hygienists (ACGIH) Threshold
Limit Values (TLVs) comprised of time
weighted averages (TLV-TWA), short
term exposure limits (TLV-STEL) and
ceiling limits (TLV-C) are recommended
as a general guide for air contaminant ex-
posure which should be met (see 13.1).

5. Uses and Limitations

5.1 Non-chlorine bleaches are avail-
able in two different forms—powdered or
liquid. This method only evaluates the
colorfastness of textiles to powdered non-
chlorine bleach in home laundering. Due
to differences in active ingredients, the
results obtained by this method may not
be representative of results obtained by
the use of liquid non-chlorine bleach on
textiles during laundering.

6. Apparatus and Materials (see 13.2)

6.1 Automatic washing machine (see
13.3).

6.2 Automatic tumble dryer (see 13.4).
6.3 Conditioning/drying racks with

pull-out screens or perforated shelves
(see 13.5).

6.4 Ballast of 92 × 92 ± 3 cm (36 × 36 ±
1 in.) hemmed pieces of bleached cotton
sheeting (Wash load ballast type 1) or 50/
50 polyester/cotton bleached of plain
weave construction (Wash load ballast
type 3).

6.5 1993 AATCC Standard Reference
Detergent WOB or 2003 AATCC Stan-
dard Reference Liquid Detergent WOB
(see 13.6).

6.6 Facilities for drip and line drying.
6.7 Balance with at least 5 kg (20 lbs)

capacity.
6.8 Powdered non-chlorine bleach (see

13.7 and 13.8).

7. Test Specimens

7.1 The weight of the test specimen
can influence the results of this test. Only
one test specimen is to be laundered in a
load. For ease in weighing fabrics, the
test specimen weight is to be 110.0 ± 10.0
g (0.25 ± 0.02 lb). For garment testing,
one garment is to be tested. If the gar-
ment weight exceeds the specified load
weight of 1.8 kg or 4 lb, the total weight
is to be included in the report. See 8.2.2
for exact weight specifications on load.
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