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AATCC Test Method 189-2017

Fluorine Content of Carpet Fibers

Developed in 2000 by AATCC Commit-
tee RAS7; editorially revised and reaf-
firmed 2001, 2007; reaffirmed 2002,
2012; editorially revised 2005, 2010;
revised 2017.

1. Purpose and Scope

1.1 This method is for determining the
amount of fluorocarbon soil-resist agent
present on carpet fibers by measurement of
elemental fluorine on the pile fiber. It is
useful for measurement of fluorocarbon
present on carpet pile fiber as tested within
the practical range of 50 to 1000 pg/g
(ppm). It may also be used for yarns treated
with fluorocarbon anti-soiling agents.

2. Principle

2.1 A weighed fiber specimen is
burned in an oxygen combustion flask
and the released hydrogen fluoride is ab-
sorbed into a sodium hydroxide solution.
The fluorine content is measured as dis-
solved sodium fluoride at a constant pH
and ionic strength using a fluoride ion ac-
tivity electrode and a specific ion meter.

3. Terminology

3.1 fluorine content, n.—in textile
floor coverings, the ratio of the weight of
total elemental fluorine to the total
weight of carpet fibers.

3.2 soil resist agent, n—a material ap-
plied to, or incorporated in, carpet face fi-
ber which retards and/or limits the build-
up of soil.

4. Safety Precautions

NOTE: These safety precautions are
for information purposes only. The pre-
cautions are ancillary to the testing proce-
dures and are not intended to be all inclu-
sive. It is the user’s responsibility to use
safe and proper techniques in handling
materials in this test method. Manufac-
turers MUST be consulted for specific
details such as material safety data sheets
and other manufacturer’s recommenda-
tions. All OSHA standards and rules
must also be consulted and followed.

4.1 Good laboratory practices should
be followed. Wear safety glasses in all
laboratory areas.

4.2 All chemicals should be handled
with care. Use chemical goggles or face
shield, impervious gloves and an imper-
vious apron during the dispensing and
mixing of the fluoride and sodium hy-

droxide standards. The standards should
be made and dispensed in a hood.

4.3 An eyewash/safety shower should
be located nearby and a self-contained
breathing apparatus should be readily
available for emergency use.

4.4 Exercise care in cutting the speci-
mens with the scalpel or razor blade; pro-
tective gloves may provide additional
protection.

4.5 Oxygen supply pressure from the
pressure regulator should not exceed 10
psi.

4.6 Do not operate the test equipment
until the manufacturer’s operating in-
structions have been read and under-
stood. It is the responsibility of whoever
operates the test equipment to conform to
the manufacturer’s directions for safe
operation.

4.7 Exposure to chemicals used in this
procedure must be controlled at or below
levels set by governmental authorities
(e.g., Occupational Safety and Health
Administration’s [OSHA] permissible ex-
posure limits [PEL] as found in 29 CFR
1910.1000; see web site: www.osha.gov
for latest version). Fluoride salts and so-
dium hydroxides are listed with OSHA
permissible exposure limits [PEL]. In ad-
dition, the American Conference of Gov-
ernmental Industrial Hygienists (ACGIH)
Threshold Limit Values (TLVs) com-
prised of time weighted averages (TLV-
TWA), short term exposure limits (TLV-
STEL) and ceiling limits (TLV-C) are
recommended as a general guide for air
contaminant exposure which should be
met (see 12.1).

5. Apparatus, Reagents, Materials

5.1 500-mL combustion flask with ball
stopper (with platinum wire hook) and
clamp (one each per specimen; reusable,
see Fig. 1).

5.2 Platinum carrier basket (one per
sample; reusable).

5.3 Indirect source of ignition.

5.4 Black paper specimen wrappers
(one per sample).

5.5 Specific ion meter.

5.6 Fluoride ion selective electrode.

5.7 Reference electrode.

5.8 0.001N Sodium Hydroxide (NaOH).

5.9 TISAB (Total Ionic Strength Ad-
justment Buffer with CDTA (1,2-cyclo-
hexanediaminetetraacetic acid) or formu-
lated for fluorine analysis to prevent
aluminum interference) (see 12.2).

5.10 Re-pipette or bottle-top dispenser
(optional).

Fig. 1—Ignited specimen suspended from
platinum wire attached to ball stopper.

5.11 Sodium Fluoride (NaF) standard
(see Appendix A).

5.12 Mechanical shaker (optional).

6. Calibration

6.1 Calibrate the specific ion meter us-
ing the procedures described in the opera-
tion manuals for the fluoride ion activity
electrode and the specific ion meter. Cali-
bration should be done on a daily or ev-
ery shift basis.

7. Sampling

7.1 Prepare the yarn sample by remov-
ing the tufts from the carpet sample with
a scalpel or razor blade. Cut the tufts as
close to the primary backing as possible
having a stubble not greater than 1 mm.
Twenty to 40 tufts are required for a sin-
gle sample, depending on carpet con-
struction. Place the tufts in a paper enve-
lope and identify by test number.

7.1.1 Sampling Option #1. To deter-
mine an overall average fluorine content
of carpet fibers, take samples from across
the entire width of the carpet to compen-
sate for possible variability in application
and combine the tufts in a single envelope.

7.1.2 Sampling Option #2. To deter-
mine the variability of fluorine content
across a carpet sample, take multiple
samples from various areas of the carpet
and analyze each set of carpet tufts sepa-
rately (see 12.3).
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