
AATCC takes no position respecting the validity of any patent rights asserted in connection 
with any item mentioned in this test method. Users of this test method are expressly advised 
that determination of the validity of any such patent rights, and the risk of infringement of 
such rights, are entirely their own responsibility.  

This test method is subject to revision at any time by the responsible technical committee 
and must be reviewed every five years and if not revised, either reaffirmed or withdrawn. 
Your comments are invited either for revision of this test method or for additional 
procedures and should be addressed to the AATCC Technical Center. Your comments will 
receive careful consideration at a meeting of the responsible technical committee, which 
you may attend. If you feel that your comments have not received a fair hearing, you 
should make your views known to Diana A. Wyman, Technical Director, at the address 
shown below.  

This test method is copyrighted by AATCC, PO Box 12215, Research Triangle Park, NC 
27709 USA. Individual reprints (single or multiple copies) of this method may be obtained by 
contacting AATCC at the above address or tel: 919-549-3526; fax: 919-549-8933, or e-mail: 
orders@aatcc.org.  

AATCC License Agreement: This test method is copyrighted by the American Association 
of Textile Chemists and Colorists (AATCC), PO Box 12215, 1 Davis Drive, Research 
Triangle Park, NC USA. All rights reserved.  

AATCC grants you a license as follows: The right to download one electronic file of this 
AATCC test method for temporary storage on one computer for purposes of viewing, and/or 
printing one copy of the AATCC test method for individual use. Neither the electronic file nor 
the hard copy print may be reproduced in any way. In addition, the electronic file may not be 
distributed elsewhere over computer networks or otherwise. The hard copy print may only be 
distributed to other employees for their internal use within your organization. 

This test method is not for resale. 

Copyright The American Association of Textile Chemists and Colorists 
Provided by IHS under license with AATCC Licensee= IranPaper.ir   

Not for Resale, 05/08/2015 17:08:03 MDTNo reproduction or networking permitted without license from IHS

-
-
`
`
`
,
`
`
`
,
`
,
,
,
,
`
`
`
`
`
`
`
,
`
`
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: AATCC 191 2013

http://www.avadocuments.com/doc/aatcc-191-2013
http://www.avadocuments.com/doc/aatcc-191-2013


Copyright © 2014 American Association of Textile Chemists and Colorists

AATCC Technical Manual/2015 TM 191-2013 369

Developed in 2002 by AATCC Commit-
tee RA41; reaffirmed 2003, 2013; edito-
rially revised and reaffirmed 2004,
2009; editorially revised 2005, 2008,
2012.

1. Purpose and Scope

1.1 This test method provides a simple
testing procedure to evaluate the effect of
acid cellulase enzymes on cellulosics by
laundering.

1.2 The evaluations are carried out as
listed in Section 8.

1.3 Other cellulase enzymes, i.e., mod-
ified acid and neutral types, may be eval-
uated by this test procedure. However,
the concentration, pH, and time should be
followed as recommended by the enzyme
supplier.

1.4 A specific concentration of en-
zyme, buffer, and detergent are required
in the bath to achieve the desired im-
provements. Since this test method uti-
lizes an automatic washing machine to
simulate the action of rotary drum ma-
chines, paddle machines, or jets used in
production type operations (that usually
operate at low liquor ratios), the concen-
trations required in this test method are
based on grams/liter (g/L), to compensate
for the difference in liquor ratios.

2. Principle

2.1 This test method determines the re-
action of cellulosic fabrics to treatment
with acid cellulase enzymes. Such treat-
ments usually result in improvements in
the hand, drape, fuzz and pill appearance
of cellulosic fabrics together with the re-
moval of linters and immature/dead cot-
ton fibers. The agitation in the washer
simulates the action in rotary drum ma-
chines, paddle machines and jets.

3. Terminology

3.1 cellulase enzyme, n.—an enzyme
that attacks cellulose.

4. Safety Precautions

NOTE: These safety precautions are
for information purposes only. The pre-
cautions are ancillary to the testing proce-
dures and are not intended to be all-inclu-
sive. It is the user’s responsibility to use
safe and proper techniques in handling
materials in this test method. Manufac-
turers MUST be consulted for specific
details such as material safety data sheets

and other manufacturer’s recommenda-
tions. All OSHA standards and rules
must also be consulted and followed.

4.1 Good laboratory practices should
be followed. All chemicals should be
handled with care. Wear safety glasses
and rubber gloves when working with
chemicals. Material Safety Data Sheets
should be obtained for all the chemicals
used in the method.

4.2 An eyewash/safety shower should
be located nearby, and readily accessible
in case of an emergency.

5. Apparatus (10.1)

5.1 Automatic washing machine, (the
term top loading washer used in this
method is synonymous with an automatic
washing machine) (see 10.2).

5.2 Automatic tumble dryer (see 10.2).
5.3 Ballast of 920 × 920 ± 30 mm (36 ×

36 ± 1 in.) hemmed pieces of bleached
cotton sheeting (Wash load ballast type
1), or 50/50 polyester/cotton plain weave
(Wash load ballast type 3) (see 10.3).

5.4 Reagents
5.4.1 Nonionic detergent; linear alco-

hol with 9 moles of ethylene oxide.
5.4.2 Buffer AC, sodium acetate (see

10.3).

6.Test Specimens

6.1 Take four to eight garments, or four
to eight full width fabric specimens, 0.9
m (1 yd) in length. It is recommended
that the cut edges of fabric specimens be
sealed by sewing or some other means.

6.2 Two to four garment/fabric speci-
mens are to be used to run the test cycle
with enzyme.

6.3 The other two to four garment/fab-
ric specimens are to be used to run
through the test cycle without enzyme,
for comparison.

7. Procedure

7.1 Use very hot water setting at 60°C
(140°F) as listed in the AATCC Mono-
graph M6, Standardization of Home

Laundry Test Conditions (see 10.4).
7.2 Set the home laundry machine on

low, small load (12 gal water), approxi-
mately 41 kg (90 lbs.) water and hot
wash/cold rinse temperature setting.

7.3 Fill the washer using the regular
cycle (12 mins wash cycle).

7.4 Add a nonionic detergent (1 g/L);
volume 40 mL and weight 40 gm.

7.5 Add sodium acetate buffer (6 g/L),
volume 195 mL and weight 240 gm.

7.5.1 Stir well; pH 4.5-5.0 (if too high,
add acetic acid. pH should not be below
4.5; if so, add caustic, 50%).

7.6 Add acid cellulase enzyme as
shown in Table I.

7.6.1 For 100% cotton garments or
fabrics, normally 1-2 g/L acid cellulase
enzyme is recommended.

7.6.2 For 50/50 cotton/polyester
blends, normally 1-2 g/L acid cellulase
enzyme is still used since a certain en-
zyme concentration in the bath must be
maintained to achieve the desired effect
on the cotton portion of the fabric.

7.6.3 For linen garments or fabrics, and
its blends, normally 0.25-0.50 g/L acid
cellulase enzyme is recommended.

7.6.4 For rayon and lyocell garments
or fabrics, normally 4 g/L acid cellulase
enzyme is recommended. The acid cellu-
lase enzyme attacks these fibers much
slower; therefore, four wash cycles (48
min) is required.

7.7 Place the garments or fabrics to-
gether with ballast, if needed for good ag-
itation, in the water. Two to four gar-
ments or two to four fabrics 0.9 m (1 yd
length) is sufficient.

7.8 Start the washer and complete only
the wash portion.

7.9 Repeat the complete wash cycle
and let it continue through its rinse and
spin cycles to the termination of the wash
cycle. Note: It is necessary to expose the
samples to 24 mins in the enzyme bath.

7.10 Remove test specimens and bal-
last immediately. Place in a tumble dryer
ion Normal or cotton-sturdy setting. Op-
erate the dryer until the total load is dry.
Note drying time. Remove the load im-
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Table I—Acid Cellulase Enzyme Portions

Volume Weight Fiber Content
of Test Specimens

Number of
Wash Cycles(g/L) mL Gm

(0.5) 20  21.3 100% linen and its blends 2
(2.0) 80  85.0 100% cotton and its blends 2
(4.0) 160 170.0 rayon or lyocell 4
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