AVA A
Assaciation of Textile, Apparel & Materials Professionals

AATCC takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this test method. Users of this test method are expressly advised
that determination of the validity of any such patent rights, and the risk of infringement of
such rights, are entirely their own responsibility.

This test method is subject to revision at any time by the responsible technical committee
and must be reviewed every five years and if not revised, either reaffirmed or withdrawn.
Your comments are invited either for revision of this test method or for additional
procedures and should be addressed to the AATCC Technical Center. Your comments will
receive careful consideration at a meeting of the responsible technical committee, which
you may attend. If you feel that your comments have not received a fair hearing, you
should make your views known to Diana A. Wyman, Technical Director, at the address
shown below.

This test method is copyrighted by AATCC, PO Box 12215, Research Triangle Park, NC
27709 USA. Individual reprints (single or multiple copies) of this method may be obtained by
contacting AATCC at the above address or tel: 919-549-3526; fax: 919-549-8933, or e-mail:
orders@aatcc.org.

AATCC License Agreement: This test method is copyrighted by the American Association
of Textile Chemists and Colorists (AATCC), PO Box 12215, 1 Davis Drive, Research
Triangle Park, NC USA. All rights reserved.

AATCC grants you a license as follows: The right to download one electronic file of this
AATCC test method for temporary storage on one computer for purposes of viewing, and/or
printing one copy of the AATCC test method for individual use. Neither the electronic file nor
the hard copy print may be reproduced in any way. In addition, the electronic file may not be
distributed elsewhere over computer networks or otherwise. The hard copy print may only be
distributed to other employees for their internal use within your organization.

This test method is not for resale.

Documents

Document Sharing Hub

Copyright The American Association of Textile Chemists and Colorists
Provided by IHS under license with AATCC Licensee= IranPaper.ir
No reproduction or networking permitted without license from IHS Not for Resale, 05/08/2015 17:08:23 MDT

Full document details: AATCC 192 2013


http://www.avadocuments.com/doc/aatcc-192-2013
http://www.avadocuments.com/doc/aatcc-192-2013

AATCC Test Method 192-2013

Weather Resistance of Textiles: Sunshine-Arc
Lamp Exposure With and Without Wetting

Developed in 2003 by AATCC Commit-
tee RA64; jurisdiction transferred in
2007 to Committee RA50; reaffirmed
2004, 2005, 2013; editorially revised
2007, 2008; revised 2009.

1. Purpose and Scope

1.1 This test method provides a means
for determining the weather resistance of
textile materials.

1.2 The test options described below
are applicable to fibers, yarns and fabrics
and products made therefrom, including
coated fabrics, whether natural, colored,
finished or unfinished. Test options in-
cluded are:

A—Sunshine-Arc
with Wetting

B—Sunshine-Arc
without Wetting

1.3 The use of these options does not
imply, expressly or otherwise, an acceler-
ated test for a specific application. The
degree of correlation between any
weather resistance test and the actual ex-
posure in use must be determined mathe-
matically and agreed upon by the con-
tractual parties.

1.4 Test duration and performance
evaluation procedures are covered in ma-
terial specifications agreed upon by the
contractual parties.

1.5 This test method contains the fol-
lowing sections that assist in the use and
implementation of the various options for
determining the weather resistance of
textiles.
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2. Principle

2.1 Test specimens and the agreed
upon comparison standard(s) are exposed
simultaneously to light source under
specified conditions of either relative hu-
midity or wetting. The amount of expo-
sure is determined with respect to a spec-
ified degree of degradation such as color
change, strength loss, etc. The weather
resistance of the specimen is evaluated by
comparison of a specified degradation of
exposed portion of the test specimen to
the unexposed original material: using
one or more of the procedures recom-
mended in this test method.

3. Terminology

3.1 AATCC Blue Wool Lightfastness
Standard, n—one of a group of dyed
wool fabrics distributed by AATCC for
use in determining the amount of light
exposure of specimens during lightfast-
ness testing.

NOTE: Because of the unstable nature
of these materials they are also sensitive
to the heat and moisture conditions which
exist before exposure testing, after expo-
sure testing, and prior to measurement.

3.2 Black Panel Thermometer, n—a
temperature measuring device, the sens-
ing unit of which is coated with black de-
signed to absorb most of the radiant en-
ergy encountered in lightfastness testing.

NOTE: This device provides an esti-
mation of the maximum temperature a
specimen may attain during exposure to
natural or artificial light (see 17.1).

3.3 breaking strength, n.—the maxi-
mum force applied to a specimen in a ten-
sile test carried to rupture.

3.4 bursting strength, n.—the force or
pressure required to rupture a textile by
distending it with a force applied at right
angles to the plane of the fabric, under
specified conditions.

3.5 color change, n.—as used in color-
fastness testing, a change in color of any
kind (whether a change in hue, chroma,
or lightness).

3.6 irradiation, n.—the time integral
of irradiance expressed in joules per
square meter (J/m?).

3.7 laboratory sample, n.—a portion
of material taken to represent the lot sam-
ple, or the original material, and used in
the laboratory as a source of test speci-
mens.

3.8 reference fabric, n.—one or more
blue wool lightfastness standards selected
for exposure as a check on a test appara-
tus and operating conditions.

3.9 reference plastic, n.—a clear poly-
styrene plastic standard selected for ex-
posure as a check on a test apparatus and
operating conditions.

NOTE: It has not been verified that
these reference materials can be used as a
check on a test cabinet or operating con-
ditions for outdoor exposure tests due to
seasonal variations in ultraviolet, temper-
ature, relative humidity, and time of wet-
ness during the uncontrolled portion of
the test.

3.10 specimen, n.—a specific portion
of a material or a laboratory sample upon
which a test is performed or which is se-
lected for that purpose.

3.11 spectral energy distribution,
n.—the variation of energy due to the
source over the wavelength span of the
emitted radiation.

3.12 standard atmosphere for testing
textiles, n.—air maintained at 21 + 1°C
(70 £ 2°F) and 65 + 2% relative humidity.

3.13 tearing strength, n.—the average
force required to continue a tear previ-
ously started in a fabric.

3.14 weather, n——climatic conditions
at a given geographic location, including
such factors as sunlight, rain, humidity
and temperature.

3.15 weather resistance, n.—ability
of a material to resist degradation of its
properties when exposed to climatic con-
ditions.

4. Safety Precautions

NOTE: These safety precautions are
for information purpgses only. The pre-
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cautions are ancillary to the testing proce-
dures and are not intended to be all inclu-
sive, It is the user’s responsibility to use
safe and proper techniques in handling
materials in this test method. Manufac-
turers MUST be consulted on specific de-
tails such as material safety data sheets
and other manufacturer’s recommenda-
tions. All OSHA standards and rules
must also be consulted and followed.

4.1 Do not operate the test equipment
until the manufacturer’s instructions have
been read and understood. It is the opera-
tor’s responsibility to conform to the man-
ufacturer’s directions for safe operation.

4.2 The test equipment contains high
intensity light source. The door of the test
chamber must be kept closed when the
equipment is in operation.

4.3 Before servicing light sources, al-
low 30 min for cool-down after lamp op-
eration is terminated.

4.4 When servicing the test equipment,
shut off both the off switch on the front
panel and the main power disconnect
switch. When equipped, ensure that the
main power indicator light on the ma-
chine front panel goes out.

4.5 Daylight exposure of the skin and
eyes for prolonged periods may be haz-
ardous and therefore caution should be
employed to protect these areas. Do not
look directly at the sun under any circum-
stances.

4.6 Good laboratory practices should
be followed. Wear prescribed safety
glasses in all laboratory areas.

5. Uses and Limitation

5.1 Not all materials are affected
equally by the same light source and en-
vironment. Results obtained by the use of
any one test option may not be represen-
tative of those of any other test option or
any end-use application has been estab-
lished between contractual parties.

5.2 Radiation emitted by the open
flame carbon arc contains significant lev-
els of very short wavelength UV (less
than 260 nm) and must be filtered. None
of the filter types used changes the spec-
tral power distribution of the open flame
carbon arc to make it match daylight in
the long wavelength UV or the visible
light regions of the spectrum. Although
these filters are specified in many tests
because of historical precedent, they
transmit significant energy below 300 nm
(the typical cut-on wavelength for terres-
trial sunlight) and may result in aging
processes not occurring outdoors.

5.3 Option A is intended for use in
evaluating the resistance to degradation
of a textile and related material, including
coated fabrics, when subjected to simu-
lated weathering including wetting, and
radiant energy factors, and are further in-
tended to check the level of durability

represented in a material specification.
Option B is intended for use in evaluating
the resistance to degradation due to
weathering and sunlight exposure under
conditions where wetting is not a factor.

5.4 In interpreting the results of these
test options, it should be remembered that
resistance to degradation under simulated
sunlight exposure is dependant upon such
factors as:

5.4.1 The inherent properties of the
material, its physical state, mass and
compactness.

5.4.2 Spectral energy distribution and
density of the radiant flux (from artificial
source).

5.4.3 The temperature and relative hu-
midity of the air about the textile speci-
men during exposure.

5.4.4 The effect of leaching or degra-
dation of additive products, including fi-
ber stabilizers, by rain or water sprays.

5.4.5 Atmospheric contaminants.

5.4.6 The action of additive finishes
and colorants including spectral absorp-
tion characteristics.

5.4.7 Where applicable, the action of re-
sidual laundry or dry cleaning chemicals.

5.5 The relative rates of degradation of
different textile materials do not neces-
sarily change to the same degree as those
factors themselves change. Consequently,
the relative durability of textile and re-
lated materials under the varying condi-
tions of use cannot be predicted with cer-
tainty with any one test. Therefore, it is
common practice to investigate the dura-
bility of materials by exposure to the va-
riety of conditions under which they can
be used to arrive at a full understanding
of the performance that can be expected
from them.

5.6 Having once established the ac-
ceptability of a given material, subse-
quent lots of it can be rated by direct
comparison between the test specimen
and the initially accepted material using
the agreed upon option(s) provided in this
test method. Although these options lead
to results that are in general agreement
for the majority of textiles, they do not
lead to the same result for all textiles.
When significantly different levels of re-
sistance to degradation are found be-
tween the natural sunlight and weather
methods and their artificial (laboratory)
counterparts, the results obtained from
direct sunlight and the elements of the
weather will be regarded as the level of
durability of the particular material for
the purposes of intended end use.

5.7 When using this test method, the
test option selected should incorporate
light, humidity, wetting and temperature
effects based upon historical data and ex-
perience. The test option selected should
also reflect expected end-use conditions
associated with the material to be tested.

5.8 When using this test method, use a

standard of comparison. This comparison
material should have a known history in
terms of a change in property value after
a specific exposure.

5.9 Variations in results may be ex-
pected when operating conditions are
varied within the accepted limits of this
method. Therefore, no reference shall be
made to results from the use of this
method unless accompanied by a report
detailing the specific operating condi-
tions and locations in conformance with
Section 14.

5.10 In case of a dispute arising from
differences in reported test results when
using this test method for acceptance test-
ing of commercial shipments, the pur-
chaser and the supplier should conduct
comparative tests to determine if there is
a statistical bias between their laborato-
ries. Statistical analysis is recommended
for the investigation of bias. As a mini-
mum, the two parties should take a group
of test specimens that are as homoge-
neous as possible and that are from a lot
of material of the type in question. Test
specimens should then be randomly as-
signed in equal numbers to each labora-
tory for testing. The average results from
the two laboratories should be compared
using the appropriate Student’s t-test and
an acceptable probability level chosen by
the two parties before testing is begun. If
a bias is found and corrected or the pur- *
chaser and the supplier must agree to in-
terpret future test results with consider- :
ation for the known bias. :

6. Apparatus and Materials (see 17.2)

6.1 If possible, install the test apparatus '
in a room where temperature and relative
humidity are controlled to minimize the
effects of air supply variations.

6.2 Sunshine-arc type exposure appa-
ratus with means of providing water
sprayed to the specimen (see Appendix A
and 17.3).

6.3 Sunshine-arc type exposure appa-
ratus without providing water sprayed to
the specimen (see Appendix A and 17.3).

7. Comparison Standards

7.1 Standards for comparison must be
determined and agreed upon by the con-
tractual parties. They can be made of any
suitable textile material where a history
of strength degradation or color change
rates are known, depending upon individ-
ual test needs. They must be exposed si-
multaneously with the test specimen to be
investigated. The intent of these stan-
dards is to demonstrate uniformity be-
tween separate machine exposures or out-
door test locations. When test data of the
exposed standards differ by more than
10% from the known data, the test appa-
ratus machine malfunction, then the test
standard should be guestioned and re-
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