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with any item mentioned in this test method. Users of this test method are expressly advised 

that determination of the validity of any such patent rights, and the risk of infringement of 

such rights, are entirely their own responsibility.  

This test method is subject to revision at any time by the responsible technical committee 

and must be reviewed every five years and if not revised, either reaffirmed or withdrawn. 

Your comments are invited either for revision of this test method or for additional 

procedures and should be addressed to the AATCC Technical Center. Your comments will 

receive careful consideration at a meeting of the responsible technical committee, which 

you may attend. If you feel that your comments have not received a fair hearing, you 

should make your views known to Diana A. Wyman, Technical Director, at the address 

shown below.  

This test method is copyrighted by AATCC, PO Box 12215, Research Triangle Park, NC 

27709 USA. Individual reprints (single or multiple copies) of this method may be obtained by 

contacting AATCC at the above address or tel: 919-549-3526; fax: 919-549-8933, or e-mail: 

orders@aatcc.org.  

AATCC License Agreement: This test method is copyrighted by the American Association 

of Textile Chemists and Colorists (AATCC), PO Box 12215, 1 Davis Drive, Research 

Triangle Park, NC USA. All rights reserved.  

AATCC grants you a license as follows: The right to download one electronic file of this 

AATCC test method for temporary storage on one computer for purposes of viewing, and/or 

printing one copy of the AATCC test method for individual use. Neither the electronic file nor 

the hard copy print may be reproduced in any way. In addition, the electronic file may not be 

distributed elsewhere over computer networks or otherwise. The hard copy print may only be 

distributed to other employees for their internal use within your organization. 
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Developed in 2016 by AATCC Commit-
tee RA57.

1. Purpose and Scope

1.1 This test method is intended to sim-
ulate the actual use of carpets in the field,
and evaluates the propensity of the face
and back of carpets to be penetrated by a
spilled liquid.

1.2 Unless specifically agreed by inter-
ested parties, this method is not intended
for the evaluation of seams/joints of the
carpet. This test method is used to evalu-
ate whether or not a carpet (face and
backing) is penetrated by a spilled liquid
through the carpet face and backing. The
method does not assess seams/joints un-
less reported. This method is intended to
simulate the actual use of carpet in the
field.

2. Principle

2.1 A colored liquid is spilled from a
specified height onto the pile side of a
carpet. The test liquid is allowed to stand,
undisturbed, on the specimen for approx-
imately 24 h.

2.2 The specimen is evaluated for liq-
uid penetration.

3. Terminology

3.1 blotting paper, n.—any absorbent
cloth-like material that is white in color,
and will readily absorb small droplets of
liquid.

3.2 carpet backing, n.—materials
(fabrics, yarns or chemical compounds)
in the carpet other than the face yarns.

3.3 carpet composite, n.—the fin-
ished carpet product, including: face fi-
bers, primary backing, adhesive coating,
and secondary backing (if applicable).

3.4 liquid spillage resistance, n.—for
carpet, the ability to prevent the penetra-
tion of liquids through the carpet com-
posite.

3.5 primary backing, n.—for tufted
carpet, the substrate into which yarns are
inserted.

3.6 seam, n.—for carpet, a line
formed by the junction of any two carpet
composite edges.

3.7 secondary backing, n.—a sub-
strate fabric attached to the back of a car-
pet with an adhesive binder.

3.8 spill, adj.—The unintended falling
of liquid onto a carpet face.

4. Safety Precautions

NOTE: These safety precautions are
for information purposes only. The pre-
cautions are ancillary to the testing proce-
dures and are not intended to be all inclu-
sive. It is the user's responsibility to use
safe and proper techniques in handling
materials used in this test method. Manu-
facturers MUST be consulted for specific
details such as material safety data sheets
and other manufacturer's recommenda-
tions. All OSHA standards and rules
must also be consulted and followed.

4.1 Good laboratory practice should be
followed. Wear safety glasses in all labo-
ratory areas.

4.2 All chemicals should be handled
with care.

4.3 Manufacturer's safety recommen-
dations should be followed when operat-
ing laboratory testing equipment.

4.4 Ground all electrical equipment.

5. Uses and Limitations

5.1 This test method is not applicable
to liquid penetration due to flooding, sub
floor leakage, etc. It is not designed to
classify a carpet as liquid impervious or
to assess the long term effects of liquids
on product deterioration or degradation.

5.2 The test is not intended to evaluate
broad loom or modular carpet seams un-
less the seams are specifically tested as
agreed between the buyer and seller.

6. Apparatus and Materials (see 14.1)

6.1 Glass or plastic laboratory funnel
with a 35 ± 2 mm (1.43 ± 0.08 in.) length
tube. The tube inside diameter should be
10 ± 2 mm (0.40 ± 0.08 in.).

6.2 Methylene Blue dye stuff.
6.3 Glassine paper or equivalent (see

14.2)
6.4 Splash ring guard, at least 150 mm

(6 in.) in diameter (not to exceed width of
the specimen), with a minimum height of
127 mm (5.0 in.), and made from a non-
absorbent material.

6.5 White blotting paper or equivalent
(see 14.2).

6.6 Funnel and funnel holding device,
capable of centering the funnel over the
specimen at a height of 100 cm ± 0.3 cm
(39.4 ± 0.125 in.).

7. Reagents

7.1 Methylene Blue 0.1% aqueous, di-
luted with de-ionized water. Prepare

enough to apply 100 mL of solution to
every specimen to be tested.

8. Preparation of Test Specimens

8.1 Cut three specimens with a mini-
mum dimensions of 300 × 300 mm (12.0
× 12.0 in.) from the test sample, one from
each side of the full width of the carpet,
at least 300 mm (12.0 in.) from the edge,
and one specimen from the approximate
center of the carpet width.

8.2 Prior to testing, remove any loose
tufts or fibers from the specimens.

9. Conditioning

9.1 Prior to testing, condition test spec-
imens as directed in ASTM D1776, Stan-
dard Practice for Conditioning and Test-
ing Textile (see 14.3). After testing, the
test specimens shall sit undisturbed for 24
± 2 h in the standard atmosphere for tex-
tiles, prior to evaluation.

9.2 Perform test in standard atmo-
sphere for textiles.

10. Procedure

10.1 Position laboratory funnel with
the aperture of funnel 100 cm ± 0.3 cm
(39.4 ± 0.125 in.) above a flat, level sur-
face on which the test specimen will be
placed (see Fig. 1).

10.2 Place the test specimen face up on
the level surface. Locate the funnel aper-
ture above the approximate center of the
specimen.

Fig. 1—Relative position of
spillage equipment.
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