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that determination of the validity of any such patent rights, and the risk of infringement of 

such rights, are entirely their own responsibility.  
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and must be reviewed every five years and if not revised, either reaffirmed or withdrawn. 
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you may attend. If you feel that your comments have not received a fair hearing, you 

should make your views known to Diana A. Wyman, Technical Director, at the address 

shown below.  

This test method is copyrighted by AATCC, PO Box 12215, Research Triangle Park, NC 

27709 USA. Individual reprints (single or multiple copies) of this method may be obtained by 

contacting AATCC at the above address or tel: 919-549-3526; fax: 919-549-8933, or e-mail: 
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Triangle Park, NC USA. All rights reserved.  

AATCC grants you a license as follows: The right to download one electronic file of this 

AATCC test method for temporary storage on one computer for purposes of viewing, and/or 

printing one copy of the AATCC test method for individual use. Neither the electronic file nor 

the hard copy print may be reproduced in any way. In addition, the electronic file may not be 

distributed elsewhere over computer networks or otherwise. The hard copy print may only be 

distributed to other employees for their internal use within your organization. 
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Developed in 1951 by AATCC Commit-
tee RR6; jurisdiction transferred in
1995 to AATCC Committee RA61; re-
vised 1952, 1953, 1956, 1959, 1998
(with title change), 2017; reaffirmed
1968, 1972, 1975, 1978, 1984, 1990,
2003, 2014; editorially revised 1986,
1991, 1995, 2006, 2008, 2016; reaf-
firmed and editorially revised 1996; Op-
tion 1, Partly equivalent to ISO 2313.

1. Purpose and Scope

1.1 This test method is used to deter-
mine the wrinkle recovery of woven fab-
rics. It is applicable to fabrics made from
any fiber, or combination of fibers.

2. Principle

2.1 A test specimen is folded and com-
pressed under controlled conditions of
time and force to create a folded wrinkle.
The test specimen is then suspended in a
test instrument for a controlled recovery
period, after which the recovery angle is
recorded.

3. Terminology

3.1 wrinkle recovery, n.—that prop-
erty of a fabric which enables it to re-
cover from folding deformations.

4. Safety Precautions

NOTE: These safety precautions are
for information purposes only. The pre-
cautions are ancillary to the testing proce-
dures and are not intended to be all inclu-
sive. It is the user’s responsibility to use
safe and proper techniques in handling
materials in this test method. Manufac-
turers MUST be consulted for specific
details such as material safety data sheets
and other manufacturer’s recommenda-
tions. All OSHA standards and rules
must also be consulted and followed.

4.1 Good laboratory practices should
be followed. Wear safety glasses in all
laboratory areas.

5. Uses and Limitations

5.1 Two options for performing wrin-
kle recovery angle testing are included in
this test method. The Option 1 procedure
is applicable to equipment commercially
available and similar to devices used in
ISO 2313: Determination of the Recov-
ery from Creasing of a Horizontally
Folded Specimen by Measuring the An-

gle of Recovery (see 13.1). The Option 2
procedure is for those laboratories that
still have the older recovery devices
which are no longer available from their
original source.

5.2 This method has been used as a re-
search tool and for production quality
control; however, it is not recommended
to be used for acceptance testing (see 13.2).

5.3 Parameters to be controlled in the
test are: relative humidity, temperature,
applied pressure, time under pressure,
and recovery time. This method specifies
arbitrary selected values for the latter
three factors, based on a compromise be-
tween conditions likely to be encountered
in service, and the expeditious conduct of
the test. Two conditions of temperature
and relative humidity are specified as be-
ing representative of normal experience.
For specialized purposes, it may be ad-
visable to use other combinations of tem-
perature and humidity.

5.4 Specimens from limp or heavy
weight fabrics may twist or curl making
angle readings difficult to determine (see
13.3).

6. Apparatus (see 13.4)

6.1 Wrinkle Recovery Tester and ac-
cessories, Option 1 (see Fig. 1).

6.1.1 Loading device with two flat
plates (see Fig. 2).

6.1.2 Wrinkle Recovery Circular Scale

divided into degrees over the range 10–
180° (see Fig. 3).

6.1.3 Paper or aluminum foil not ex-
ceeding 0.04 mm thick.

6.2 Wrinkle Recovery Tester and ac-
cessories, Option 2 (see Fig. 4).

6.2.1 Disk and protractor with clamp
mounted to the disk (see Fig. 4).

6.2.2 Specimen holder with two super-
imposed stainless steel leaves, 0.16 ±
0.01 mm thick, fastened together at one
end. The top leaf is shorter than the bot-
tom leaf.

6.2.3 Plastic press, consisting of two
superimposed leaves 95 × 20 mm fas-
tened together at one end. A 23 × 20 mm
plastic section is attached to the outer sur-
face of the free end of one leaf, flush with
the outer edges that form a platform for a
weight.

6.3 Tweezers with a jaw width of 25
mm and a line marked on both external
faces 5 mm from the end and parallel to
the jaw width (see Fig. 5). Another pair
of tweezers, preferably plastic, is needed
to handle specimens.

6.4 Clock or timer accurate to ± 1 s.
6.5 Template, 40 × 15 mm.
6.6 Weight, 500 ± 5 g.
6.7 Conditioning chamber suitable for

the manipulation of the test specimen and
the test apparatus that can produce atmo-
spheres other than the standard atmo-
sphere for testing textiles.

7. Test Specimens

7.1 Identify the face and back of the
fabric sample. Avoid taking specimens
from creased, wrinkled, or distorted sec-
tions of the sample.

7.2 Cut 12 specimens 40 × 15 mm, six
with their long dimension parallel to the
warp direction of the fabric and six with
their long dimension parallel to the filling
direction.

7.2.1 Cut warp specimens from sample
locations with different warp yarns. Cut
filling specimens from sample locations
with different filling yarns (see Fig. 6).
Unless otherwise specified, take speci-
mens no nearer the selvage or edge of the
fabric than one tenth the width of the
fabric.

7.3 Mark the fabric face of each speci-
men.

7.4 Avoid handling or distorting the
specimens. The use of a template or die
for cutting the specimens and tweezers
for handling them is recommended.

AATCC Test Method 66-2017

Wrinkle Recovery of
Woven Fabrics: Recovery Angle

Fig. 1—Option 1—Wrinkle Recovery 
Angle Tester and accessories.
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