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AATCC Test Method 94-2012

Finishes in Textiles: Identification

Developed in 1959 by AATCC Com-
mittee RR45, reactivated to RA45 2012;
revised 1961, 1962, 1965, 1987; reaf-
firmed 1969, 1973, 1977, 1985, 2002,
2007, 2012; editorially revised 1974,
2010; editorially revised and reaffirmed
1992, 1997.

1. Purpose and Scope

1.1 This test method gives guidelines
for qualitative identification of various
finish components present on textile fab-
rics, yarns or fibers.

1.2 The identification scheme may in-
volve any or all of the following ap-
proaches:

1.2.1 Sequential solvent extractions
followed by identification of extracts by
infrared spectroscopy (IR), gas chroma-
tography (GC), high performance liquid
chromatography (HPLC), thin layer chro-
.matography (TLC), nuclear magnetic res-
“onance spectroscopy (NMR) or other in-
_strumental or wet-chemical methods.
:1.2.2 Direct measure of elemental or
“chemical species on fabric by X-ray fluo-
‘rescence spectroscopy, infrared reflectance
“spectroscopy, furnace atomic absorption
“spectroscopy, and other instrumental or
“wet-chemical analysis methods.

" 1.2.3 Identification of specific finish-
ing components by chemical spot tests on
the textile or extracts from textiles.

2. Uses and Limitations

2.1 This test method is a flexible set of
guidelines for identification of textile fin-
ishes. Appropriate adjustments and modi-
fications will be needed as finishing
chemicals change and as new analytical
test methods are developed.

2.2 Any chemical which is on the tex-
tile prior to finishing may be present on
the finished fabric and could be removed
and/or detected as finish. Warp sizes,
[e.g., starches, acrylics, waxes, poly-
esters, poly(vinyl alcohol)], dyes, dye fix-
atives, binders, spin finishes, natural
gums, sugars, optical brighteners, and
processing chemicals (e.g., surfactants,
bleach stabilizers, dye carriers, and oils)
may be present by design or unintention-
ally. A working knowledge of these
chemicals is needed to properly detect
and identify them. Where possible, sup-
plier should be consulted for further
information.

3. Terminology

3.1 chemical finish, n.—chemical

material other than colorants and residual
processing chemicals added to textiles to
impart desired functional or aesthetic
properties to the textile product.

NOTE: Chemical finish will hereafter
be referred to as finish.

4. Safety Precautions

NOTE: These safety precautions are
for information purposes only. The pre-
cautions are ancillary to the testing proce-
dures and are not intended to be all inclu-
sive. It is the user’s responsibility to use
safe and proper techniques in handling
materials in this test method. Manufac-
turers MUST be consulted for specific
details such as material safety data sheets
and other manufacturer’s recommenda-
tions. All OSHA standards and rules
must also be consulted and followed.

4.1 Good laboratory practices should
be followed. Wear safety glasses in all
laboratory areas.

4.2 Use chemical goggles or face
shield, impervious gloves and an imper-
vious apron during dispensing and mix-
ing of alkalis, acids and organic solvents.
Concentrated acids should be handled
only in an adequately ventilated labora-
tory hood. CAUTION: Always add acid
to water.

4.3 Special precautions must be ob-
served when using perchloric acid. All
work must be done in an exhaust hood
made of non-combustible material. Fre-
quent wash down of the exhaust system is
recommended as accumulated perchlor-
ate combinations are often explosive. Ad-
dition of dehydrating agents, unless con-
trolled, will lead to the anhydrous acid
which is unstable. Care must be taken in
handling perchloric acid. Use eye and
face protection, and flush any spill or
splash to the skin or eyes with water
immediately.

4.4 Hexane and methanol are flamma-
ble liquids and should be stored in the
laboratory only in small containers away
from heat, open flames and sparks. These
chemicals should not be used near an
open flame.

4.5 Carry out reflux procedure in a
well ventilated hood with an electrical
heater or a water bath as the heating
source. Use chemical goggles or face
shield, impervious gloves and an im-
pervious apron when handling organic
solvents.

4.6 An eyewash/safety shower, organic
vapor respirator and a self-contained
breathing apparatus should be located

nearby for emergency use.

4.7 Care should be taken in handling
hot weighing bottles and crucibles. Se-
vere burns can result from skin contact.

4.8 Manufacturer’s safety recommen-
dations should be followed when operat-
ing laboratory testing equipment.

4.9 Exposure to chemicals used in this
procedure must be controlled at or below
levels set by governmental authorities
[e.g., Occupational Safety and Health
Administration’s (OSHA) permissible ex-
posure limits (PEL) as found in 29 CFR
1910.1000; see web site: www.osha.gov
for latest version]. In addition, the Ameri-
can Conference of Governmental Indus-
trial Hygienists (ACGIH) Threshold
Limit Values (TLVs) comprised of time
weighted averages (TLV-TWA), short
term exposure limits (TLV-STEL) and
ceiling limits (TLV-C) are recommended
as a general guide for air contaminant ex-
posure which should be met (see 14.1).

5. Sample Preparation

5.1 Textile samples should be dried at
105 + 1°C (221 + 2°F) and desiccated to
constant weight prior to weighing for
subsequent extractions.

6. Solvent Extraction Procedures

6.1 Extraction with different solvents is
intended to remove as many finishing
chemicals as possible in a sequential or-
der. The extraction scheme presented
here (see Table I) was chosen on the basis
of solvent polarity, solubility, volatility,
economy and safety.

6.2 Changes in chemical finishes,
safety considerations or personal prefer-
ences may dictate the use of other sol-
vents. It is the responsibility of the user to
determine which finish types may be re-
moved by different solvents.

6.3 Some finishes may not be soluble
in any solvent. An alternate method for
insoluble finishes such as fully cross-
linked polymers [e.g., some acrylics,
polyurethanes, silicones and poly(vinyl
acetates)] would be to dissolve all of the
fibrous material with a suitable solvent,
leaving the residue of finish for further
analysis (see AATCC Method 20, Fiber
Analysis: Qualitative, Table V).

6.4 Procedure. A weighed textile sam-
ple (1-10 g depending on the size of the
extractor) is extracted in sequence by the
solvents in Table I, using Soxhlet reflux
or beaker extractions depending on

equipment availabilithxtraction times
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Table |

Group  Solvent Polarity Index*
1 Hexane 0.1
2 1,1,1-Trichloroethane 1.0
3 Methanol 5.1
4 Water 10.2

5 0.1 N Hydrochloric acid 10.2

*Burdick and Jackson

Typical Finishing Chemicals Removed

Qils, waxes, softeners, silicones

Small amounts of unfixed polymers, polyester resins,
acrylics, polyurethanes, poly(vinyl acetates)

Unfixed cellulose reactants, organic salts, sulfonated
organics

Unfixed cellulose reactants, urea, linear starches,
poly(vinyl alcohol)

Fixed cellulose reactants, branched starches,
inorganic salts

NOTE: Some types of fibers may be partially dissolved by the solvents. Pre-checks on the fiber types (see AATCC

Method 20) should be made to avoid errors.

may range from 45 min to several hours
depending on the boiling point, exchange
rate and knowledge of the history of fin-
ish removal for the textile sample in
question. The samples should be com-
pletely dried before beginning the next
solvent in the sequence. After the extrac-
tions are complete, each solvent is fil-
tered and evaporated or distilled leaving
the residual finish extract. (The extract
may be transferred to a weighing pan
prior to complete dryness; drying can
then be completed in an oven at 105
+ 1°C. Calculate the percent extract as
follows:

Extract =

Weight of Residue

100
00 Weight of Original Fabric

NOTE: It may be useful to neutralize
the acid extract with dropwise addition of
dilute sodium hydroxide to avoid further
degradation of the finish during evapora-
tion. The quantitative results will reflect
the presence of sodium chloride in the
dried residue. In addition, contamination
of the solution by sodium carbonate from
the reaction of sodium hydroxide with at-
mospheric carbon dioxide may interfere
with interpretation of subsequent infrared
spectra.

The percent extract, coupled with sub-
sequent identification, will be useful in
distinguishing true finish components
from residual non-finishing chemicals
that may have been left on the fabric;
e.g., natural waxes from softeners.

The extracted finish may be identified
by one of the analytical techniques de-
scribed below.

7. Infrared Spectroscopic Procedures

7.1 Infrared spectroscopy offers a very
convenient way to identify extracted fin-
ish from textiles. The basis for infrared
spectroscopy is the structural information
about a compound that can be found from

its infrared spectrum. Infrared absorption
bands in the 4000 to 250 wavenumbers
region result from specific functional
groups in a molecule. These can be com-
pared with spectra of finishes in pub-
lished or personal libraries. Visual in-
spection by a trained analyst will quickly
identify the general type of finish. Com-
puterized search-and-match capabilities
on many infrared systems will be helpful.
For more complete information, includ-
ing typical wavenumbers for comparison
of spectra of textile materials, descrip-
tions of newer techniques such as Fourier
transform infrared spectroscopy (FTIR),
attenuated total reflectance spectroscopy
(ATR) and primary references, see 14.2.
For representative spectra of chemical
finishes, see 14.3.

7.2 Both grating instruments and
Fourier transform interferometers are
capable of producing high quality spectra
for identification and reference purposes.
Other spectroscopic techniques such as
laser-Raman spectroscopy, NMR spec-
troscopy and UV-visible spectroscopy
may also be utilized, if available, to fur-
ther identify the extracts. Figs. 1-5 repre-
sent infrared spectra run on an FTIR
spectrophotometer with MCT detector at
a resolution of 4 wavenumbers, signal
averaged over 30 scans with HAPP-
Gensel apodization cast on KRS-5 crys-
tal. Fig. 6 represents a proton NMR
spectrum of dimethyloldihydroxyethylene-
urea (DMDHEU) cellulose reactant in
deuterium oxide. Figs. 7 and 8 represent
laser-Raman spectra of aqueous solutions
of cellulose reactants using an argon ion
laser source. Figs. 9 and 10 represent
HPLC runs of cellulose reactants using
Refractive Index (R.1.) detector, 5 micron
C-18 reverse phase column, with 100%
water mobile phase pumping at 1.0 mL/
min. Fig. 11 represents an X-ray fluores-
cence spectrum taken from a scanning
electron microscope image using a liquid
nitrogen cooled detector with an energy
range of 0-5 kiloelectron-volts. For other

examples of infrared spectra, see 14.3
and 14.4.

7.3 Infrared Sample Preparation.

7.3.1 Techniques. Finish samples can
be prepared for infrared analysis by one
of the following methods: dissolve the
extract in suitable solvent, for analysis as
a liquid or as a cast film; grind the textile
sample to small particle size and mull in
mineral oil; pelletize the extract or
ground textile sample into a homoge-
neous mixture with potassium bromide
(KBr) (see 14.2).

7.4 Infrared Analysis.

7.4.1 Obtain a spectrum of the sample
or extract prepared by one of the above
techniques. The identity of the applied
finish is confirmed by comparison of the
sample spectrum with known infrared
spectra. For more accurate identification,
the spectrum of the known compound
should be obtained with the same appli-
cation and extraction history as the un-
known finish.

7.4.2 Softeners. Quaternary ammo-
nium compounds, polyethylenes, polyox-
yethylene glycols, polyurethanes and
polyacrylates are partially soluble in
trichloroethylene or 1,1,1-trichloroethane.
The extract is concentrated and trans-
ferred to a clean KBr disk.

7.4.3 Durable Press Finishing Agents.
Since most durable press finishing agents
can be extracted with either water or hy-
drochloric acid, this provides an alternate
method for removing finishes for infrared
spectroscopy. Approximately 0.2 g fab-
ric, cut into small squares, is refluxed for
5 min in 0.1 N HCI. The solution is then
decanted into a 50 mL round-bottom
flask with 350 mg spectral grade KBr and
evaporated to dryness on a rotary evapo-
rator while the flask is immersed in an
ice-salt bath to prevent further hydrolysis.
Final drying over phosphorus pentoxide
produces a residue that is mixed with
more KBr (in a 50 mg:300 mg ratio) and
pressed into a disk. A spectrum is ob-
tained and compared to that of known
compounds, with spectra of hydrolyzates
of known compounds preferable for ac-
curate comparison.

Another method of sample preparation
for identification of durable press finishes
by infrared spectroscopy is to grind the
fabric and pelletize it with spectral grade
KBr. Differential infrared spectra relative
to ground unfinished fabric are then ob-
tained. KBr disks containing equivalent
amounts of specimen in both beams of a
double beam spectrophotometer compen-
sate for the fabric bands. Computerized
spectral subtraction techniques may also
be used to achieve differential spectra.

7.4.4 A quick alternative for acquiring
infrared spectra of finishes was described
in the 1972 Intersectional Technical Pa-
per Competition presented by AATCC

Rhode Island Sectiob(see 14.5). The
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