
 

Aerospace --
Airframe needle roller -- 
yoke type, single-row,
sealed -- Inch series

ABMA/ISO 13412-2010  

Sponsor 
 

American Bearing 
 Manufacturers Association 

 
ABMA/ISO 13412-2010

(Identical Adoption of ISO 13412:1997) 
 
 
 
 
Copyright© American Bearing Manufacturers Association, Inc.  
Neither part of the printed publication, nor any part of the 
electronic tile may be reproduced or transmitted in any form, 
including transmittal by e-mail, by file transfer protocol (FTP), or by 
being made part of a network-accessible system, without the prior 
written permission of the copyright owner. 

 

Full document details: ABMA(BEARING) 13412 2010

http://www.avadocuments.com/doc/abma-bearing-13412-2010
http://www.avadocuments.com/doc/abma-bearing-13412-2010


ABMA FOREWORD (This foreword is not part of ABMA/ISO 13412-2010.)             

IS0 (the International Organization for Standardization) is a worldwide federation of national 

standards bodies (IS0 member bodies).  The work of developing International Standards is 

carried out through IS0 technical committees.  Every member body interested in a subject for 

which a technical committee has been authorized has the right to be represented on that 

committee.  International organizations, governmental and non-governmental, in liaison with 

ISO, also take part in the work.  

The text is approved as an International Standard if a two-thirds majority of the P (participating)-

members of the TC/SC are in favor and not more than one-quarter of the total number of votes 

cast are negative. 

International Standard 13412-2010 was prepared by Technical Committee ISO/TC 4, Rolling 

Bearings / Subcommittee 4, Tolerances, tolerance definitions and symbols (including GPS). 

This standard was processed and approved for submittal to ANSI for national adoption by 

Accredited Standards Committee B3.  Committee approval of the national adoption of this 

standard does not necessarily mean that all committee members voted for its adoption.  

Suggestions for the improvement of this standard gained through experience with its use will be 

welcomed.  These suggestions should be sent to:   

ASC B3 Secretariat 
American Bearing Manufacturers Association  
2025 M Street, N.W., Suite 800  Washington, 
DC 20036  
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A Reference number
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13412
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Aerospace — Airframe needle track roller,
yoke type, single-row, sealed — Inch series

Aéronautique et espace — Galets de came à aiguilles pour étrier, à
une rangée, avec joints, pour cellule d'aéronef — Série «inch»

Copyright International Organization for Standardization 
Provided by IHS under license with ISO Licensee=University of Alberta/5966844001, User=ranji, hadi

Not for Resale, 01/31/2015 10:14:01 MSTNo reproduction or networking permitted without license from IHS

--```,``,,,`,,```,,,``,,`,`,`-`-`,,`,,`,`,,`---

Full document details: ABMA(BEARING) 13412 2010

http://www.avadocuments.com/doc/abma-bearing-13412-2010
http://www.avadocuments.com/doc/abma-bearing-13412-2010


ISO 13412:1997(E)

©   ISO 1997

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means, electronic
or mechanical, including photocopying and microfilm, without permission in writing from the publisher.

International Organization for Standardization
Case postale 56 • CH-1211 Genève 20 • Switzerland
Internet central@iso.ch
X.400 c=ch; a=400net; p=iso; o=isocs; s=central

Printed in Switzerland

ii

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard ISO 13412 was prepared by Technical Committee ISO/TC 20, Aircraft and space vehicles,
Subcommittee SC 15, Airframe bearings.

Annex A forms an integral part of this International Standard.  Annex B is for information only.
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Introduction

At the time this International Standard was developed, the imperial units sizes of airframe needle roller bearings were
dominant in world application.  The basis for this International Standard is the imperial units provided in annex B.
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