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ABMA FOREWORD (This foreword is not part of ANSI/ABMA/ISO 15242-4:2018.)  

IS0 (the International Organization for Standardization) is a worldwide federation of national 

standards bodies (IS0 member bodies).  The work of developing International Standards is 

carried out through IS0 technical committees.  Every member body interested in a subject for 

which a technical committee has been authorized has the right to be represented on that 

committee.  International organizations, governmental and non-governmental, in liaison with 

ISO, also take part in the work.  

The text is approved as an International Standard if a two-thirds majority of the P (participating)-

members of the TC/SC are in favor and not more than one-quarter of the total number of votes 

cast are negative. 

International Standard 15242-4:2017 was prepared by Technical Committee ISO/TC 4, Rolling 

Bearings. 

This standard was processed and approved for submittal to ANSI for national adoption by 

Accredited Standards Committee B3.  Committee approval of the national adoption of this 

standard does not necessarily mean that all committee members voted for its adoption.  

Suggestions for the improvement of this standard gained through experience with its use will be 

welcomed.  These suggestions should be sent to:   

ASC B3 Secretariat 

American Bearing Manufacturers Association  

330 N. Wabash Ave, Ste 2000 

Chicago, IL 60611 
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/​directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/​patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO’s adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following 
URL: www​.iso​.org/​iso/​foreword​.html.

This document was prepared by Technical Committee ISO/TC 4, Rolling bearings.

This second edition cancels and replaces the first edition (ISO  15242-4:2007), which has been 
technically revised.

The main changes compared to the previous edition are as follows:

—	 editorial changes have been made for clarification and removal of inconsistencies

—	 figure keys have been updated for clarification

A list of all the parts in the ISO 15242 series can be found on the ISO website.
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