B 2595512 0079781 59T M

ANSIVABMA 25.2

ADOPTION NOTICE

ANSI/ABMA 25.2 , “Rolling Bearings, Linear Motion Recirculating Ball Sleeve Type - Inch Series”, was adopted
on 15 August 1995 for use by the Department of Defense (DoD). Proposed changes by DoD Activities must be
submitted to the DoD Adopting Activity: Defense Industrial Supply Center, ATTN: DISC-EC, 700 Robbins
Avenue, Philadeiphia, PA 19111-5096. DoD Activities may obtain copies of this standard from the
Standardization Document Order Desk, 700 Robbins Avenue, Building 4D, Philadelphia, PA 19111-5094. The
private sector and other Government agencies may purchase copies from the American Bearing Manufacturers
Association, Inc., 1200 19th Street, N.W., Suite 300, Washington, DC  20036-4303.
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American National Standard

Approval of an American National Standard requires verification by ANSI that the
requirements for due process, consensus, and other criteria for approval have been met
by the standards developer.

Consensus is established when, in the judgment of the ANSI Board of Standards Review,
substantial agreement has been reached by directly and materially affected interests.
Substantial agreement means much more than a simple majority, but not necessarily
unanimity. Consensus requires that all views and objections be considered, and that a
concerned effort be made toward their resolution.

The use of American National Standards is completely voluntary; their existence does
not in any respect preclude anyone, whether he has approved the standards or not, from
manufacturing, marketing, purchasing, or using products, processes, or procedures not
conforming to the standards.

The American National Standards Institute does not develop standards and will in no
circumstances give an interpretation of any American National Standard. Moreover, no
person shall have the right or authority to issue an interpretation of an American National
Standard in the name of the American National Standards Institute. Requests for inter-
pretations should be addressed to the secretariat or sponsor whose name appears on the
title page of this standard.

CAUTION NOTICE: This American National Standard may be revised or withdrawn
at any time. The procedures of the American National Standards Institute require that
action be taken to reaffirm, revise, or withdraw this standard no later than five years
from the date of approval. Purchasers of American National Standards may receive
current information on all standards by calling or writing the American National Stan-
dards Institute. '

Published by
The Anti-Friction Bearing Manufacturers Association, Inc.
1101 Connecticut Ave. N.W., Suite 700
Washington, D.C. 20036

Copyright 1990 by The Anti-Friction Bearing Manufacturers Association, Inc.
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FOREWORD
(This foreword is not part of ANSI/AFBMA Standard 25.2, Rolling Bearings,
Linear Motion, Recirculating Ball, Sleeve Type-Inch Series.)

This American National Standard specifies boundary dimensions and tol-
erances for inch design, sleeve type linear motion ball bearings with recir-
culating balls.

Suggestions for the improvement of this standard gained through experience
with its use will be welcomed. These should be sent to the American National
Standards Institute, Inc., 1430 Broadway, New York, NY 10018.

The officers of Accredited Standards Committee B3 of the American Nationa!
Standards Institute and the organizations represented at the time this stan-
dard was submitted are as follows:

W.G. Looft, Chairman G.T. Satterfield, Secretary

American Society of Agricultural Engineers
Anti-Friction Bearing Manufacturers Association
Hydraulic Institute '

National Machine Tool Builders Association
U.S. Department of Defense, DISC

U.S. Department of the Navy
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